














Analytical Reference Materials

New mixes!

Ask about our updated
EPA 524.3 Supplemental Mixes

GET YOUR MIX

Time-Saving MegaMix®
Environmental Reference Mixes.

« Largest number of target analytes in one mix,

formulated for maximum stability.

« Available for US EPA methods 8260, 8270,

502.2, 524.2, 525.2, 624, 625, SOMO01.1, OLC
03.2, OLM 04.2, Skinner List volatiles, Skinner
List semivolatiles.

Save time, save effort, minimize potential
for preparation problems—use MegaMix®

reference mixes, only from Restek or
authorized distributors.

www.restek.com/megamix

2nd Source TO-14A/TO-15
Gas Calibration Standards

« Standards from TWO manufacturers provides second source standards on one order.
« 12 month stability in transportable cylinders.
« Drop shipped for fast delivery and maximum shelf life.

TO-15 64 Component Mix (64 components)
1ppm in nitrogen, 104 liters @ 1,800psi

cat. # 34436 (ea.)

1ppm in nitrogen, 110 liters @ 1,800psi (Pi-marked Cylinder)

cat. # 34436-PI (ea.)

TO-14A 43 Component Mix (43 components)
1ppm in nitrogen, 104 liters @ 1,800psi

cat. # 34432 (ea.)

1ppm in nitrogen, 110 liters @ 1,800psi (Pi-marked Cylinder)

cat. # 34432-PI (ea.)

Spectra 104L Cylinders:

Aluminum construction
Size: 8 x 24 cm
Volume/Pressure:

104 liters of gas

@ 1,800psi

CGA-180

outlet fitting.

Weight:

1.5 1bs/0.7 kg

Scotty 110L Cylinders
(Pi-marked Cylinders for
EU Regulations):

Aluminum construction
Size: 8.3 x29.5 cm @
Volume/Pressure:

110 liters of gas

@ 1,800psi

CGA-180 outlet fitting.
Weight: 2.2 Ibs/1 kg

US DOT Specs: 3AL2216

For more available gas standards visit www. restek.com/air
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The Choice Is Yours

www.restek.com/uhplc

to Achieve USP <467> Compliance

Residual Solvents - Class 1

benzene 10mg/mL 1,1-dichloroethene 40
carbon tetrachloride 20 1,1,1-trichloroethane 50
1,2-dichloroethane 25

In dimethyl sulfoxide, ImL/ampul
cat. # 36279 (equivalent to USP#1601102) (ea.)

Residual Solvents Class 2 - Mix A (15 components)

acetonitrile 2.05mg/mL methylcyclohexane 5.90
chlorobenzene 1.80 methylene chloride 3.00
cyclohexane 19.40 tetrahydrofuran 3.45
cis-1,2-dichloroethene  4.70 toluene 4.45
trans-1,2-dichloroethene 4.70 m-xylene 6.51
1,4-dioxane 1.90 o-xylene 0.98
ethylbenzene 1.84 p-xylene 1.52
methanol 15.00

In dimethyl sulfoxide, ImL/ampul
cat. # 36271 (equivalent to USP#1601281) (ea.)

Residual Solvents Class 2 - Mix B (8 components)

chloroform 60ug/mL nitromethane 50
1,2-dimethoxyethane 100 pyridine 200
n-hexane (C6) 290 tetralin 100
2-hexanone 50 trichloroethene 80

In dimethyl sulfoxide, ImL/ampul
cat. # 36280 (equivalent to USP#1601292) (ea.)

Residual Solvents Class 2 - Mix C (8 components)

2-ethoxyethanol ~ 800ug/mL 2-methoxyethanol

ethylene glycol 3,100 (methyl cellosolve) 250
formamide 1,100 N-methylpyrrolidone 2,650
N,N-dimethylacetamide 5,450 sulfolane 800

N,N-dimethylformamide 4,400

In dimethyl sulfoxide, ImL/ampul
cat. # 36273 (equivalent to USP#1601306) (ea.)

Get more on RESIDUAL SOLVENTS at www.restek.com/ovi
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HPLC Columns

RESOLUTION EVOLUTION

GET BETTER RESOLUTION OF YOUR TARGET
COMPOUNDS WITH A RESTEK BIPHENYL COLUMN

“ Higher hydrophobic retention and aromatic selectivity in a single column.

SAVE AND GET A FREE
$50 TODAY HPLC ACCESSORIES KIT

on Biphenyl columns a $185 valuel!

(Redemption details included with column.)

Visit www.restek.com/biphenyl and use the
code below to take advantage of this offer!

Promo Code Offer valid through April 30, 2009, or while supplies last.
1096D Distributor participation may vary. Discount available on US orders only.

Visit www.restek.com/biphenyl
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Hub-Cap Accessories

Hub-Cap 4 Liter
Bottle Tops

Quick, easy & reusable,
Hub-Cap bottle tops
keep your mobile
phase lines in the reser-
voirs without using
messy tape, film, or foil.

Hub-Cap Filter Kit

Transfer and filter mobile phase
in a single step!

Kit includes: bottle adapter, bottle adapter nut,
filter inlet cap, grid support, vacuum hose barb,
tube compression fitting, 47mm grid, 47mm
.22um filter membrane, 47mm .45um filter
membrane, '/:" OD x '/s" ID ultra chemical
resistant, Teflon® FEP lined Tygon® tubing

(3"), 6" x 6" box with shrink

wrap insert.
Description qty.  cat.# price
Hub-Cap Filter Kit kit 26395
Replacement Membrane Filters gty.  cat.#  price
Description ay. cat# price Polypropylene Membrane F?Iters, 47mm, 0.45um 100-pk. 26396
Hub-Cap (assembly of the bottle cap and plug) it 26541 ;o:ypropylene Membrane Filters, 47mm, 0.22um 100:pk. 26397
Hub-Cap Multi-pack 3pk. 26542 ylon Membrane F!Iters, 47mm, 0.45um 100-pk. 26398
Nylon Membrane Filters, 47mm, 0.22um 100-pk. 26399
[ ° Similar to \
E co n o m I Ca I Description Model # part # aty. cat.#  price
For Agilent HPLC Systems
Detector Lamp, 1090 DA, 1050 VW/DA/MWD 1090, 1050 79883-60002 ea. 25260
D etecto r Lamp, DAD G1315A, G1365A 1100, 1200 2140-0590 ea. 25261
Lamp, VWD G1314A 1100, 1200 G1314-60100 ea. 25262
8453 Deuterium Lamp — 2140-0605 ea. 25263
La m ps G1321 Fluorescence Detector Flash Lamp — 2140-0600 ea. 25264
For Beckman HPLC Systems
Deuterium Lamp DU60, 62, 64, 65 596791 ea. 25454
For Hitachi HPLC Systems
Deuterium Lamp, Prealigned L4000, L4200, L4250, L7400 AN0-0424 ea. 25465
For PerkinElmer Instruments
Deuterium Lamp PE 200/785A N2920149 ea. 25431
For Shimadzu HPLC Systems
Deuterium Lamp SPD-6A 062-65056-02 ea. 25283
Deuterium Lamp SPD-10A, 10AV, M20A 228-34016-02 ea. 25284
For Waters Detectors
Xenon Lamp (w/o holder or mirror) 470 — ea. 25404
Xenon Lamp 474 — ea. 25405
Deuterium Lamp (UV/Vis) 484 80357 ea. 25406
Deuterium Lamp 996, 2996 WAT052586 ea. 25408
Deuterium Lamp 2487 WAS081142 ea. 25409
Deuterium Lamp, long life (2,000 hours)* 486 80678 ea. 25410

www.chromtech.net.au E-mail jimjeffsg

*Standard lamps have nominal 1,000-hour life.

chromtech.net
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\ Visit www.restek.com for a complete listing of Detector Lamps.
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HPLC Accessories
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T The PEEK™ Survival Kit is an invaluable parts kit that contains tubing,
fittings, and tools essential for setting up and maintaining your HPLC
system: PEEK™ tubing, connectors, elbows, Teflon® tubing, a tubing cutter

S u rv i va I Ki t and extra blades, a ValvTool wrench, open-end wrenches, and more.
For start-up and maintenance in all HPLC systems.
Description qty. cat.# price
PEEK Survival Kit for HPLC kit 25322
Contents:
Description aty. cat#  price
PEEK Column Connector (beige, round body) 10-pk. 25015
PEEK Tubing, '/3" OD x 0.005" ID x 3m (red stripe) ea. 25065
PEEK Tubing, /1" OD x 0.007" ID x 3m (yellow stripe) ea. 25066
PEEK Tubing, */:" OD x 0.010" ID x 3m (blue stripe) ea. 25067
PEEK Tubing Elbow 90° 5-pk. 25308
PEEK Tubing Elbow 180° 5-pk. 25309
Teflon Tubing, /5" OD x 0.063" ID x 3m (1.6mm ID) 3m 25306
Teflon Tubing, */s" OD x 0.094" ID x 3m (2.4mm ID) 3m 25307
Tubing Clip 5-pk. 25310
ValvTool Wrench ea. 25321
Open-End Wrenches (*/4" x °/1") 2-pk.* 20110
Clean-Cut Tubing Cutter ea. 25069
Replacement Blade for Clean-Cut Cutter ea. 25070
PEEK Union Connector /" 2-pk. 25323
Mobile Phase Sparge Filter: 2um ea. 25311
Inlet Filter: 10um ea. 25312
*Kit contains 1 wrench, replacement (cat.# 20110) is a 2-pk.

" J

Mobile Phase Degasser

In-line vacuum degassing

- Prevents oxygen from causing flow rate instability and
baseline noise.

« Prevents bubbles from forming in check valves, at
connections, or in detector flow cells.

+ More effective than sonication or helium sparging.

Specifications:

Residual Oxygen* 0.9ppm Wetted Parts Teflon AF, PTFE,

Pressure Loss'  0.24psi (1.65kPa) ETFE, PPS

Internal Volume  500uL Max Flow Rate  7mL/min./channel s Ultimate

'At a flow rate of ImL/min. o Degasser Off

Description qty. cat# price Degasys Ultimate

110V Mobile Phase Degasser * Degasser provides

(4 Channe_l, 7mL/min./channel) ea. 25189 2 h hl bl b |

220V Mobile Phase Degasser . ig y stable baselines,

(4 Channel, 7mL/min./channel) ea. 25194 \

To prevent system damage, do not use the Degasys system with solutions contain- * v

. . 07 -50 1

ing TFA at concentrations greater than 5%. . DSJ;,:;::%“ Vobile Phase: Wa'ter:methanol

Flow: 1.0mL/min.

TE 5 & 5 6 7 8 &smn [C019  Det: UV @ 210nm
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(and your budget too!)

Extend the life of your existing instruments
instead of buying new equipment.

Genuine Restek Replacement Parts
« Keep your LCs and GCs running smoothly for years to come.
« Equal or exceed the performance of the original components—

at a fraction of the cost!

Download a mini-catalog for your system today!
Genuine Restek Replacement Parts and Accessories for:

« HPLC Systems « Shimadzu GCs
« Agilent GCs » Thermo Scientific GCs
 PerkinElmer GCs « Varian GCs

9001:2000

Prevent
downtime
with routine

maintenance!
Handy kits &
tools available
online!

Lit. Cat.# GNES1131

© 2009 Restek Corporation.
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