


Polymeric Fittings — Low Pressure

Low Pressure PPS nuts for 1/4“-28 Flat Bottom Fitting Detail *

Low Pressure PPS Nuts for 1/4”-28 Flat Bottom Fitting Detail

- 4 . Material
- Economically Priced Alternative to PEEK Nuts: PPS - PolyPhenylene

- Excellent Chemical Resistance Sulphide, black
- Fits 1/16" or 1/8" OD Tubing
- Slim Design - Fingertight with Adapter

Collapsible Ferrules: CTFE
Inverted Ferrules: ETFE
Washers: Polypropylene

The new VICI Jour PPS 1/4"-28 Fitting series offers Adapters: Polypropylene
axcellent chemical and pressure resistance. There is a
choice of three different sealing options: Chemical Resistance PPS
collapsible ferrule, inverted ferrule or flanged with Chemical Class | Resistance
washer, Acids, organic A
Acids, inorganic | A/C*
Aldehydes A
Alcohols A
Bases A/B
- - Esters A
m = m Halogenated Org.| A/B
= Hydrocarbons A
S | 240 mm €0633 y
~ Y4 Ketones A
= *conc. Halogen Acids
A = suitable
B = Marginal -

dependant on application
C = Not recommended

Detailed chemical resistance
chart see page 106

Dimensions
For 1/16" and 1/8" OD Tubing
Others: see illustration

collapsible 116

CO’L;‘!‘P‘SI;JI; 1 8
Threads
1/4"-28
Pressure Rating
Flangeless type: Collapsible ferrule* connection 1/16" up to 105 bar (1500 psi)
Very effective sealing on narrow areas with no distortion of the tubing L!a_" up t_z:hats l;gr fsontpsi_l |
. . aries wi ubing material
No flanging tools required. and ID
e Tech Tip
fartNo. Descrlpnon Qty/pkg For flanging tubing we recom-
JR-55050-10 Nut, PPS, for collapsible ferrule 1/16”, 1/4"-28 10 mend the VICl Jour Easy Flange
JR-55051-10 Nut, PPS, for collapsible ferrule 1/8" 1/4"-28 10 heieRiteRY)
JR-CFL-CB1KF Ferrule, CTFE, collapsible, 1/16" 10 * Collapsible Ferrule
= (see Glossary):
JR-CFL-CB2KF Ferrule, CTFE, collapsible, 1/8 10 Patent No. 6,575,501

|
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Polymeric Fittings — Low Pressure

Low Pressure PPS nuts for 1/4“-28 Flat Bottom Fitting Detail

|
¥
I

Material C0636 _ 24.0mm | cos3s A
Nuts: PPS - PolyPhenylene
Sulphide, black

7 77

Collapsible Ferrules: CTFE
Inverted Ferrules: ETFE
Washers: Polypropylene
Adapters: Polypropylene

Q722

Chemical Resistance PPS
V R

Acids, organic A i

Acids, inorganic | A/C*

Aldehydes A

Alcohols A

Gases g | N8 Flangeless type: Inverted ferrule connection

Esters 1A No flanging tools required.

Halogenated Org.| A/B

Hydrocarbons | A :

Gatonss A Part No. Description Qty/pkg
*conc. Halogen Acids JR-55070-10 Nut, PPS, flangeless 1/16", 1/4"-28 10
BoMognal-  JR55071-10  Nut,PPS, flangeless 1/8', 1/4"-28 10
i JR-041-10 Ferrule, ETFE, 1/16” 10

JR-051-10 Ferrule, ETFE, 1/8" 10

Detailed chemical resistance
chart see page 106

Dimensions

For 1/16” and 1/8" OD Tubing =

Others: see illustration : "

CO638 I _ 20mm | Cos27

Threads
1/4"-28

Pressure Rating z . s

1/16" up to 105 bar (1500 psi)
1/8" up to 35 bar (500 psi) ="
Flanged with Washer: 30bar
(435psi) Flange 1-8
Varies with tubing material
and ID

Tech Tip

For flanging tubing we recom-
mend the VIC| Jour Easy Flange
Kit (see page 24)

Flanged type: Flange/washer connection
Solvent comes only into contact with the tubing.

Part No. Description Qty/pkg
JR-55060-10 Nut, PPS, flanged 1/16", 1/4"-28 10
JR-55061-10 Nut, PPS, flanged 1/8", 1/4"-28 10
JR-201926-10 Washer, PP, flanged, 1/16" 10
JR-201928-10 Washer, PP, flanged, 1/8" 10

GBQM@M(?@ www.chromtech.netau sales@chromtech.net.au

m ABN 14 643 445 058 PTY LID Tek (03) 9762 2034 Faoc +613 9761 1169
%o Australia rs : nol ... for ALL Your chromatography supplies !



Polymeric Fittings — Low Pressure

Color-Sleeve - fingertight adapter
This sleeve is useful to color code different solvent lines and it turns the new VICI
Jour low pressure nut into a fingertight fitting in an instant. The Color-Sleeve is

available in 12 colors.

Part No.

JR-55080-10
JR-55081-10
JR-55082-10
JR-55083-10
JR-55084-10
JR-55085-10
JR-55086-10
JR-55087-10
JR-55088-10
JR-55089-10
JR-55090-10
JR-55091-10
JR-5508X-24

JR-5508X-12

HROM:?

) &

Description

Adapter, PP, fingertight sleeve, natural
Adapter, PP, fingertight sleeve, white
Adapter, PP, fingertight sleeve, dark grey
Adapter, PP, fingertight sleeve, black
Adapter, PP, fingertight sleeve, lavender
Adapter, PP, fingertight sleeve, red
Adapter, PP, fingertight sleeve, yellow
Adapter, PP, fingertight sleeve, orange
Adapter, PP, fingertight sleeve, brown
Adapter, PP, fingertight sleeve, green
Adapter, PP, fingertight sleeve, blue
Adapter, PP, fingertight sleeve, purple
Adapter, PP, fingertight sleeve, assorted 2 pcs. per color

Adapter, PP, fingertight sleeve, assorted 2 pcs. each
blue, red, green, yellow, black, white

Qty/pkg

10
10
10
10
10
10
10
10
10
10
10
10
24

12

Material
Adapters: Polypropylene

Mﬁ@ www.chromtech.net au sales@chromtech.net.au
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Polymeric Fittings — Low Pressure

PEEK Color Coded Flangeless Nuts

PEEK Color Coded Flangeless Nuts

Material
Nuts: PEEK
Ferrules: ETFE

Flange-Free - Compatible with All 1/4"-28 Flat Bottom Ports
Excellent Chemical Resistance

Fits 1/16" or 1/8"0D Tubing

True Fingertight — No Tools Required

Dimensions
For 1/16"and 1/8" QD tubing
Others: see illustration

contact with the fluid - the nut is not in direct contact
with the fluid stream (see illustration) Six colors are
available.

PEEK Flangeless Nuts in combination with the invert-
ed ferrule do not require flanging tools. A hand tight-
ening procedure makes leak free seals. The inert ETFE
ferrule is the only part, besides the tubing, which is in

Threads
1/4"-28

Pressure rating

1/16" up to 105 bar (1500 psi)
1/8" up to 35 bar (500 psi)
Varies with tubing material
and ID

CO546

Part No. JR-041-10

0547

Part No. JR-051-10

PEEK Color Coded Flangeless Nuts 1/16"

L&?"j ‘

52

Part No. Description Color Qty/pkg
JR-20124-10 Nut, PEEK, flangeless Natural 10
JR-20125-10 Nut, PEEK, flangeless Yellow 10
JR-20126-10 Nut, PEEK, flangeless Red 10
JR-20127-10 Nut, PEEK, flangeless Blue 10
JR-20128-10 Nut, PEEK, flangeless Green 10
JR-20129-10 Nut, PEEK, flangeless Black 10
JR-041-10 Ferrule, ETFE, 1/16" 10
Flange-free 1-16
106 mm 15.8 mm " &Y,
s Y
Part No. JR-20112-10 L\~\\\\\\\\
PEEK Color Coded Flangeless Nuts 1/8" : '
Part No. Description Color Qty/pkg
JR-20112-10 Nut, PEEK, flangeless Green 10
JR-20113-10 Nut, PEEK, flangeless Blue 10
JR-20114-10 Nut, PEEK, flangeless Yellow 10
JR-20115-10 Nut, PEEK, flangeless Red 10
JR-20116-10 Nut, PEEK, flangeless Natural 10
JR-20117-10 Nut, PEEK, flangeless Black 10
JR-051-10 Ferrule, ETFE, 1/8" 10

Australia,

HROM:
< trgyy

ﬂy{?ﬁ@ www.chromtech.netau sales@chromtech.net.au
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Polyacetal Color Coded Flangeless Nuts

Polymeric Fittings — Low Pressure
- Polyacetal Color Coded Flangeless Nuts ¢

SPECS

|

Value for Money Alternative to PEEK

Fits 1/16" or 1/8" OD Tubing
True Fingertight — No Tools Required

Polyacetal Flangeless Nuts in combination with the
inverted ferrule do not require flanging tools. A hand
tightening procedure makes leak free seals. The in-
ert ETFE ferrule is the only part, besides the tubing,

Flange-Free - Compatible with All 1/4"-28 Flat Bottom Ports

Material
Nuts: Polyacetal
Ferrules: ETFE

Dimensions

For 1/16" and 1/8" OD Tubing
Others: see illustration
which is in contact with the fluid - the nut is not in
direct contact with the fluid stream (see illustration)
Six colors are available.

Threads
1/4%-28

Pressure rating

3

=
o

Part No. JR-041-10

C0243

Part No, JR-051-10

Polyacetal Color Coded Flangeless fingertight Nuts 1/16"

e il

Part No. Description Color Qty/pkg i
JR-040GR-10 Nut, Polyacetal, flangeless 1/16" green 10 - §
JR-040BL-10 Nut, Polyacetal, flangeless 1/16” blue 10 [ T
JR-040YL-10 Nut, Polyacetal, flangeless 1/16" yellow 10 o
JR-040RE-10 Nut, Polyacetal, flangeless 1/16" red 10

JR-040WH-10 Nut, Polyacetal, flangeless 1/16" white 10

JR-040BK-10 Nut, Polyacetal, flangeless 1/16" black 10

JR-040WL-10 Nut, Polyacetal, flangeless 1/16", 1“long  white 10

JR-041-10 Ferrule, ETFE, 1/16" 10

Polyacetal Color Coded Flangeless fingertight Nuts 1/8“

Flange-free 1-16

Part No. Description Color Qty/pkg

JR-050GR-10 Nut, Polyacetal, flangeless 1/8“ green 10 [
JR-050BL-10 Nut, Polyacetal, flangeless 1/8" blue 10 ‘ 3
JR-050YL-10 Nut, Polyacetal, flangeless 1/8" yellow 10 : —— I
JR-050RE-10 Nut, Polyacetal, flangeless 1/8" red 10

JR-050WH-10 Nut, Polyacetal, flangeless 1/8" white 10

JR-050BK-10 Nut, Polyacetal, flangeless 1/8" black 10

JR-050WL-10 Nut, Polyacetal, flangeless 1/8" 1" long white 10

JR-051-10 Ferrule, ETFE, 1/8" 10

1/16" up to 70 bar (1000 psi)
1/8" up to 35 bar (500 psi)
Varies with tubing material
and ID

Note

Flangeless Fittings for 1/4"0D
tubing available: see spare
parts for Unions on page 56
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Polymeric Fittings — Low Pressure

PEEK Biocompatible Mixing Tees — Low Pressure

o Material
~For Low Pressure Mixing Body: PEEK
- Completely Biocompatible Fittings: PPS
~Mountable Ferrules: ETFE

Dimensions
A unique mixing is the result of the turbulence gen- Length (body): 44.5 mm
erated by the introduction angle of the solvents. The Thickness: 22.2 mm
streams mix more thoroughly than with a conven- ——
[ reads
tional tee. 1/4"-28
g9 Pressure rating

1/16" up to 105 bar (1500 psi)
1/8" up to 35 bar (500 psi)
Varies with tubing material
and ID

Note

0.75 bore version is supplied
with PPS flangeless fittings and
ferrules for 1/16" 0D tubing
(see page 50).

1.50 mm bore version is
supplied with PPS flangeless
fittings and ferrules for 1/8"

PEEK Biocompatible Mixing Tees - Low Pressure OD tubing (see page 50).
EFNO. Description
JR-CM1XPK Mixing Tee, PEEK, 0.75 mm bore, complete

[IRcmaxPK Mixing Tee, PEEK, 1.50 mm bore, complete

Spare Parts

ﬁjﬂn. Description Qty/pkg
JR-55070-10 Nut, PPS, flangeless 1/16", 1/4"-28 10
JR-55071-10 Nut, PPS, flangeless 1/8", 1/4"-28 10
JR-041-10 Ferrule, ETFE, 1/16" 10
JR-051-10 Ferrule, ETFE, 1/8" 10

(olor-Sleeves - fingertight adapters: see page 51

@M@Mﬁ@ www.chromtech.netau salesachromtech.net.au
. ABN 14 643 445058 PTY LTD Tek (03) 9762 2034 Fac +613 9761 1169
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Polymeric Fittings — Low Pressure

SPECS

Material

Wetted parts: PTFE, CTFE
Body: Polyacetal

Fittings: PPS

Ferrule: ETFE

Rotor bar: 55

Dimensions
Bore: 0.8 mm
Others: see illustration

Threads
1/4"-28

Pressure Rating

< 35 bar (< 500 psi)

Varies with tubing material
and ID

Note

Complete versions are
supplied with PPS flangeless
nuts and ETFE ferrules

for 1/16" OD tubing.

Valves can also be used with
1/8"0D tubing. 1/8" nuts
and ferrules: see spare parts.

Tech Tip

VICI Manual Flow Selection
Valves have 1/4"-28 flat bottom
ports. All of our three different
sealing options (collapsible
ferrule, inverted ferrule or
flanged with washer) can be
used (see pages 49-54).

To avoid diffusion of gases in
your solvent line use our No-Ox
tubing on page 18.

Manual Flow Selection Valves

- Several Flow Patterns Available
Biocompatible and Inert

Pressure Resistant up to 35 bar (500 psi)
Low Dead Volume

|

VICI Jour Manual Valves are the ideal tools for liquid
flow selection. The valves are mountable and are pre-
fitted with the new VICI Jour PPS 1/4"-28 Fittings and
ETFE Ferrules for 1/16" 0D tubing.

. 20,0 mm

L

Manual Flow Selection Valves

Part No. Description

JR-MSV2S Valve, 2-port, manual, on/off, complete A
JR-MSV4L Valve, 4-port, manual, L-flow, complete B
JR-MSVA4T Valve, 4-port, manual, T-flow, complete B
JR-MSV4P Valve, 4-port, manual, 2 pairs, complete B
JR-MSV5D Valve, 5-port, manual, distribution 1 inlet to 4 outlets, C

complete
Spare Parts

Part No. Description Qty/pkg
JR-55070-10 Nut, PPS, flangeless 1/16", 1/4"-28 10
JR-55071-10 Nut, PPS, flangeless 1/8", 1/4"-28 10
JR-041-10 Ferrule, ETFE, 1/16" 10
JR-051-10 Ferrule, ETFE, 1/8" 10

Color-Sleeves - fingertight adapters: see page 51

M@Mﬁ@ www.chromtech.net.au sales@chromtech.net.au
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Polymeric Fittings — Low Pressure

Peristaltic Tubing Adapter Set

- For Connecting Soft Tubing to PTFE & PTFE Like Tubing
~ Works With Peristaltic Tubing up to 4.50 mm OD

- For 1/16"and 1/8" PTFE & PTFE Like Tubing

- Biocompatible

- Low Dead Volume

The “One-Fits-All” set consists of everything to con-  comes with three different bushings (for the different
nect 1/16"and 1/8" 0D PTFE & PTFE like tubing to soft  soft tubing ODs) and two Fittings/Ferrules (one each
tubing like silicone up to 4.50 mm OD. The adapter  for 1/16"and 1/8" 0D tubing).

B el e

Peristaltic Tubing Adapter Set

Part No. Description

Adapter, PEEK, for Peristaltic to PTFE tubing connections,

JR-PTAS
complete

Material

Body and Bushings: PEEK
Fittings: PPS

Ferrules: ETFE

Dimensions
Bore: 0.50 mm
Length: 28 mm
(without Fitting)
Diameter: 12 mm

Threads
Barbed to 1/4"-28

Tech Tip

The set is equipped with fit-
tings and ferrules for inverted
ferrule connections.

The adapter also works with
our other sealing options
(see pages 49-54)

HBQM@M@@ www.chromtech.netau sales@chromtech.net.au
ABN 14 643 445058 PTY LTD Tel (03) 9762 2034 Fax: +613 9761 1169
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Polymeric Fittings — Low Pressure

Low Pressure Polypropylene Adapters

Material
Polypropylene

Low Pressure Polypropylene Adapters

Low Pressures Polypropylene Adapters

Part No. Description Qty/pkg
JR-070211-10 Adapter, PP, male Luerto 1/16 10
barbed
JR-070212-10 Adapter, PP, male Luer to 3/32 " 10
barbed —
JR-070213-10 Adapter, PP, male Luer to 1/8 _ 10
barbed o
Adapter, PP, female Luer to 1/16" \ r
= 10
| JR-070111-10 Barbed h‘—:‘-
JR-070112-10 Adapter, PP, female Luer to 3/32 10
barbed !
Adapter, PP, female Luer to 1/8"
JR-070113-10 Boelios . 10
JR-070101-10 Adapter, PP, female to female 10
Luer ¥ §
JR-070124-10 Adapter, PP, female Luer to 10-32 I 10
male o= |
Adapter, PP, female Luer to 1/4"- Qo
m § |y 1
JR070123-10 oo m 0
- I 1/16"
JRO71123-10  Adapter, PP, 1/4"-28 male to 1/ m _ -
barbed
Adapter, PP, 1/4"-28 male to 1/8" P
Z X 10
JRO71323-10 - bl
JR-072350-10 Adapter, PP, plug 1/4"-28 male ' m 10
Adapter, PP, 10-32 male to 1/16" {
: s ! i 10
RO71124-10 AP S i
Adapter, PP, 10-32 male to 1/8"
| X ’ [ T
JR071324-10 | 5P it 0
JR-072450-10  Adapter, PP, plug 10-32 male it 10
JR-070224-10 Ad?pter, PP, male Luer to 10-32 il 10
male —
JR-070225-10 Adapter, PP, male Luer to 1/4"-28 e m 10
female R

GRQM@W@ www.chromtech.net.au sales@chromtech.net.au
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Polymeric Fittings — Low Pressure

Flanged Fittings Kit

- A complete Kit of Flanged Fittings and accessories
- All Parts Biocompatible
- Excellent chemical resistance

The Flanged Fittings Kit contains all the materials that 4 different tubing sizes, our Clean-Cut Tubing Cutter,
are required to make flanged connections for 1/16"  and a pair of tweezers.
and 1/8" OD tubing: flanged fittings, washers, unions,

Flanged Fittings Kit
Part No. Description
JR-201529 Flanged Fitting Kit

Tech Tip

Use our Easy Flange Kit
for flanging your Tubing
(see Page 24)

@M@Mﬁ@ www.chromtech.net.au sales@chromtech.net.au
ABN 14 643 445058 PTY LTD Ter (03) 9762 2034 Fac +61 3 9761 1169
Australia rS:_tEQH-..MME'wmmWOW!

63



