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Air Shower

-----------------------------------------------------e• BiobaseMeil1ua Trading Co.,Ud. ---

Pass Bo

Air shower is a necessary passage for person entering clean room in order to mlnimlze the amount of part iculate

con tam inant, ach ieve workp lace strict clean purflcat lon standards . Personnel move through the air shower w ile

particulate con tam inants are blew off by the clean high speed air. So the duct can I t be broug ht into clean area .

Features :
1. Photoe lect ric sensor, automatic blowing.

2. Designed wit ll circulation wind to ensure til e cleanness of shower area under non- shower status.

3. Double doors with electric inte ock,

4. LED display with adjustab le blowing time (0 - 99min).

5. HEPA Filter, Class 100 cleanness.

Technical parameters:

Model AS- 1P1S AS-1 P2S AS -2P2S

Externa l Size(W*D*H) 1300'10oo*2050mm f1500*1000 2050mm I1500*20oo*2050nxn

Shower Area Size{W*D*H) 800*890*1930mm 800*890 *193Omm 800*1890*193Omm

HEPA Filter 99.999% efficiency at 0.3 urn
Sprayi"lg Wind Speed 25m1s

Air Shower Time 0- 99 min (adjustable)

No.of SS Nozzles 12 16 18

Fluores cent Lamp 20W'1 20W*1 20W*2

Consumption l000W 1500W 20000w

1. Full cold- rolled steel WIth powder coating.
Cabinet Material (Optional) 2. lntemal slaill iess stell,extema l with cold-rolled steel

3. Full Stainless Steel.

Door Malerial 1. Cold-rolled steel with powder coa -ng.

(Optional) 2. Stainless Steel
f---

Chas sis Stainless Steel

Power Supply 110I220V,50/60Hz

Pass Box is used to transfer good s between rooms of different clean levels of dean room. It can reduce times of

ope ning door, prevent the air convection between different rooms and minimize the pollution extent.

Techn ical parameters:

Type Pass box Air shower pass box

Model P8-01 PB-02 PB-03 ASPB-01 ASPB-02 ASPS-Q3

External size(W"D~H ) mrn 660*500"580 760 600~680 860*70(nSO 660500*1400 760*600*1500 860 700*1600

Internal size(W*O H) rnm 500*500*500 600*600*600 700*700*700 1500 500*500 600*600*600 700*700*700

Matenal Stainless steel

Interlock Electronical

UV Lamp 30W*1

HEPA Filter NO E ciency;!r 99.999% at O.3um

Clean air speed NO 0.36--0.54m1s

Power supply 1101220;:; 100/0: 50160HZ

230
: . : .
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oclave
Technical Parameters :

Model BKM-Z2N BKM-Z7N BKM -Z10N BKM -Z12N BKM-Z18N BKM -Z24N
I

Cppacily 2L 7 10 12 18L 24L

Sterilization Class Class N

Steri lization
. s,

amp. I121"C . 134'C

Drying Procedure Hea "fl9 dry

Oispiay High- light LED lube display

ITesting System 8owia&Dick. Steam penetration test

Temperature: 1"C
Contro l Prec ision

f!essufe: 0.1bar

Steri lization Data OpUonal Miniprinter

Relief valve

Hand lod .door

Safely System Pressure locKsystem

Pressure Of temperature over load protection

I Alarm system

Waler Supply System Build- "nwater lank, easy t9 clean

ITray Holder
• '0.'0.

I SS basket, SS shelf

Medical s~!.fnlass steel 304

Max working press re:2.3bar
Chamber

M n working pressure: -O.~bar

Max temperalure: 145"C

Am ient amp. 5 - 40'C

Noise <50db

Water Consumption in
O.12L-o.16L 0.16L-0.18

OneCycla

Power Supply 1101220V 10%. 50~ z

Power Consumption I 1200W 1400W 1400W 1400W 1500W 1700W

Chamber Size(mm) 88~175 170·320 l} 192*320 $192*340 ~ 245~360 245*470

I

540*370 360 1540*370*360 \560*450* 00External Siza{mm) 350*284+.376 5 O' 50""400 670*450*400

PaCking·Size(mm~ 415345*441 615*44.9"425 i615 440*425 660·525495 16 0*525'495 1 770·525~495

I Net Weigl1t 26kg 371<;g i4Ok9 43kg 47kg 53kg
z:

BKM-Z2N

BKM- Z7Ntl0N

Classto la

Features :

Autoclaves are equipment for sterilizing widely used in rnlcroboloqy, medicine, podiatry, tattooing, body piercing,

veterinary science, mycology, den istry, and prosthetics fabrication. They vary in size and function depending on

the media to be steri lized.

\
'.

-J- '

!

BKM-Z12NIZ18NJZ24N

Tab) Top

i .Adopting uropea n N standard, with thermal vacuum and drying me ions, it can be used for A-type hollow

lnstruments and solid instruments. hermodynamlc vacuum guarantees ellmina 'on of cold air from th cavity and

makes sure that reaches th optimal effect of st ·lization.

2.Specially des~n for den tal clinic eld, it could steri lize 12 pi cas hand piece at S8m time, simply and efficiently.

3.Sliding door design for easy secure operatlnq -for BKM-Z2N.

4.Microprocessor.contro J LCD or LED display and modularized panel for easy operation.

5.Automatic malfundion detection system makes easy maintaining.

02 o t..• t ribut o r 03
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Tabl Top Atocia Class B eri Technical Parameters :

Sterilizatioo Data Optiona l Mini printer

161

Vacuum drying systsm

Vacu um Test

8m'lie &D icK est

Pressure: O.1bar

Class 8

Helix es t

HIV, HBV loog- sterilizalion program

Tem pera ture: 1'C

121'C,1341:

I High- light LED tube display

Testing Sy'stem

Contr ol Precision

Sterilizatioo
Tempera tllre

SJ!43cial Program

Dry S%tem

Display

BKM-Z28

BKM-Z166

BIOBASE'

BK-Z1:2B1Z18BIZ24B

Ratief va lve

Water SUpplySystem Build- in water tank, easy to clean

BKM-Z7BJZ108

Safely System

Tray Holder

Hand loCkdoor '

Pressure lock system

Pressure or temperature over load protection

Alarm system

5S basket, SS sl18lf

Medical stain ass steel 304

Features :
Chamber

Max wOrking pressura:2.3bar

M' workilg pre ssure: - 0 .9bar

Max temperature: '145:C

External Siz9(mm) 350'284·376 540*370'360

1700W1500W1800W1400W

11>1 2320 240"360 4) 245'360 ~ 245'470

540+370"360 560' 450'400 445'550+395 560 '45<N OO 670 ' 450'400

615'440+425 ' 660"525+495 670"550 ·500 660'525·49,5 n O'52S"495

40kg 431<g 47kg 47kg 53kg

05

1400W

170'320

26\<;g 3.7\o:g

5 - t10-c

O.12L-0.16 10.1 --o.18l

I <50dboise

Am ient
Tsmperatura

Chamber Size(mm) ~ 88"175

Power Supply 110l22OV ~10%. 60/S0Hz

Pac kingSize(mm) 41!? 345*441 61!?· 440·42S

Water Consumptio
in Oile Cycle

PowerCoosl.Jl1)OOn 1200W

04

The newly-designed model with opening water tank on t 1e top, strictly meets the standard of N13060, which

makes wash and c eaning much more convenient.

It adopts uropean B standard with 3- lmes pre- vacuum preceding vacuum drylng. Residual humidity is less

than 0.2%.

Vacuum measurement reaches-O.8bar. lt stertlzes and sani izes miscellaneous packed or unpacked medical

Inst ments, Whether soli or A- type hollow, whether \lVith multi-apertures or inset pipes. It efficiently tides air

from every hollow area of any hollow instrument. such as hand-piece, making SLi fe that water steam reaches

everycom r.

Fuzzily computer controlled, digital brigh show. he interface is modularized panel for easy operation.

It is Installed with BOW1E&OICK which measures the penetra 'on ofwate steam.

Mini printer can be attached to record he process of sterilizaton.
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BKM-BIIl series sterilizer is an automatic high temperature and pressure rapid sterilizer which works with steam

as medium. It can be widely used in department of stomatology and ophthalmology. operating roo m, supply

room. dialysis room and other medica l institu ons. It is unpacked items. solid instruments, dental hand pieces ,

endoscopes. implantable instruments, dressing fabric and rubber tubes, etc.

Automatic High T mperat re and es ur .Rapid erillze High-efficiency ult imate vacuum

The steri lizer adopts high-efficiency low noise vacuum system which has excellent effects. The ultimate vacuum

value can reach - 90KPa or above .

Mul tiple program types

The system has vario s programs that include: packed items, unpacked items, custom program , rapid program,

BD testing progra m, vacuum testing program, preheat program and drying program.

BlOliA

High -efficiency steam gen era tor

BKM- Z181Z2 IZ45BIII equipment wi bui d-in instant steam gen rator. BKM- Z601Z80BIlJ equipped wit "'I build-in

energy-storing steam generator.

Other features

O.22um hlgh-eff id ency sterilizing filter hat guarantees the a' is sterf and pr vents repeated contamination. All

e processes of water injection, pulse vacuum, hea 'ng up, ste riliza 'on, exhaustinq and drying are automatic,

Optiona l configura tio n

Operation type: push-button op ra 'on or indue ' Ie opera tion or induc . operat"on

Record type: printer

Electronic storage: USB ash disk

Remote monitoring: computer or pad

Features:

Build - In open type wa ter tank

h sterilizer adop ts easy- clean open type water tank that equipped with water quality monitor to ensure the

re liability of steam quality and sterilizer operation .A fully injected water tank can support repeated prog ram

runn ing.

Brand-new operati on interface

Th LCD screen can cisplay temperature, pressure, 'me. operat ing st tus, fa ilure warning and oth r informa ion,

It is convent nt for customers to observe the st 'lizer running status.

Multipl e security protective device

Overhead auto protec tive device, multiple control and protect ion for steam .generator safe door interlock, oouole

overpressure protection, e ectronlc circuit safety device.

Automatic door

BKrvt- Z18/24/5Bll lseri s adopt aula door structure that can effectively prevent sea d. BKM- Z60/80BII I series

door structu re adopt mu ioolnt st itching techno ogy to ensure seal reliability . he door equipped with convenient

one- button switch.

Technical Parameters :

Model BKM-Z18BIII BKM-Z24BIII BKM-Z45BII I BKM-Z60BIII BKM-Z80BIII

Capacity( ) 18 12 L
1
45

"
fOOL ,SOL

I

Design Pressure - O.11O.3MPa

Design Temp. 1441:

ITemp.Range 105-136'C

IChamber Material 06Cr19Ni10 Stainless steel I
Power Supply 110/220V;:;; 10%, 50/60Hz

I
I

Consumption 2KW 12KW 3.8KW 7KW 7KW

Chamber Size(mm) ,,250*350 1"250*450 0316*618 0385*595 ,,385*717

Extemal Size(mm) 585*515*450 1685"515*450 830*640*550 1002*730*560 1002*730*560

Net Weight 55Kg 165Kg 115Kg 160Kg 180Kg

06 D;.• tributor 07
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BKQ-Z30fZ501Z751Z100 BKQ-B30iB50/B75

Ver ical A to la

Technical Parameters:

Features:

i .Fully sta inless steel s

2. e cov r can b opened easi ly.

3.Aud io and visual alarm for low level water, automatic water supp y system.

4.Downward displacement (Gravi ty- typ ) nsures ap r steam nvironmen .

5.Safety va lve re ass air intermittently to ensure stable pressure and temperat re autornatically.

6.Pressure meter displays cham ber temperature and pressure.

7.lm mersk>n heater ensures a high effective therma .

Model BKQ-B30 BKQ-B50 BKQ-B75 BKQ-Z30 BKQ-Z50 8KQ -Z75 BKQ-Z100

I

1
30t

I
Capacity 30 50L 75 SOL 75L 100l

Chamber Size
cb388 ~388 <b388 Icb388 <b388 <b388 cb388
~90mm ~63Omm "74Omm *390mm "630rnm *74Omm *830mm

IMax Pressure ~ O.2Mpa

Working Pressure 10.14- 0.165Mpa o-O.14Mpa,controlied by temperature

WorkingTemp 126'C RT 5-126"C

Temp Fluctuation <2'C 1<1'1:

I Timing No 1- 5999min

Power Supply 220V,5OI6OHz

Consumption 3KW
"a 1pc 2pcs 2pcs 2 pcs 2 pes 2 pcsBasket Qty 1pc

External Size
700"510 700*510 700*510 700*510 700"'510 700*510 700"'510
'730mm *820rrlnl *93Omm '730mm *820mm "93Omm *1040mm

Packing Size
770*650 770*650 770*650 770"650 770*650 770"650 770'650
~820mm +960mm *1060mm I *820mm *960rnm-+ ' 1060mm I*1160rnm

Gross Weight 8:Skg 90kg 100kg 85kg 9Q1<g '100kg 115kg

150Li 00L75L

.. Over temperature& pressure protection dev ice.

5. Safety va lve works when pressure exceeds.

6. Elect ricity protection.

50LCapacity

Model 8KQ-B501l BKQ-B7511 BKQ-B1001l BKQ-B15011

Chamber size <b350' S20mm I '*' 391*695mm Id:l500'56Omm I¢ 500"760mm

ChambSfmateri~J SUS304 mediCal stainless steel

Rated ' 'lo rking pressure O.175MPa
f--'---.------t-----~
Rated working temp 130-C

Max. pressure
-

O.2Mpa

In n ing range D--999min

ITemp range 50'1: '::126'C·

Consumption 4.8KW '",5.8KW 6.0KW

11OI220V± 100k , 5OIS0Hz
-

Power supply 380V.50Hz

?landard acce~rie~ Stainless steel b~a~et*2p't;;S

External size(mm) 5OO~620*~200 I 550*640'1300 710 840'1300 710~840"1500

Packing size(mm) 560*680~1400 610·700*1500 770~900·1 500 770~900'1700

Hand Wheel V rtical Autoclave
Application Range:

It is ma inly used in hospital s, laboratories, un ivers it ies and ot e r inst itu tes w here users need a steri lize

temperature- resis ta nce solid and liquid.

Technical Features:

Technical Parameters:

i .Micro processor contro l system with various nctons.

2.Hand wheel type of quick- open door structure.

3.Comp ete process of II llng water, pulse exha ust, h a 'ng , sterilizing and

drying run automatically.

4.LED display indicates inner temperature and "me as well as error codes.

5.0ver temperature&over pressur auto-protee "on

6.Pos itive pressure pulse exhaust the inner air, keeps steam saturation.

7.Prehea 'ng of chamber and dry ing afte r steri lizing to me e sure complete

stenlization and drying effect.

a.lnner wa ter tank,water and steam circulate inside .

9.Se expanding silicon sea ting ring.

10 .Printer is optional.

11. mperature ca n be set free ly(50"C- 126'C ).

12. Ime can be set freely(Q-999 min).

Safety Feature:

1. Heat ing protection device.

2. An . dry -out function.

3. Doo r inte ocks with press ure ,

08
: .:.
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Model BKM-P18(D) 8KM-P24(P) BKM-P18(A) BKM-P24(A) BKM-P18(B} BKM-P24(B)

Type Timing contrq! type IAnti-dry o j:t type Dual fuel ype

Capacil'J 18L
1
24L 118L J24L 18l 24L

Tm~ Setti;g"" 1- 99min No

[Tsmp SeUing Rt +5-126'1: 1126"(;or 121 t:
f---

Power Supply Z20V, 50160Hz

Consumption 2KW

WorkingPresSlJr.e :., I'Along with temperat e changes~ 0.142Mpa

Chamber SLze{mm) $280*210 ,ljI280*310 . 4> 280*210 280·310 .280·210 +280*310

PackingSi~e(mm) 420"420"~60 420"420·660 ;420*~20';;560 420*42.0'660 420 :j120"S90 420·420*660
~~ ' :;' .~ . '':\' ~.

e ilizerurn

Main Features:

Horizontal ulse Va

Technical Parameters :

Safety Devices:

Overheatinq orotec 'on

SafelY valve

Door ints ock device

Circuit safety device

• Post-pulse vacuum drying system; a er drying, the residual humidity for appliances is no more than 0.2% , and

at for dressing, 1%:

• Built-in steam generator; microcomputer control;

• The temperature, pressure, time, funning status and rror alarms can all e dynamically disp yed;

• Sterilizing procedures specially desig ned for exposed app iances, app liance wraps, dress ings, rub er, and so

on; test proc dures s ch as the B & D test and leak test ;

• The date, time and process parameters can

be directly printed by the printer installed.

Horizontal Pulse Vacuum St riliz r is suita Ie for st rilizing unwrapped, wrapped, solid, hollow A, hollow B,

lnstrurnent with buill- in pipe and implanted instrument which can withstand Il igh temp rature and pressure in the

places including oral departm nt, ophthalmology, operation room ano lao.

Model 8KQ-Z150H 8KQ -Z200H 8KQ -Z300H

Capadty 150 200L 1300

Chamber Size ljI 500x 71Omm I t 50CI x 950mm 1.p 632x1000mm

Working emp 105-136"C

ITemp Precision 10.11:

Max WOfking Pressure O.23Mpa

Pressure Precision O.1Kpa

Power Supply 380V, 50HZ

Consllm~~ 11KW 11KW 17KW

External Size 1112 750"1742mm
I

11400 890·1742mm-l350' 750·1742mm

Net Weight 1 2OO'~g 2301<g ,350Kg

Dual fuel type

Iming control type

Arlti-dry out type

Appillcation Rang

It's desk-top autoc lave sterilizer which is designed for the hospital, clinic. b, etc.

It's most ly suitable for sterilizing of surgica l, dental lnstrum nts, glassware, culture

medium and bio ogical dressing, food and goods, etc.

o table Auto la e

Features:

Technical Parameters :

1.1mmersion type electric eating pipe, thermal e clsncy is high, stainless stee l

mat rial tub is durable to use.

2.1t is we ll sealed and effect ively prevents steam leal<age.

3.0 ver temperature & over pressure auto- protee ion,

4 .Steam - w ater inne r ci rc ulation sys tem : No steam discharge a nd the

environment for sterilizing will be clean and dry.

5.Double groove pressure gauge, could clearly indicate, convenient observation,

reliab e performance.

6.When at lower water level, or at the and of hea prese rva 'on time. have buzz

alarm, timing control type will automatically stop eating (for 'ming control type).

7. wo safety valves keeps daub e safety(for timing control type).

8.lt h.as self adjustment nction(for timing control type).

g.The ste illzer is provided with a power switch, user can control the operat ion

easily.

10. I etric heating or gas heatjng can be choosed (for Dual el ype).

11.Th sealing "ng is made of silicon rubber,

12.Easy operation, saf and reliable

10 11
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BIOHA E Laborator Balanc

BA-C Automatic Electronic Analytical Balance (Internal Calibration)

Features

• Hl manized design. novel design and five- side II-transparent windshield.

• Application programs such as automatic fault detection, fa r-point linear ca libration

and over-load protect ion.

• The adoption of ulta- Iarge digital integrated printed circuit board guarantees high

product precision. The adoption of tw in-cam mechanism realizes advantageous

func 'on of automatic interna l calibration which makes product faster and more stab e.

• Application programs such as "Wanning", ·Callbration", and "Screen Saver-o

• Ultra-large backligh LCD display brings clea rer and more co mfortab le vis ual

sense to operator.

Functions

• Mul 'p e functions guarantee easy and reliable opera 'on, including auto-counting, unit Convers ion (metric

cara t, gold ounce, etc.), stab ility, ull- scale faring, zero-memory , etc.

• Sui -in automatic calibration guarantees eas ier, fast r,stable and accurate opera 'on of balance.

• Built- in RS232C output interface guarantees direct connection to external equipment such as computer and

printer.

• Sui -in lower weighing hook guarantees convenient use.

Technical Parameters:

Model Range Precision Scale Size Net Weight External Size Package SI7.'e Wo rk Space .
Height Calibration

IO-?Og I

~6.8kgBA604C 'O.1mg· 90mm ~ 350*21 5"349rrm 1 480~375 ?15mm 1240mni Internal Cal

BAfbo4C 0-1O~ O;1rw ~pmm 6·&9 350*215*340rnn 4?q,*375+515mm 240mm Inlernal Cal

BA1204C 0- 120g ,O.1mg ~pmm 6.81<9 350*215*340rrm 480"375 515mm 240mm Inlernal Cal

BA1604C 9-16()g O.1mg 90mm 6,81<9 ~·21S*34 0rrm 48~375·51 5mm 240mm Internal C~I

BA2004C 0- 2009 O.1mg 90mm 6.8m j 350*21S"340rml 480"375*515mm 240mm Internal Cal
~

BA2204C 0- 22Og O.1mg 90mm 6.8kg 350"215t340mm 480*375 515mm 240mm Internal Cal

BA1003C 0- 100g 1mg 90mm
• "0

1J50"Z1S.340nvn6.8kg 480·375~51 5mm 240mm Internal Cal

eA2003.!=: .
", c

90mm !6.8kg
'.'

,~80·375·51 5mm0.,.200g 1mg 350*21S"340mm 240mm Internal Cal

eA3003.!=: .
", c

90mm !6.8kg
'.'

I ~80·375·515mm0-300g 1mg 350*21S"340mm 240mm Internal Cal

Standard Accessories

Balance body, scala, adapter, user manual, quality cerf cat ion, dust guard, cleaning cloth, tweezers and brush.

BA-B Series Electronic Analytical Ba lance(External Calibration)

Features

• Humanized design, novel design and five-side II-transparent windshield.

• A new-generation slectromagne 'c balance ws'ghing sensor guarantees high

precision.

• Application programs sue 1 as automatic fault de tection, fou r-point linear

calibration and over-load prot ction.

• Ullra- Iarge backl"ght LCD display brings carer and mar comfortable visual

sense to operate.

Functions

• Multiple unctions guarantee easy and relia Ie operation, including auto-counting, unl conversio n (metric

carat, gold ounce, etc.), stability,f ull-scale faring, zero- memory, etc.

• Built- in RS232C output interface guarant es dirac connect io to external equipment such as co puter and

printer.

• Built-in lower weighing hook guarantees convenient use.

Technical Parameters:

Model Range
Readable Scale Net

External Size Package Size
Work Space

Precision Size Weight Height
Calibration

I

8A5046 ~§Qg IO.1mg l aOmm 16.8k9 350*21S*340mm 480*37S*S15mni 1240mni IExtema Cal

8A6CI4B 0-60g O.1mg 80mm j6.8I<g 350'215~340mm 480"375*S15mm 1240mm Exlem al CaI

8A1004B 0- OOg O.1mg 80mm 16.8kg 350·215 340mm 4SO'375·S15mm 240mm Extema Gal

BA1104B 0-110g O.1mg 80mm 6.8kg 350"21S·340mm 480"37S*S15mm 240mm ExtemaJCaI

8A1204B o-l£Og IO.1mg aOmm 6.8k9 350*21S*340mm 480*37S·S15mni 240mni Extema Cal

8A16Q~B o-l60g O.1mg 80mm 16.8I<g 350'215~340mm 480"375*S15mm I240mm Exlem al CaI

8A2004B 0-200g O.1mg 80mm 6.8kg 350·215 340mm ,4SO' 375·S15mm 240mm Extema Gal

BA22048 0-220g O.1mg 80mm 6.8kg 350"21S·340mm 480"37S*S15mm 240mm ExtemaJCaI

8A2194B 10- 210g IO.1mg aOmm 6.8k9 350*21S*340mm 480*37S·S15mni 240mni Extema Cal

BA2104S Io-eoe l o.1mg
80mm

1
6.8kg 350·2 S*340mm 480"375*515mm I240mm Exlema Cal

160-21 0g , / 1mg

Standard Accessories

Balance body, sea e. adapt r, user manual, quality certl icatlon, standard vl6ig 1t5 , dust guard, cleaning cloth,

tweez rs and brush.

98
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P-B Series Electronic Precision Balance

Features

• Human ized design, novel design and lve- s lde ull- transparent

windshield. A new-generation electromagnetic balance weighing sensor

guarantee high precision.

• Appl ication programs such as automatic fault detec ion , fou r-point

linear calibra 'on and over- load protee ion,

• Large back-lighted LC Dmakes the operator more comfortable.

• Built- In lower weighing hook guarantees convenl nt use.

Funct ions

• MultlPe unctions guarantee easy and reliable operation, including auto-counting, unit convers ion (metric

carat, gold ounce, etc.), stability, full-scale faring, zero- memory, etc.

• Built-in RS232C output interface guarantees direct connectkm to external equipment such as computer and

prin er.

• Built- In lower weighing hook guarantees convenl nt use.

Technical Parameters:

Model Range Precision
Scale Net

External Size Package Size Work Space C lib tI
Size Weight Height a ra on

BP1003B ~100g 1mg 180mm 6.8kg 350*21So340mm 480*37S*515mn:J I240mm Extema( CaI

BP120;38 O-:120g 1mg 80mm 6.8kg 350*21S*3-1 0mm 480"37S*515mm 1-24Omm Extemal CaI

I

BI?2003B G-200g 1mg 80mm 6.8I<g 350·21S*340mm 480"375 515mm 240mm Extemal Ca

BP3003B <F300g 1mg 80mm 6.8kg 350*21S*340mm 480 37S·S15mm '240inm Extemal CaI

BP4103B (}-410g 1mg 80mm .6.SkU 350"21S"340mm 480·37S·515mm 1240mm Extemal C<:ll..
BP500SB ~500g 1mg 80mm 6.8kg 350*21So340mm 480*37S*515mn:J 240mm Extema( CaI

Standard Accessories

Balance body. sca le, adapter, user manual, quality cart i cation, stanoard we"ghts, dust guareJ , cleaning cloth,

tweezers and rush.

BP Series Electronic Prec sian Balance

Functions

• Mult ip le functio ns guarant ee easy and re liable

opera 'on, including auto-counting, unit conversion (metric

carat, gold ounce, etc.), stabil ity, ull-scale faring , zero 

memory, etc.

• Built-in RS232C output interface guaran tees direct

connec 'on to external equipment such as computer and

printer.

Technical Parameters :

Model Range Precision Scale Size Net Weight External Size Package Size

BP1003P 0- 1009 11mg 80mm 6.8kg 350"21534 0mm 480'37S"S15mm

I I

BP2003P 0-200g 11mg 80mm 6.8kg 350 215·340mm 480 375*515mm

BP10003 0-1000g 11mg 110mm 6kg 350*2159 340mm 480*37S*.515mm

BP12002 0- 1200g ' 1Omg 160mm 6kg 350·215 115mm 416*286"208mm

8P21 002 0-2100g 110mg 160mm 6kg 350215~115mm 416*286"208mm

I

BP31002 0-310();J 110mg 160mm 6kg 350·215 115mm 41S*286*208mm

BP21001 0-2100g 1100mg 160mm 6kg 350 215~11Smm 416"286*208mm

BP31001 0- 3100g 1100mg
1

160mm 6kg 350·i15~115mm 416*286""208mm

8P41001 0-4 100g 1100qlg 160mm 6kg 350215~115mm 416*286"208mm

BPS1001 0-5100g 1100mg 160mm 6kg 350·215 115mm 41S·286*208mm
I I

BP61 001 0-6100g 1100mg 160mm 6kg 350 215~11Smm 416"286*208mm
I I

Standard Accessories

Ba ance body. scale, adapter. user manual, quality cer i cation, standard weights, dust guard, c1eanl~ c oth and

brush.

100
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Technical Parameters

--------- -- - ---------- - - - -------------

Model Range Precision Scale Size NetWelghl External Size Package Size Power Supply

BE1002 10-1oo9
I

CIl125mm f1kg ~ 250~180*60mm 13?5"'245 152mm l AC/DC.1011).g ; .-

BE2002: [0-2009 10mg CIl1 22ti1m 1kg 250~180"60mm I 325*24S.152mm l AC/DC

BE3002 10- 300g 10mg cD1 25mm 1kg 1250 180*60mm 32S*24S"152mm AC/DC

BE4002 10- 400g 10mg CIl1 25mm 1kg 250'180*OOmm ·325*245*152mm AC/DC

BE5002 10- 5009 10mg CIl1 25mm 1kg 250'180*OOmm ·325*245*152mm AC/DC

BE6002 10-6009
1
10mg CIl 125mm 1kg 250~180*60mm 325*24S'152mm AC/DC

8Ei 0e02 ro-iooo, 10mg ' CIl 1 2~m ikg 1-250~180 60mm 32§*24S*152mm AC/DC

BE20002 10- 20009 10mg CIl1 25mm 1kg 250 180*60mm 32S*24S"152mm l AC/DC.
BE30002 10- 3000g 10mg CIl1 25mm i kg 250~1§O*60mm 32S*24S·152mm AS/DC-:

BE2OO1 10- 2009 100mg CIl1 25mm 1kg 250'180*OOmm ·325*245*152mm AC/DC

8E4001 10-4009 1100mg CIl 125mm 1kg 250~180*60mm 325*24S'152mm AC/DC
I

BE5OO1 10- 500g 100mg CIl125mm 1kg 1 250~180*60mm 325'245 52mm AC/DC

8E~ 10- 6QOg
1

CIl1 25mm 1kg 250~1§O*60mm 32S*24S·152mm AgtDC100mg

8E8001 10- 8 Og
1

CIl1 25mm 1kg 250~1§O*60mm 32S*24S·152mm AS/DC100mg

8Ei 0e01 ro-iooo, 100mg 'CIl12§rnm ikg 1-250~180 60mm 325*24S*152mm l AC/PC

BE16QP1 10-1600g 100mg fu125mm 1kg 250~180*60mm 3?5"'245 152mm l AC/DC; .-

BE26oo1 :0-2000g 100mg CIl1 22ti1m 1kg 250~180"60mm I 325*24S.152mm l AC/DC

BE30001 :0-3 00g 100mg '16S*165mni 1.3kg 250~180"60mm I 325*24S.152mm l AC/DC

BE40001 ; 0- 46009 100mg 165"1 65n:1m 1.3kg 250 180*60mm 32S*24S"152mm AC/DC

BE5OOO1 10- 5000g 100mg i 6S"16Smm 1.3kg 250'180*OOmm ·325*245*152mm AC/DC

8E6OOO1 10-6000g 100mg :1 6S*165mm 1.3kg 250~180*60mm 325*24S'152mm AC/DC
I

BE80~ I0- 80009 1100mQ 1 6S~1 65mm 1.3kg !250~180*60mm 325'245 52mm AC/DC

BE100001 10-10oo0g 100mg 25S*i90mm 3.2kg,~ 1300"120 160mm 356"310'165mm AC/DC
~"

8E150001 10-1500Q.g 1100mg 25S' 190mm ,3.2kg 3OO"12"O*160mm 356*310·165mm AS/DC

8E200001 10--200pog 100mg 255*190mm 3.21<:g 3OO*120 1~Omm 356*310'165mm l AC/PC

BE300001 1 0~30000g 100mg 25S"190mm 3,21<g 3OO"120*160mm 356*310·165mm l AC/DC

BE100q 10-1oo0g 19 CIl125mm 1kg 250~180*60mm 3?5"'245 152mm l AC/DC; .-

BE2000 :0-2000g 19 CIl1 22ti1m 1kg 250~180"60mm I 325*24S.152mm l AC/DC.
BE3000 1 0~3000g

1
1g i 6S"16Smm h ,3kg 250'180*OOmm ·325*245*152mm AC/DC

I

BE6000 1 0-600~ 19, 1 6S~1 65mm 1.3kg 1 250~180*60mm 325·245 52mm AC/DC

BE10000 10-10oo09, 19, 25S*i90mm 3.2kg,~ 300"120 160mm 356"310'165mm AC/DC

8E15000 10-1500Q.g 119. 25S' 190mm :3.2kg 3OO"12"O*160mm 356*310·165mm AS/DC

8E20000 10--200pog 19 255*190mm 3.21<:g 3OO*120 1~Omm 356*310'165mm AC/DC

BE30000 ] 0~3000Qg 19 25S"190mm 3,21<g 3OO"120*160mm 356*310·165mm AC/DC

Scaiesize: 165*165mm

Scaie size: <I>125mm

Scaie size: 300"'120*160mm

BE Ser ies Electronic Balance

• System operations: includmg auto-counting , pe rcentage. automanc ca librati on, multi- point ca librat ion,

standard we'ghts (opt onal)

• Multiple functions guarantee easy and reliable operation, including unit conversion ( etrtc carat, go d ounce,

etc.), stability, memory, ful!-sca1e faring.

• Built- in RS232C output interface guarantee direct connec 'on to external equipment such as computer and

printer .

Functions

Features

• AC/DC exchangeable. ba ance level, backlig 1t LCD display. rapid weighing respo nse and hig 1 stability.

• Sensor adopts unique locking device, wh'ch guarantees protection of balance during transportation.
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BE-F eries Larg al Ele tronic Balance B - 50 rie lgital apid oistu Met r

Model Range Preclslon Scale Size External Size Package Size Power Supply

BE40000F o-aoooo, 11g 300*400mm 530*300*680mm 840*470*22Omm ACIOC

BE50000F .0-50000g 19 300*100mm 530~300*680rriln 840*470*22Omm AC1DC

BE60000F o-OOOOOg 11g 300 400mm 530*300'680mm 840*470*22Omm AC/o C

BE100000F 0-100000g 19 300*400mm 530"300'680mm 840~4 7..,O*22Omm ACIDC

BE150000F 0-15QOOOg 119 300 400m~30*300'~mm 840*470*22Omm AC/o C

BE200000F 0-200000~g
y -- - c-· ~~

300*400mm i 530*300*680mm 840 470'22Omm ACIOC

BE3000~QF Q-300Q90g r 1~ 3004QOmm !530'3qp*680mm 840*470*22Omm AC/oC

BE50000-10F 0-50000g !10g SOO*400mm1530*300*680~ 840*470*22Omm ACIOC

~.OOOO-1OF 0-600009 1109 SOO"400mITI .530*300*680niin 840*470··22Omm AC/OC
BE100000- 10F 0--1000009 109 SOO*400mm 530' 300*680mm 840*470 22Omm ACIOC

BE150000-10F 0-150000g 109 SOO"400mITI .530*300*680niin 840*470"22Omm AC/OC

BE200000-10F 0-2000009 109 SOO 400mm r530'300*680mm 840*470*22Omm ACIOC

BE300000-1OF .0-30000Qg 10g SOO*40'Omm 530*3OQ*680mm 840*470*22Omm AC1DC
f-._-

SOO"400mmBE500Cl0O-10F o-SOOOO09 1 1~ 530*300*680mm 840*470*22Omm ACIOC

BE100000-sdF 0-100000g 50g SOO*400mm 530"300'680mm 840*470*22Omm ACIDC

BE150000- 50F 0-15QOOOg 509 SOO*400mm 530*300'~mm 840*470*22Omm AC/o C

BE200000-50F 0-2oo000g 50g SOO*400mm 530"300'680mm 840~4 7..,O*22Omm ACIDC

pid Mois ur M terOADigital

Features

• Dot- matrix LCD

• Conven'ent and quick operating

• Outstanding performance

• Standardly eatured RS communication interface

• Quick hea 'ng

Technical Parameters

Function

It is used to rapidly test free moisture in specimen of chemicals. gra ins,

minerals, bio oqical products, ood, pharmaceutical material, paper and textile

mate ·als.

Technical Parameters:

B

Model BM- SD- 1O BM-SO-S BM-50-1

Range ' SOg 5Qg .peg
Readable Precision 10.01g O.OOSg O.OO1g

Moisture Accuracy ,0.3% 0.2% 0.1%

ScaleSiz~ ·!90mm 90mm 90mm

Temp Range 150- 18O'C 5O-180'C 5(}-180'C

Ambil3ntTemp
i

:10- 30"C10- 30'C 10- 30"C

Model BM-10A

Range 1(Jg

Timing Rarlgs 0- 250min

Value or Differential Deale Division 5mg

ITemp Precision ;t2"C

Range a Differe(ltial Scale Read'rIg 0-1g

Diameter a100rml

Moisture Precision ::0.2%

Temperature Range e0-160'C

Net Weight 12kg
'.

1280·37.S"56OmmExtema Size

Package Size 410*315~655mm

Functions

Multiple functions including unit convers ion, auto

counting, percentage, mul i- point calibra 'on, memory

and animal weights,

Built- in RS232C output interlace guarantees direct

connect ion to externa l equipment sue 1 ascomputer

and printer.

• Un ique appea rance de sign allow s high

stab ility ; backlight LCD display br ings more

comforta visual sense to operator,

• Built- in RS232C output interface; AC/DC

exchangeable.

Features

Technical Parameters:
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/

pe iii Gravity Balance

Balanc

Features

Techn ical Parameters:

Techn ical Parameters :

BA 5D Liq id Densi
(Westphal Balance

• he adoption of agate cushion guarantee good

xibility and accuracy of the balance.

Substantially package is used for good portability

and asy op ration.

• Key parts are made of stain ess stee l with high

intensity nd good sta i1ity.

Model BA-100D BA-200D

Max Range 1100g 200g

Min Range 110mg

FiXed Sl.WQrt, H~203mm

Scale Size '<Il11Qmm

Output I RS232C

NetWeighl 11kg

Extema SiZe I 25Q"100j,246 mm

Pa9kageSize 335·255~,252mm

Accessories
Measur ing platform, measuring cup, fixed support, thermometer, doub ehookwe ights,
Iplatinum wire, pllmb bob , wire basket, balance body, adaptor a l d standard weights.

EI tronic e
pecifi Gra

Model SA-50

S~ificGravi ty Range 10--2.000

Standard 11.00 for the pure water in temperature of 20-c

Plumb BOb Dismargirm Capacity j~3
~--- ...

1°·001Precision

Ex ternal Size 215"90*262mm-
Package Size 255*'l 86·133mm

I Ne l Weig,ll t 1.5kg

• Direct reading of density value, easy and fast operation.

• Hl manized design , naval design and five-side II-transparent vvindshield. A new-generation electromag tic

balance ws'ghting sensor guarantees high pr cision. Applica 'on programs such as automatic fault detection,

four-point linear celora 'on and over- load protee ion,

• Application programs such as "warm ing", Hcalibrating" and "screen saver".

• Ultra-large backlig,t LCD display brings clearer and more comfortabfe visual sense to op rator.

BA D Electronic D nsit
p cifi Gra it Balance

Features

Model Range Precision Scale Size External Size Work Space Height Net Weight

I I I

BA2104D 0 - 210g

BA2004D 0 - 200g O.1mg

BA1004D o -1OOg <t> 9Dmm 350*215*340mm 240mm 6.8kg

BA5003D 0 -5009 ,
I

1mg
BA3003D 0 -3009

Technical Parameters:

Functions

• Mul 'pla functions gl arantee easy and reliable operation, including auto-counting, unit"convers ion (metric

carat, gold ounce, etc.), stability, ull-scale faring, z ro- memory, etc.

• Built- In automatic calibration guarantees eas ier, faster, sta ble and accurate operation of balance.

• Built-in RS232C output interlace guarantees direct conn ction to extemal equipment such 8 5 computer and

printer.

• Sui -ln lower we ighing hook guarantees convenient use.

Technical Data

1. Plumb bob discharging capacity: 5cm3

2. Proportion standard: 1.000011 .000 for pure water at 20"C Liquid proportion range: 0-2.000010-2.000

3. Accuracy: 0.0001/0.001
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Hydrostatical EI ctron Balance

Functions

• Rich and powerful nctions such as automatic calibration, full

sal e faring, zero-memory, uni t conve rsion, auto -counting and

percentage.

• AC/DC exchangeable, output interface.

Technical Parameters:

Model Range Precision Weighing Method Net Weight External SIze Package Size Power Supply

BH-50002 5000g 0.1g Weighiflg Ballow 6.82kg 350~215~34Omm 1480.37S*S15mm AC/DC

BH-20002 2000g O.1g WeighingBellow 6.82kg 350"215~34Omm 480*375·515mm AC/DC

BT eries Pr cision Tor ion Balance

Features

• It is mainly appl"ed to h"gh precision measurement of trace substance.

• Principle of elastic element combination, no- fulcrum m chanical abrasion

and h"gh flexibility.

• No weighing- loading during opera 'on but direc y read measurement data.

• Easy operation and rapid display.

Techn ical Parameters:

Model Range Precision Net Weight External Size Package Size

BT-5 5mg O.01mg ' Skg 250*210~360mm 1 380*325~S25mm

BT-10 10mg O.02mg 5kg 250*21'o~36()mm 250 210·360mm

BT-25 25mg O.05mg 5kg 250*210*360mm 250"'210"360mm

BT-50 50mg O.1mg 5kg 250*210*360mm 250"'210"360mm

BT-100 100mg O.2mg 5kg 250*210*360mm 250"'210"360mm

BT-250 250mg O.5mg 5I<g ·250*210*360mm 250"'210"360mm

BT-500 500mg 1mg 5kg '250*210 36Cmm 250·210·360mm

BT- 1000 1000mg 2mg Skg 250*210~360m m 250"210*360mm

BT-2500 2500mg 5mg Skg 250*210~360m m 250"210*360mm
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Blologlcal Indi ator Incubator

1. Features For BIN- I Biological Indicator Incubator

1. LCD display, with 12Vpower for ease of portability

2. Operating Temperature Range: From SoC above ambient to 80°C

3. Time Range: tmin - 99hS9min
4. Temp.Control Accuracy: ~ ± OS C
5. Display Accuracy: O.i°C

6. HeatingTime: < 6min (from 20°C to 57~C)

7. Temp.Control Accurady @5rC: ~ ±O.35°C

8. Dimensions: 110(wY150{D)*80(H) mm

Specification

1. The Incubator has many wells for placement of the b'ological indicator

vials and the wells can be custom- made. User can set te incubating

temperature.

2. Matereials: Alum'nium block

3. Well Diameter:According to custom-making

BIN- I

3. Specification For BIN-600 Headspace Sampler

1. Hea "ng Temperature Range: RT+5"C -i00"C

2. Variable lnjec 'on: up to 2.5ml

3. Temperature Accuracy: /- O.5"C

4. Ho ds Up 06 Vials Of: 2,10,20ml

5. Stabilization Time From 25'(; to 70'C With 1ml Syringe And 6Empty
20ml Vials: 8minutes

BIN-3724

2. Features for B N-3724ID-Card Incubator

1. Incubator for 24-Gel Cards in racks at 37°C

2. 2 independent incubation zones with a capacity for 12 Gel cards

3.Digita l interface scree n for control and visualization of remaining

incubation time and real temperature for each zona.
4. Fixed pre-set tempera re of 37 degree

5. Pre-set incubation 'me of 15minutes, vlhich can be adjust by the user

6. Audib e programmable alarm to notify end of incubation period

Specification for K37-24 D-Card Incubator

1. Capacity: 24 Gelcards

2. Temperature: 37°C
3. imer:15min (Variab e)

4. Power. AC220V or ACi20V 50-60HZ, 300W

5. Dimensions: (D*W*H)=380*220*115 mm

BIN-600
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Lo Spe d Centrif ge (High Config Iration
Technical Parameters :

• Universal centr ifuge, optio nal fixed -angle rotor, swing-bucket rotor, plate rotor

• Microprocessor touch- keypad control, LED display : rotor model, time, ReF and speed

• Quiet, brushless drive

• Double Lid and Lock system

• 20 program memory for sta tdaro runs, prog rammability is ava ilable, by wh ich to save ope ra '0 11. time

• Cholee of 15 accsiera 'on and deceleration, user can do sett ing according to the sam pIe ' s requirement

• RPM function, and short spin func '0 11.

• Easy setting and reading Re F, speed

• Double-layer stee l structure with anti -corrosion powder coa 'ng

• Automatic rotor recogni 'all.and imbalance detec 'on for maximum ope ra ional safe ty ,

provides op 'mum run stabi lity

• Audible alarm: error, imbalance

• Easily adjust speed, ReF, time and temperature during the runn'ng without stop

• he shortest accelera '0 11. and deceleration 'me Is I ss than 30s

• Sunken ex l aust, filtering devices, It ca n prevent aerosol poIlu '0 11. during e cen trifugal process

Advantages:

BK- 1032J BK- 1044J

Model BK-f032J BK-1044J

I

!eooorpmMax Speed 6000rpm

I

lS037xgMax RCF 5037xg

Speed Precision ~10rpm ± 10rpm

Noise :,;; 62dB ::565dB

Timing range 1 -9999min!continuous I short spin 1 - 9999minl continuous I short spn
I

No.1: Swing rotor 100m1*4 I 5000rpm /45OOxg 300m1-4 14500rpm/3781xg

Adapter 100 1*4, SOml·4,10mII1Smll5mI*16
250m *4, l00mI"8 , SOm! 8 ( * ) ,
SOml"12 ( • ) , ::IOmbiO ,15ml·28 ( * ),5m1*56 ,5ml*7~

I

I No.2: Swing rotor 100mlx4 /450Orpm 13645xg 4S0mf-4/4200rpm /3451xg

I

Adapter I 100ml*4 ,5()mf*8, 10mI115mll5mI*24
250m *4 ,10ml"S6 ,100m'-12 ,5Orn112( * ),50ml"16( • )
,10 1115m1 56 ( * ) ,SmI·68, 5ml*96

No.3: Swing rotor I 100ml"8/4200rpml3175xg ISmI - 68

I

Adapter 100m1"8, 5Oml*8,10mI115ml/5mI*32 ( . ) 5m1"96/4200rpm /3451xg

No.4: CellularCrane cup 5ml*40/A2OOrpm13175xg 10mV15m1"12 f6()()Orpm/S037xg

I No.5: AngleRotor 1Oml115ml '12 / 6000rpm /5037xg 96 we 1*21 4000rpm/226Oxg

No.6: Mia-opiate 96 wei *2/ 4000rpm /2260xg /

Power Supply I AC220V, 50Hz ACZ20V, 5 Hz
I

Net Weight 55Kg 55Kg

Extema Size(W"D"H) 425mm 51Omm"415mril 42Sm *S10mm 415mm
I

Note : «" V-bottom tube; " ." Round bottom tube

65
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Lo pe d Refrigerated Centrif ge High Configu a ion

Technical Parameters :

Advantages:

• Universal centrifuge, optional fixed-angle rotor. swing- bucket rotor, plate roto r

• Microprocessor touch-keypad contro I LED display: rotor model. time, ReF and speed

• Qu'et, brushless drive

• Double Lid and ock system

• 20 program memory for standard runs, programmability Is ava ilable. by which to save opera 'on 'me

• Cholc of 15 accelera 'on and deceleration, a user can do setting according to the sample t s requiremen

• RPM func 'on, and short spin func 'on

• sy setting and reading ReF, speed

• Double-lay r stee l structure with anti-corrosion powder coa 'ng

• Automatic rotor recogni tion and imbalance detection for maximum ope rational safety,

provides op "mum run sta bility

• Audible alarm: error, imbalance

• sily adjust speed, ReF, time and temperature during th runn ing without stop

• The shortest accelera 'on and deceleration 'me Is less than 30s

• Sunl<en exhaust, Itaring devices, it ca n preven aerosol poilu 'on during 1ecent ' ugal process

• Pre-cooling and ast cooling function (drop to 4"C In 10 minutes)

• Automatic temperature compensa 'on

• Adopt Danfoss compressor Note : ~ * ~ v - bottom tube: 'I.~ ound bottom tub

Model BK- R 1042J BK- R 1044J

MaxSpeed '. 5500rpm

Max RCF 5400xg

Max Capacity 250ml·4 75Om1"4

S~ed Precision ±10rpm

Noise =- 60dB ::s 65dB

Ti!ning Range 1s - 999n:\in/oontinuous I short spin

Temperature Range - 20t -40t

Temperat re Precision ;!;; 1'C

No;1: Swing Rotor 250ml 414500rpm I 3781xg 75Om1"4 I 4200rpm /3648xg

I250ml 4 ,100m14. SOml 2,
500m1*4. 250mN ,100m1·8 ( * ), OOrn 2( . ),

Adapter t : 5tXnl*20 ( * ) , SOmI*28( • l, 15nl1/20ml 56 ( * ) ,
10ml *40, 5ml*56

15m1*76,SmI"'96, 5ml*148

Adapter 2: ( at device) I ISml * 96

No.2: SV'ting Rotor 100ml*S /4200rpm( 3715x9. I

Adapter 100m *8, 5Qml"8r 10mll15mV5m'*32 I

I No.3: Cellular Crane Cup ( 5m''''1481 4200rpm 13648xg

No.4: AngleRotor 5Om1*6 I 5500rpm15400xg

I No.5: Microplate 12*2*96 we 1 /4000rpml 2~g

Power~upplY AC220V ,50Hz

Net Weight 450*575520mm 600"'790*SSOmm

Extema Size(W"D*H) 651<g 89Kg

BK-R1044J8K-R1042J
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High P ed Centrif ge High Config ration ) Rotors for BK- H 2018J, BK- H 3021J

No. Capaclty BK-H 2018J BK- H 3021J

1§5QOrpm 21000rpm
No.1 O.5m1+12 I

18366xg 23665xg

18500rpm I
INo:2 O.5m1·2

26019~g I

INo.3
18500rpm 20000rpm

1.5mIl2.2mI*12 +
26019xg 30409xg

I
14500rem

No.4 11.5m1l2.2ml"24
16 Oprpm

. 2
19900xg 25871xg

I . I 16000rpm
No.5 1.5mIl2.2mr'36

I 24327xg

16500rpm 16500rpm
No.6 5ml*12

20240xg 20240xg

13200rpm 14500rpm
No.7 10ml*12

I
17532xg 2139Qxg

I 12009rp~m
No;8 I 15m1*8 I

I 448 xg
+

I No.9
I 14500rpm

30ml~6

I 20450xg

I 1i.0OOrpm
INo.10 50ml'6 I

I 16904xg
I

I 12000rpm
INo.1 100m'*4

I 16904xg

I 16000rpm
No.12 O.5mI*~1 8

I 22324~g

I 14000rpm
No;13 O.2m1'32

I 14243xg

I 11000rpm
No.14 1001ll1'6

I
I 14302xg

I 5ClOOf m
No.15 50ml'4 I

I 3913xg

INo.16
I 5000rpm

40weW2
I 2375xg

B - H3021J

BK-H2018J

Adv antages:

Technical Parameters :

• Universa l ce nt rifuge, optional lxed-

ang le rotor, swi 19-bucket rotor, plate rotor

• Microp rocessor touch-keypad contra,

ED display : rotor model, time, RCF and

speed

• Quiet, brush less drive

• Double Lid and Lock system

. 20 program memory for standard ns,

programmability is available, by which to

save operation tim

• Choice of 15 acce lera on and decelera ion,

the user can do set "ng according to the

sample" s requirement

• RPM function, and short spin tunc 'on

• sy setting and reading ReF, speed

• Doub le-layer steel structure w ith an t i

corrosion powder coating

• Automatic rotor recognition and imbalance

detectio n for maximum opera 'onal safe ty,

provides optimum run stab"Iity

• Audible alarm: erro r, imbalance

• Easily adjust speed, RCF, time and temperature during the running withou t stop

• The shortest acce lera 'on and deceleration "me is ess than 30s

• Sun en ex taust, filtering devices, it can prevent aeroso l po lution during 1e centrifugal process

Model BK- H 2018J BK- H 3021J

Max Speed 18500mm 21000fpm

Max- ReF ~019xg 30409xg
f,----

MaxCapacity 10ml*12 100ml*6

Speed Precisioo ~2Ofpm

ITrning Range 1s - 999minlcontinuous I short spin

NOise == GOdS

Power Supply 220V.50Hz

Net Weighl 301<g I 45Kg
b---- ..

380 450·39OmmExternal Size (W-D--H) 330"390~325mm
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High P ed Refrigerated Centrifuge (High Configu atlon ) Technical Parameters :

Model
BK- HR2018J BK- HR3021J BK- HR3022J BK- HR3024J

Max Speed
18500rpm 23000rpm 23000rpm 2.-l000rpm

MaxRCF
26019xg 36795xg 36795xg 40217xg

Max Capacity
10 1"12 100 '"6 300ml*4 750 ,*..,

I I

S~d Precision
;t20rpm

I Ternperati rs Range
- 20t: - 40t:

Temperat re Precision
;t 1.0'C

Timing range
1s - 999m in/con "r1lIOUS / short spin

INoise
:::5 6OdB

Power Supply
22OV,50Hz

Net Weight I I

70Kg 95Kg 95Kg 150Kg

---ExtemaISize{W'O "H) I I

545 50S*410mm 570*S90*490mm 570"590 490mm 600" 90*8 In

I r

BK- HR3021JBK- HR2018J

Advantages:

• Universal centrifuge, optional fixed-angle rotor, swing- bucke t rotor, plate roto r

• Microprocessor touch-keypad contro I LED display : rotor model, time, ReF and speed

• Qu'et, brushless drive

• Double Lid and ock system

• 20 program memory for standard runs, programmability Is available. by which to save opera 'on 'me

• Cholc of 15 accelera 'on and dece leration, a user can do setting according to the sample t s requiremen

• RPM func 'on, and short spin func 'on

• sy setting and reading ReF, speed

• Double-lay r steel structure with ant i-corrosion powder coa 'ng

• Automatic rotor recogni tion and imbalance detection for maximum operational safety,

provides op imum run sta bility

• Audible alarm: erro r, imbalance

• sily adjust speed, ReF, lime and temperature during th running witho ut stop

• The shortest accelsra 'on and deceleration 'me Is less than '155

• Sunl<en exhaust, Itering devices, it can preven aerosol poilu 'on during 1e cent ' ugal process

• Pre-cooling and ast coo ling function (drop to 4"C witl1in 10 minutes)

• Automatic temperature compensa 'on

• Adopt Danfoss compressor

BK-HR3022J BK-HR302 J
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Rotor for B . - HR2018J, BK- 021J Rotor for B - OR 3022 . B - HR3 )24J

Rotor No. Capacity BK- HR2018J BK- HR3021J

I18500rpm 23000rpm
No.1 O.5ml*12

~ 1 83.66x9 28288;<g

II 18000rpm
No.2 O.5m12.:1

I' 24631xg

I1850JXpm 22000rpm
No.3 1.5mLl2.2ml··12

26019xg 36795xg

11t?j?,90rpm 16500rpm
No.4 1.5mV2.2mt"24

1
21 381xg I 25871xg

I12500rpm 14000rpm
No.5 1.5mV2.2ml"36

~ 1 -1~848X9 34237xg

I14800rpm 16500rpm
No,6 5ml~2

I16284xg 25871~g

I1320Jkpm 15000rpm
No.7 10ml*12

I17726xg 22891xg

i '

12500rpm -
No.8 15m1'8

II 15721)(g -

I' 15000rpm
No.9 30ml6

[i 21885)(9

II 13000rpm
No.10 50ml*6

I' 19838xg

I' 12000rprn
No.11 100ml"4

II 16904xg

NO,1 2 O.5m148
1 12~m 16pOOrpm
I .

113625xg .22324xg

I12500rpm 12000rpm
No.1 3 O.2m1*32

.. ..

I . 10464Xg113§5xg

II 12000rpm
No.14 100m'*6

II 19320xgl
. ":

I' 5OOOrr.m
No.15 SOm 4

" 3913xg

RotorNo. Capacity BK- HR 3022J BK- HR3024J

INo.1
23000rpm 24000rpm

O.5ml+12
32625xg 32625xg

I No.2
18000rpm 18000rpm

O.5mI+24 c·
24631xg 24631xg

I No.3
22000rpm I23000rpm

1.5ml/2.2ml'12
140217/ 936795xg

1650Qrpm 16500rpm
No.4 1.5mI/2.2ml*24

25871xg 25871xg
I

14COOrpm 14000rpm
INo.5 1.5ml/2.2ml·36

34237xg 34237xg

I No.6
16500rpm 16500rpm

5ml'12
25871xg 25871xg

.!'~
.,"

I No.7 10ml·12
15000rpm ,15000rpm

-'. I22891xg22891xg

No;8 15mI*S
1250Qrom 12500rpm

1,~721xg 15721)(g

INo.9 30ml"6
1S000fBm 15000rpm

21885xg 21885xg

I No.10 50ml*6
13000rpm 13000rpm

19838xg 19838xg

I No.1 10Om'*4
12000rpm ,12000rpm

16904xg I16904xg

No.12 O.5m1 48
16000rpm 16000rpm

22324xg !22324x9

INo.13 O.2ml"32
12000rpm 12000rpm

10464xg 1046-1xg

I No.14 100m1'6
12000rpm 12000rplll

I 19320xg 19320xg

Model BK- HR3022J BK- HR3024J

Swingrotor 300m1· / 4500rPm'3781xg 750m *4 I 4200rpm i 3550xg

25m14, 10Qml*4.SOfn"S, ( * ) , 50ml~2 500ml+4, 250ml'4, '100rnl*8 ( * ),100ml x12( • ),
Adapter t : ( . ), 15m" 28 ( * ).10mm" 40 SOrnl+20 ( * ),50m "28{ • ) I 15ml120m'"SS ( * )ISmI'76. 5mr56 ,,15m *76, 5m1'96, 5ml*148

Microplale 96.ve1l*2'2

Nota : * V-bottom tube; ~ ~ Round bottom tube
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Tabl top La P d Centrif g Table op Lo Speed C n rif ge
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BK-T6K

BK-TSKIll

Features:

Techn ical parameters:

Model BK-T5KIlI BK- T6K

Display 'LED ILED

Max Speed SOOOrpm 16000rpm
~:

Spood Precision ;t;30rpm ;I;30rpm

Max RCF 4020Ai 5120xg

iMax Capacity 6'SOml 6"'3Om1

Il iming.Range 0- 99min 0- 99min

Noise ~58dB .;; 60dB

Power Supply AC220V, 50Hz AC220V, SOHz

Con~umptiofl IO.3KW hO.75KW

External Size(W"D*H)__ .330"29S*255mm 340*400*270mm

Net Weight 20kg 1251<g

• Brusilless DC motor. easy to mainta in, fas

accelera ion ano decel rat ion and specia l

damping device make the motor run steady

• Dlsplay: microcomputer contro l, touching

panel, LED display of ru nning param et ers,

10rpm increments, convers ion a RPM/RCF.

• Function ; automa tica lly e lectric lid lock ,

supe r speed, over tempera r protsc 'on and

imbalance pro ect ion. Memory flashing ncton,

• Alarm: lid open, imbalance, over sp ed, rotor

moun 'ng abnormally .

• Metal housing (powder coated sts I) ,

High- quality stee l, sta inless steel centr ifugal

chamber,
Technical Parameter s :

Model BK-T·U<Z

Max Speed 14000rpm

Speed Precision ±3~Orpm

Max ReF 2200xg

Max Capacity 6*59m1

imlng .R~nge 9- 99min

otsa .;; 58dB

Power Supply AC220V, 50Hz

Consumptioll O.25KW

Externa Sjze(W'D~H) 330·295*255mm

Net Weight 20kg

BK-T4KZ

Features:

• Bru sh less DC motor, easy to mai ntain , fas t accelera tion and

deceleration, specia l damping device make the motor fun stea dy

• Display: microcomputer controlled with touching panel and LED

disp lay of running parameters; 10rpm increments. Conversion of

R MIRCF

• Function: automa tically e lectric lid lock,over- speed, over 

temperatu re pro tec tion and Imbalance protec tion Emergency lid

lock release, inching unction, transient centrifuging, memory flas l ing

function

• Alarm: lid open, im alance, over-speed, rotor mounting abnormally

• Meta l housing (powder coated stee n.sta inless stee l c ntr ifugal

chamber and lid

Rotors :

NO Rotor Max Speed Max ReF Capacity TUbe ( rnrn )

NO.1 Angle Rotor 140porpm 2200xg· 118*10n ml $ 16"1 20
~ .

NO.2 Angle Rotor 4000rpm 2200xg 124 10/7ml ¢ 16*1 2O

NO.3 Angle Rotor 4(}()()rpm 2200xg 12*1511OmI ¢ 16*1 20

NO.4 AngleRotor 4000rpm 2200xg 12*20115ml ¢ 20*120.. . e-

NO.5 Angle l)ptor 4(}()()rpm 2200xg 6+S.9ml ¢ 29*125

Rotor s:

NO. Rotor Max Speed Max.RCF Capacity
(BK- T5KIlII BK-T6K) (BK-T5KIIIJBK-T6K)

INO.1 Al1gle Rotor
I

,18*1017m1

NO.2 Mgle Rotor 2i1 '1017ml

NO.3 A.ngle Rotor 5000rpn-i/6000rpm 4020 x g I12*'t5l1OmI

[NO.4 A.ngle Rotor I 12"20I1Sml
I

[NO,9 A.ngle Rotor 6*SOmI /6*3Om1
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Tabl top La P d Centrif g Rotors for BK- T5K& BK- T5KI :

NO Rotor Max Speed Max ReF CapacUy

INO.1 IAngleRolor
I I12*1OmI550Qrpm I 5310xg

Swing Rotor 5000rpm It13 Oxg 4*100ml

Swing Rotor 4*2*100ml
I

Swing Rotor 4 4"10ml
I

Swing Rotor 4*6*10ml
I

Swing Rotor 4000rpm 3500><g 4*S*10ml
NO.2 I

Swing Rotor 4*4*15ml
I

Swing Rotor 4*6"15m1

Swing Rotor 4*S*15ml

Swing Rotor 5bdbrpm
'j

4*50ml4390xg

Swing Rolor 4000rpm 3500xg 4"2*50ml
I

Swing Rolor 4000rpm 3500xg 4"250ml
I

Adapter 4*S*5m1

!Adapter
I

4*S*7m1

IAdapter
I

NO.3 4*S·10m

IAdapter
14000rpm 3500xg

4*S·15ml

IAdapter
I

I
14"2*50ml

IAdapter 14*100ml

Svling Rolor
I

OOOrpm 13580xg
1
4•SOOml

Adapter
I

14*15*5m1

Adapter 14*15*7ml

Adapter 4·12"'1OmI
INO.

1400Qrpm 3580xg 4"S*15mlAdapter

Adapter
I

4*4 50mI

Adapter 4*2*100ml
I

Adapter 4"250mJ

INO.5 SWirlJ) Rotor ' 400Qrpm 2800xg 4*·12 7/5ml
""

NO.6 Swing Ro,l~ ' 4000rpm 2800xg 4*18*7I5ml

NO.7 Swing Ro,l~ ' 4000rpm 2800xg 4"24*7/5ml

NO.8 Swing Rol~ 4000rpm 3.?OOxg 4*30*7/5ml

NO.~ Swing Rol~ 4000rpm 3.?OOxg 4*37*7/5ml

NO.10 Swing rotoiiAulomatic uncap ) 4000rpm 3500><g 4*12715ml

NO.11 Swing rotoii Aulomatic uncap ) 4000rpm 3500><g 4*18*7I5ml

INO.12 Swing rotor(Automatic uncap ) 4000rpm 3580xg 4*24*7/5ml

INO.13 Microplate, 4000rpm 2~POxg 2"2 96well

INO.14 Mi«;o plat~ 4000rpm 2~POxg 2"2*48wI31

BK- SKII

Technical Parameters:

Model BK- T5K 6K-T5KIl

Max Speed I 5500rpm
1 .
1500Qrpm

Speed Pre.cisiOn ~30rpm ± 3Orpm

Max. RCF 5310xg 4390xg

MaxCapacily 4*50OmI 4*2*100ml

ITrn ing Range
-:-.:,

0- g9min0 - 99min

Noise ~58dB ~65dB

Power Supply IAC220V, 50Hz AC220Vr 50Hz

Consumption O.75KW O.5KW

External Size(W*D' H} 460*590'*420mm 460~590*42Omm

NefWaight 4skg. 45kg

• Brushless DC motor, easy to malntein, fast acceleration and dece leration and special damping device make

the motor run steady

• Display : microcompu ter control, to ching panel, LED/LCD display of running parameters. 10rpm increments,

conve rsion of RPMIRCF.

• unction: automatically electric I'd ock, super speed, over temper tura protection and mbalance protec 'on,

memory flashing unction

• Alarm: lid open, lrnoalence, QV r speed, rotor mounting abnormally

• Metal housing (powder coated steel), high-Quality steel, stainless steel centri gal chamber.

Features:
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E .throe te Washing Centriluge
Features:

Blood Bani "Centrifuge Crud
Features:

Oil a e Tes ntrifuge

Erythrocyte washing centrifuge realizes perfect separa 'on wi precise timer to seconds within 3 minutes, mainly

used in the separat ion wand washing of lymphocyte and ery rocyte,

Blood bank centrifuge can store 10 programs, ana of program Is designed spedelly for polybrene test in blood

banks. I Is mainly used for polybrene kits and rea lizing the identi cat ion of cross- matching, blood group'ng and

irregular antibody.

Technical Parameters:

• Brushless DC motor, easy to maintain, fast acceleration and deceleration and specia l damping evice make

e rotor run steady

• Disp lay : microcomputer contrail d with touc l ing pan I and LED display of runn ing parame ers, 10rpm

incr ments, conversion of RPMIRCF.

• Function: utomatically electric lid k:>ck, super speed, ov r temperat re protection and imbalance protection,

emergency l"d- Iock release, inctl ing functio 1, transient cen 'fuging, memory flastl ing nction

• Alarm: lie! open, rnba ance, over speed , rotor mounting abnormally

• Meta l housing (powder coated steel), stainless steel centrifugal

cham ber an lid

• It is i eal separat ion equipmen of water test of

crude oil industry and research insti fans.

Model BK-L5KS BK-L5KSII

Max Speed ~pm I SOOQrpm
--
Speed Precis ion -30rpm I ±30rpm

IMax RCF

1

3BOOx9 4500xg
~ . !If "190mlMalCapacity 4*4*'15ml

Tirriing Range 0 - 99m in 10 - 9~ min59s

Temperat re Range 110'C- 80"C 10 - SO'C

Noise .s; 58dB I <!t; 58dB
." AC220V, 50Hz I AC220V,} ;OHzPower~upply

Consumption 11KW 1.75KW

External SiZe(W* D*H)
. .

I 610*720*1140mm520*550*400m m

NetWe~ht 851<;g 1108 l<g

BK- 4KX

"':~ ."..
I _ _ -

'a g P O '

BK-T4K

Rotors for BK-T4K:

Model BK-T4K( Erythrocyte Washing) BK-T4KX (Blood bank)

Max Speed 4000~ 4000rpfn

Speed Precision ;t30rpm ;t30rpm

Max RCF 1" 2200xg 2200xg

Max. Cap~"city 127ml 12 15m1

[Trning Range 0 - 99min O-~in

Noise 1, .s; 58c1B ,;; 58dB

Pow r Supply ,AC220V, @Hz AC220V, 50Hz

Consumption O.2SKW ' O.25KW

Externa l Size(W*D*H) 330*295tz55mm I330,;gS+255mm

N.4ij i'Waight 28kg '2okg

Technical Parameters:

NO. Rotor Max Speed Max RCF Capacity

Rotors for BK-L5KS :
NO. Rotor Max Speed Max RCF Capaclly

NO.1 It ymohocyte wash ing specialized rotor 4000rpm 2200xg 12*1ml

NO.2 I Erythrocyte washil1gspecialized rotor 400Qrpm 2200)(g 12+7ml
INO,1 ISv.ring Rotor 4·11 15m

I

Rotors for BK-T4KX: Rotors for BK-L5KSII :

NO. Rotor Max Speed MaxRCF Capacity

NO.1 l .Al1gie rotco 400Qrpm 2200)(g 12+1017ml

NO.2 1.Al14J El rotor 4000rpm 2200xg 12 15110ml

NO. Rotor Max Speed Max RCF Capacity

INO.1 Swing Rotor 5000rpm 3800xg 4·4*15m

NO,2 Sv.ring ~otor 5000rpm 4500xg . 4 100rnl
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Lo pe d Refrigerated Centrif ge Rotors:

NO. Rotor Max Speed MaxRCF Capacity

INO.1 IAngle Rotor ' 5000rpm 4390xg 12"'10ml

Swing Rotor 5OO0rpm 4390xg 4"'100ml
t---------"

Swi~ Rotor 4*2*100ml
I--------

ISwi~ Rotor 4*4"1Oml
I-------- ISwing Rotor 4*6"'10ml

:Swing ROtor !4000fll," 3500xg 4*8*10ml
NO.2

Swing ROtor 4"'4"15m1
I· , .

ISwing Rotor 4 6*15m1
I
Swing Rotor I 4*8*15m1

I I
Swing Rotor 5000rpm 4390xg 4*50m

Swing Rotor 4000rpm 3500xg 4*2"50ml

Swing Rotor 4000rpm 3E90xg 4*250ml

Adapler I 4*S*5ml
I
Adapter I 4*87m

l-

INO.3 LAdapter
[ 4000rpm

4*8*10ml
3500xg

I Adapter 4*8*1 I
I

IAdapter 4*2*50ml
I IAdapter 4*100ml

Swing Rotor 4000rpm 3580xg 4*500ml

I Adapter 4*1S"5m1

Adapter 4"'15'7rJ:\1
I

I 4"'12"'10
INOA

Adapter
I
Adapter 14000rpm 3580xg 4"8*15m1

I

IAdap ter 4*4*50ml
I
Adap ter 4*2"100ml

Adapler 4*250ml

INO,5 Swing Rotor 4000rpm 3700xg 6·S00ml

NO.6 Swing Rotqr 4000rp!TI I 28QOxg 4"'12'7/SmI

NO.7 I Swing Rotqr 4000rp!TI 28QOxg 4"'1S*7/5m1

INO.8 :Swing Rotor ' 4000rpm r2S00X9 4*24"7/5ml

INO.9 I Swing Rotor 14000rpm 4"30*7/5mlj 3200xg

NO.10 Swi~ Rotor 4000rpm I3200xg 4"37~·7I5ml

NO.11 Swing RotoKAutomalicuncap ) 4000rpm 3500xg 4*12*7/5m1

NO.12 Swing RotoKAutomalicuncap ) 4000rpm 3500xg 4*18*7/5m1

INQ.13 Swing ROtortAutomalicuncap)
..~

3580xg 4*24*7/5ml4000rprJ:\

INQ.14 Micro ale
..~

12300xg 2*2"96\'1el4000rprJ:\

INO.15 MicroPiale 14000rpm ~ 23 Oxg 2*2"'48\'1el

J

BK- LR5K

• Electronic lock lid and Interlock safety provision. Auto ock rotor system

• Alaml : lid open, imbalance, over speed, over temperer re, rotor moun 'ng abnorma lly

• Memory-based programmed opera 'on, inching unction, transient centrifuging

Features:

Model BK- LR5K

MaxSpeed 5000rpm

SpeedPrecision ±20rpm

MaxRCF 4390xg

MaxCapacity 6*500ml

~rilture Range - 20 - 40'C

ITemperature Pf~ision ±1OC

~.Range 0- 99mi l

Noise 0;;58dB

Power Supply AC220V, 50Hz

Consumption 3KW
f-- .

490*620"720rnn~ternal Size(W"D"H)

NetoWeighl 12O+;g

• Programmable microprocessor control

(AC brush ss motor) with touching panel, LCD display

of speed. ReF, time and temperature, conversion of RPMIRCF.

• CFC- free refrigeration, fast cool func 'on for rapid cooling, cycle defrost system is availab e.

• High-quality steel, stainless steel centrifugal chamber and lid.

• Fan-forced a'r circulation system for fast recovery of temperature,

• Functions: ReF se ection, quick run, a ornanc rotor recognition and backup. Electroo'c imbalance detec 'on,

dynamic electric rake system.

• 10 procedures of adjustable rise-and- fall speed from grad 0 to 9 and 0 kinds of self-defining mod Is. Fast

acce eratlon and ecelaration

Technical Parameters:
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Large Capacit Ref ige ated Ceo ifuge Rotors for BK- TLLR5K:

NO Ilem Max Speed Max.ReF Capacity
I

Swingrotor SOOOrpm 5310xg 4';100ml

Sv "ngrotor 4"2"10OmI

Swingr9tOr 4 4';10ml

Svo'ing rotor 4';6';1OmI

Swing rotor 4000rpm .3500xg ,4·S*10ml
NO.1

Svo'ing rotor 4 4';15m1

Swingrotor 4'61f.rn1

Swingrotor 4·S·15rn1

Swingrotor SOOOrpm 43 Oxg 4';SOml
:,:

Swingrotor 4000rpm 3500xg 4·2;SOml

Swingrotor 4000rpm ~§Oqf9 4"2S0ml

Adapter 4~*8*5ml

Adapter 4*S*7ml

NO,2 Adapter ,4·S*10ml
4000rpm 3500?<9

Adapter 4·S*15m1

Adapter ,4·2*50ml

Adapter 4·100ml
I

3§~g 14"SOOmlSwingrotor .4qgorpm

Adapter 4·1S·5m1

Ad~ptef 4*1S*7ml

Adapter 4';12'10m
NO,3 IAdapter 4000rpm 3580xg 4'S 15m1

:
4~*4*50mlAdapter

Adapter 4"2"10OmI

Adapter !4·250ml

NO.4 Svo'ing rotor 4000fpm 3580xg 4';750ml

INO,5 SwingRotor
I

2§OOxg !4·12*7/SmI. 4qgorpm

NO.6 I SwingRotor 14000rpm .2800xg 4·18'7/SmI

[NO,7 SwingRotor 4qgorpm 2§OOxg 4*24 7/5mJ

INO.8 SwingRotor ,400Ofpm 3:20Oxg 4·30"71 ml

NO.~ SwingRotor 4000rpm 3200x.g" 4"37' 7I5ml
'"<i

THR20K

Technical Parameters :

Features:

• Programma ble microprocessor control( AC brushless requency motor) with touching panel, LCD & LED

display of speed, RCF, time and tempera re, conversion of RPM/RCF

• CFC-free refrigeration, fast coo l unction for rapid cooling, cyde de rost system is available

• High-quality steel. stainless steel centrifuga l chamber and lid

• Fan-forced a'r circulation system for fast recovery of temperature

• Functions: RCF selection, quick run , automate rotor recogn ition and backup, electronic imbalance detec 'on,

dynam ic electric brake system

• 10 procedures of adjustab le rise- and- fall speed from grad 0 to 9 and 0 kinds of self-defi ning models. Fast

acce erat lon and ecelaration profile

• Electronic lock lid and interlock safety provision

• Alarm: lid open, Imbalance, ov r speed, over temperatura, rotor moun 'ng abnormally

• Memory-based programmed opel' tion, inching function, transient C".entrifuging

Model BK-TLLR5K BK-THR20K

Max. Speed t5500rpm 21000rpm

SpeedPrecision
I;t2Ofpm ;:; 30rpm

Max.RCF 5310xg 30700xg

Max. Capacity 4"750ml ' 4' 750ml

ITemperature Ra"nge - 20 - 40'(: - 20 - 40-c
" --"----

I ~ fCrTemperature Precision ±11:
f---

ITirriinll,Rar)ge °-~,9h59min59~ o- 99'h59mjn59~

Noise IS; 58dB I ~ 58dB

Power Supply
':"".

AC220V, 50Hz, 2:5KW, 25AACZ2.0V, 50Hz, 2.5KW. 25A

External Size(W"D*H) 8OO*700'400mm 800' 700*400mm
I

Net Weighl 110kg 110kg
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Rotors for BK-THR20K:

NO Rotor Max speed Max ReF Capacity

NO.1 !AIlg a Rofor 21000rpm I 39,700><g 18~O.5m1

NO.2 Arige Rotor 21000rpm 3070xg 12·2.2I1.5m1
s.

,

16000rpmNO.3 Mgle Rofor .2355Ox.g 480.5ml

NO.4 M gie RotOr 16000rpm 23550xg 24~2.2tL5rn1

NO.5 !AIlg a Rofor 16g00rpm 17420xg 10"'5m1. ~

NO.6 Arige Rotor 15000rpm 24300xg ·32·Z.211.5m1
s.

,

NO.7 Mgle Rofor 15000rpm .23120xg 12+10ml

NO.8 M gie RotOr 15000rpm 24300><9 30*2ml

NO.9 IM Q Rofor 15000rpm 22140'!ixg 36'2m1

NO.10 Ange Rotor 14000rpm 20150xg 6'5Om1

NO.11 Mga Rotor 14000rpm . 2194.0xg 4~100ml

NO.12 Allg a Rotor 11000mm 15730xg 6*1qOml

NO.13 IAllQ Rotor 10000rpm 970-S'kg 1215m1

NO.14 Ange Rotor 10000rpm 11100xg 8~50ml

Nt5:15 Allg a Rotor 10000rpm 10150xg 20*10ml

NO.16 Allg El Rotor 8000rpm 7600~ 12"'30ml

Swi'19 Rotor 5000rpm 43~g 4 100m1

Swing Rotor 4*2"100ml

Swing.Rotor 4~4~10ml

Swing Rotor 4"'6~Oml

Swi'19 Rotor 4000fPlll 3500xg 4+8 Oml
NO.17

Swing Rotor 4*4~15ml

Swillg Rotor · 4 ~6"1 5ml

SWillJl Rotor 4*S*15ml

Swing Rotor 5000rpm 4390xg 4*50ml

SwingRotor 4000rpm 3500xg 4"'2"5Om1

.Swing Rotor 4000rpm 3500xg 4"250ml

Adaptar 4*8*5m1

Adapter 4' 8 7ml

NO.i 8 Adapter 4·S*10ml
4000rpm .3500xg

Adapter 4*8*15ml

Adapter 4"2'50ml

Adaptar 4"100ml

SwingRotor 4000rpm 3580xg 4·SOOmI

Adapter 4 15 5ml

Adapter 4*'15+7ml

Maptar 4'12'10 1
NO.1 9

Adaptar 4000rpm 3580xg 4"8'15ml

AdaptEl( 4·4"5Om1

Adapter 4"2"'1OOml

Adapter 4*250ml

NO.20 SwingRoto~ 4000rpm 3580xg 4'750ml

INO.21 Svving Rotor 4000rpm 2800xg 4"'10"'5I7ml

NO.22 SwingRotor 4000rpm 28:00xg 4·12+517ml

NO.23 ,Swing Roto~ 4000rpm 2800xg 4"" 18"517ml

NO.24 .Swing Rotor 4000rpm 2800xg 4"24'517m1

NO.25 SwingRoto~ 4000rpm 3200xg 4' 30*S17ml

NO.26 Svving Rotor 4000rpm 3200xg 4"'37*5I7ml

NO.2? Micropla,te, 4000rpm 2380xg 2·2*96well

NO.28 Micromate 4000rpm 2300xg 2~48well
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Technical Parameters :

Tabletop High Speed Refrigerated Centrifug

BK-THR18K

BK- TI-lR16K

Model BK-TLLR16K BK-TUR18K

Max Speed 16000rpm 18000fpm,--. .- I
Speed Precision ;t 30rpm - 30rpm

Max RCF 17800xg . 21500x1i

IMax Capacity 4~1 00ml 4"'100ml

Temperature R~lfme - 20 - 40"C - 20 - 401:

ITernperati re Precision ±1'C ±1"C
I

Timing Range 0-99 in 0 - 99min

Noise t,.s; 58dB ~ ,58dB

. " AC220V, 50Hz AC220V,50HzPower Supply

Consumption 1.5KW 1.5KW

External Siie(W"DpH) 600' 580-3'7Omm 600-580 37Qnm

Net Weight 951<g 90Kg

Rotors for BK-THR16K:

NO Rotor Max Speed Max RCF Capacity

NO,1 Arl9l.e Rotor 116QO(}pm 17800xg. 1S·0.5m1

NO.2 Ang e R.,9tor 16000pm 17~9::<g_ 12 2.2I1.5mJ

INO.3 A e Rotor I13000rpm 16060xg 4S00.frn l

NOA IAngle Rotor I 13000rpm 16060xg 24~.2I1 .5m 1

INo.5 IAngle Rotor I 13000rpm 11500xg 16pSmi

NO,§
--::::-

I 12000rpm 14800Xg 12 10mlArl9l.e Rotor

NO.7 Ang e R.,9tor 1~OOOrpm 148OQ?<9 ' 6'"50ml

INO.8 Angle Rotor 110000rpm 11220xg 12'15m1

NO.9 IAngle Rotor 110000rpm 11200xg 4 100ml

0 .10 Microplate 4000rpm 2300xg 2"2"'48wel l

Rotors for BK-THR18K :

87

4S·0.5mJ

24~2.2I1.5ml

10*5m1

21000xg

21500xg

21500xg

2300xg

11200xg

12450xg

.........··""'·.ch

4000rpm

11000rpm

15000rpm

10000rpm

I18000rpm

Angle Rotor

Ange Rotor

~~....-v'..e7~-eF...r~..,..~ - In
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Features:

• Programmable microprocessor contra ( AC brushless frequency motor) with toucning panel, LCD display of

speed , RCF, time and temp rature, co werson of RPMIRCF

• CFC- free refrigeration, fast cool func 'on for rapid cooling, cycle defrost system is availab e

• High- quality steel. stainless steel centrifugal chamber and lid

• Fan- forced air circulation system for fast recovery of temperature

• Functions: Re F selection, quick n, automatic rotor recognitioo and backup. electronic imbalance detec ion,

dynamic electric rake system

• 10 procedures of adlustab rise- and- fall speed from grad 0 to 9.

• Electronic lock lid and interlock safety provision, auto lock rotor system

• Alarm: lid open, imbalance, over speed, ov r tempsrat re, rotor moun "09 abnormajy

• Memory -based proqrarnmed opera ion. inching function, transient centnfuging
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High P ed Refrigerated Centrifuge Technical Parameters:
Model BK-THR21K BK-THR25K

Max Speed , 25OOOrpm

Rotors for BK- THR21 K:

~Precision ±20rpm ±20rpm

MaxRC F f48900xg 64800xg

IMax Capacity 6*500ml 16*5OOm1
c----

1- 20 - 40'1:Tsrnperatura Rarme - 20 - 40'(

Temperature Precision :t 1'C : ,1 'C

ITi ing Rang_a o- 991159min59s a -99h59min59s

1 ~ 58dB
-

Noise t';; 58dB
Power supply AC22OV. 50Hz AC220V, 50Hz

Corisumptbn 4KW 4KW
External SizeCW"'D"'H) 810'nO*1220mm 810"'720·1220mm

Net Weidht I 320kg I320kg

NO Rotor Max speed Max RCF Capacity

[NO.1 Angle Rotor 21000rpm 48900xg 16*1.011.5ml

INO.2 I Angle Rotor 20000rpm 43000xg ' S"'50mI

[NO.3 Angle Roto r ·1500Ofpm 27870xg 8*5Om1

INOA I Angle Rotor 12000rpm 19800xg ' S*100ml

I NO.5 Angle Roto r ·14000rpm 26800xg 4*250mI

INO.6
i

Angle Rotor 11000rpm 19300xg ,4"'300m1

INO.7 ,Angle Roto r ·12000rpm 22470xg 6t300in1

lNO.8 Angle Rotor 8000rpm ,11S80xg ,S"'500ml

INO.9 ContinUous Rotor ·14000rpm 2150Ox9 ·1000ml

NO.10 Microtiter plate 4000rpm 2300xg ,2....2*96well

NO,11 Swing rota... 40CJ9rpm 3:16Oxg 32"'15ml

NO.12 Swing rotor 5000rpm 5t170xg ,4 SOOmI
NO,13 Swing rotor 5000rpm 4390xg 4' 5Om1

NO.14 Swing rotor 4000rpm 2950xg 85Om1

BK-THR25K

-------------

Features:

• Programmable microproces sor control( AC brush ess motor) wi 1 touchinq panel, LCD&LED display of speed,

ReF, time and temperature, conversion of RPMJRCF

• CFC- free refrigeration, fast cool unction for rapid cooling, cyd e de rost system is available

• High- quality steel, stainless steel.cen rif gal chamber and lid

• Fan-forced air circula "on system for fast recov ry of temperature

• Functions: ReF selection, quick run, au omatic rotor recog nition and backup, electronic imbalance detec 'on,

dynamic electric brake system

• 10 procedures of adjustable rise- and- fall speed from grad 0 to 9 and 0 kinds of self-defining mod Is. Fast

acceleration and decelaration pro lIe

• Electronic lock lid and inter lock safety prov ision, auto lock rotor system

• Alarm: lid open, imbalance, over speed, over temperat ret rotor moun "ng abnormally

• Memory-based proqrammed operation. inching function, transient centrifuging

Rotors for BK- THR25K:

NO Rotor Max speed MaxRCF Capacity

[NO.1 IAl19le Rotor 25000rpm 64S00xg 24*2;2J1.5m1

INO.2 Angle Rotor 23000rpm ,6046Oxg 1S·2.211.5ml

INO.3 IAl19le Rotor 20000rpm ~1 6420xg 8*50ml

INOA Angle Rotor .16000rpm ,3807Oxg ·4x250l3OOmm

[NO.5 IAngle Rotor 13000rpm 19800xg S....100ml

INO.6 I Angle Rotor ·10000rpm 1n OOxg 6"'500ml

[NO.7 ICooUni.Jous Rotor 16000rPm 28100X9 1000ml

INO.8 Microliter plate 4000rplll 2380xg 2·2"'96weJl

[NO.9 ISwing rotor 4000rpm 3160xg 32x15ml

NO.10 I Swingrotor 5000rpm 5470xg 4~500rn

[NO.11 I Swingrotor 5000rpm 4390xg 4'soml
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Large Capaci efrigera ed ent ifuge Large apa it . Refrigerated C ntrifug

BK-LLR8K

------

Large capacity centrifuge, which widely us d in blood bank, pharmacy and bie ogica produ cts a d so on,

Features:

• Programmab le microprocessor control( AC bru sh less frequency

motor) with touching panel. CD & LED display of speed, RCF, tim and

temperature, co nversion of RPM/Re F

• CFC- free refrigerat ion , fast cool function for rapid co oling, cycle

d rost system is ava ble

H gh- quality steel, stain ess stee l c ntrifuga chamber and I'd

• Fan-forced a'r circulation system for fast recov ry of temp rature

• Func ions: RCFselection, Quick run, automatic rotor recog nition and

backup, electronic imbalance detection, dy amic lectric rake system

.10 procedures of adjustable rise-and- all speed from grad 0 to 9 and

40 kinds of self....c] fining models. Fast acceleration and decelara 'on

proms

• Electronic lock lid and interlock safety provislon

• Alarm: lid open , imbalance, over speed, over tempera ure, rotor

mounting abnonnally

• Memory-based pro grammed operation, inching function, transient

cen trifuging

8K- UR6K

• Prog rammable microprocessor control( AC brushless frequ ency motor) with touching pan el, LCD & ED

display of speed, RCF. time and temperature, convers ion of RPM/ReF.

• CFC- free refrigeration, Fast cool notion for rapid cooling, eyc e defrost system is ava ilab

• High- quality stee l, stainless stee l centrfupal chamber and lid.

• Fan-forced air circulation system for fast recovery of temperature.

• Functions: RC sel ction, quick run , automafc rotor recog nition and backup, electron ic imbalance detection,

dynamic electric brake system

• 10 procedures of adjustable rise-and- fall speed from grad 0 to 9 and 40 kinds of se lf-d fining models. Fast

acce eration and decelarat ion profile

• Electronic lock lid and Interlock safety prov ision

• Alarm; lid ope n, Imbalance, over speed, over temperature, rotor moun 'ng abnormally

Features

Technical Parameters: Rotors for BK-LLR8K:

Technical Parameters:

Model BK-LLR6K
Max. Speed 6000rpm

--'-.'---

Speed Precisioo ±20rpm

Max RCF 66~8Oxg

Max. Capacity 6'1000m1
[Tsmparature Range - 20 - 40'C
rre-m~ra1ure Pr~ision £1"C

" " .
~

In n ing Range o- 59h59mln59s
f-----

NOise ~58dB

Power Supply AC220V,50Hz
Coosumption 4KW
External Size 830·720"'125Omm

NeUNeight 268kg

Rotors for BK-LLR6K:

NO Rotor Max-Speed MaxRCF Capacity

NO.1 Arlg a Rotor
I 5650xg' 6000rpm 6300ml

NO.2 Arlgla Rotor 6000rpm 6680xg 6~50Qml

NO.3 SlNing rotor 4200rpm 5100?«.J 6~1000m 1(Round ciJp)

NO.4 Swing rotor 4200rpm 5100;.sg 1-6 1000m1
($qt}.ara cup)

Model BK-LLRBK
MaxSpeed 8OCJ9rpm

Speed Precision ±2Orpm

Max RCF 121!30xg
Max Capacity 6*2400ml

Temperature Rarme - 20 - 40'C

ITernpera ti re Prec ision ±1'C
iTiming Range

--
o- 99h59min59s

Noise ~ 58dB

Power Supply AC220V, 50Hz

C6'hsumption 4.75KVV

External Siz8{W ' D H) 960)( 860 x 1200mm

Net Weight SOOkg

NO Rotor Max Speed Max ReF Capacity

NO.1 Swing I
rotor

' SOOOrpm 11 80xg 6*500m1

I

NO,2
Angle

7200rpm 12160Xg 6"1000m1
Rotor

I

NO.3
Swing

4500rpm 7000xg 16·2400mlrotor

NO.4 ISwing 4000rpm 5000xg 162' 1000'"rotor

90
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Lo Speed Larg apacit ntrif g Rotors for BK- LL5K:

NO Rotor Max Speed Max.RCF Capacity

Rotors for BK-TLL5K:

INO.1 Angle Rotor 6OOOrJ:m 66SOxg 12 10ml

SlfIIing Rotor 500Qfpm '4390xg 4 ~1 00ml

4"2~100ml

4~4 '1 0rnl

4~6~10ml

I NO,2
400lXpm 3500xg 4 ~8'1 0ml

MultiplePipe
4~4 ·15ml

4 ~6~5ml

4 ~8"15ml

5000rpm 4390xg 4"SOml

4000rpm 3500;qj. 4·"·2"SOml

NO.3 SwingRolo~ 4000rpm 3500xg 4"250ml

NO.4 Swl"ng Rotor 4000rpm 3580;qj. 4~5OOm1- .
NO.5 ·Swing Rotor 4000rpm 2800xg 4"'lZ"7I5ml

I NO.6
-

4"1S"7/5mlSwing Rotor 400~m .28OOxg
------'

NO.7 ·Swing Rotor 4000rpm 2800xg 4"24*7/5ml

!NO;8 Svvi~Rotor 400lXpm 3200xg 4"30''7/5m1
. --- ~

NO.9 ·Swing Rotor 4000rpm 3200xg 4"37"7/SmI

NO.10 SlfIIing Rotor ( .Automatic Uncap) 4000rpm 3500xg 4 ~12 7/5ml
-~ ~

I NO.11 SWing Rotor ( Automatic Uncap) ~OOOrpm 3500xg 4"18*7/5ml

NO.12" SlfIIing Rotor ( .Automatic Uncap ) 4000rpm 3580xg 4~24*7/5m1

INO.13 Mlcrotplate ~OOOrpm 2300xg 2"2"96well

NO.14 Microplate" 4000rpm 2300xg 2"48VV'el1

NO Rotor Max Speed Max.RCF Capacity

SvvingRotor ISOOprpm 4390xg I~.•"190ml

4"2"100ml

14 4~10ml
4"61 0ml

I NO.1
4000rpm I 3500xg 4*S*10mt

MiJliple Pipe
4·4~15ml I
4*6"15ml

4·S"15ml

5000rpm 4390xg 4"5Om1
-

4*2' 5Ofu14000rpm I3500xg.

I NO.2 SWing Rotor 4000rpm 1,3500xg ,4·25Om1

NO.3 SVYlng Rotor 4000rpm 3580xg 14"5OOm1

[NO.4 ,Svving Roto~ 4000rpm t ~80xg 4"750mI

INO.5 SWing Rotor 4000rpm 2800xg 4*12'7/5ml

INO.6 ,Svving Roto~ 4000rpm i'2800xg 4 1S·7/5ml
~

NO.7 Swing Rotor 4000rpm 2800xg 1 4 '24 ~7/5rnl

NO,S -=-Svving Rotor 4000rpm ~ 3200xg 4 3O~7/5m1- . I .

NO.9 .Swing Rotor 400Qrpm 3200xg 4·37"7/5m1

BK-TLl5KBK- LL5K

Technical Parameters:

Features:

• Programmable microprocessor control( AC brushless motor) with touching panel, LCD display of speed, ReF,

ime and temperature, cony rslon of RPMIRCF

• High-quality steel, stainless ste I centrif gal chamber and lid

• Fan-forced air circulation system for fast recovery of temperature

• Functions: RCF selec tion, quick 0 , automatic rotor recognit ioo and backup. electronic imbalance detec ion,

dynam ic electric brake system

• 10 procedures of adjustable rise-and- fall speed from grad 0 to 9 and 40 kinds of self-de inlnq mode s, fast

acce eratlon and ecelarat ion profile

• Electronic lock lid and interlock safety provision, auto lock rotor system

• Alarm: lid open, imbalance, over speed and rotor moun "ng abnorma lly

• Memory -based proqrarnmed opera ion. inching function, transient centnfuging

Model 8K-LL5K BK-TLL5K(TabJe top type)

Max Speed 16000rpm I5500rpm

S[)OOd Precisioo 1±20rpm 1£20rpm

MaxRCF l6680xg 15310xg I
Max Capacity 14*5OOm1 1 4 ~750ml

l'Tirriin1),Rar)ge 10 - 99min 1a - ~9h59min59s

Noise I ~ 58dB I.;; 5&lB I
Power Supply IAC220V, 50Hz IAC220V, 50Hz I
Consumption 12.5KW 12.5K\J\1

External Size(W*D*H) i490"620*720mm ISOO 700"40lXnm

Net Weighl 190kg I110kg J
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Mini Centrifuge Mini High Speed Centr tfuge

Three Speed Mini Centrifuge

Model MINI-4610K MiNI- 4610KII

I

Speed Range 4C1OOfpml6000rpml'1000rpm

Max. RCF 770xgf1700xgM800xg

[No.1 AngleRotor
I .
16""2.Qmln .5mlfO.5mlO.2m

No:2 Ailg~ Fiotor ' ~8*O.2m1

Power~upply IAC100V- 240V, 50/60Hz I OC 12V

Extema Size(W"OpH) I17p1S+13cm

Model MlNI-15K

Spee,d Range l aOO- 15000r/m"

MaxRCF I15100xg

Capacity 11<2 ~ 1.5mV2.0rn

Timing Range 15s- 99m n

Power Supply AC85V-240V,50/6OHz

Consumpljoo 8SW

Extemal Size(W''OH) 123 +22 " 13crn

IN.W.lG.W 3.8KG/12KG

Package Sijze(W~D~H) 58 34 "2§cm
r~------------~

\~----------------

""'. ..n
.:t:, : ~ ,.. •• ~ j

- ~_I III

f11._ -

Advantages:

Humanization des ign, switch control for cover

Im'ng function

Completely transparent cov r

Rotor with 8 position, the RCF is 1.5 times than norma rotor

Auto stop working when cover opens during running and restart running after cov r closed

Convex type switch by which to control cent ri ge, easy to use

Unique rotor clip design, easy to install and replace

Large LED display, indicate speed and set time

Low noise, stable running

Adapt lang life motor, very reliable

Small size. v ry deft

The mini centrifuge is suitable for many experiments

Technical Parameters :

Model MINI-4K MINI-6K MINI-7K MINI- 10K MiNHOK+

Maxs~ 4000rpm ·6000rpm 7000rpm 10000rpm IAdjusu:bleMax10000gmJ

Max RCF 1350xg 3000xg 6000xg 7500xg IAdjustable

Rotor No.1 8· .5mIIO.SmVO.2m1
I

Rotor 0.2
2~8·O.2ml

\ 1 2*8~.2m1

peR centrigtJgal rube PCRambigugal tube(speed ~ 6000rpm)

Noise .;;45<1 B z;;~8

External Size(W"D"H) 175 156"125mm

Net W~!ght ~ 1.4kg

Three Speed Mini Centrifuge

Model MINI-4KH MiNI-6KH MINHOKH
I

Max Speed 4000rpm 16000rpm 10000rpm

Max RCF 770xg 1 17~g 4800xg

INo.1 AQgle Rotor 62.0mV1.&nI/O.&nI/O.2ml

INo.2 Ang a Rotor 28 a.2ml

PoWer Supply AC 100VZ240V, 50160 z

Extema Size(WOD*H)mm 1 7'15~1 3cm

Pack<;ge size(W~D" H)mm 44940'36cm

~ross Weight 6kg
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C ntri ge

Introduction Picture Technical Parameters Introduction Picture Technical Parameters

Max. speed: SOOOrl
m"n,di 'tal display speed

Max. RCF: 3600xg
Capacity: 12*20ml

lme ra ge: 0 - 30 n

Package size: 3S*36*34cm

G.w: "10kg

Max .Speed:4000rpm

Max .RCF:2325xg

aOOle rotor capacity:
2Oml*12
nne range:Q-99min

Package size:3S"3634cm
G.w: 10kg

Max.speed:4OOOr/min,
p,pinter shows~
Max.RCF:2325xg

Capadty:12*2OrnI
una range:O - 30mon

Package size:3S"3634cm

G.W:10kg

,/1
= :--- - -

With medlanical lock

Model: LC-4KB
he frame ism ade of high strength plastic. Small cu ge, low

weight, la rge capadly, low noise, h'ghefficiencyand soon . it

carl be used in hospitals and biodlemica labs for quai tive
analYsis of serum, urea and plasma .

door switch

MOdel: LC-5K

Controlled by computer and driven by inve tsr motor.
Electronic lock. It covers a vlide rangeofapplicatioo in

scientific re search institute of biology , chemis try, medicine,

pharmacy, fooeland env ironment protect ion. This model also
is good to separate plasma Of othe r suspension r lid.
With medlanical lock

Mode l: LC-4KC

It has steady performance. It has Ille cnaractensncs of
k'lrge capacity, low noise, low temperature rise, beautiful

app~arance. Thls cootrifUQ6 is conlrolled by"computer and
driven by brushless motor and easy to operate. It covers
a wiele rangtl of application in sclen tl IC research institute

of biology,chemist ry,.medicine, pharmacy, food and

environment protection. This mOdel also is good to separate
plasma or other suspension liquid.

Capacity:4"15m1

Package size: 55 40·32cm 116pcs
G.w: 20kg

Max. sJ)esd:4000rpm, step adjusted sReed

Capacity:20ml'6
Max. RCF:179Oxg
TImer. Of6Omin
Package size: 28~8*29cm

G.W:4kg

Max. sJ)esd:4000rpm, step adjusted sReed
Qapacity:·20ml·6
Max. RCF:179Oxg

Package size: 28*28"29cm
G.W:4kg

Model: C-4K

ow weight, large capacity ,10 \'1 noise

and so on. It is an ideal lnstrument
for hospitals, labs to make qual itative

ana lysis to serum, plasma :radio
-lrrmunity,

Model: LC- HD

Handle-centrifuge can use for

chemica l, biological labofatoti es
and bosplta l laboratonas to do Ihe

centrifuge lest ,

Model: LC- 4Kll

It can be used to make qualitative
ana lysis and biochemistry labs widely

Model: LC- 4K-1
It can be used to ma ke qualitative

analysis and biochemistry labs widely.

Max. speecl:4000rpm, step adjusted spee d
Capacity:20ml*6
Max.RCF:179Oxg

TIme range:D-60min
With safety switch
Package size: 33"31"29cm

G'w: 6.5kg

Mode: LC- 4K
his machine has easy snuc re, operated conveniently, with

safely sWitch, it is used widely in hospita , bo-chern tstrytab,
making determination analyzing to blood serum and so on.
With safety switch

Rotating speed range:
starting--1000 rpm,

Capacity:8 x 20ml

lming range:O-30m'n
Max.RCF:2325 xg
Package size:38 33*31cm

G.w: 9kg

Model:LC-4K-2
It can be used to make qua litative

analysis and biochemistry labs widely .

Max. speed: 4000rpm,.step adjusted speed
Gapacity:20ml"12 ."
Max:. RCF:2325xg

lime range:o-6O min
With safety switch

Package size: 38*33'31cm

G.w:%g

Model: LC-H4K

This pivot, gate used high strength project pla stic made,
wilh sa ely switcll, beau tiful scu lpt, I6INnoise, high effciency,

C8fI~ used in hospital widely, bfo-chemistry lab, making
det rmination analyzing to blood ssnm and so on.
With mechanjcal lock

Rotating speed ra ge:

starting -4000 rpm, pointer

Show speed
Capacjty: 10m'·12
Clocking ra ge:O- 30min

cen trifugal forCe:2325·g
Package size:35"36·3'1cm

G.w~10kg
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Denat ration & Hybridization S stem

eatures fo HS-500 Hybridization System

1. User programmable settings

1) Touch screen allows for easy to read and easy programm ing

2) 99 user programmable sett ings

3) Four opera tion modes: denaturation/hybridization, hybridization, custom, ln- situ PCR

4) Can be used as a fixed tempera re slide warmer

2. Easy to use

1) Eliminates manual steps and reduces hands-on time during FISH procedures

2) Srdes do not need to be fully loaded to maintain temperature accu racy

3) Srde guide keeps slides in place and allows for one hand removal

3. More stringent temperature control

1) Rap'd temperature ramp- up and accuracy of ±1"C

2) Superior tempera t re uniformity across all slide positions

3) Prog rammable system, it can be runned In- situ PCR experiments

4. Ideal for humidity control

1) Periee t lidseals tightly 'NilI mainta in uniform temperature and ensure humidity across all slide pos itions

Specificat ion for HS-500 Hybridization system

1. emperature Control Range: RT+5"C - 100"C

2. Temperature Accuracy: ± 1"C

3. Temperature Uniform: ± 1"C

4. Processing imer: 1min- 99h59min

5. Heating Time (37"C to 95"<: ): ~ 3min

6. Cooling Time (95"C to 451: ): ~ 7min

7. Temperature Control Program mable: 30"C - 1001:

8. Capacity: 12 Slides

9. Overall Dimensions (L* W" H): 420*225*143mm

10. Net Weight: 5.8kg

CD Touch screen, easy to read and use

~) 12 sf des with superior temperat re uniformity

(:}l Heating lid and lid seals tightly will mainta in

uniform temperature and humidity

HS-500

HS~O also

196
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M Serie Diaphragm Va umPump

GM ser ies diaphragm vacuum pump are mainly used in med icinal products analysis, tenuously chemical

engineering, biochemcal oharmacy, food examina 'on, loves 'gating and so ving crirnlnal case, etc. It is an ideal

prod uct used with t e high- accuracy chromatogram apparatus, HPLC solvent liter apparatus, and it is the

essen 'al equipment in the laboratory.

GM-Q.20 GM-O.33A GM-O.33B

GM-Q.50A
-

GM-O.50B GM-1 .0A

Techn ical Parameters :

Model GM-O.20 GM-o.33A GM-O.33B GM-Q.50A GM-O.50B GM-1 .0A

iSpeW o!!vactJalion(U Mln) " 5 20 120 30 lao 160

Ultimata Pressure (Mpa) ~ 0.075 ~ 6:08 ~ 0,095 ~O.O8 ;!< 0.095 ;;s 0.08

Vacuum{mbar) 250 200 150 200 50 200
Pressure(Psi) Positive ~ 30 I I Positive ;. 30 II PoSitive ;;l- 30..
InIal (mm) 4> 6
OuUel (mm) 4' 6 11jl 6 Silencer I~ 6 Silencer ~6 1 ~ 6 Siler>cer I+6
Working Temp ( "C ) 7 - '401--------
Body Temp. (~ ) <55
Noise Level ( dB) <50
Molor Power ( W) 75 160
Pump Head Nylon1 1 2 h 2

Function Vacuum &
I II ly aGUum & I Ivacuum&

Pressure IPressure Pressure

Power Supply ,220V/50Hz 230V/50Hz
f--.

!RubberDiaphragm & Valves

Size (L • D "Hrnrn) 195~98·156 215"120"235 300·120:0235 210·160'235 300*120~235 1300 160·235
PaCking Size(L ' D 'H mm) 300·220*200 300'320"200 380""340·~1300""320"200 380*340·230 !380·340*230

~9} 14 6.5 9.5 10
G. W (Kg) 4. 3 7.5 10.5

Di.~tribu~or

hroo.alyt i u .net .au- _
~-.''11,.,..ii l i • .,. 1 ... n . c..·I .. r .. ~ .... iI c.: • ••• I . ... ..
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Micro oil Disintegrator

Model: MSD-102

Uses :

It is te specia l instrument for soil analytica l s dy, It is used for all kinds of soil crushing.

Characteristics :

1. Rotary disintegra tor, which works by the act ion of rotary rotor and cutter.

2. Featured by continuo us working time, high eff iciency and excellent crushing effect,blade space can be

adjusted according to soil fineness.

Techn ical Parameters :

Power diameter
Model Supply Consumption Speed Grinding of screen Worki ng

(V) (W) (rim In) (mesh) (rnrn) time

Product
Size
(W·O*H)
(mrn)

Packing
Size
(W·O*H)
(mrn)

Net Gross
Weight Weig ht
(kg) (kg)

MSD- 220
102

250 1400 SO-200 0.51111.5 contsiuoo s 300~185"'290 350·240~285 15;l;0.5 16.5

187



BIOBASE@----------------------------------------------------....• Bio ase Meil1ua Trading CO.,Ud. ---

Di in egrato

1.Mlcrophyte Disln egrato

MPD- 102

Features:

1. Grind by the action of rotating disk and xed disk: t 18 ideal equipment for grinding oiliness and fiber products.

2. Featured by fghtweight. small volume, compact structure, con inuous working time,

attractive appearance and high efficiency. Space between blades is adjusta e according to material fineness.

3.Pharmaceu leal Mill

Features :

1.Excellen t air - tightness , sta ble perfor rnan ce , cont inuou-s

working 'me, 'me and cost saving.

2.Casting steel g "nding system, which is durable and efficient.

3. Convenient to clean. easy to operate, and reliable.

Technical Parameters :
PMD-130

Technical Parameters :
Power Net Gross

Model Su 1 Consumption Speed WorkIng Grinding Product Size Packing Size Wei ht Wei ht
(V;p Y (KW) (r/mln) TIme (mesh) (W "O"H)(mm) (W· O"H){mm) (Kg)9 (K9~

68

HMD-1 35

Icon · I1UOOS 6 -200 490 380'100 1530-450 750 57

1

500PMD'- 12201380 1.5
130

4. erba l Me Iclne Disintegrator

Techn ical Parameters :

Features :

1. S ainless s teel smashi ng chambe r ens ures hlqh

crus l ing eccuracy.

2. Air-coo ed high-speed electr ic engine enab as all kinds

of soft and hard herbal medicin smashing,

3. Convenient to clean, easy to op rate, and high ffic1en

with excellent 9 'nding effect.

HSD- 801

2. Igh-speed U Iversal Dlsi tegrator

Power
Pro duct Packing

Net Gross
Model Supply

Consumption Speed Grinding Size Size
Weight Weight

Mesh Size Working
(W) (r. p.rn) (Mesh) (W "O· H) (W · O-H) (mrn) Time

(V)
(rnm) (rnm)

(Kg) (Kg)

MPD-
220 250 1400 30--120

300*185 350"'240
15- 0.5 116.5 1°·51111 .5 !conlinuous

1 ~2 *290 "290
1 1 1

Technical Parameters :

Power
Consumption Speed Smashing Prod uct Size Packing Size

Net Gross
Model Supply (w) Cr/min) (mesh) (W-O·H)(mm) (W· ONH)(mm)

Weight Weight
(V) (Kg) (Kg)

HSD- 80 1 220 .
1

200 110000 60-200 C1l1 30*280 300"'160180 4± 0.3 4.5

HSD-iOO 220 460 24000 60-200 C1l 140 290 325 180*190 13 ;1; 0.3 3.5

HSD- 80- 1 1'220 ~OO 21000 60- 200 C1l110*260 300*180' 190
1

3.513.3

Capacity
Power

Con sumption Speed Grinding Products Slze Packing Size
Net Gross

Model Supply Weight Weight
(g)

(V)
(w) (rlmin) (mesh) (W "O- H)(mm) (W·O· H)(mm)

(Kg) (Kg)

HMD-i35 1200 I
1220 800 24000 160..,200 200*220 330 250"250"'400

1
6

.
5 7

--.

24000 160- 200
I

HMO- 177 400
1
220 1200 200 240"'360 250"250*430 j9;S 10.4
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081- VI

DBl-N

0 8 1- V

Di.• trib.,tor

4. Specification for Dry 8ath Incubator 081- IV

1. Temperature Control Range: - 10'C - 100"C

2. Timing Range: 1min-99h59min

3. Temperature Control Accuracy: ~ ±0.3"C

.. Display Accuracy: O.1"C

5. Heating Time: .:s; 15min (from'20"C to 100'( )

6. Cooling ime:

~ 20 "lin (from 201: to - 51: ) If the room temperature is lower 30'C

.s; 15min (from 20'C to -1 0"C ) If t e room temperature is lower 25"C

7. Heating And Cooling Parts: _ MocJu e

8. Dimension ( WxH): 300x220x1 70 mm

9. Net Weight: 5Kg

6.SpeciflcaUon 081- VIDry Bath Incubator

1. mperature Control Range: from 5"C above ambient to '150"C

2. Time Require For Temperature To Increase From O"C To 150"C : ~ 30 min

3. Temperature Control Discrepancy: ..:s; ±0.5"C

. Display Discrepancy: ± 0.1"C

5. Homogeneity Of Block emperature: ~ ± 0.5'C

6. Maximum Heating Power. 200W

7. Dimensfon: 280 x 240 x 110 mm

8. Time Range: 99 h 59 min

5.Speciflcatlon for DBI- V Dry Bath Incubator

1. Tempersture Control Range: fr-om So C above ambie 1t to 80'(;

2. Iming Range: 1min- 999min or 1sec-999sec

3. Temp rature Control Accuracy: .:s; ± 0.3"C

. Display Accuracy: 0.1"C

5. Heating Time: .:s; 10 min (from 20'1: to 80'(: )

6. Heating Parts: Heater

Dr Bath Incubator

3.Specificatlon for Dry Bath Incubator 081- 10

1. emperature Control Range: from 5'C above ambient to 100'C

2. Time Required For emperature a Increase From 20"C 0 100"C : ..:s; 15 min

3. Temperature Control Discrepancy; ~ ±OSC

4. Display Discrepancy; ±O.1'C

5. Homogeneity Of Block Temperature: ~ ± 0.5"C
6. Maximum Heating Power: 150W

7. Maximum amper ture: 105"C

8. rne Range: 99 h 59 min DBI-

eatu es fo Dry Bat Incubato

1. Exceptional temperature uniformity nd accuracy -- due to advanced t mperaure centro combined wi high

quality, precision engineered block providing excellent thermal contact

2. Wide range of Interchangeable aluminium bocks

3. Heat to 1051: , optional external temperature pro e

4. Blocks available as accessories for all.applications - bas, vials and microplates
5. Block extrac 'on tool is supplied, allowitl{J blocks to be removed easily

6. 2-years warranty as standar

1.Speclflcatlon for 081- I Dry 8a th Incubator

1. emperature Control Range: R +51: - 1051:

2. Sta ility @ 100'( : ±0.4"C

3. Uniformity: within the block @ 37'C : ±O.zC

4. Heating Tim (25'1: to 100'C ): ~ 15min

5. Display Accuracy t Display: O,1'CI LED

6. Timing Range: 1 "lin - 99h59min
7. Block Quantity: 1

8. Dimensions L*W*H (rnrn): 250*190*130

10. Weight (kg): 2.5

2.Specificatlon for 081- II Dry Bath Incubator

1. emperature Control Range: R 5'C - 1051:

2. Stability @ 100'C : ± 0.4'C
3. Uniformity: within the block @ 37"C : ±0.2"C

Across simllar blocks @ 37"C : ±0.3'C

4. Heating Time (25'C to 100"C):~ 15min

5. Display Accuracy t Display: 0.11: j LED

6. Timing Range: 1min - 9gh59nl in

7. Block Quantity: 2
8. Dimensions *W"H (rnrn): 365*210*150

10. Weight (kg): 4.5

198



BIOBASE@----------------------------------------------------....• Bio ase Meil1ua Trading CO.,Ud. ---

Bench op Cons ant Tempe at re Dr ing 0 en Constant Tern era ur ring 0 n

BOBASE

Optional:
1. LCD digita l screen

2. Independent temperature contro ller

Features:
1. External material: excellent cold-rolled steel

wilh static coating.

2. Stainl ss ste I inner chamber.

3, PID micro-comput r intelligent temperature

controller,ov r- temperature protection; LED

display.

4. Double-layer glass observa tion window,

adjustable airtight buck e lock.

5. No blowing, natura l convection heating

eireula ion.

Features :

1.External materi al: exce llent cold -rolled stee l with static

coa ·ng.

2.Stain less steel inner chamber, rou nd angle struc ture ,

adjustable she ves,

3. Intelligent controller wit 1 PID program, dual digital display,

soft touch operationa l key , tim ing function and over

temperature protection.

4. Door vvith wide double- layer tempered glass a serva tion

window, adjustable air- tight buckle lock, and silicon rubb r

sea l, which provide good seal ability and efficiently prevent

heat less .

Technical Parameters :

Model BOV-T30C BOV-TIOC BOV-T140C BOV-T270C

Capacity 30L
1

70L I 140L I 270L

Temp, Range 50-200'1:

Temp, Fk.Jctuation ;t1'C

Ambient Temp. RT+5-40'C

Timing Range 1-9W9min

Sh€lves No. 2pCs

1

1000 W
1

2000 W
I

ConsumptiOn 350 W 3000W

PO\lVOC Supply 220V/50Hz

I

Intemal Size(W+D'H)mm ~OlY'300~ 400~400'450 ~*500 550 600"600*750

Packag!3.Size(W"D*H)mm 730*610*710 830 710 810 980800*950 1070*900 1150
I'

Net W ·ght{kg) 35 50 75 110

Gross Weight{kg) 55 80 110 150

Technical Parameters :

Model BOV-T30CII BOV-T45C BOV- V65C BOV-V1 25C

Capacity 1SOL
1
4

1
6

1
12

I Temp. Range 1RT+5 - 30m:

I Temp. Precisioo 1° ·1«;

I Temp. Fluctuation 1 rc

Ambient emp. 5-40'C

I Timing Range 1- 999min

ConsumpOOfl 8IJOW 1000W I1500 W 2500 W

Power Supply 220VI5OHz

Intemal Size(W' D*H}mm 310 310·310 350'350'350 400·360'450 500"450"550

External Size(W*D H)mm 450*490· 85 490'530*730 540540*830 640630'930

Gross Weight(kg) 40 45 54 72
.~

30 D ;.• t rihut o r 31



BIOBASE@----------------------------------------------------....• Bio ase Meil1ua Trading CO.,Ud . ---

Benchtop For ed ir Dr ing 0 en Technical Parameters :

Technical Parameters :

Model BOV-T25FIl BOV-T50FII BOV- T109F BOV-T213F

I

150 f109L t213L ICapacity 25L
~

Temp. rallge 50-2OO'C

Temp. precision ~ 0.1"C

Temp. f1uctua ·0 11 ~ 1 'C

Ambienl lemp. +5- 40"C

Timing range 1-9999min

ShelvesNo. 2pcs

ConsumpOOfl 650W j 950W 1200W 18000

Power supply 220V/50Hz

Inlernal size(W D H)mm 300"300*280 420~370*350 550"360*550 600 550*645

Extemal sizeCW*D*H}mm 580'"SOO·450 710'560"530 830"610·720 880780"'820

Model BOV-T25F BOV-T50F BOV-T105F BOV-T200F

Capacily 25L 50 1105l 1200
-'- -

I Temp. range R +10-250'C
- - -

I Temp, preclslon ;l;0.1'C

Temp, fluctuation 0.5"C

Ambien temp. +5-40'C
- - -

I Timing range 1- 99 9mln
- - -

ShelvesNo. 2pcs

Consumplioo 500 W 750W 1500W
1
2000 W

Power supply 220V/50Hz

I - -
Internal size(W*O*H)mm 300·300*270 420*350"350 550"350.550 600.550*600

Extemal slZe(W"D"H)mm 50 ·450"<140 710*520*520 840*530*730 !8wO"730·780

BOV- 25FlIff5O IIrr109FIT213F

'~

BOV- T25FrrSOFrn05Frr200F

Features:

i.External material: sxcejent cool-rolled steel witl, electrostatic coating .

2.Stainless steel inner chamber, round ang e struct ure, adjustable shelves.

3.Doub e-Iayer glass observation window, adjustab le airtig t buckle lock.

4.0ver-temperature protection.

5.0p 'onal RS-485 interiace for software connection.
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r ingO n

Features:

Fo edAi

1.External material : exce l nt coo l- rolled steel, coa ting

static.

2.Stainless stee l inner chamber, round angle structure ,

adjusta b e shelves.

3.Double- laye r gla ss observa tion window, adjus table

airtight b ck lock.

.o ver- temoera rs protection.

S,Optional RS-485 interface for software con ect ion.

Forced Air Dr ing 0" n

Features:

Technical Parameters :

i .Vertical type; Exterior material: excellent cool -roll d stee l with elect rostatic coating.

2.Stainless stee l inner chamber.

3. PIOmtcro- computer intelligent temperature controller, ov r- tsmo rature protection.

4. Double-layer glass observation window, adjustable ai 'gl1t buckle lock.

Note: Model BOV- V62SF is top blowl19.

Optional:

1. Larg e LCD with function of li ming

and ov r-temperature protection .

2. Independent temperature controller.

3. Optional RS-485 interface for

software conn ction.

Model BQV-V30F BOV-V45F BOV-V65F BOV-V125F BOV-V230F BOV-V625F

1451.
I I I230LCapaaly SOL 65L 11251.. 625L

PowerSuRPly 220VJ50 z 38Ov/50Hz

I T~,m~. range RT+5-300'C

Temp.fluctuation ao.rc

Temp, precision 0.1'1:

Ambient temp. &-:40'1:

Tmfn rallge. 1-9999min

Consumption 800W 1200W 1600w 2300W 3000W 5000w

Intemalsize{W"O*H)(mm) 310~310·310 350"350 350 400*360*450 500 450"550 1 600 500*750 660*760 1250
,;-

External s),ze(W D H) (mm) 450' 490 685 490·530 730 540·540·830 640630"930 730*670"{220 890'880*1820

Packing sjza(W"O H) (mm) 545*520*750 590560 790 610*610·890 710*700*990 900*800'1300 1060'1080*1 970

LOad per, shelflshelf 15kg per she ; 2Rcs
25kg per 25kg per shelf;
shelf;2pcs 3pes

I I

Grossweight(kg) 37 43 49 66· 120 160

Technical Parameters:

Model BOV-V35F BOV-V7QF BOV-VI36F BOV-V225F BOV-V429F BOV-V624F BOV-V960F

ICapacity
1
70L 1·136L

1
225L 1·429L

I I
35L 642L 19601..

Temp. fallg9 RT+10-250'I: (RT 10-300'1: is optional) , except eOV-V35F

Temp.precision :1;0.1'1:

Temp. f1uctua '0 11 :1;0.5'1:

Ambienttemp, +5-40'1:

Timing range 1- 9999min

13pCS
I ISpesShelves No. 2pcs· 4pcs

I
Consumption 550W 1050W 1500W 2100W 40 OW 4500W

1
600 W

Power supply 220V/5OHz 380V/50Hz

lntarnal
I

size(W·O*H) rnm 340·320*320 ·400'350*500 450'550*550 500'600750 600'550"1300 800"600"1300 1000'600'1600
I

Extema 620 530*490 600*550*755 600*710'845 1650*755"1045 745*750'1670 945*800*1690 1140*800*2150size(W O*H) rnm
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Hot Air t rilizer Benchtop Hot Air t rilizer

.-

t.

Features:

1. High precision mierocomput r temperature contrail r; Stainless steel inner chamber;

2. nne of desicca 'on and ste 'lization is obvious ly shortened , forced- air conv ction, direct passing of dry and

hot air through heated object.

3. Over- emp rature protection.

. Adjustable air outlat,timing control.

5. Differences with drying oven:

Fan inside, no air clrcoletion, fully sealed inside, temperature rise is very fast.

···

HAS- 230F/HAS- 230FE

3. PID micro-computer intellige ,t temperature

controller, over-temperature protection; LED

display.

4. Double - layer glass observat ion window,

adjustable airtig ,t buckle lock.

5. D' erences with drying oven:

Fan inside, no a ir circulation, fully sealed inside, temperatura rise is very ast.

Technical Parameters :

Feature:

1. Exterior materia l: Co ld-rolled steel with

electrostatic coating.

2.Stainless steel inner chamber.

Additional features for FE series:

1. Adjustable speed fan

2. Large LCD display screen shows me mu tiple data; has timing function and over temperature protection.

3. Independent temperature controser: Auto alarm for hea 'ng stop.

4, Optional RS-485 interface for software connection.

Note: model HAS-230FE has no function of speer adjustment.

Model HAS-T25 HAS-T50 HAs-no HAs-nos HAS -T200

Technical Parameters:

Temp. Range R 10- 250'C

Temp. Precision O.1t

I Tamp. Fluctuation - 0.5t

Ambient ernp. .~40'C

Tirriing ~ng~ 1-~~9mi~

Load per shalf/shelf 15 kg per shelf; 2 pes

Consumption 600W [soow 1150 W I 3900W11?QOW

Power Supply 220V150Hz

Intemal Si~e(W·D·H)mm 300*300"270 1420"350 350 400*350"'500 1 500*350';550 600"'550"600

External Siz8{W' D H)mm 5OO~450~4 40 1710"520"520 600 550'7~ 840'530·730 890·730'780., " ;:;'.

HAS-30F HAS-45F HAS-65F HAS- 125F HAS- 230F
Model

HAS-30FE HAS-45FE HAS-65FE HAS- 125FE HAS-230FE

Capacil'J 30 45L l~ 1
12§L 230

ITemp. Range 8T+5-300'C

[Temp. Precision o.rc
I TE.J,m~. Auctuation - 1'C

Ambient Temp. 5-40'(

rnil)g Range 1- 9999min

[Load per sh§ltlshelf 1§ kg per shelt; 2pes
I

130.00WConsumpoon 800 W 11000W 160o...,W 1200w

Power Supply 220V150Hz

I temaLSi~e(W·O~H)mm 310"';310"310 350"35Qt350 490"'360"4~ 500 450"'550 5 0*450"'550

External SizeCW"D"H)mm 400"510"005 500"550"735 556"550*840 636"680*915 636*680"915

Package Stze(W*D' H)mm 610"'540"830 660"590*870 670 640"970 760*750"1070 900 800·1350

G~s Weighl(kg) 52 155 61 73 1115

Capacity 25L ISOL 105L 200L
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Dr ing 0 enlInbator(Dual u e
Dr ing 0 en/Inct bator(D al u e

•

Features:

1.Microprocessor temperature control, digital display.

2.Exte rnal mater ial: exce llent cool- rot ad steel Vllith static coating.

3.Stainless steel Inner chamber, round angle struc t re, adjustable shelves.

4.Dou Ie-layer glass observation window

5.0ver- temperature protection.

Additional features for E series:

BOV-D230/BOV-D230E

1. Adjustable speed fan

2. args LCD display screen shows 18 multiple data; has timing function and ov r temperature protection.

3. lndependenl temperature.controller; Auto alerm for heating stop.

4. Optional RS- 485 interface for software connection.

Feature:

1. Ex ter ior ma te ria l: Co ld- ro lled steel with

electrostatic coating.

2. StainlesS steel inner chamber.

3. PID micro-computer intelligent temperature

contro ller, over-temp ratur protec tion; LED

display.

4. Double-layer glass observation window ,

adjustable airt ig , t buckle lock.

Technical Parameters :
Tech nical Parameters :

BOV-030CIl BOV-045 BOV-OB5 BOV-0125 BOV-0230
Model

BOV-D30E BOV-045E BOV -D65E BOV-0125E BOV-D230E
1

165 1125L
1
230Cppadly SOL

1
45

ITemp. Range Incubator. RT+5 - SO'C; Drying 0 \100: eO-250'C

Tamp. Precision Incubator: ± O$(: ; Drying Oven: ~1'C

Temp. F1uctl!,atioll ±O.1'C

AmbJent Temp. >r 35"C

8 onsumpoonas otying Oven 8O<JW 11200 W 16QO W 23p OW 3000 W

Consu mpoon as Incubator 300 W
I
SOOW 400W eccw 700 W

Power Supply 220V/50Hz

lnternal Size(W D"H)mm 310 310~310 350*350~0 1400 360*-450 1 500~ 450*550 600*500"750

External Size(W'O*Hlmm 450*490*685 1490~?30'735 540*5401830 64p'630*93O 730*"670*1220

Gross W ight(~) 51 56 60 71 [115>.;:

Model BOV-D30 BOV-050 BOV-D70 BOV -D140 BOV-D240

Cppadty SOL
1
50L j 70L 140

t'
24O

I

Temp. Range Incubator. RT+5 - BO'C ; Drying Oven: 80-200'1:

Temp. Precision O.1"C
1

I Tamp. Fluctuation ±O.5'C

Ambient ernp. +5-35'C

Ti!ning Range 1- 999 min

Shel\ies No. 2pcs

Consumption 550W 850W 1100W 1150W 2050W

Power Supply 220V/SOHz

Intemal Siza~W*O'H}mm
1

~po.·300·270 .420*350*500 400 35))*500 400 550*550 500*600*750
i

. .

External SizeCW*O H)mm 500 450'440 700*590*520 600*550*750 600'710845 650 755*1 0~15
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Va umDr ingO n acuum Dr .ing 0 en

Features:

1. E e 'or material: Cold-rolled steel with electrosta ic coa 'ng.

2. Stainless stee l inner chamber.

3. PIOmtcro-computer intelligent temperature controller, ov r- tsmo rature protection; LEO display.

4. Double-layer glass observation win ow.

5. Opt ional air in ating port for gas replenishing.

Features:

1.lntegrated design of vacuum ove n with pump.

2.Auto- pumping can be achieved by setting vacuum degree as ne ds.

3.Duct INi air filter inside to nsure long service life of vacuum pump.

4, O'gital display vacuum degree, pointer met r.

~ ... • /e -----

Technical Parameters :

Model BOV-T20V BQV-T50V BOV-F90V

120L
I

I'~Capacity 50L

[Temp. Range 1RT+10 - 250'(;
I

fTemp. Precision ~ o..1'C

ITemp. Aucluation I ±1'C

V,~um Degree <133pa

Consurr oton 180 W :1400W 29 oW

Power Supply I220VlSOHz

Internal,Size(,W~D H)mm 1300A300+270 I 415~370 340 450~450'450' ii ,

External Size(W"'D"'H)mm ;4®"'480"e05 560"'540+680 640"'5 O~780

Gross Weight(kg) 152 92 105

Technical Parameters:

Model BOV-F50VE BOV-F90E

Capacity SOL
1
90

Temp. Range RT+10 - 250'(:

Temp, Pre~iOfl Cp'C

Tamp. Fluctuation :;l;1'C

Vacuum Oegrs"e <13ppa

Consumption 140. W '2OOOW

PowerSupply n OV/50Hz

lntsrnal Size~W*D·H}mm I 15*370"'340 450"459"450

Extema Size(W"D"'H)mm 1560+540"'1330 610"610·1350

~ross Weight(kg) 11.? 117

40
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Va I urn Dr ing 0 en High T mp ra ur Dr lng 0 en

Technical Parameters :

Features:

Technical Parameters :

1. Exterior material: Cold-rolled steel with electrosta tic coating; stainless steel inner chamber.

2. PID micro-computer intelligent temperature co troller, over- temperatur protection; dig'tal disp ay.

3.Convenient double door cons true ion.

1.lnternal material is mirror stainless steel .

2. ere is a test hole of diameter50mm on the left side of the cabinet.

3.0p iona indepen ant temperature control r.

. Optiona l RS485 interface for softwa re connection

Model Internal Slze(mm ) Voltage(V} Temp , Range('C ) Temp. Precislon{"C ) Power (KW) Blast Power (W}

BOV- L640F 800 800 1000 12 750

BOV-L1500F 1000"1000"1500 380 50 - 250 =t1'C 12 750

BOV- L3Ol O 1600"1200*1eoo 24 750

Model BOV-H50F BOV-H90F BOV-H125F BOV-H216F

~~ty ' SOL 190L f125L ; 216LI
I Temp. Range 100-: 00t:.-
Temp. Precision .o.rc
c------
Temp. Fluctuation 0.5'C

AmbientTemp. I +5-40'C

Timing Range 1-9999min

ShetvesNo. 2pcs

Corisumplion 2500W [3000W 3300W 3500\'\1

Power SupplX 220V/SOHz

lntemal Size(W"D"H}mm 350"350"/100 J 450*450 450 450"500"500 600"600*600

External SiZeCW"D"H)mm 5·10*660'615 1620*745"645 620"800·700 1650*750*750

Large Fred Air Dr ing 0 en

Technical Parameters :

Features:

i .Stainless stee1lnne chamber

2.fv1 icrocomputer temperature contra I high precision, digital display.

3.Double-layer tempered glass observa tion window. Can II inert gas in th

c tarnber,

4.Shortest heati ng time, reducing over 50% han the traditional vacu um oven.

Model BOV-25V BOV-50V BOV-9OV BOV-90VA

Capacity ~L ISOL fOOL 190L
~-

.Temp. Range RT+10 - 250t:
>---

LED'(Leo'is optiOllal)Display

Temp. Precjsion O.1"C

Vacuum Degree <133pa{BOV- OVA, automaucvacuum)

Ambient Temp. +5-401:

Chamber Material IStainless steal

Timing Range 1-9999min

Stlelves No. 1~ 2pcs

Consumption 500N 1400W 1400W I1400W

Power Supply 220V/SOHz

Jrhemal Si;:::e{W·O·H)mm 300~300"275 415*370 349 450'450"459 · 450"4SO'450

Extemal Size(W"D Hlrpm 580"'450"'450 720"'52S"'535 6}5"590"1470 615"590*1 470

BOV-50V/BOV- 251/1

BOV-50VUIBOV- 25VlI

BOV-9QV/BOV-OOVA

Technical Parameters :

Model BOV-25VII BOV-50VI I

Capacity

~
iSOL

I---

I Temp~ Range
I,-------!--

RT·t10 - ~'C
Display LED (LCD Isoptional)

-
Temp, Precision o.rc

ITe·mp. Fluctuation O.5"C
Vacuum Degree <133pa

AmbientTemp. +&:40'C-----
Chamber Material Cold-rolled steel sheet

fTm fng Range 1-999£1min

SI-.elves'No. 1p<:: 12pcs
Consumption SOOW j1400W

1---

J. 22OV/50HzPower Supply

IntemalS~~.W*D H)mm 300'300*275 1 419"370 345
External Size(W"O"H)mm 580*450"'450 1720"525·53-5

42
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B lOOOA Electro) .te Anal zer

Technical parameters:

Samp le: Serum, Whole Blood, P sma, and Diluted Urine

Samp le Volume: 100ul

Testing Time: ~ 60s

LCD display: 110mm*65mm

Temperature: 10'C - 30"C J Humidity: ~ 85%

Power Supply: 110V1220V ± 10%, 60/50Hz

Packag Size(W*D*H): 380*345*435mm

Gross We'ght: 9Kg

Test Object Unearlty Repeatability(Cv) Stability Accuracy

" :t O.3niinollL 1 ~ 1 'O % I±O.2mmolll./h ±O.3mmollL

Na· :t3.0mmol ± 2.0mmolll./h ±3.0mmollL~ 1 .0%

cr ~3.0mmollL 15; 1.0% ± 2.0mmollUh ± 3.0mmol/L

c.~- :t O.2l11lTlOllL 15;2.0% ±O.2mmolJl...il1 - O.2mmol/L

pH - ~ 1.0% ±O.02Jh

Standard Ca" and otel Ca....(calcu a 'ng value)

11 . mpt of routine maintenSStirrers the burden of operators: In-side software sa - checking

can suggest users eliminate the malfunct'on in time.

12. Advanced and reliab fluid position exarnln 'on technology can save reag nt.

13. Adopt built- in op rating sys tem leads to a reliable p rformance. Use rs can modify each se tt ing to ie t

d' er nt requirements

14. e quality-controllnspocting func 'on can track the accuracy 0 the ins rum n .

Features:

1. It can measure the concentrations of K+, Na+, CL- and Ca++ and PH values.

2. Applies ISE (lon Selection Electrode), which gives the instrument the advantages of minimum maintenance,

easy assem bly and disassembly, as we ll as stab e and reliable measurements.

3. Work ing Mode: Normal mode: automatic calibration; lis mode adapts to large and middle scale hospital with

large.sample volume: S asp functions which can save reagent.

Saving mode: 2 . hou rs reagents consume 'on is only 7ml when it does not measure.

his mode adapts to hospital with sma ll sampl volume.

4. Each test channel can b closed separately, So it is convenient to do emergency measureme nt.

5. 11Omm*60mm LCD display, automa tic screensaver, friendly interface, and easy to operate.

6. Mini thermal printer can print rep ateoly at any moment. It is convenient to feed paper. And the print is very

clear.

7. Revising dates automatically to ensure the accuracy of data.

8. It can save1500 test results, data will not b lost even if the power is cut off. Users can Inquire or print at any

moment.

9. he instru men is equipped with a RS232 serial port , which can be connected to compute r. It may collect,

manage and print measure result by rei vant software.

10. It has electrode-checking function. Users can do corresponding maintenance according to check ing result
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BIOHA E Auto ELI A Reader

he product can be widely used in the fields of

hospita l clinica l diagnosis,immune patho ogy

testi 19, microbial antigen and antibody

de tection.parasite diseases diagnosis ,

blood disease diagnosis,endocrine disorder

rneas re ,plant d iseases and insect pets

Studies and other fields.
BIOBASE-EL10

/

BIOBASE-ELiOA

BIOHA E EL OB Full a tomati al ELI A Read r

Advanced optical system

1. 8 channel opt ical b r sys tem enables 5 sees' reading for 96 well p ate

2. Auto position funct'on, ensures accura te resulls

3. Bichroma lc measurement , Multi-calculation method s include ABS, Cut-o .Lineari yand Log.

.405nm, SCnm, 492nm, 630nm, 4 ree positions

Technical parameters :

MOc:lelname BIOBASE-EL10 BIOBASE-EL10A

ype Semi auto Full auto

Plata type Anyformat 48- hole,96-hole microplates Of bars.

Light source
Single light source,H opan tungsten Lamp,with

I ~an' av.erage fif~,expectancy ;!s 5000 hgufs

0
Phoiomult ipij~r uba Silicon photoes.Detecto r

Wa\;e length' 40gnm- 700i1m 400nm- 750n m

Optical Iller
Standard 405,450 ,492,630nm ,other wavelengths can be
,?p~aJ

Absorbcmce rilhge O.OO024.000Abs

Measurement Manual single- wave leng S'ng e-;dual- wavelength automatic
mode (vertical single-optical- channel) me~.p~remenl

Qua itative ( S/CO , PIN . NIP , Open type qualitatlve determination
Calculation inode Inl ibitory rate, etc ) and and qi an . ative Analysis

~.anti tative ana lysi~

"
CV "," -1% CV~ 0.3%Repea tabillty

Stab ility ,,;;; ;!;0.OO3Abs

Reso lution O.OO1Abs

Read'ng speed .,; 6s196well plate,single wavelel1gtll

Vibration 5 strel)9th(from ~veal( to strong) can be set,time 0-2405
plate mOde adjustable

Display LCD and Membrane keyrw..d t arne:-screen CO display .touch
scree n input

Interfas,e USJ3 pr inler interfasa ,g;S23F

Printer Buill- in (Op!iOl1aJ)Extemal wide- line printer

POwe r sup Iy AC2~OV1110V ±10% ,5q{,60Hz

190

Intelligent software

1. Big LCD, quest ion and answer mode for program , huma nity design, easy to operate

2. PC co ntrolled, lisa WorkS tafon Function

3. Self- tes t e lables normal condition or any operate

4. Plat s llaklng modes editable, enabl s excel en mixing , giving e re liable results

5. Multi- tes t Methods, qualitativ and Q an fta ive es t

6. Crit ical value ana ysis , quantitative ana lysis, qua ity contro l etc

7. Large storage capacity for 28 tes programs

8. Intelligent Opera 'ng softwa re, a fe to communicate vvith PC

Specifications

1. late Type: 6 or 8 well plate or strips

2. Rea ding Speed : 5 second for 96well plate

3. L'ght Source: Cold light source

4. Wav length Range: 340-750nm

5. FiJI rs: 405nm, 450nm, 492nm , 630nm,4 open pos itions

6. Lineari ty range : ± 1%(O.OOO- 2.000Abs)

7. Measure Mode: Monochromatic , Bichromafc

8. Plat shskinq : Time &Sp ad adjustab le

9. Display; 240*128LCD

10. Interface: B - directional IS interface or da ta transf r and handling

11 . Power supply: AC 220V/110V ± 10%,50/60Hz

12. Dimension: 440( L)mm*305(W)mm"154(H)mm

13. Net weig It: ?kg
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AutomaticallVIicroplate Wa her BIODA E MW962 /9622
Au omatlcal icropla Wa her HI DA E-MW962

Model BIOBASE-MW9621 BIOBASE-MW9622

MicroplateT~ 48- we I, 96-well 48-wel ,96-wel

Wash'ng I AUtomatic washing 5 ways Automatic washing 5 way's

WaShing the row ~mber of microplate 1 rmv per time 1- 12 rows 2 row per time 1- 12 rows
~ - , .' .

Average Residue , 2ul per well 2u1p r we

Dispense Precision ~ 30/9CV ~3%CV

Shaking Sways Sways

Memory 100 proqrarns 1 Q~programs

WashCYeles i 1-"20 1-2'6

Soak Ime
Programma e in seconds, up to 20 Programmable inseconds, up to 20
minules. minutes.

AI overtlQw exceSs fluid is alltOmatical1y dlscharged, Excess fluid is automalica,y discJlarged.

Features :

1. It ca n be adapt d to the 96- and 48-well Microplates.

2. Regulates rinse posi tion of c leaning head acCording to

user requirements.

3. Chooses to set was hing parameters for different effects .

4. External programming/downloading available through

RS- 232 ports.

Technical parameters:

Working Environment:

1. nvironment:

a ) Opera '09 Temperature: 1 5~ C to 306 c;
b) Relative humidity: ~ 80%

c) Rang of a iospheric Dr ssure: 86.0kPa - 106.0kPa

d) Surro unding environm ent: Non- corrosive gases, no

mechanical vibra 'on

and no strong meqnetic eld interference.

2, Electrica l: 220+22Vo lts AC50+1Hz

3.Povver. ~ 80W

192

Accessory:

Power Cord , Fus Tube, Wash Bo e, Waste

Bottle, Pass Needle, Silicone Tube, Clean ing

head, Manual, Warranty Card

Specificat ion:

Flexible and easy to use

1. Large and high brightness CD display, intellig n

t software , asy to opera te

2. Pre-washing function to avoid tubes plugg ing

3. Self calibra 'on and trouble alarm function

. New protec 'on desiqn.noliquid spilling

5, wo groups of need 8S on washing head to mini

mize carryover

6. Large memory to store up to 100 programs

7.1Odifferent shap plates accept b

8. Several washil1{J channels for use

Advanced washing system and intellige

nt software:

1. Residua l volurne x 2ul, ensure excellent washing

2. Flat, U or v -bottom plates and strips was l ing

3. Multiple modes for washing, low air bubb e

. Strong washing function, bottom washing and two

pos itioos aspiration ma e completed was h'ng effect

5. Automa lc monitoring of vacuum and pressure,

automa t c lnse cycle

6. 8- channe l or 12 channels optional

7. Plate shaking and soaking funct ion, tim of speed

is adjustab le

8. 5 pos itions of needles ar adjustab e,

t for mul '- kind 0 plates

Parameter:

ot.•tributor

Plate : 48/96-well

microplat and trips (U,V, Flat bottom)

Residual Volume: .,;;; 2uI

Di spensing vo lume: Adjustab e from 50 to 900 ul

Wash cycles: 1-16 optiona l

Mode of wash: Fr00l1 to 12, row and rank . se actab le

Soak time: Up to 990 seconds adjustab e

Shake time: Up to 990 seconds adjustab e

Display: Large LCD

Channel: 1 washing channel, one distil led water chan

nel, one waste liquid

Mem ory: up to 100 programs can be stored

Interface: RS232

Dimensio n: 40( ) mm x 305(W) mm 154 (H) mm

Net Weight: 7.5kg

Power Supply: AC220V ± 10%, 50/60Hz; AC110V ± 10

%, SO/60Hz
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DeMount dE e W her Wall ountedE e Wash r

r

EW- WM1

Wated ho erEWall Mo

Matena l: 304 stain ess ste II EpoXX coa ing

stainless steel

Eye washer bowt; stain ass st I I PP bowl,

water bore is made of PP(ABS shieleJcap) ,

safe green,installing convenien Iy.

Finish: xqulsfte polis l ed/hig g oss epoxy

powder.resista nt to chamica l&UV.

Sp rayer head : Wa ter bore has been

treated wi h; make e water more mild and

abundant.

Switc ll: t e sign of operation is near by t i e

k lob, operata simply;

W-DM3EW-DM1EW-DM2

Materials: Solid hick brass

Coa 'ng: High gloss epoxy powd r, resistant to chemicals, UV fading and heat.

Sprayer head: Soft rubber, softened water spray for eye protection

Dust cap: PP, removed automa 'cally wh n eye washer is operated

Switch: Automatic t 'gger locking for easy hand-fre use

Valve: None-return va lve, shut off automatically

Hose: Length 104m, PVC with stainless steel net

Max,Working pressure: 7Bar

203

SEW- WM1SCM-3S-WM2

sign of operation is near by the nob, operate simply.

D ;.• t rib uto r

: . : .

Sprayer head: he lIX of spray head shower&washer is amp l , installing conven'en Iy. saving space.

Tube: he body of tube is made of stain ess steel: make sure t e products firm and h'gll quality, be resistan to

te chemicals.

Switcil:

EW-R3

-------------

EW-R2EW- R1

R mo abl E e Wa he

Installing: Desk &wall mounted, can be also drew out.

Body: Densely PP mate ial. e valve can close automa "cally, safe sea l.

Sprayer head: The eye washer head, softer water spray for eye protection; the dus shield cap can be removed

when eye wash opera ted.

Function:On the basis of the water pressure, e valve or flow control can be adjusted in order to adapt for the

eyes,

Switch: Automatic trigger locking for easy hand- free use

Soft Pipe: length t5mt pp material.Water static pressure Max. 7Bar.
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ombination Emergenc Sho er E Washer Ba terial 0100 C unter

l e whole body is made of stainless stee l,which will be accord with the lustratlon grade, irm and resistant

chemical.

Ey washer is suitable for cleaning eyes, face and hands; e spray head can be used for washing the whole

body.

Switch of e spray shower is controlled by the top of the hand e, the flow is steady and ample.

Height of t e bowl is condign, couple water bores humanistic design, the heigh and angle design is according to

the proportion 0 the face.

he Bacterial co ony counter is a d-gital displayer for counting th germs.

Technical Parameters :

It is the required equipment of all kinds t heal station, environmental

monitor ing centre, food w giene, testing e ntre, hospital, Institute of

biological products , laboratory for th contro l of drugs, Commodity

Inspection bureau, the made- up actory, t e laboratory of university and

scienti c research ins l utions.

It is made of counter, pen, coun 'ng cell.

The counter is mad of CMOS integrated elec ric, LED Nix's tube.

The word hig 1 is 13mm , it is clear and brig tness, work in private use

pen, is sensitive and accurate, t ere are two kinds 0 light source, and it

is adjustable.

This equipment could less the xperimenter ' s labor intensity, increase

e efficiency and Quality.

It is widely used or becll] inspection of food. drink. medicine, b'ologfcal,

make -up, health products, Wate r for drink, domestic sewage, and

indust al water.

Model Spe cificatio n

BC- A I, is ma de of counter, pen , cou n 'ng cell, Suitable Pe . Dishes: 050, 090mm

BC -2A I is made of coun ter, pen, coun 'ng,cell, Suitable Pem Dlsbas: o90mm

BC- 51 It is made of counter. pen, coun 'rIg cell, Suitable Pem Dishes: 09 mm

.A.utomalic, Optical amplfficalion 5x 10 x, re act ion and transmission i lumination

BC-a Counler range: 1-999
Sui table Pem Disl-.es: 050, " gOm

Automa ic speec h to read count res ults

BC- 6A
Optical ampl ification 5 x 10x, reflection and transmission illumination
Counter range: 1- 999
Sui table Pem Disl-.es: 050, " gOm

SEW-C2SEW-C1

204
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Technical Param t rs:

lIem No. AM40 FIM50

Application
15

ustri •

as orso o .aslabcJr31iOO!3S research Ins as

supennarl(els

Fea ures

ec n cal Pa am e s :

Item No. FIM6Q FIM70 FIM85

echn ical Param rs :

'Item No. FlM10Q FlJiU20 AM150

orocess.no

....VcnJlXDC~y COmpull:Gt'eo~iJd .

Technical Para rna s :

2

1100

I113gul snow ICe1Icesh P

External Iz (L·W·H

Item No. FIM200 FIM250

10

SmaI particals 0 im3g liar snow lc::a

j280 -
,330 480+605mm

c1ly{kg/24h) 20

T chnlcal Parameters :

110m No. FIM20 FIM30

138
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nera r
Technical Parameters:

ydrogen Generator-Conventional

Appl ication

1. Fuel gas and caniergasfor GC (Gas Chromatography).

2. React'on gas for ELCD (Electrolytic Conductivity Detector) .

3. React'on gas for AEO (Atom'c emission detectors).

Model HGC-150 HGC-300 HGC-500 HGC-1OOO HGC-2000 HGC-3000

Qutpu t Flmv(mlfmin) 0- 150 10- 310 10- 510 10 - 1020 fo- 2020 10 - 3050 I
. ~

IOutput Pressure.I MPa ) 0.02 - 0.4MPaIO.02 - O.7MPa (under stable pre;?sure)

Hydroge n PlXity '( % )
l'i' ..

I> 99.999.

Consumption ( W ) <~.o <150 1 <200 T<§OO 1<1000 1<1500
I

PoWer Supply ( V ) 1101220V ;I;10%, 50/60 z

External Size( L~W H)( mm ) 1420'227· 352 f 458'230"380 1500.450 800

Water Requ'rement I Water reslsf ity ;!I1MQ/cm

Net Weight? kg ) 1< 15 !< 20 1< 60 I

Hydrogen Generator

Model HG-300 HG-500

Output Pressure ( 'MPa ) 0-0.4

Over pressure Protec 'on ( MPa ) 0.45.

Hydroge n Purity ( % ) >99.99,9

Power Supply ( V ) 110/220V ;t1 0%, SO/60Hz

Consumpljoo ( W) <150 1<300

External Size ( "W"H) (rnrn ) 420 -227352

Net Weighl ( Kg ) <15 1<7

o-soo10-300Outpllt Flow (mVmil )

Technical Parameters:

Features

1. Easy to operate , safe and reliable. adding lye only for one

time, only replenishing distilled water. switching power on to

produce gas(availab e for several sets of gas chromatography).

2. Device for preventing back ow of lye.

3. Drum- shaped electrolysis cell, high- grade sta in ess steel

316 used as material for e ectro ysis cell.

. High electrolysis efficiency. Gas purity and outp t ow will

stay regular under con inual use.

Features and Advantages

Features and Advantages

1. Adopt the wor ld's leading SPEIP EM technology to produce

hydrogen by electrolyzing pure water.

2. No longer need to use dange rous and ex pensive hydrogen

cylinders,

3. High pur ity hydrogen (99.999%- 99.9999%L sta ble outp ut

ow, safe and convenient to operata, various alarm devices (over

pressure alarm, water shortage alarm, wster accumulated alarm).

4. Easy to operate, safe and rellab I generating hydrogen through

lectrolyzing pure water, switching power on to prod uce gas

(available for several sets of gas chromatography).

5. H'gh electrolysis efficiency. Gas purity and output ow will stay

regular under continual use.

6. High reliability, easy to maintain.

7. Match with II kin 5 of GC.

8. No corrosion and pollution.

206 D;'ftribu~or

h

207



BI08ASE~ elh T ing CO.IUd. ---

itragen Ge erato
A S rles 'tragen & ydragen & A r G ne 0

COITlplelal 'Y au tomate trc;)Ckir-g

pressure cytlnide:rs. 2,

2. a 0

..•.... \ .. "...Ul

AdSlorpnon PSA lechnology,

n or GC(Gas c nromatoeraI uJ ra p r

Fea ures:
1. n nAlnA I· SU'I"Irc.

Chromal~1"8fllhIMI8S9 Spectroscop:y)

2. CormlJO'~;ty ~~I"InII'SllIA

3. 0

Techn cal Par m t r

209

1

11 1220V 1

o
CHJ.Pr ura ( Pa

In %)

Model I'lHA-300

o
o

Tee n cal Parame ers :

COITO I gaso ,no

<1

( ·W·H ) nm

ReClUlrEIIT\enl

n ( W
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Automatic Gla ar Wasbe All clean ing racks can be removed completely, convenient to washing rack pipeline

Flask rackStandard rack

Petri dish rack Wide-mouth bottle rack Pip tte rack

Main Characteristics

1. Perfect cleaning for glassware externa l and inner surface (top and bottom are arranged rotary spray arm with

many ozzles to achieve cleaning aUrange angle; top nozzle and cy1lnder fan-s l aped lncislon design, 360°

cleaning vessel inner surface.

2. Independent air tearer with circulating fan, improve th drying efficiency, th drying temperature can be set

50-90°C,

3. Fully stainless steel structur (SUS304orSUS316).

4. PLC contro system, stable and reliable performance: Double temperature control for water and air

temperature; Automatic fault diagnos is function.

5. lectronic security door lock; doub le protection for water tempera rand air temperature; over temperature

protection.

Standard Washing Procesure(can be self-designed by the user)

Pre-cleaning -> Washing with alkaline cleaner Was hing with neutra lization Rinse - . Washing w i h hot

water- Drying with hot air

Techn ical parameters:

Model BK-LW120 BK-LW220 BK- LW320 BK- LW420

Extema Size ( L~H ) 1 980~740~850 1 710"680 " 750 1710*680'1 00 11100"900*2000

Cppacity 120L 220 320L 420 L

Water COf]sumptiorll'C)'c1e 10L 15L 18 25L

Inlet Water Press ure 0.3-0.8~Mpa)

Max Noise <t:®{dBa) <t: 55(dBa) ~" 55(dBa) ~ 60(dBa)

Power Supply 220V, 50 Z 380V, SO/60HZ

Consumpbon 6KW 17 KVV 19 1<YV 22KW"

222 223
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Heating antl

1.Elec ronic Controll Heati ng antle

HM- li

Characteristics:

2.Magnetlc Stirrl 9 ea i 9 Mant es

1. Co d rolling sheet stretching and spraying exterior.

2. lectronic temperature regulation heating mode and magnetic stirring; with characte ristics of large heating

area, fast warm-up, high t mperalure evenness , accurate tern-control, time and cost saving.

3.Heating and stirring can procee simultaneous ly; step ess speed adjustmen .

HM- I

~c-=r 1:2.... .... . .. ....~
Features:

1. Co d rolling sheet stretching and spraying exterior.

2. Electronic temperature regulat ion mod e with character istics of ste pless speed adjustment, uniform

temperature, ast heating-up, and safety and durability.

3.Featured by anti-corrosion, age-resistan , durable and safe.

4. Beau 'fully shaped, easy to operate and effective.

Technical Parameters:
Technical Parameters :

Model HM-I

C?pacily
I 50 [100 1 250 :500 :1000

1

2000
1

3000 14000
1

5000
1

6000 110000 120000(ml)
I I

Pow r
220V150Hz

Sl PPJy(V) I

Max Use 1400
fTemp('C) I

Coosumpoon(W) !80 [100 1150 1250 1350 450 600 1700 800 00 11200 2400

Wor1singTime Icontinuous

External
4> 200*1 60

4> 260 $300 300 4> 310 $350 350 4> 420 450+450
~ize~mm) 1*200 "'230 *250 1*250 *270 *270 "'320 "380

-~ . ,,'
Packing Size

230"'230 70
1290.1:290 330+330 330+330 330"'330 380+380 380+380 450"'450 .~00·500

(W"'D H )(mm)
I

1;'220 "'250 *270 1*270 *290 *290 1"'340 *400

Net 1 2 3.5
1

4 6 16
1

7 7~ 110
1

21
Weight(kg) 1~-

Gross 1 5 7~ 17 8 8 112 26
We1ght(k~) 12.5

4
I

Model HM-II

I~
I I I

Capadty
50 100 250 500 1000 2000 3000 4000 6000 10000 1 ooסס2

(ml)

Power
220V/50Hz

Supply(V)

Max Use
Temp('C )

450

Consumption I

IaDO
I I I

80 100 150 250 350 450 600 700 900 1200 2400
(W) I

Spoo9 (r.p.m) 0-1400

Working nns continuous

External
200x 160

2 0 300 300 310 1<1> 350 t 350 420 450'" 50

Size(mm) +'200 "'230 +250 +250 *270 +270 *320 "380
~

. .~' . .
Pac gSize 290290 330"'330 330"':330 330*330 1380"'380 380*380 1\ 0"'450 500"'500

230*230"170
( W*O"'H )(mm) +220 "'22° "270 "'270 *290 "'290 "'340 +400

Net
2.5 '4 5 7 7

1
9 9 12 23

Weight(kg)

Gross
2.8 4.5 6 8 8 10 10 28

Weight(kg)
14
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3.01 Ital & Magnetic Stl ring Heati ng Ma ties 4.Several ows Electronic Con ral Heating Mantles

HM-IV
HM- Ill

Features : Features :

1. Cold rolling sheet stretching and spraying exterior.

2. Auto temperature contr~,dlg ita l display and with sf rring function,vvith ch ractaristics of large l eating rea, fast

warm- up,higll temperature evenness, accurate tem-control, 'me and cos t savirl{J .

3. Heating and stir "ng can be used simultan ouslv, stepless speed adjustm nt.

4. Featured by an '- corrosion, aqe-resistant.curable and safe.

5, Adjustable Sensor Rack with Sta inless Rods.

1. Cold rolling s 1 e stretching and spraying xterior.

2. Electronic te mperature regulat ion mode wi h c haracte r is ics of ste pless speed adjustment , uniform

temperature, fast heating-up, and safety and durab ility.

3. Featured by anti-corrosion, age-resistant, durable and safe.

. Several Rows type, produce as Customer inquiry , beauti lIyshaped, easy to operate and effective.

Technical Parameters : Techn ical Parameters :

~
100"2

Two 150 "'2
HM- IV I

Rows
500 I 250 2

S=J
350"2

100 100"'4

Four 250 450 150"'4
HM- IV

Rows 500 2504

1000 350"4

100 100"6

Six 250 150*6
HM-IV I

Rows 500 250 6
I

1000 350'6

280'140"106 320*180*190 5

320"160"170 4 5

360'180·180 4 5

420210"'200 7 8

530"140"160 8 10

610"140·106 \650"190"200 18 10
Coutinuous

690"'180"180 730"'2 210 8 10

810 210"200 1850"'259"230 14 16

820 140"160 860*180*190 "12 15

940 160"170 980"190"200 12 15

Model HM- lll

C?pacily Iso ~ 100 \2501500~ 2000
1

3000 4000
1

5000
1

6000 10000
1
20000(ml)

I

Power
'220VI50Hz

S pply(V)

MaxUsa
450

Temp('C )

Consumption
80 100 1150 ·250 1350 450 600 700 epO 900 1200 2400

0N)

Speed 1.9-1400
(r.p.m)

Working
con tinuous

lime

Exterior 1, 220 I 280 $ 330 +340 340 ~ 350 +350 $ 425 1500"510
size,Jmm) ~165 *220 "'2~ 245 *245 "'250 270 *SiO "390

Packing size '230*215 280"'280 345*290 1'345*290 3 6*290 390*390 1'3 O~3 0 470"'470 540~540
(w"D*H )(mm) 1"195 1*300 "350 · 350 350 "310 ·310 *380 ~420

Net
25 5.5 6.5 7.5 7.5 8.5 8.5 9.8 21

Weight(kg)

Gross
I I

Weight(kg) 1
2

.
8 6 7 8 8 9.2 9.2 12 26

","" "'1'.

132

Model

Max
Capacity use Consu mptio n

Rows
[ rnl] Temp (KW)

("C )

Working
tim o

Exterior Size
(W" O"H) (mm)

1240"210"200

Net Gross
Pack ing Size
(W* O"'H)(mm) We igh t We ight

(Kg) (Kg)

133
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Hematology Analyzer

Automatic Hemato ogy Analyzer mainly used to detect the parameters of the series of red b ood cells and hemoglo

bin, platelet and leukocyte in tile blood.

It is a vitro diagnostic equipment Wll ich is applied to quantitative analysis of b ood cells of clinical and laboratory.
he machine is mainly used for the quantitative measurement of the blood in the 19 parameters and 3 histograms:

1 The total amount of wec wac
2 The amount of Lymphocyte Ly#

3 The amount of Monocyte MO#

4 The amount of Granulocyte GR#

5 Lymphocyte percentage Ly%

6 e percentage of mononuclear cells MO%
7 Granulocyte percentage GR%

8 The total amount of red bklod cells RBC

9 Hemoglobin HGB

10 Hematocrit HCT

11 Mean volume of red blood cells MCV

12 Mean corpuscular hemoglobin MCH
13 Mean corpuscular h moglobin concentration MCHC

14 Red blood cell volume distribu 'on width Coe cient of va lato n ROW-cv

15 The standard deviation of red blood cell volume distribu 'on width RDW-sd

16 The total amount of platelet PLT

17 Msan platelet volume MPV
18 Plateletcrit PCT
19 Platelet distr ibution width POW

20 White brood cell distribution histogram WBC Histogram

21 Red blood cell distribution histogram RBC Histogram

22 Platelet distribution histogram PLT Histogram

Technical parameters:

Model Structure and Function

BK-6000
j 10.4- inch 640 480-TFT colof LCDdisplay, panel- type thermal printer, mask button. built-
in common sampling and di u "ng (store 20000 data)

8-incll 800*600- T color LCD display, panel- type thermal printer,
BK-6100

mask button, built- in common sampling and diluting (storaga1 0,OOO datal

BK-610OA 18- incll 640' 480- T color LCD touch screen, panel- typa Ihermal prinler,buil t-
Iin common sampling and di uting (store ooסס2 data)

186
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HG-24

8. Display: Organic-LED, High light and no visual angle limit

9. Number of Samples:1-24 samples (24*2ml/ 1.5mll 0.5ml)

or 1-6 samples (5mllubes)

10. Running Noise: <68db

11. Weig1t: 25kg

12. Compliance: CE Compliance

13. Dimensions: 280*360*385mm (W"D*H)

Typical Samples

- Human, animal, plant cells

- Micro-organisms

- So'l and sediments

- Swabs and feces

- Drugs, polymers, ro ions, etc.

Technical Specification for HG-24 Homogenizer

1. Speed Range: 4.0 mls -7.0 mls (in steps of 0.05 m/s)

2. Cyc e Dura 'on: 1 - 90 s (in step of 1 s)

3. Pause Time: 0 - 2 minutes

4. Acee eration: ~ 25

5. Deceleration: ~ 25

6. Programmable:50 Saved Programs

7. Number of Cycles: 10

Pr proce sing of Bio amples
Homogenizer

Features for HG- 24 Homogenizer

1. "3D Rotating High SpeedMotion" for quick disruption of those fibrous issues and resistant cells

2. 50 Programmable memory settings and user optional condition set 'ngs

3. A wide range of rotation speed settings from .0 mls to 7.0 rn's, increment 0.05 mls

4. Brushless motor realizing no brush P8 icle generation and no brush replacement

5. Easy to remove sample tube holder and easy to x sample tubes with the tum of the central knob

6. Easy to monitor the disruption process through the clear lid

7. Simultaneously homogenize either 24x2ml/ 1.5mll 0.5011or 6x5ml tubes

8. Disposable tubes ensure no threat of cross-contamination

9. Most samples can be processed in 35 seconds or less

Overview of the HG-24 procedure - --------- --------

i .Prepare lys is tube

Sampi\.

Buffer ~

194

2. Process about 30 seconds 3. Centrifuge to pellet debris 4. Transfer cleared lysate

about a minute

DNA

RNA

Protein
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O2 Incubator C02Ine bato

Qpt ional accessories: 1.Printer 2.RS485 connector 3.BODsocket ' 4.HEPAflit r

Technical Parameters :

Features:

1.Double-lay r door structure: Open outer door,

observe s tudio experim en al resu lt s t hro uq h

the inner door which is made fro m high intensity

toughen d glass, Temp. and hurnldlty unaffected.

2. Independent heating system of th door, avoid

inner glass con nect dew phenomenon effectively.

3. Humidity is co ntrolled by water dish natura l

evaporation, displayed directly.

. UV lamp for sterilization, more effectively prevent

cell of pollution In Incubatio n period.

... IiI tnfl.a~.'...... ..--.-.%.=-=~=-==========

Features:

1. PIDcontroflerdisplays temperature, CO2concentration and runtime and timing time.

2. UV lamp w hich located t e back of box can sterilize circu latory air and the cell in humid tray.

3. HEPA high qua lity Iter make sure the inside a r quality up to Class 100.

4. SUS304 Stainless Steel with the semicircular arcs at comers for easy cleaning.

MntJOl OJPX-ClJ.CA I3J"X -C160A iJJPX-ClllJll BJPX-l::160 11 OJPX-C27D

, )

.. ±O.2"C

.. ±O.3"C

1
1A

f-----------.-------

Technical Parameters :

Model BJPX- C80 BJPX-c160

Capacity eOL 160L
1400W{a:ir jacket)

I
Consumption 600W(air jackel)

Shelves no. 2 pes! ai:ljustab~

Extemal material Cold-rolled steel with painting

Inter:nal mater ial Sta inless steel

Door in5ide jToughenned glass
~-

IThermal brmer Polystyrene film

Temp. range RT+5--65<t:

8ontrol ty'pe PIO Control

Temp. fluctuation .;; ~O.2'C

fTemit uriformity ,,;; ±O.3:C '

['True setting !0-9999mins or connnoous

80zcOOsisteney eonlrOl 10- 20%

C02; control way I ProjXlliioo matcn

~liz~tiorJ type ' UV lamp
111Oi22~----

Power supply •110I22OV:t100/0 , S0160Hz

a~1 size(cm: ,56S 5S·82 166.4'97~?9
I

Internal size {em} [40'40-50 50 65·50
-

AJarm
HiQh emp.:
~-

Temp. sens or broken;

13
hron.... ly. i c..: .n.;', .a.. - _
.....- ai l ; -,I (n. c,· I c c .

Ii:lmliZiit ~~~..e7~~AIIIIlt"' ~""~
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Constan Temperature Humidity Incubator Constant Tern atur Humidi ' Inc bator

-
~ I

Technical parameters:

1. No freezing in Inner chamber thanks to intelligen

refrigeration and defros ting system,

2, Function of auto run ning, auto stopping and

'ming running

3. Watch 'mer and Independe nt temperature safety

dev ice; auto alarm and auto break off when over

temperature limit to ensi r expe iment runs safe ly

4, Function of se lf-d iagnos is, sensor ailure alarm

and over temperature protecnon.

Optional accessories:
1. Printer

2. Supp lementare oxygen, nitrogen interface

3. RS485 interface for communica tion softwa re

connection

Model BJPX-HT7011 BJPX- HT15011 BJPX-HT25011

Temp. range 14 - So 'C

Temp. control 0.1 'C-

Temp. stabilitylu . ormily ±O.5 'CI ±2'C

Humidity range 55 - 95%

Humidity stability -3% - :1:5% RH

Consumption fiXJW lsoow
Ambient temp. +S- .35 'C

Power supply 1101220V ;t 10%, 50/60Hz

Intemarsize : (em) 42"35·50 150040' 75 50"50*95

~ema size (em) 57"59*102 1 64 .5"6 ~ ·127 66 74"147

S lelves no. 2Jx;s

I Note Observa tion window: opt ional RS485 connector

f .The inner is made of high quality mirror lnlsh stain ess steel, which is anticorros ive,

acid- proof and easy to clean.

2. he height and number of the shelves in the working chamber can be adjusted freely.

3.Double-layer door structure, when the outer door is open. the working chamber can be observed through the

inner glass door. and neither the temperature nor the humidity will be affected.

4. he inte ll ige nt Constant em perature and Humidity contro ller adopts the advanced micro computer te

chnology, programma le control mode , many kinds of parameters can be se t ( including temperature, hu

mid ity , t ime), and either continuo us working mode or timed wo rk ing mode can be se lected. It" is w ith exc

enent control p rformance and anti -jamming ab·lity .

Model BJPX-HT150 BJPX-HT250 BJPX-HT350 BJPX-HT450

Capa city 150L t250L 1 350L [450L

IT emp, range 4 - SO t

Temp. contro l 0.1 'C

Temp, stabi x/unifOrmity ±0.5 'CI ± 2"(;

Humidity~rang~ 1§5- 95%

Arnblentternp. +5 - 35'1:

Consumption SOOW I6S0W 8600 960W

Power supply 1101220V ±10%, 50/60Hz

Intemal size (em) 5037*80 fSS*44.5·110 55"'55+120 70'55"120

External st~e (em) 66+62*146.5 1 65·69.5~75.2 68·76*186 . 83*76+186

!?helves rl?,. ( PgS ) 3 4

N6te Observa ti£n window ; optiOnalRS~.~5 connect~

Technical parameters :

14
~~....-v-..e7~-eF...r~..,..~ - In
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o Id Incuba or

1.Stainless steel inner chamber; with the semicircular arcs at comers for asy cleaning, adjustable shelves

2.Micro-computer cootrol system ens res recise a d rehable t jpera ure con ol;LCD d'sp(ayed a a 'me; UV lamp.

3.lndependent humidification, sterilization an temperature limit system with function of over- temperan r

a rm anc auto- power-cut-off.

4. est hole of (': 52mm at left side of can alner.

5.Double airtight door structur .

- . i':",U "." = C:

Optional accessory:

1.Printer

2.RS485 connector

3.Danfos Compressor

Optional accessories:

t .Prnter
2.RS 85 connector

3.800 socket

M uld Inc bator

1.Forced convention air path in the working room.

2.0igita l disp lay prog rammed controller for tempera ture

and humidity. RH controlled automatically.

3,New digital display multi-pnase program control system

which is precise and reliab e.

4 .RS4 85 or RS485/USB op t ional fo r co nnection to

co nputer for printing and data retrieve.

5.Double door, inner door is made of tempered glass for

easy observation, magna lc door sealing of the outer door.

Technical Parameters :
Technical Parameters :

Model BJPX-M150 BJPX-M250 BJPX-M350 BJPX-M450

SI19lves no. ( pes ) 3
1

3 [3 14

I Tl;lm~,eontroi ran~e 4-60'C

ITemp.tluchiatlon ±.0.5'1:

Power supply 1101220V±10%, 5OI6OHz

Consumption 520W 680W 860W 1960W
I

lntarnal size ( em ) SO* 37* 80 ~5 * 44.5* 110 55 55* 120 70 * 55 +120

External size ( em) 166 62~ 146.5 65~ 69.5~ 175.2 68* 76*186 183+76 186

Mode BJPX-M701l BJPX -M15011 BJPX-M2501l

I

Temp. Wth Hum' ficalion: 10 - 6St ;
control range W:thoul Humidification: 0 - 6St

Temp.
±1'C

fluctuation

Consumption SCOW 800W 1200W

Shelvesno. ( pes } 2

I

Powersupply 1101220V±10%, 50/60Hz

Internal size ( em ) 42....35*50 50+40*75 ISO+5CY95
I

Ex ternal size(cm) 57+56"'120 64 62*127 66"70"'147

16 D;'ftribu~or 17
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Model BJPX-A250 BJPX-A350 BJPX-A450

I:tJghting"lypa 13- s' a fllumination

9apad,ty 250L ] 35QL [450

ITemp. range with !ightiqg1 0- 65'C } without ~ghting 4-95'C

[Temp.,conlrol 0.1t

jTemp, slabir y ;tr C ;t2'C'

[Temp, un~ormity ±1'C ±2'c

Humidity range
II'

±5O-90%RH (just for artiticial climate incubator )

Humidity stability ;I;;5%-7%PH (jusl for arti lcial climate incubator )

IU ghting inlensity o--12000LX 0- 20000LX o--20000LX

Illumination con trol I luminance six levels, relative illumination control

Ambient temp. 5-351:

Continues worY-i.ng time No less man 18011

Consumption 860W 1650W 2100W

Powe r supply 1101220V ; 1~&,50160Hf

Intemal size (em) 58*51*83.5 55~55 ' 120 70 55~120

~Jernal size (em) 72~73.8*155 96 78*186 ' 1 01~78'186

Shalve1> r:JCI' (pes) 3 3 4

New function
~ steps progra'm le~at'ure controller, which can set di erenl temperature with differen t ray
radiation and ~emperaturo.(opliona l)

Climae Incubato

Features:

t .Temperat re alarm system. When over lim' ed

temperature, It 'Nill cut 0 heating automatically.

2.Ambient temperature revising . Guarantee

internal temperature and humidity will not affect

inside.

3.Spacial airflow structure. Soft airflow velocity,

guarantee the tem pera ture un iformi ty and

accuracy.

4 .F lve lev e ls adj us ti ng lighting . Sim ula te

env'ro mant of day and nig It.

Optional accessories:

1.Pr intar 2.RS 85 connector

Technical Parameters :

Climate Incubator

Features:

1. Mi c ro-com puter t m pera te , hu m d ity and

luminance contro ler with mulfple storable programs

2. mpera re safety devlce vvith ov r temperature

opt ica l and aud ib le a la rm to avoid damage of

specimen under extr me climate.

3, SUS304 Mirror stainl 58 stee l inn r chamber;

4. Unique ant i-leakage esig n im proves air 

'ghtness 0 inner chamber.

5. Imported Danfos compress or & 0 'ginat imported

American humidity senor. Big LCD digit t con troller.

Technical Parameters :

Model BJP X- A2501 BJPX-A3001 BJPX-A4001 BJPX-A25011 BJPX- A3001l BJPX-A40011

I

Lighting type 3-side Uk.! ination 4-side lumination

Volume 250L 300L 4 L 250 ~QOl 400L

ITemp. range iWith lighling 10--65"C• wilhoul lJlghting 4-65"C

Temp. control 1O.1'C

Temp. stability : 'C

S lalves no. (Pes) 2

Temp. urUformity : 1.5'C ;t 2't : 1.OC ;2't

Humidity range 5<h-9~RH (j~st for ar . 1cial crm ate incubalor )

Humidity.stabi ity : 5%-7%PH (j.Jst for arti lo a! climate incubator )

~lting intensity 10- 12000 X 0- 16000LX 0- 22000LX G-15000LX o--2000,LX 0- 22000

Illumination control I luminance six avels, relative il uminatiOll control

Ambienl lemperature 5-35'C

Conl inues working time No less than 180h

Power supply 11101220\1~100k ,50/60HZ

Consumption 11000w 1100W 1200W 1000W 1100W 1200W

Internal size !~m) 150*53 95 55·58~95 59*62*110 50 53·95 55· 58*95 59*62 110

External size (em) 169*7g.5"165 74"75.5"165 78·79.5·180 69*70.5"165 74~75.5"1 65 78*79. 5~180

New nction
30 steps program tempera Jr9 con aller. whidl can set differen temperature with diffemn ray
r dialion and lem rarure.(optionall

18
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Biochemistr Incubator Biochemistr . In uba or

Features: Features:

--:---'1 • •• -= "':' ....:l . -

Techn ical parameters:

Optional accessories:

1.Printer 2.RS485 conn ctor 3, Supplem n ary oxygen, nitrog n interface

1. Stain less steel inner c hamber ; w it h he

sernlcl eular arcs at comers for easy cleaning,

adjustabl shelves

2, Micro-computer con tro l sys tem; CD with

nctions of time sat 'ng, parameter memorizing

and power reset recove ·ng.

3. Fluoride- free refrigeration and 9 ntle breeze

clrcula 'on.

. Test ole at left sida of container.

5. Double door sea l: tempered glass silicon

rubber seal inner door and magne tc rubber

seal outer door

4. 50mm test port2.RS 85 Interface for software connee 'on 3.BOD sockets

Optional accessories

i .Sta inless steel inn r chamber, ro md angle structure, adjustabl shelves.

2.MicroproC6sSOf control system, LCD display,

3.CFC- free refrigeration an gentle breeze clrculatlon.

4.Double- layer glass observation window.

5.Function of self-diagnosis, sensor fault alarm and over- temperature protection.

1.0 esl< printer

Technical parameters :

Time range 1- 9999 mins

Consumption 250W 350W 450W 70(fW 860W 960W ' 800W

Power supply 110122.0V ;t1o%,50/60HZ

Coo I1g agent R1 34a(envirorvnent protection tYPe)

ln tarnal
45*33*45 51*28.3*"50.5 50~37*80

size{cm)

External
56*53.5'79.8 61 "58.5*93 66:62~146.5 165•69.5*175.2 68*76*186 83*76 186 60"62*1 46.5

sizetc rn)

Model BJPX -B701l BJ PX-B150 11 BJ PX-B25011

19 apacilY 70 150L 1250L
I

I Temp. rangB 4-60'C

Temp. fluctua.lign - 0.5"C

Temp. precision 0.1'C

Shelvesno. ( pes ) 2

Tima range 1- 9999mins

I

Consumption 500W 8001/1/ 1200W
I

Power supply 1101220V :i; 10%,5OJ60Hz

Coolingag I R134a(envirol1menl prolectioo type)

I

lnlemal size(em) 4235 50 50"4075 50*50' 95
I

Externa.size (em) 57*56*120 64*62*127 00*70·147

20
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la elet Incuba or Ana robi Inc ba or

Features: Features:

Model BJPX-P10 BJPX- P20

[T emperature 22:t 2"C

Accu racy ±O.1 'C

O~i lali2:n 60 ± 5cyelesJm' s

Amplil1.lde 50mm

Trays 5 10

Capacity 5-10 plasma bags
::::'~10--20 plasma bags

fTemp control Micro CBfltrol l,er Micro Contro.sr

Display D LED

Number of agitator Single Sing le

Power SuRPly 110g20V ± 10% .SO/60HZ

Consumption 101W 1180W

lntsrnal size (em) 42,7"47·46.7 60.7~53.5"65,7

External size (em) 51\·60S96 72*6r115

Package size (em) 6266*105 80*72.5'124

Net weig 11(kg) 98 ,110,

1.8 ig LCD screen controller. 2. ouch switch solenoid for gas path con rol.

BJPX-G - IIBJPX-G-l

BJPX-G-II feature:

Technical Parameters :

1.Microchip intelligent temperature con ro Ier and overhea ting protection system,

2.UVdisinfection l!ght to avoid poilu ion.

3.Gas fiow adjusted by pneumatics system.

4.Sta inls5s ste Ioperation room chamber. hick and ransparent shockproof 9 55 window, op rations wit glov s,

5.Special vaccina tion stick sterilizer, cuve tte rack and oxyge 1 r moving catalyst co vert r insid .

Model BJPX-G-l BJPX- G -ll

Ti!ne or cre a 'ng anaerobic sta te in
<5min Isample chamber

Time or cre a 'ng anaerobic sta te in <t hour
operation cna bar

I Time or mainta'n i~ganaerobic In lt1ecase 0 the operation room to stop auditlonal trace gas mixtu re.

circumstances >12 hours

Range 0 tarnperatura- ccntrol in
RT+3 'C -60t:

incubation chamber

Tempsrature ftuctuatiorl in incubat ion dlambar ;!; O.3'C

Temperat re balance in iflcubation chamber - 0.1'C

PoWer sup ply 1101220V ±10%, 50160H~z

Intemal size (ern) 25'19~29 25*19~29

External size ( em) 126"73"138 126*73"138

Package size (em) 139*92~56 139*92"156

NeVq~ss weJght (klJ) 240/320

1111/111////1111
Cl I II / / IIII/ I /1/11I\

Technical Parameters :

1. Micro-controller controls the Intemal temperature within

22 ±2 'C ,

2. High accuracy sensor and direct a' flow system ensure

even tempera Ire distribution.

3. Formed in p lace CFC free PU insulation ens ures

temperature stability and reduced energy consump ion,

4. Audio visual alarm for temperature deviation beyo nd ±

2° C and pow r failure.

5, Motion failure a m when the agitator fails to operate.

6, Automatic agltator and UV lamp stop when door is open.

7. LEDdisplay for easy of reading.

8. UV lamp for steriliza 'on.

22
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U •• '['Il' ••

1. rocessor h PIOpararnete con

o 0 a accesso ies:
2. OpOooallnnl.....n!<:tl ;::;,~ .-.nntrn.l ·eu<:! '!Dn"\ 3_Mu.:o-s;too(~ lefTl;)era:lln~ COntnllller - S-~~oil'lU3riace ior-

o t onal acce or l s:

2.

Techn cal ara e ers :

e nleal Para s : Model BJPX-H3011 BJPX-H.:B1l BJP X-H6oC1I BJPX-H12JII BJPX-H23Ol1

Model BJPX-H30 BJPX-H50 BJPX-HBO BJPX -H160 BJPX-H270 C:aDilldlv 5L 2 L 230L

27
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Lightin Inc bat r

Features:

1. empe ratu re alarm sys tem. When over lim ited

temperatura, It 'Nill cut 0 hea 'ng automatically.

2. Ambo nt temperature revising . Guarantee internal

temperatura 1Ni1i not affect inside.

3. Special airflow struc ture. Soft airflow ve loc ity,

guarantee the temperature uniformity and accuracy.

4. Five levels adjusting lighting. Simulate environment

of day and night.

Optiona accessories:

i .Printer 2.RS485 connector

Lighting Incu a r

Features:

1. Micro-computer temp rate and luminance controller

with mUltiple storable programs

2. ernperature safety (J vice wit lover temperatur

optical and audible a rm to avoid damage 0 specimen

under extreme climate.

3. SUS304 Mirror stain ess stee l inner cham er;

. Unktue anti- leakage design improves air- tightness

of inner chamber.

5. Imported Da nfos compressor, Big LCD digita l

controller.

Technical Parameters:

Technical Parameters :

Model BJPX-L250 BJPX-L350 BJPX-L450

Ughting type 3- side ll umiflation

vqlume ~,50 350 450L

fTamp. range with lighting 10- 65"C , withoUl ljghting 4-65"C

ITemp. control O.1'C

[T emp. stability 1"C ±2"C

I Tl;l,m~. u "formity :;t1 "C
1

;t 2"C

Ligliting ititensity. 0-1 ~o'OOX 0- 2000'OIX 0- 2000,9IX

Input power 860w 1650w 2100w

I lumination control I luminance six levelS, relative I lumination co~tr<?l

ElectriC~1 ~i~~rleflt 2.?OV,50HzI11OV,60Hz

Ambient TSn:Jp. +5-35"C

Continues worYjng time No ess than 180h
r

Intemal size (em) 58*51 83.5 1 55·55~1 20 70*55"120, . ,;,;;

External si~e (em) 72;73.8;155 96"78*186 101+.78{18

SI-.elves'No,(PCS) 3
1
3 4

New function
30 steps program temperature controller, which can sat differenttamperaltlra with
diffe,pant ray radiation and temperature.(opoonaJ)

Model BJPX-L2501 BJPX- L3001 BJPX-L40Q I BJPX- L25011 BJPX-L3001l BJPX-L40011

~l~ng type 3- side Illumination 4- side lluminatign

I 250L
1

406 t250L . 300Lvolume 300l 400

Temp. ra?,Qe 1with lighting 1q;-65'CI\'h'ilhout Iigh "rig 4-551:

Temp. control 10.1'C

Temp. stability ;t1"C

Temp. uniformity - 1.5"C ;t 2"C - 1.5'C ;t 2'C
I t0-15OOOlXLighting intensity 10- 12000lX Q- 16000IX 0-2200exX 0- 2000<J4X 0- 220000<

Inpul power 11000W !1100W 1200W !1000W 1100W 1200W

ilium-nation conlrol Il um-llallCe stx levels, relative 11 umination control

Electrical requirement I 220V,50HzJ110V,60 z

Am iant temperature +5- 35'C

Continues working time No less than 180h

Intemal size (em) i5O~53·95 55*58~95 59*62'110 1 50·~~95 : 55"58*95 59*62110-,; '.

External size (em) 169*70.5 165 74 75;5 165 78 19.5~180 j69' 70.5"165 74~75.5"1 65 78"79.5·180

Shelves No. (peS)
1
2

New IlCtion
I 30 steps program tempera r~ controuer, whidl can set different te~ature with different ray
1ra~diatiori and tefll~ra~re.(op ·or~t)

26
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baking Incubato

Feature:

i .lntegrated with incubator and s l aker to save space and cost. Tempered glass window.

2.Mirror surface stainless steel chamber.

3.BIg LCD/LED display to show temperature and shaking velocity.

4.working parameters storage func 'on fcreasy operation .

S.Aulo-renew after power interruption as originally programmed.

6.Auto stop when the door is opened for sample protec 'on, strong air spring rod for easy opening and closing.

BJPX-S20

BJPX-S70/BJPX-S701
Technical Parameters :

BJPX-S48/BJPX-S4BI

Model BJPX-S20 BJPX-S201 BJPX-S201J BJPX-S701BJPX-S701 BJPX-S48/BJPX-S481

Capacity 150L 170L 300 250L

Coosumplion 2700W 400W 600W 550W

Rotary Speed 2o--300rpm

Rotary SpeedPrecision :t1rpm

Vibratioo Range f26mm

ITemp Control Precision ;t O.1"C

ITemp Stabi ity ;t O.1"C

TimingRange 0-999hours

Power Supply 11 01?~OV ±10%, 50160Hz

Shaker Capacity 5()oml ·9t250ml~12 SOOml+28 ~rnl 24125Oml*39(down layer)

ITemp Control Range RT + 5- 50"C 15- 50'C

Display LEO displ§lY LCDdisplay LED displ<;lY

Internal SLze(W~D H) 58*OO·115cm 120*65·e8cril 96*73116cm

Package Size(W*D·H) 70*73*131cm 13S*OO*83cm 110*88·131cm

Gross Weight 120kg 180kg 1195kg 190kg

Note
S701&5481series:
two layers shaking,the uplayer has stainless slee universal spring holder, 200 r t min.

~~~..eI"~~...r~..."..~
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Intellectual Ultrasonic Wav Cell Di rup er

UCD series

--

--

Intellectual ultrasonic wave cell disrupter is a

multi-function and multipurpose equipment

u "tizing the cavitation effect of ultrasonic waves

in liquid. It is used in cell breaking of various

animal s and plants, viru ses, bacter ia and

also can be used meamvhile in emulsification,

separa tion, homogen izat ion , ex trac t ion,

defoam ing cleaning and chemical reaction

acceleration, etc.

This mach ine has already been used widely

in the education, sc ientific research and

product ion in fields such as biochem istry ,

microbiology, pharmaco ogyJ physics, zoology,

agronomy, medical scienceand pharmacy, etc.

UCDs ies

Technical Parameters :

Model Consum ption (W) Random ( cn) Optiona l Broad Pole{ Ill } Brokerage Capacity(ml) Duty Ratio(%}

UCD150l 150 16 2,3,6,8 0.5-100 0.1--99.9

UCD250L 250 6 2,3 ,8,10 0.5--200 0.1-99.9

UCD650L 650 6or 8 2,3,6,8,10,15 0.5-500 0.1--99.9

UCD900L 900 10 2,3 ,6,8,15,20 0.5--&X:I 0 .1-99.9

UCD1200 1200 15 or 20 10,15,20,25 50-1000 0.1--99.9

UCD1800L 1800 25 15,20,25 550-1200 0.1-99.9

UCD150 150 6 2,3,6,8 0.5-100 0.1--99.9

UCD250 250 6 2,3 ,8,10 0.5--200 0.1-99.9

UCD650 650 Gor B 2,3,6,8,10,15 0.5--500 0.1-99.9

UCD900 900 10 2,3,6,8,15,20 0.5--600 O. -99.9

UCD1200 1200 150r 20 10,15,20,25 50-1000 0.1-99.9

UCD1800 1800 25 15,20,25 550-1200 O. -99.9
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Technical Parameters:

Model BKN-Il BKN-I

Measure Variety
IFoodst • feedstuff, grain. foods. dairy oroc oc s, drink, soil, water, medicine. predpitate and
j chemical

Sa pie Ouantity Solid:O.2~2.06g; Se isolid:2 <X>--5.00g; Liquid:10ml,,25ml

Working Mode
tAutomatic and manual

Semj-al tomatic
(without titral:ion)

Data Storage 250 datum I
f------
Measure Range 0.1mgN- ZOOmgN (mg nitrogen)

Recovery Rate
100 :t1% (relative error, include digestion I ~ 99% (relative error. t cludi 9 diges tive
proce ss) 1 process)

Repetilion Rate Relative standard deviation< ± 1%

Working Hours IDistila ' n 'me: &-15 minutes, the user can set automatically aecor ng to different samples.

Cooling Water Consumption 3l/min ( ~ 20'1: )
c--~

110122QV,SO/M HzPoWerSupply

External Size 430"360"'67Omm ~"320'67Omm
Net Weidht 1251<g I20Kg

B IIII j Idahl NitrogenAnal zer Kj Idahl D· tiD r)

BKD on .
rl Kjeldahl Digestion Furna e

BKN- II (Automatic) BKN-I (Semi-automatic) 1. Type C digestive furnace adopts Quartz infrared heating pipe.

2. Type D digestiv m ace adopts infrared heating and graphite cond c ion.

Technical Parameters:
Features
1. Large array LCD display, touch key, easy to operate (Only for BKN- lI).

2. Microproc8ss orcontrol (BKN- lI,manuelS auto modes adjustable; BKN- IJ manual mode).

3. Automatically contra distillr add water,control water level and cu off water supply.

4. Various secu 'ty protections: digest ive system security device. steam gen rator water

shortage alerm , water level detection faul alarm.

5. Instrument shell adopts specially made plastic spray steel. Working area adopts ABS
anti- corros ive board, Avoid chemical reagent corrosion and mechanica l surface damage,

add proof and alkali proof.

6. Once detected fault, cont rolling system \JVi11power off automa ·cally.

Model BKD-04C BKO-040 BKD-08C BKD-08D BKD-12C BKD-20C

Heating Holes 4
1
4 8

1
8 112 120

Temp. Control Dig'tal

ITemp. Range RT-600'C

Temp.ACcuracy ±1'1:

Heating Spee"d 30"C Imin

Protection Over pressure,over curren t.ove r heating protection

Digest Trme 5{r-90 mi;!lbatdl (according ~9, sample qu~ntity)

Digestion Tube Size 300ml

Consumpation 1000W ,1500W 12000W 12500W

Power Supply 110/220V,50160Hz

Package Size(mm) 645*405 500 630· 400*720 [ 530 560*710 1770*.530-680
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BKN-984 (Au tomatic )

B - lOIF FuJI A tomatic Kj Idahl Nitrogen Anal zer

Features
't.Automatic kjeldahl d ist iller .

2.Manual or auto matic mode changeover free.

3.4.3 inch color screen.

4.SoJutions adding are quantified.

5.Multi protee 'on, safety door, tube posit ion, coo ling wa ter testing, etc .

6.Self- troub le shooting func tions for va ves, pumps and s nsors .

7. ube and pipes autom atic emptying .

Funcllons Ust BKN-984 BKN11 0 BKN- l10F

Va riable Steam Gene rator • • •C""------ _.
Cooling Water Pressure Mon itor • • •
Cooling Water Temp.Mon ilm • •
~_omati~~kali t?olution Addir:m • • •
Automatic Dilute Water • • •
Auto Receiver Solution Addilg • • •

I T\joo Emptying • • •
Removable Dra in Tray • • •
Safely Door I . • •
Tuba Oil Position Sensor • • •
Tube Replacement Sensor • • •
Colorimetric TItration Device • •
Results Calculation • •
Result Md Data Storing • •
Built-In Pr inter • •
Trouble Shooting Self-detec ting Functio ns' • • •

ITitration lNllile Olsti lla~ •

j ldahl Ni rogen Anal zern 984 Automati
(KjeldaWDistiIler)

Model BKN-984 BKN- 110 BKN- 1'tOF

BKD-20N

erie KleldahlDige tionFurnac

Technical Parameters :

Model BKO- 20N

Temp. Range IR' 5-450"C

Temp. Accuracy I±1'C

HeatingMethod Infraredheating and high- pi:irity graphite conduction

Healing.lnStJa ioo'Metll od ICeramic fib€! and unique a' duct ilstJaoon

Digestion ube capacity !28Cm1
CapacityPer Balch 20pcsJba ch

Power. Supply 1101220V;t10%,5OI60Hz

Consumpation 13600W

ExlernalSize 534;'453"218mm

NetWaig 25Kg

BKD-

11.0 1-1 U step

~ O .5%

II

~

BKN-11OIF (Fu lly Automatic)

Solid 6; 5g; Liquid -;;:: 20ml

1,0 1-1 U step

;1; 0.5%

13~g.< __
I455*391*730mm

'1101220 V ;1;10%, 50/60Hz
! I ja

O.1mg- 200mg

15 - 10min- -
-r--~

I ~ 99.5%
'--------

Solid 6; 6g;
Liquid -;;:: 16m!

Tf ~
...,....-

I
Bl relt e AcCurate--
Reproducibility

Technical Parameters :

2000W
-r----

1.5L/Min

15- 40'(;
...,.....~

80%
1------...:.:,._-----

30kg

T400"3as*735mm

Features
1.BuilHn co a 'metric titra tion device.

2. wo steam models, can adjust solut ions adding 's sequence.

for distillation and absorption special sam ples.

3.Touch sc reen used fa operating and display.

4 ,Built-in p inte r, USB and series port for data outlet.

5.Samples I methods can be edited and store.

6.Almast eatures of BKN- 984 plus.
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B Au omatic j Idahl Nitrogen Anal ze KjeldahIDi ill r Technical Parameters :

Technical Parameters :

n 987 S ries Fun A ttornatic Kjeldahl itrog n Anal zer

Model BKN-983

Mea su 'ng Range O.1- 250mgN

Recoyery Rat io ii: ~,~.~%

Rapeat~bility Precision ~O.S%

Weight OfM~asur d Sam ples ,.SaUd < 6g,rqu id < 16m1

Distillation Speed 5-8mlnlsamp!e

Distillation ime Befit at will

'Coollng Water Consumption 1.5Umin

Operation ".Auto/manual dual mode

b isplay Mode 6 inches LCD

Powe r Supply AC 220V,SO/60Hz

Cons umpation I 1500W

Automa lc controlpn ~ddlng alkali and boricacid, dilution and elu 'on
BKN-983 (Automatic)

Model BKN-987 BKN-987A

Working Process
Adding quantitat ive sarnp e di! tion, alkali Iiql or and absorp tion liquid;
Au tomatica lly nishing dis illatio ,titration, print and Iiqu'd- isctlarg ing.

Measurem entRange O.1-240mgN

Measurement Sample Amo unt Solid ,< 6g,Iiquid < 16ml
Measurement Time 4-8 minutes

Titration PrecisiOn 2.0UlIstep O.5Ul/step

ilra ion Solut"on Concen tra ion
Direct . ration samp es with 4 itratlon conce ntra ions of O.1mol,O.5 mol
and 1 01

itratio System High-preci s ion plu ng er type Hgh-precis ion perista tic itra ion
titrat"on system system

ExecUtive Standard Comply with stipu lations of AOAC , EPA, DIN, ISO AND GB
Repeatabilily Precision ± O.5%

Recovery Ratio ~ 99 .5%

Data Storage Effective storage space 28

Print Function 110mm line printer which can realize user selective print function

Consumpation 1800w

Powe r $.upply AC 220V,50/60Hz,

Requ irement Of Cooling Water Under 25"(;

Cooling Waler Consum ption 1.5Umin (Dist ili<:ltion process)

Automatic calibration system of titration

liquid concentration (mol)

1.0 ual mode of utomatic calibration method which instrument

e lminates errors and traditiona l direct input method.

2.Automa ic calibration method which instrument eliminates

errors

BKN-987 (Fully Au tomatic )

Safety protection system

i .Digestion tube vacant protection

2.Safety door vaca nt protection

3.Automa tic water-replenishing ncf lon

of stea m cyHnder
4.Steam overpressure protection

5. ea age protection

BKN-987A (Fu lly Automatic)

BKD-n eries Kjeldahl Dig tion Furnac

Technical Parameters :

Model BKO-4B BKD-B8 BKo-12B BKO-20B BKO-20BIl

Design amp. I R - 500 'C' IR -650 }: I
Temp. Prepsioo ±1 'C

Heating Pipe A1umin'umal'9Y pipe (Nichrome wire) Grapl1ite ripe

Input Power 1.2kw l2k\v j3l<Y1 : 3.6kw 4kw

Power Supply AC220V 50160Hz I
Heating Spee'd 20 'C/min

IHeating Holes 4 Ie [12 ' 20
1
20

I I

Dig~stion TuJ)e Size 250ml±a.25m1
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Reference pictures

: .:.

tomization A ailable)

. ".,...

What we can offer
A. Laboratory Planning, Designing, Production, Integration, Installation, Consultafon & Project Managem nt.

B. Lab Fumiture Designing, Development, Manufac ring, Installation. Commissioning & Service.

C. Storaga System

D. Ventilal io System/Exhaust System

E. Laboratory Spec ialty Gas Pipe and Gas System

F, Comprehe nsive Supply of Lab Accessories.

Labora or Furnitur

Different kinds of structure and material for biology lab furn iture choices , as follows:
1. Full Steel series

2. Full Wood series

3. Steel & Wood sa 'as of CI H shape-Frame

4. Steel & Stee l series of CI H shape- Frame

5.Stainless Steel Workstation Laboratory Furniture

6, PP series
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Biological Microscope 2.XSB-Series Laboratory Biolog ical Microscope

XS8-301BXSB-301A

XS- 208BPXS- 20BAPXS- 208CXS-208BXS- 20BA

Technical Parameters :

1,XS- 208 Series Laboratory Biological Microscope

Model
Spe clfl catlon

XS-208A XS-208B XS-20BC XS-20BAP XS-208BP

Sliding Binocu lar Head Inclined •At 45'

Sliding Trinocu ar Head lrlcl" ad •Vievo'irrg At 45'
Head C?mpensation Free 'Binocular ' •Head Inclined At45'

Oornoerisation Free Trinocular • •He~~ Inclined N.45'

Bal l Beating Quadruple
I I

Nosepiece • • • • •Nosepiece
I I I I

Eyepiece WF10X18mm • • • • •
~h ,y;,

, rornatic • • •
Objective

4X.i OX.40X(snOOX(s.on
-- I I
Infinite Achromatic
4X,1OX,40X(S)1OOX(s.on • •

'. " - . I
Stage

Double Layer Mechanical • • • • •Stage 135+140mm

Abby NA1.25 Condenser

Condenser With 'lris DiaphraQm • • • • •
&R lter,Racl<&Pinion Adjustable

BUild- in IlluminGltion,HalogB'n

llIuminalion LamjJ6V/20W,Powe r Supply • • • • •
90-230V

Each Sel in Styrofoam, 0
I I I I

Package • • • • •Ca"rtoon For safely

Technical Parameters :

Model
Specification

X SB- 301P XSB-301B X SB-1 03B XSB-102B XSB-301A

Compensation Free Binocl lar •Head Inclined At 30 '

Vis;''Jing Compensation Free rinocular
Head Head Inclined At 30 ' • •

Compensation Free B' ocularl • •Trinocular Head Inclined At 45'

N . I Ball Bea ting Quadruple • • • • •OOOploce .
Nosepiece

Eyepiece . WF10X1Srriin • • I· J. •
Plan Ach roma tic •4X,10X;40X(S)100X(S,OiI)

~romatic I

Objective • • •4X,10X,40X(S)100X(S;O-O
I ----
Achroolatic •

, 1~~p20X ,40X(S)100X(S,Oil) I

Stage
Double Laye r Mechanical Stage I. • • • •35-14Omm

--
Abby N!\1.25Condenser With Iris

I

Condenser Diaphragm &filler,Rack&Pinion • • • • •
Adjuslable

U1uminatiofl
Build- in lumination,Halogen • • • • •LamPNI20WPowerSUPJ:IY Z2S.N

Package
Eacll Set In Styrofoam, 0 • • • • •Cartoon For Safely

Op ·onal:2.0,3.0 or 5.0 Megapixel, CMOS electronic eyepiece Optional:2.0,3.0 or 5.0 Megapixel, CMOSelectronic eyepiece

140
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3.BX-Series Laboratory Biolog ical Microscope In rted Microscope

N18-100rx DS-403

-

BX-103C

---~-

8X- 102C

.....

8X- 1028BX-102ABX-101BI8X-10188X-101A

Technical Parameters :

Model

Spacification BX- 8X- BX- 8X- 8X - BX- BX-
101A 1018 10181 102A 1028 102C 103C

I I.Moooyular Head InClinedAt 4~' • I
Dual ObServatIOn45 ' ,- $(I' lnclined •And Vertica l 360 ' Rotab le

Sliding Binocu lar Head Inclilled At • •Viewing Head 45'

Con'ipsnsation Free 8inoc l lar •Head Inclined A(30 '

Sliding Free Trinocu ar sad
j •Inclined At"~5' I I-

N~piece Ball Beat i~g QlJC,lprupleNo~Iace • • • • • • •
Eyepi!3oo IWF10X18niin • I · • • • • •
Objective

Achrom atic I.• • • • • •4X,10X,40X(S)100X(S;Oil)
I I I

Double Layer Mechanical Stage

I,§ tage 115 125mm Moving Range • • • • • • •
30~SOmm

Abby A1.25 condenser With Iris

Coridenser Diaphragm &Fifler,Racks,Pin ion • • • • • • •
.~jUSlab19

18Ui!d- in Iliumination,Halogen I
Illumination • ,. • • • • •Lamp6V120VV,Power Supply 220V I
I?ackage 1Eacll Set In Styrofoam,To Cartoon ' .

I·· • • • • •For Safety I I I

Op ·onal:2.0,3.0 or 5.0 Megapixel, CMOS e ectronic eyep iece

Techn ical Parameters :

Viewing Hea d Trinocular Head Inclined At 30 ',Interpupillary Distance 48-75mm

Eyepiece H"gh Point Extra Wide Field Eyepiece EW10Xl22

tnfinite Plan Objective " 4XJO.1,WD18mm
10XlO.25.WD10mm
20XlO.4,WD5.1mm

Objec tive OXlO.6,WD2.6mm
Infinite Plan PI13se Objective PH10XlO.25,WD10mm

PH20X/O.4,WD10mm
p OXiO.65,WDO.3?mm

Nosepiece Quintuple osepiece

Condenser ELWD Condenser NAO.3,l WD72mm(INiUlout Cpndenser 150mm)

Cantering Centemg elescope (030mm)

Pllase flSlnulus
10X-20X,40X Pre-Adjus table Phase Annu lus Plate

10X- 20XAOX Adjustable Phase Annulu~ Plate

Plain.Stag!" 160*2.50mm
G 56 Insert

Stage
Attachable Mechanica Stage,X -Y Coax ial COntrol Moviflg Range 120*78mm
Auxi iary Slage 70·18Orilm
0~8mm Peb"i Dish Holder
0 54mm Slide Glass Holder

Focusing
coaxial COarse And Fine AdjustJnent,Vert ical Objective Move ment
coarse Stocke 37.7mm Pet Rotation,Fine Strok O.2mm Per Rotation

lIu rnination Halogen Lamp 6V130W

liter Diametef 45mm,BI!;le,Grsen,And g round Glass

Accessories
Lnverted Fluorescent Attachmen t
Video Adapter With C MOLIn!
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Metallurgical Microscop Fluoresc n Biologi I I l ro 0 e

XJD-100

Technical Parameters :

XDS-1 XY-l

Technical Parameters :

XY-2

Model
Speclficatlon

XJD-100 XJD-200 XDS-l XDS-2

Mollocular Head Inclined At 45' • I
Slid'ng Binocular Head Inc ned At45· •

Viewing Head I

SIi~ing TlinocuJar H6C!P I nclin~ At 45' •
Co~nsation Free nnocu lar Head Inclined AJ. 30' •

N~piece Ball Be,rting QuadrtJpl~,Nosepi~ce • • • •
WF1OX,WF12.5X • • •

Eyepiece I

WF10X20mm •
MetaUurgic~1 ObJec· as 10X,1.0X,10Qg(S,Oil) • • •

Obje~live
Infinity Meta urgical Objectives 4X,10X.20X(S);40X •
Double aysr Mechanical Stage 242!'172mm

I

1<,,· . . . .. •Moving Range 75 50mm
Stage

Double Layer Mechanical Stage 13S"140mm Moving • • • •Range 70"5Omm
I

Coaxial Coarse &Fifle Focu slrlg Adjustmoo t With
oCllsirlg 1 ·~ck And Pinion Medmnism Fine Focusing Scale • • • •

Value Q~OO2mm

I lumination
Build- in lIluminatioJl,Halcigen Lamp6VI2OW,Power • • • •Supply 220V

Fi er Blue,Green,Yellow • • • •I

Model XY-1 XY- 2 Note

Compensation B'nocu lar Head lnd ined AJ. 45~ , IOomoensaton Tr inoCllIar Head Inclined At45-, •Vil?wingHead -
Interpupi llary Distance 55-75mm, Interpupillary Distance 55-75mm, 1°

Wide Fl€ld WF10Xl18 Eyepiece •Eyepiece
I P16X Eyepiece •
Backw<lrd Quadruple Nosepiece •Nosepiece
Backward Quintuple Nosepiece °
Achromaue Objective 10X>20X,,40X(S), 100X (S, oii) •
ISemi- Plan Achromatic Object ive,jOX, 20X. 40X(S) , 100X (S, 01) 0

Objectives
~adAchrbmat ic Oblactive'10X, 20X, 40X(S) .100X (S, oi ) 0

Infinite Plan Achromatic Object ive 10X, 20X, 40X(S ), 100X (S. Oil) , 0

Stage Double Layers Mecllanical Stage:140X140, Moving Range:75X50 mm •
Coridense r

~. p" .~ _.
Abbe Condoosar NA'"1.25 With Iris Diaphragm And Filters •

Focusill9 System I~ial Coarse ~ Fine Adjuslment, Fine DiVision O.002mm, Moving Range:24mm •
High 8rightness Collector •Collector iKohler Illumina ion With lIis Diaphrag m I0

Illumination
AC220Vh1 0V, 6V2aw, Halogen Lamp, Brightness Adjustable. I·
IAC220Vh10V, Supe r Light LED Lamp, Brightness Adjustable. 0

Fi ters IGreen And Blue Filters ' 0
I

Fluorescent At1achment:

B(8Iue), G{Groon) Exciting Light Fi tar System, 0 Ordinary Light System •Fluorescent llluminalion
U{Ultraviolet).V(Vlolet) Exciting Light Filtar System, 0 Ord inary Ugllt System 0

Illumination 100W Ultra Hi- Voltage Spl1oo~l Mercury Lamp •
Protect 8arrier Barrier To Resist The Ultra VlOlelUght •
Power Supplier POWef"SuppliocAC1101220V, D!gital Display And Timer •
Fluorescent Free,Objective 10X 20X 40X 100X ,.
Optional Parts High Resolution CaMS Digital Camera 5.0MP, 9.OMP WithSoftware 0

Note: • Standard Outfit: 0 Opfiona
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Digital Microscop ter 0 Zoom Microscope

BXTV- 1

n

8XlV- 1A BXTV-18 8XTV-1C

-
8XTV-1D BXlV-1 SZM45 SZM- 45T SZM7045 ST-20 ST- 0 ST-60

Model ST-20 ST-40 ST-60

Model SZM-45 SZM45T XTL-7045

Viewing Head IBinocular Head InclinedAt 450 ITrinoco apHead Indined At 45· Trinocua r Head Indined Al45°

Eyepiece IEyepiece:WF10"20mm

ObjeclJve IO.70X-4.5X Continuous Magnifica iorr- vanable Objectives-..

Maglifica tion 7.0-90X, 3.5X- 180X (AUX~liary Objec tives)

lnte,~upilary Distance 154- 75mm

Visibility Adjuslmoot IDouble Visibi ities Are Ad~stabJe

Working Distance Of
100mm

Objectives

U1uminatiofl IUpsid e: 12V,20W Downside: 12V,20W

Techn ical Parame ters:

Technical Parameters :

Model
Specification

BXTV-1 BXTV-1A BXTV-1B BXTV-1C BXTV-1D BXTV-1EISiding TrinocutarHead IIldiood At 45' • •
ComRens~ltion Free Trinocular Head •Viewing Head Incl ined At 30'

10'LCD I • • •
Nosep iece BallBeating QUadruple Nosepiece • • • • • •
~eoo WF10~~- • • • • • •

Atfiromatic 4X,10X,40X(S)100X(S,0l1) • • I • I ·

Objective
--;--'---- .
Plan Achromatic

Optiona•4X,10X,40X(S)100X(S,Oil)
-- I

I,§ tage
Double Layer Meclianical Stage • • • • • •135·14Omm I I

Abby NAi:25 GOIldenser With is

Con denser Diaphragm &Filler,Rack&Rin ion + ." • • •
Adjustable

llIuminalion
Build- in lJumil1ation,Hal~en • • • • • •lanlJ.6V/2OW ,Powe~Supp ly 9Q-230V

Earn Selin Styrofoa m,To Cartoon
I I

Package • • • • • •
~ For Safe ty I I

Viewing Head
Blnocular Head

Straigh t

BinoclAar Head
IliCrned AI 450

Binocula ( rinocular )

Head Inclined Al45°

Image Sensor 1/3 SON Y CCO Video Ou tput BN C 1.0VP-P.75

Sigr)al System PALINTSC BaCkligll t Compensation OFF/O N

Horizontal:15.625KHz
I

SCGlflning Frequency
Ve rtical;50Hz

Electrooic Shl JUle A UTO IRIS EE
,~

Horizont al Resolution 480 V/520TV Camera Interface OS

Min Illumination
F1.20.5LUX

Balance Auto
0,01 U>5

"; "

73mN85mA Gain Con trol I AutoPower 9 00sumed

48S/N Ratio SOdbAGC Power OC 12V

Eyepiece WF10X WF10*aO

Objective j1X, 2X, 3X , 4X

Maglifica tion I
O.70X- X,3.5X- 180X
(Auxi~iary Objectives )

lnterpupil ary DistaliCe 154- 75mm

Visio ility Adjustment Doub le Visibilities Are Adjustable

Working Distance of
l 8Qmm 100mm

Objectives

Illumination INatural ·gll t IUpside: 12V,20W
Downside: 12V;20W
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B -335 mi a ornatic Microtome BK 225 Manual Micro orne
Features:
• Ergonomical conception of devisa, trouble free operation und r any conditions

• Goo section whenever use by Sta ndard Stee l Knife or Disposob e Blade

• Speci m n clamp positioned at 8 X!Yprecision orientation system

• Hand-wheel system allow the hand-w eel locked at any pos ition

• Speci men block can be changed sasl y and con veniently

• Blade ho der can be "loved in horizontal or v rtical direction

• Disposable blade older and stee l knife holder

• Large waste tray is easy to unload

BK-3358 Sem -automatic microtome is new model. his mod el adopts advanced, modern histopathology

research technology. It has sta ble perter "lance, ergonomic co ncept. Main spare parts are imported fro m

ove rseas. l is model sta nd or advanced techno ogy and new development direction of istopathology research.

BK-3358

Features:
• Advanced d 'ving systems, func tions of sect ion, trimming, fastforward, backwa rd etc

• LCD sc reen shows section and trimming thickness rang I numbers of section and f 'mming

• Exchange betw en s cton and trim ming mode ca n be finished by contra ling systems

• Hand-wheel can be locked at any pos ition to assure user's safety

• Large waste tray is easy to d ean and unload

• Universa cassette clamp and standard speci men clamp; Emerg ncy stop systems

Technical Parameters:
• Sec 'on thickness ran ge: 0 .25 - 601-1 m

0.25 - 1 1.1 m increment 0.251.1 m

1 - 10 1.1 m increment 1 1.1 m
10 - 20 I.lm increment 2 1-1 m

20 - 60 1.1 m increment 5 1-1 m

• Tr imm'ng Thickness rang e:0.25 - 60 1-1 m

• Minimum S tting value: 0 .25 11 m

• Object Feed: 28mm

• Vertical Stroke: 60mm

• Maximum Speci men Size: 50* 50m m

• Precision. ± 5%

• Power Supply: 110/220V±10%, SO/60Hz

• Power.150VA

• External Size:520"*430*330mm

• Net Welght24kg

228

Technical Parameter:
• Sec 'on Thickness Range:O.5 - 60 1-1 m

• Sett ing Value:

0.5 - 2 1.1 m increment 0.5u m

2 - 10 1.1 m increment 11-1 m

10 - 20 1-1 m increment 2 1-1 m

20 - 60 1-1 m increment 5 1-1 m

• rimming hickness Range : 1 - 601-1 m

• Minimum Setting Value:0 .51-1 m

• Pr cis ion Error. ± 5%

• Maximum Specimen Size:60*50mm

• Object Feed : 28, V rtical Stroke: 60mm

Speci m nt Ret rn Range: 0 - 28mm

• Externa l Size: 500"*460*300mm

• Ne We'ght: 23.3kg

BK 2508 Manual Microtom

Technical Parameters:

• S coon hfckness Rang : 1 - 25 1.1 rn .t - 35 1.1 m

• Minimum Set 'ng Value: 1um

• Pr clslon: ± 5%

• Maximum Specimen Size: 6O*40mm

• Low Pro file or High Pro file Disposable blade

• Stee l Kn' e Holder or Oisposab e Blade Ho der

• Externa l Size: 450*320+320mm

• Net We~ht: 19k9

D;,.tributor
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Mi er

Features of Vortex Mixer Techn ical Parameters :
- Touch and con inuous operation

- Specially des igned vacuum suction feet hold to the wo rk surface and prevent the unit from movement

- Aluminium cas base avoids unnecessary "walking

Featu res of Microplate Mixer

- Compact and universal Microplate Mixer suitab e for sma ll vessels and 96 microplate

- Wide range of accessories , easy installation and rep lacement

- Continuous ope ra 'on

- Step ass speed regula 'on of motor

- DC brus 1 6 S S motor bw run ning noise and long service

Model MX-M

SI1aking Move ment Orb ita l

Orbital D" meter 4.5mm

Max. 51 ing Capacity (With
O.5kg

Attachments)

Motor Type
External rotor brushless

motor

rvtotor Input 18W

Motor Output 10W

Speed Range I O- 1500rpm

Speed Display Seae

.Ambient Temp. 5-40'C

Relative HumidOty 80%

Protect ion ype IP21

Consumption 20W

Power Supply 1101220V;!;10% , 5OJ60Hz

Size ( W'O'H) 200'150'8Omm

Weight 3kg

Model MX-S MX-E

Sha ing Movement Orbital

Orb ita l Diameter 4m m 4.8mm

Motor Input SSW 12W

Motor OUlpu t 10W e;w

I

Speed Range 0-2500nnp 3000fpm

S~dDisplay Sca le /

Operation Type ,.t ?fltinuousl Touch ope ration
touch operation

Amb ient ernp, 5-40'C

Relative Humidit y BOOk

Protection ype IP21

Consumpbon 60W

PoWer Supply 1101220V ± '1 0% , SO/60Hz

&ze(W~D'H) j 27~130"160mm 134"'134"71mm

Weight 3 .5kg O.8kgMX-M
with universal top plate and a tube adapter

MX- EMX-S

a lustable speed

MX-M
with ml opiate clamp
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rn
(1 Ceramic er Muffle Furnace ( Ceramic nn Chamb r

•

- - - -

Fea res:

1. lnlQ(Jr"tOO

or st:emess tenrrperatura

Faa res:

. Cold

2. EJec::lJ"Ot'Ik:: t lEmperallure

Technical ara t rs : Tee n cal Parame ers :

Model RF-S1 RF-02 RF-F4 RF-S6 RF-S2 M I Internal Consumption Pt:JWt!r Rated TClflTP. Rising Extemal Temp.
ode Sfze{mm) (KW) Supply(Vl Temp.(l: ) l Emptylm ln) SlZe(mm ) PrecIslan{1; )

1- ,
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(2) Box-resistance Furnace ( Fire Brick Inner Chamber) Chambe I meF rnac

• ......
•

Economic type product

ME-1 0/12 /13 GJ series chamber tuf furn ac e, as

economic product, adopts traditional split type s c reoIts

controller is selected with CD Temp.contro led instrume t t,

more personalized design, easy to instal l and operate,

energy saving.

Model ME2.5-1 012.5-12GJ ME4-1 0/5-12GJ ME8-1 011 0- 12GJ ME4-13GJ

Chamber Size, (mm) 200"120"80 300 200"120 400"2~50*160 250*150*100

Capacity{ ) 2 7.2 16 4

Rated ~mp. (~ ) 1000 1200 1f OO

Temp. Control LCDPID emp.cootrol

Temp.Precisioo('C ) ;1;1

Heating Rate .;; 151:/Min

Heating Element AJudirome heater strip -StraightsWoon carbide rod

Power Supply(V) ISj~e-phase 220 Three-phase 380 Single-ptlasa 220

I

Consumption ( KIN ) 2.5 /5 8110 4

Extema Size(mm) <100*300*400 5 0"400"500 600"500600 500*400*500 I

Features:

1. Cold-rolled steel spraying exte '0 , open- side door enables easy on/off,

2. Medium-temperature furnace adopts enclosed re pot. The spiral e ctrie alloy w' e coil as heating component

coiled on the furnace walls. I is efficient and d rable.

3. High- temperature tubular resistance urnace adopts heat resistan combustion tub and takes elema as

heating component to IX on the fireport ext rior.

4. High- temperature box resista C6 furnace takes elerna as heating component to fix inside the firepol.

Technical Parameters :

Model
Consumption Rated Temp. Power Supply Temp. Rising Internal External Size
(KW) ( 'C) ( V) (Empty'mln) Slze( mm) (mm)

t
595~410*467MB2.5- 10 '2.5 220 .;;60 200·120*80

MB4-10 '(4 220 .;;80~ ,300·200'120 790*500527
1000

380 400 250*160
. -'

MB8-10 8 .;; 90s: 910"600*635

MB12-10 12 380 .;; 100' 500~30020b 1100*720*675

MB2.5- 12 2.5 220 .;; 100' 200·120*80 595*410*464

MB5- 12 5 1200 220 .;; 120 300*200*120 790*500*527

MB10-12 10 380 0;; 120 400250"160 910*600*635

MEL4- 13 4 0-210 0;; 240 1250*150 100
650*510·485

MEL5-13 5 0:-210 .;; 240 250' 150'100

MEL8- 13 8 1~OO 0:-350 .;;350 SOO 278"180 965*570*600. , .,' '.

MST2- 13 2 0:-210 .;; 45 cD .~O 189
450*270*360

MDlf~Q-1 3 2.£j 0:-210 .;; 45 2- $22*1 80

212

Technical Parameters:

Fundamental type product

MF-G series chamber rnuf e furn ace, as fundamental product,

adopts modern integrated structure. Its hearth is made of traditional

fireproofing materials, broad range of applica tion and high cost

performance.

Di,~~ribut"or

:;] . .. .
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MF-T series chamber muffle furnace is made of new type ireproo fng material- --ceramlc b r, fast rate of

Temp.increase, gr at therma l insulation property, energy saving, nvironmental protection, and long service life.

Research-based type product

MR- 12f17TP series chamber electric fumace, as research-based product, adopts modern integrated oub e

layer furnace body st c re, Its hearth is made of new type reproofing material- - -ceram'c lber, fast rate of

temp.increase, grea th rmal insula 'on property, energy saving, environmental protection, and long service life.

Technical Parameters :

Model MR2.5-12TP MR5-12TP MR&-12TP MRS- 12TP MR4-17TP MR8- 17TP

Internal Size(mm) 200 120'80 300*200*120 300'200·200 400300*300 160"150"150 [250'150*150

i
Cppacily(L) 2 72 12 36 3.6 15.6"

I

Chamber Malerial Imported high thermal osnslty ceramic r

Raled em .("C ) 1200 400-1 700

I Temp.Control PLC control system

Temp,Precision('C ) :t1

Hea ing,Rate 601: IMil

Hea ing Element AJud'rome heater stnp U shaped solicon alun:Ml1um bar

ConslIm ption(KW) 2.5 4 4 8 4 8

Exlema SiZe{mm) I590"'390*640 690·S20~660 690*520780 950"720"920 SwO'620*900 590*620~920

II . - .

"
MR-17TP sa 'asMR-12TP series

Technical Parameters :

Model MH6-16TP/GP MH12-16TPfGP MH18-16TPfGP

lntema Size{mm) 1300*150 120 400· 200'1 60 500ir200~180

Capacity(L) 15.4 13 1~,

Rated Temp.('C ) 400t: - 1600

Temp.Conlrol PLC control system

Ternp.Precisioru'C) :t1

Heating Rate IG series...: 10'C/Min~ se~ri~~ ~ 40'C /Min

Power Supply(V) Single-phase 380

Heatillg Element U shaped solicon a um"J1Um bar

Consumption(KW) 8 12 18

External Size(mm) 7.40'1OOO~950 840~1050·9-l0 95~850*700

Technical Parameters:

MH-16TP/GP Series high temperature furnace

Model MF2..5-10Grr MF4-10GTr MF8-10GIT MF12 - 10G MF2 .5-12G MFS-12G MF10 -1 2G

I tamed Size (mm) 2oo'120~80 '300~200+120 400 250'160 500' 300"'200 200<120+80 300~200+120 400*250"160

Capacily( ) 2 7.2 116 30 12 7.2 30
1

Rated Temp.("C ) 1000 11200

[T emp.Cootrol PLC control system

I TElm~. p~cision {:C ) :1

Heating Rale G.senes ~ e.o'C IMin, T series ~ 15'C /Min

Heating Element AJUd'rome heater strip

Power Supply{V) 220 1380 Single- Single- phase 380phase 220

112
1

Coosumpoon(KW) 2 .5 4
1
8 2.5 5 10

1 I

External Size(mm) 5~·4.~20 69°"520'670 ; 810~570"760 :9~O 7oo*§60 1480 400"570 ,.§90"S20*620 730570*720
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Mini Compact Peris a1ti Pump

Features:

l.With 42 stepper motor drive.

2.0 LEDtLED screen disp lay the current motor speed, direction and

working state.

3,Mask keypadrroggle sIMtch and digital knob control operation.

4.ExterT18 control interface.

5.Embedded de sign. small vo lum e, suitable for installing in other

instruments. (only for MPP- EM se ies),

6.304 stainless steel housing, resist corrosion.(only for MPP-SP series)

7.Support RS485 with MODBUS protocol, convenient to connect wlth

PLC.

8,Low power consumption.

Technical Parameters :

M P-EM series

MPP-SP senes

Model MPP- EM1 MPP- SP1 MPP-EM2 MPP- SP2

Drive SP-Min iPllmp

Pumphead MiIliPump 01 MiniPump.o2
Channel 1 2

Tubing 13# 114# 116# 125# 1*1 12'1 12.5"

0.0024-8.28 10.0112- 33.88 :0.0394- 114.31 10.0052- 190.00
-

Flow rate( mlImin) 0.005--15.01 10.01&:54.63 I0.0256-76.84

Flow rat range O.OO24-190mlfmin

Speed range 0.1-3O<Kpm, reversible

Speed precision 0.1rpm----
Aow rate precision O.01ml--
Motor type 42 stepper motor

Display OLED LED OlED ILED

CO trol method Mask keypad Toggle s\Nitch and digital Mask keypad IToggle switch and
knob d'gitatknob

External control 0-5\1. 0-10V,4- 2OrilA;
RS485communica'on Interface, MODBUSprotocol

- -
Oonsumpton <15W

Power supply 24V DC, with poweradapter

Workirlgcondition
Enviunmenttemperature:Q-40t
Ralalivahumanly : < SOOk

Drivesize 110"120·120mm 136"113"108mm 110'120 120mm 136"'113"'08mm.-
Drfvaweight 0.8kg 1.98kg O.8kg 1.98kg

lP rate IP31

...-"'!!!!Iii;;;====~~~=~:;;...:..-.._,..- - .Ch run......,.. iLl . n .;'. . ..-
r- •• ll-"oi I i _.., 1 n ) C c: • ••• c . .. ....
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tandardPeristaltic Pump

Technical Parameters :

Model SPP1 SPP3 SPP6

Drive BK-8 100N BK-BT300N BK- BT600N

Flow rate range O.OOO34-570mLlr'n' O.00034-1330mVmin O.OO034-2280mVm·n

Speed range O.5-15Orpm O;5-350rpm O.5--600rpm

Speed precision O.1rpm,reversi

Display LED

Control method Mask keypad

Start/stop control: TIL level
External control Q--SV, 0-10V, 4- 20mAsi nat

I\S232, RS485communication interface

Power supply
AC110V- 10%, 50Hzi60Hz
AC220V~ 10%,.50 z/OO z

Ortve size 183*131"194mm 183 31-194mm 208"131"194mm

Ortve weight 4.02J<g 4.02kg 4.94kg

Consumption < 45W

Workingcondition
Environment temperalure:O-40'C
Relative h anily: < 80%

Output pressure O.3Mpa

IP rate 1P31

SN15, SN25YZ1515XYZ2515XMC1-MC·t2DG1-DG12·

Technical Parameters :

Features:

1.3.2 ED display e current speed.

2.Maskkeypad control the start/s top, speed and direction.

3.Load shedding memoryfunction.

4.60 test functio n, can set the repeat numbers for simple

( ispensing.

5.The key of full/empty help you to qUickly discharg til e air from tUb'ng

and llthe fiuid.

6.1ndicator display tile external control working mode and dir cton.

7.Support RS232 and RS485, the pump can be connected with PC to

reach dispensing and filling function.

8.Specia l for laboratory use.

Drive Speed Rango Pump Head Tubing Size Flow Rate ( ml/mln)

YZ151~~ 13#,14#,19#,16#,25#,17#,18# 0.035-570
h

YZ2515x 15#,24tr 0.8~35

BT100N O.5-150rpm ID:0.13-3.17rm1,
0.00034-45MC1-MC12

Wa I thickness: 0.8-1.0mm'..- . .-

SN25t15 14#,16#,25# 0.12-375

YZ15,15x 1 ,14#,19. , 1 6#,~5#,1 7# , 18# 0.035-1:"!30

Y'Z2515x 115 ,24 0.85--1015
>-- I

BT300N O.5--350rpm
MC1-MC12

ID:O.13-3.17nvn,
0.00034-45

WaU thi cl<;n~ss: O.8-1.0mm

SN25t15 14#,16#,25# 0.12-875

YZ1515x 1 ,14#,19. ,16#,25#,17#,18# 0.035-2280

YZ2515x 15#,24# 0.85--1740

BT600N O.5-600rpm I
ID:O.13-3.17rm1,

0.00034-45MC1-MC12
Wa I thickness: 0.8-1.9mm..

SN25t15 14#, 1 6# , 2~ 0.12-1500

174 D;'f~ribu~or
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Ba i Peri talti ump

Features:

SN15, SN25YZ1515X Y22S15XMC1-MC12OG1-DG12

Technical Parameters :

Model BPP1 BPP3 BPP6

Flow rate range O.OOO34-570mLlr'n' IO.OOO34-1330mVmin I"O.OO034- 2280mvm·n

Speed precision O.1rpm(1-100rpm range); t rorn ( 100-600rpm range), Reversible.

Display LED

Control method Digimlknoband togg s switch

Start/stop control:TIL level
External control G--SV, 0-10V, 4- 20mAsi nat

RS485 cormmnicatioo interface

Power supply
AC110V ±10%,5OHzI60Hz
AC220V±10%, SOHz/6OHz

Olive size 234-144"140mm 25th8S"149mm 2 - SS·149mm

Olivewe~ght 3.61<9 4.54kg 4.64kg

Consumpbon < 4S#

Environmell t temperature 0- 10'(:

Working condition

Relative humid"y < 80%

Output pressure p.3Mpa

IP rale 1P31

Drive Speed Range Pump Head Tubing Si ze Flow Rate ( ml/mln)

YZ1515x 13#,14#,19#, 16#,2511,17#,18# 0.07-570

YZ2515x 15#,24# 1.7- 435

BT100M 1- 15Orpm IO:O.13-3.17nvn,
MC1-MC12

Wall thicJ.;~.rs; O.8-1.0mm
0.00067-45

SN25/15
.- .

0.24-37514#. 16#,25#

YZ1515x
. '{

0.07-133013#,14 #.19#,16#.25#,17#.18#

YZ2515x 15#;2 4# 1,7-101 5

BT300M 1- 350rpm ID:O.13-3.17nvn,
MC1- MC12

WaI thickness: 0.8-1.0mm
0.00067-45

. -

SN25J15 14 ,16#. 25# 0.24-875

YZ1515x 1 ,14#,19 ,,16#,25#.17#,18# 0.07-2280

Y22515x 15#, .24 1.7- 1740

BT600M 1- 600rpm ID:O.13-S.17mm,
MC1-MC12

WaI thickness: 0.8-1.0mm
0.00067-45

SN25115
I

0.24-159014#,16#,25#

Technical Parameters :

1. Dual CPU contro l, separating the.drive and con tro l, quick

operation speed, stable work and high precise transfer.

2. Acceptab a pump heads: YZ1515x, YZ2515x, SN series, Me
sa ies and DG series.

3. Digital knob control spee . Easy to operate with high contro l

precision, and long- term service life. Ensure high accuracy of

transfer fluid.

4. Hig torque and low power loss, connect many pump heads

In sa 'as or i lstall lu lf chann ' pump head for sa 'sfying the different applica 'on situations.

5, Load-shedding memory function.

7. Choose free external contro l module: D-SV, O":-10V and 4-20 mA. hree signals all can contro l remotely

rotational speed of pump, and also control start and stop of pump by the switch signal.

8. RS485 communication interface with MODBUS protocol reach external control.
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InteIljgentFloR teP ristalti Pum
Technical Parameters :

Model FPP1 FPP3 FPP6

Drive V1
1
V3 ' ve

S~ed range O.1- 150g:m O.l ':'350rpm 0.1- 6OOrpm

Pump llead
YZ YZ MC1 ·SN YZ YZ Mel SN YZ IYZ I ~C1- SN
1515x 2515x - MC12 25115 1515x 2515x -MC12 25/15 1515x 2515x MC12 25115

I I I I I

13#, 13 • 13,.,
I ID:0.13-

14#, 110 :O.13N 14 , 10:0.13- 14#.
13.17mm,

19#,
15#,

3.17mm, 14#, 19 ,
11 "

3.17mm, 14#, 9#,
115#. IWal

114' ,
TUbing size 16#,

24#
Wall 16#, 16#,

24#
Wa l 16#. 1 , 24 Ithickness:

16 ,
25#, thickness: 25# 25#, thickness : 25# 25#,

0.8-
2 .

17 , O.8-1.Omm 17, 0.8- 1.0mm 17 ,
1.0mm

18# 18# 8#

0.024 0.007 10.17
I

O.02J11·0.OO7 10.000067 I0.024Flow rate 0.007 0.17 0.000067 0.000067 0.17
( mVinin) -570 -435 -45 -375 -1330 ,- 1015 - 45 -875 1- 2280 - 1740 -45 j- 1500. i , I

Flow rate range O.OO7':'S70ml/min 0.007-1~OmVm·n 0.007- 2280ml/min
I

Speed prec ision 0.01 rpm

Flow rate
O.01ml

precision

Back suction
0- 360·

angle

Output pressure O.3Mpa

Display 4.3 inch-Industrial grade- rue color LCD screen

Control method Touch screen and mask keypad

0- 5V, 0- 10V, 4-20mA

Extema contro l
Passive switch signal, such as : foot pedal.
Active switch ,signal: fill, 12V, 24V for option.

RS232, RS'185 support MODBUS protocol (RTU mode)

Power supply
AC220Y ~ 10%, 50Hz/60Hz (standard),
AC110V ;t;10%, 50Hz/60Hz (optional)

Drive size 213 152~235mm

Drive weight 5;02kg.,

Consumption <..SOW

Working Environment temperatura: 0-40'C
condition Relati~ humidity: < 80%

IP rate IP31SN15, SN25YZ1515X YZ2515XMC1-MC12DG1-DG12

Features:

1. _.3 inch co lor LCD disp lay, touch sc reen control,

dynam ic display working status, dis play the flow

volume and motor speed in the same scr en.

2.1ntelligent calibration function, it can calibrate the low

rata and dispensingv olume, ensure the flow accu racy,

suitable for high accuracy transferring liquid.

3.0 n- line micro adjus function, it ca n adjust the ...

flow rate during produc tion progress, to avo id the

filling errors because of tubing fat igue and elasticity

decreased.

4.Accurale ang le control technology , to meat high r

precision metering and disp nsing.

5.Fixed volume measurement function: Afte r turn 00

this function, the peristalfc pump will measu re the liquid

volume automatically, . will stop auto rnatkally after the volume reaches the set value. During this process, the

ow rate can be changed . It is suitable for laboratory liquid dosing and chemica l reaction process.

6. ixed time and vo lume function : After turn on this notion, the peristattic pump will transfer preset vo lume

within preset lme. lt IS suitable for liquid dispensing in laboratory and Industrial production.

7. nner start and stop nction: Can set the pump start and stop time freely, reach automa 'on contro .

a.Load-shedding memory func 'on, store the running parameters in 'me, safe and reliable.

9.Fast ftuid-fi lled function, can wash the tubIng and also fill fluid in the tubing.

10.High torque and low power loss, it can load several pump heads or multichannel pump head , meet different

appllcation requests.

11.3 measur men modes: fixed volume measurement, fixed time and volume, imer start and stop.
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Rate PeristaItic ump
Technical Parameters :

Introduction ;

It is the first choice for high lavel industrial sites, large flow rate, high

precision and intell'gent control lq uld transferring,

Features:

t .lrnoorted 4.3 inch - industrial grade - true eotor LCD screen.

2.Serve motor drive, precise control, strong power, low vibration and low

nolse,

3.BIOBASE-V- CIR circuit system, use imported chips, computing speed

fast, reliable performance, working stable.

4.810BASE-V- EMB operation sy stem ) embedded software de sign.

powerful une 'on, "andly interiace , atten 'on to users ' experience.

5, Inte lligent calibration funct ion, can calibrate the fiow rate or dispensing volume. ensure e flow rate accuracy.

Suitable for high prec ision transfeni ng Hqu·d.

6. Fixed volume measure ment function:.the pump will measure the liquid volume automatically, it wi ll stop

automatically after the vo urne reach th set va lue. Du 'ng the process, you can change e flow rate freely. It 5

suitable for laboratory liquid dosing and chemical reac 'on process.

7. Fixed time and volume: the pump INiIi transfer ed volume within set time. It Is suitable for liquid dispensing In

laboratory and industrial prod coon.

8. mer start and stop function: Can set the pump start and stop time freely, reach automation control.

9.0 nl ne micro adjusting func 'on: Du 'ng the produc 'on process, if the tubes fatigu or abrasion, you can use the

online micro adjusting nction to adjust th flow rate witho t stop the pump.

10. Uniqu accurate angl contro l technology, achieve higll accuracy dispensing and dosing.

tt .Fast dling unction, not only can be used for INashing the tubing, but also can filll'quid to lhe ubing fast.

12A utomatic temperature control system, reducing the fan noise effectively.

13.Power down memo y ne 'on, store the running parameters in tim ,safe and rel"able.

14. Strong anti- jamming feature, wide voltage design, suitable for comp x power supply environment.

15.Circuit board spray with three paint, ant i- dust, anti-moisture, anti-static. resist corros ion.

16. 304 stainless steel housing, comply with pharmaceu 'cal GMP ce . lcate requirement.

17.DZ25-3L, DZ25- 6L and VZ35 pump ead, aluminum alloy materia l, 304 stainless steel rollers , strong rigidity ,

high accuracy. reliable performance, exce llent quality.

Model IFPP3 IFPP6 IFPP12

Drive V6- 3 V6- 6L V6-12L

Pump head DZ25-3L DZ25-6 YZ35

I Tubing 15# 24 1 35# 136# 15# 24# 135 36fI 73. 82#
-~

Flow rate (nWmin)
0.211- 0.385- 0.508- 0.6- 0.3- 0.55- 0.8- 1.0- 1.23- 2.0-
00 1800 3000 3600 1800 3300 4800 6000 7400 12000

.
0.211- 3600mVmi"l "Flow rate range 0.3-600Oml/min 1.23- 12000mVmin

Spoo9 range
I ,
0.1-600 rpm, reversible

Speed precision 0.01 rpm

Flow rate precision IO.01ml

Accuracy < - 0.5%

Back suction angle 0-360"

Output pressure O.3Mpa

Control method Touch screen and mask keypad

Extema control 0- 5V, G-10V, 4- 20mA
I

External control startlslqp and Passive switch signal, such as :foot pedal switdl
dl-action Actrvaswildl siglial: 5V,12Vi 24V or option.

Communication interface RS232, RS4?,5 support MODBUS protocol (RTUmode)

Output interface Outputmolor working status (Open- Collector output)
I

PoWer supply
AC22OV :i: 10%, 5OHz/60 z (s tandard);
AC110V 10.%,50Hz/60Hz ( tiO(ial)

I

Drivesize 223*152*~9Omm 283+192*218mm 302....22~+27"'5mm

Drive weight 5.05kg 7.85kg 13.14kg

Consumption <SOW < 180W < 300W

Workingcondition
Environment l~peralure: O-~'lO"C ,
Relative hUll)idity: < 80%

IP rate IP31
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Di pensing P ris alti Pump
Techn ical Parameters :

Model DPP1 DPP3 DPP6

Olive F1 F3 IF

~
---

~EJ
I

Pump head
YZ YZ \MC1- SN YZ YZ MC1- SN YZ YZ

MC1-MC12
SN

r1515x 2515x MC12 25/15 1515x 2515x MC12 25/15 1515x 2515x 25115

I

IID:0.13-
13 , 13 ,

13 ,14#, ~:7mm, 14#.
14#, 10:0.13- 14 , ID:0.1~

19 ,16#, 15#,
19 .

15#,
.3.17mm, 14 , 19 ,

1 .,
' 3.17mm, 14#,

I Tubing size
25#,17 , .24# I h' kn 116#, 16#,

2i1 #
Wall 16 , 1 ,

24#
Wal 16#.

I IC ass: 25# 2 thickness: 25# '25" , thickness: 25#
18# 0.8- I

1.Omm
17#, 0.8-1.Omm 17. , 0.8-1.0mm
18 18.

- .
Flow rate ( 0.07 1.7 0.00067 0.24- 0.07- 1.7- 0.00067 0.24 0.07- 1.7- 0.00067 0.2
mVrnin) -570 - 435 -45 375 1330 1015 -45 - 875 2280 1740 - 45 -1500

Flow rate
IQ·OOO67- 570ml'min i0.00067-133Oml/min 0,OOO67-2280mllmin

range

Spood range 1-15Ofpm 11- 350rpm j-600rpm

Speed
O.1rpm,reversible

precision

Display 4.3 inch LCDscreen
0;

Control
Touch screenand maskkeypad

method

Extema
,StartJstop,dirac 'oncontrol: Switch stgnaf ( SV, 12V, 24V)

control

Power supply
AC110V:t10%, 5OHZ/60Hz
AC220V±10%, 50HVSOHz

Olive size 21 3~152'235mm

Olive weight 520Xg

Consumption < SOW

Working IEnvironment temperature: 0-40'(:
condmon Relative humidity; < 80%

Output
O.3Mpa

pressure

IP rate IP31SN15, SN25YZ1515XYZ2515XMC1-MC12DG1- 0G12

Introduction:

It is suitable for non-pollution and high prec tslon

I"quid dispensing. The filling accuracy is 0.5%- 1%.

Features:

1. Impo rted 4.3 lnch - industrial grade- true co lor

LCD screen. Dynamic display dispensing status. e

disp nsing vo lume, d ispensing time, pa use time ,

copy numbers and sys tem setting also displayed in

the same screen.

2.Accurate angle control echnolonv, high prec ision

ling.

3.lnte llige n ca librat ion not ion, it will ca librate the

filling vo lume befor prod uction to ensure the fi lling

accuracy, nelp you to improve a Working efficiency.

4.The online calibration and online micro adlus "ng function, to make you convenient to ca librate or micro adjust

the filling unit during th proouc 'on progress. It can avoid the Il1ing errors because of tubing fa 'gua and elasticity

decreased.

5. Rea l- t ime manito 'ng, dynamic display the results of 18 monltori19 . With alarm func 'on, ensure the safety in

production.

6. The filling system can store 60 common tling modes, save users setting 'me, and improve work ing efficiency.

7. Back suc 'on angle (0-360° ) setting avoid liquid drop off when the pump stop working.

8.The pump can connect with foot switch to control e start /stop. It can be also controlled by the host compu ter

when working in Iling line or receive stop signal when miss ing bott les.

9. Automatic temperature control system, reducing te fan noise effectively.

10. Pow r down memory function, store the running parameters automat cally.

11 .Fast filling liquid function can be used for was hing tubing, also can fast fill liquid into th tubing.

12.Strong anti- jamming feature, wide voltage design, suitab for complex power supp ly envronrnen .
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Ind L rial Di pensing Peristal ic Pum

Introduction:

his pump suitab le for large flow vo lume, high efficiency and 1igh acc uracy

Iling. Such as: filling 500m l, the efficiency is 15 bot es per min a. Acc uracy

is ± O.5% .

Features:

1.lmported 4.3 inch - industrial g raeJe - true color LCD screen, c lea r

picture qual" y, rnor guara rtee quality . Dynamk: display dispensing status,

dispensing volume, dispensing lime, pause time, copy numbers and sys tem

setting in 1e same screen.

2;Serve motor drive , precise control, st rong power, low vibra 'on and low noise .

3.BIOBAS - F- CIR circu it syste m, use import ed chips, computing speed fast , re liable performance, working

stable.

4.BIOBASE-F-EMB operation system with unique accurate angle control techn ology, achieve high accuracy

dispensing and dos ing.

Intelligent calibra tion function, can calibra te the ow ra te or dispensing vo lume, ens ure the fiow rate accuracy.

Suitab le for high precision liquid Iling .

6. Online micro adjust ing function. During 16 production process, if he tubes fatigue or abrasion, you can use

the online micro adjusting function to adjust th flow rate witho t stop the pump.

7. The pump can store 60 common filling modes , save us rs setti ng 'me.

8. Back suction angle setting, avo id liquid drop off wnen the pump stop wo rking.

9. xtemal control start/stop motion, it can connect V'1ith foot ped switch. The pump also can contra ed by the

hos comp ut r whe n working in filling line.

10 Automafc temperat re contro system, reducing the fan noise effect ively.

11. Power down memory notion, stor the running parameters in tim, saf and reliable.

12. Fast lIing function, no only can be used for vvashing bing, but also can fill liquid to the tubing fast

13 . Stroog anti - jam n ing feature, wioe voltage eJesign, sui tab le for complex power supply env ironment.

14. Circuit board spray Witll three paint, anti-dust, an - moisture, ant i-static , resist corros ion.

15. 304 stainless steel housilll;l, comply with pharmaceutia31GMP certificate requirement. Meantime, use seamless

\'lJ'elding technology, avo id accidenta l spilled liquid on ths hou sing in ltrate inside , to protect the inside circuit

board.

16. DZ25-3L, DZ25-EL and YZ35 pump head, aluminum alloy materia l, 304 stainless stea l rollers, strong rigidity ,

high accuracy, reliable performance, excellent quality.

Technical Parameters :

Model IOPP3 IOPP6 IDPP12
,

I
Drive F6-3 F6-6L F6-12.L

Pump head OZ25-3L DZ25-6L YZ35

[Tubing
I

173#15# 1 ~4 35# 3 15 24# 35# 36# 82#

Flow rate (murnin)
2.11- 3.85- 5.08- 6- 3- 55- 8- 10- 12.3- 20-
900 1800 3000 3600 1800 3300 4800 6000 7400 12000

Flow range 2.11-3600mVmin 3.0-0000mllm·n 12.3-12000mVmin

Speed range
I
1~ rpm, reversible.

SQ43ed precision O.OO1rpm
. ~, '""

Dispensing flow rate range O.1-9999.99ml

Flow rate precision , 0.01ml

Dispensilg ti~ 0.5-9~99.99 s

Pause "me 0.5-9999,99 s

I Tirne lJ(acision 0.01 s

Copy numtien; 1-9999, ameans unlimited cyde.
I "

Back.~uction angle 0-360·

Accura cy ±0.5%

Control method TOLX;ll scree n and mask keypad

I

Ex temal control
Pass ive switdl signal. such as : foot pedal swi tch
Active switch signal: SV, 12V, 24V or option.

Comm unication interface RS232, RS485. Support MODBUS communicaliorl protocol.

Output interface : Outpu motor working status CP pen - Coi leclor output)

Outpllt pressure , 0.3Mpa

Power supply
AC220V ;t 10%, 50 zJ60 z (standard);

AC110V 10%. 50Hz/60Hz (optional)

I -
1302' 223*275mmOlive size 223io152*2OOmm 283 92"21&nm

I

Drive weight 5.05kg 7.85kg 13.14kg
I I

Consumption <SOW <180W < 300W
I

Working con diJio.!) Environment tem~ature: 0-40'C ; Re!ative h lmidity: < ~%

lP rale 1';"31
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Po ket PH Tester

Featu res Techn ical Parameters :

Appl ication

S series testers are equipped with a standard pH electrode (Circular glass bulb)

used to measure t e pH of non-VISCOUS, non- high temperature liquids, e.q., tap

water, drinking water, rainwater, etc.

series testers are equipped with a at surface pH electrode used to measure the pH of semisolid substances ,

e.g., fruits, bread, creams, etc.

series teste rs are equipped with a long- reach pH electrode used to measure the liquids In the test tube.

PH40 tester is equipped \Nith a standard 8NC connector, wh'ch can use any pH electrode with 8NC prug.

Model PHfOS/F/L PH20SrF/L PH30S/F/L PH40

I

pH Range IO.O- 14.0pH 1- 1.00- 15.00pH - 1.00-15.00p - 1.00-15.00pH
I

pH Accuracy ;l;0.1p O.01pH ± O.01pH O.01pH

I
Ternperature Ra[lge 1- - - - I--- O.O- 69·0i:,32- ---

140· F

Temp. AcCUffiFY 1- - - I--- ± 1"C ---

Calibration Points 2 points Up 0 3 points

pH Buffer Groups
USA (pH4.01, 7.00,

USA (pH4.01, 7.00, 10.01 ) , NIST (pH4.01. 6.86, 9.18)
10.01 )

Temp. Compensation --- a-Sot .32- 140· F. .AJ.ltomatic rH OO'C,32-212F,Man lal

I

Senso r ypa
Slandard pH elec ode: Rat s ace pH electrode: Long- reach pH

BNCconnecorIelect rode, 6-pinc9hnector

I

Power Requirement
3* 1 .5V~3N

2"1.5V -MA' BatteriesIBatteries

Auto-Off A er 8 minutes from last key press

O' ensions 185( ) 40 ( Oia.}mm

Net Weight 100grams II

laD

=

Meter Includes:

• Standard pH Buffers IpH .01,7.00,10.01 1, Batte ies and Carrying Case

• PH40 tester include a model E201- BNC standard pH electrode.

1. Multi-point push- button calibration with auto-buffer recognition

(Up to 3 points).

2. Selectable pH buffer standards . USA a NIS I and temperature

units I'e or 'f).

3. Automatic empera re Compensa 'on provides highly accurate

measurements over the en . e pH range.

4. Ho d motion freezes the current displayed value for easy viewing

and recording.

5. Auto power off fea ure help you effective- conserve battery life.

6. Setup menu let user to customize the pH buffe r standards,

ca libra t ion pain ts and em perature units to mee t persona l

preferences.

7. Replaceabl electrode reduce maintenance and replacement

costs.

8. Waterproof feature to ensu re co mplete protection in harsh

environments.

112
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PH220/PH221 Portabl pHlmVI
Technical Parameters :

•

__ .. t

- "
. '. , -

Features:

1. During pH mode, multipoint push- button calibrafon with auto- buffer recogn itioo.

2. Selectable pH buffer standard IUSA, DIN, NIST Of User-defined.

3. Automatically calculate and display electrode s ope after calibration.

4. Calibra 'on due reminder prompts you to calibrate the meter regul8J1y.

5. Du 'ng DRP mode, 1 point offset calibration allows user adjust displayed value to known standard.

6. Absolute or Relative mV measurement provide accurate DRP measured value.

7. Automa ic Temperature Compensation ensures highly accurate rneas rement over the entire pH range.

8. Automatic endpoint func 'on rsezes the stable measured values for easy readinfj

and recording data.

9. To help message as operational guide to help you understand how to use meter.

10. Setup me nu lets user to customize pH buffer standards , ca libra tion po ints, stabi lity co nd iti ons of

measurement, resolution, temperature units, dateltime to mee personal pr ferenees.

11 . Expanded memory stores and recalls up to 500 readings.

12. Built- in real- time clock stamps stored data to meets G P standards.

13. Stored data can be transferred into personal comp uter via USB communication Interface.

Model PH220 PH221

oH Range - 2.0Q--16.00pH - 2.0Q0-20.00OpH

pH Accuracy ± O.01 pH ± O.OO2pH

mY Range - 1999- 1999mV - 1999.9- 1999.9mV

mV Accuracy ±1mV ;to.2mV

le a oration Points 2 points Up to 5 points

USA(pH1.6814.01n.00f10.01/ 2.45), !'lIST
Calibration Solutions USA (pH4.01, 7.00, 10.01) (pH1.6814.01/6.8619.18112.45), DIN

(pH1.09/4.65J6.7919.23I12.75)

I Tempe. Range 0-1<Xr C, 32-212" r- 0-10~ C,32-22 " F

Temp. Accuracy ±1° C ;to.S" C, ;1;0.9° F

Temp. Ca ibmtion Manua l

Temp. Compensation
0- 100" C. 32-212° F, Automatic or

0-100" C.32-212° F, Automatic or Manua l
Manuel

Hold Function Manua l Manua l or Automatic

Memory and output
50 da~ setswith Dateflime stampi"lg, USB 500 data sets with DatetTime stamping, USB

Communication InterlaC9 Communication Interlace

Connector BNC

Power Raqu'rellloots 1""9V/SOOmABattery 3·1.5\1 HM" Batteries

"
BattocyUfe .Approximately 150 hours

O' ensions 185(LJ·88(W)·32(H)lllm 170(L)"85(WN O(H)mm
", '

Net Weight 300g
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PH90PH320 Portable pHlORPlIon/oC/oF M ter

Features:

1. Automatic endpoint funct ion freezes the stable measured values for easy

reading and recording data.

2. Calibration due remind r prompts you to calibrate the meter r gularly.

3. Manual temperature calora 'on provide accurate temp rature valu .

4. Setup menu lets user customizes buffer standards, calibratio n points, stability

conditions, reso U 'on, measurement units, date am tima to meet measuremen

requirements.

5. Reset tunc 'on can resume all settings to factory default values.

6. Expanded memory stores an recalls up to 500 reaeings.

7. Built-In rea l- 'me clock stamp s stored data to meet GLP standards.

8. Stored data can be transferred into computer via USB communicat ion interface .

Technical Parameters :

Model PH320

pH Range -2.00o--20.000pH
~

:to.Og2PH~Accuraw

Reso lution 0.001, (W i, O.1pH, &llectable

~~rat ioll Points I Up 10"5 points

8 a ibrat ioll Soflitioos
IUSA(pl-l1.6814.01n .OOI10.01t12.45' , NIST{pH1.6814,0116.86i9.18112.4q), DIN(
pH1.09/4.6516.79/9.23/12.75)

Ion Concentration Range
0,001":19999Wm, mg/L ormollL (Depelrrg on measUl"ing range of IonSelective

8 ectrode)
!------

;to.5% Full Sca le (Monov alent) , :1% Fl lli Sca le (Divalent)Ion Concentration Accuracy

8alibration Points 2 to 5 JXi!nts

CalibrationS OllitiooS 0.001,0.01. 0 .1. 1. 10, 100, 1000. 10000ppm, mo liL, mgfL

mVRange - 1~99.9-1999.9mV

mV Accu racy ;to.2mV

ResOlution 0.1, 1mV, Seloclab e

!Temp, Range 0-105~ C~32-221~ F

Temp , Accuracy ;tOS C, ;1; 0.9& F
~, Calibration Manual

!Tenlp, Ckin~Pensation 0-100· '; C1 ~2-21 2& F, Automatic or M]lnulJ

Auto-Off Manual or Automalic (i0, 20, 30 minutes after Iasll<ey press ed, Selectable)

HOld Function Manu'al or Autorri~lic

Stability Conditions Low or High, Selectable

Calibration due reminder oto 30 days

8e€et Funct ion
- Yes

Memory 500 data sets with Dalemma stamping

Output USB Communication Interface .

Connector BNC

Power Requlremoots 3·1.9\' "M" Batlooes

Battery Life Approximately 150 Im Ll"s

Dimen siollS 170{L)~86(W)·30(H)mm

Net Waight 300g

Porable M l "j paramet r Wa er Q alit Met r

pH Mode:

Up to 5 points push-button calibrat ion wit auto- buffer recognition.

Selectab le pH buffer standards, resolution and temperature units.

Automatically ca lculates and disp ays electrode slope hat helps you

d cide whether to replace pH electrode.

ORP Mode:

Single ooin offset ca libra 'on allows user adjust displayed va ue to a known standard.

A solute or Rala ive mV meas urements provide accura e readings.

Ion Mode :

Standard BNC connector can connec many Ion Selective Elec rode.

2 to 5 points push-button calibration from low to high concentrat io ...s.

Selectab le multiple concentrat'on units, including ppm, mgl , 1ll0V •

Direct readout ion concantra 'on simpI' las measurement process,

mV measurement allows user to ct...eck perf ormance of ion e ec rode.

ConductivitylTDS/Salinity Mode :

Up to 5- point push- button calibra 'on allows user to usa customized calibr ion solutions .

Adjustable OS fac tors, cell cons tan s, temperature"coeffic ients and norrnalization temp ratur .

Selectab le Inear or p r water compensa 'on modes.

In salinity measureme nt mo as, selectable practical salinity (PSU) a seawater meas r rnent standard (opt).

• Dissolved Oxygen Mode:

1 or 2 poi ...ts auto-calibra 'on (100% in saturated air or air- saturated water, 0% in zero oxygen solu ion).

Manual salinity and barometric pressure compensa ion.

Selectable readout in ppm, mgll or percentage saturation.

Technical Parameters :

Model PH900P

pH Range 1- 2.000- 20.000pH

pH Accuracy I;l;O.OO?pH

Resol~lion 0.001,0.01 , O.1pH. selectab,le

Calibration Points Up to 5 points

Ca~bration Solutions
USA(pH1.68/4.0117.00tlO,01I12.45), NIST(pH1.68/4 .0116.8619.18/12.45), DIN(

pH1.091 .6516.7 19:23t12.75)

Ion Concentration Range O.001-19999ppm, mglL, lllollL(Depending on measlJ'fing range d 100 Selective Electrode)

Ion Concentra tion Accuracy ±0.5% Full Sca le (Monovalent), ±1% Full Sca le (Divalent)

Cplibral ion Points 2 to 5 points

lf a oration SOlutiqns 10.0,91 , 0 .01,,0 .1, 1, 10, 100, 1000 , 10000ppm , mo llL , mglL
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Model PH210

pH Range 1- 1.oo- 1S.0OpH

pH Accuracy ± O.01pH

mVRanga 1 -1000-10~OmV

mY Accuracy - 1mV

Ca~bration Points 11, 2 or 3 JX)ints

",,"-'Yo:. ' :e. I .
1ST (pH .01, 6.86, 9.18)CalibratlonSo lutions USA (pH .01, 7.00, 10.01) or

Temp. Range 10-105& C,32- 221° F

[Temp. .Accuracy ± 1& C

Temp. Calibra tion IManual

Temp. Compensation j 0:--100& C,32-212· F, Automatic or Mam a l

Auto -Off Manual or Au lomatic (180 minutes a er las t Key pressed)
.'

Hold unction I Manual or Aulomati,p

Reset Function I ye..~

Connector BNC

LCD Display Custom qlai- Display LCD (135 15mm)

PoWer Requiremen ts , DC V, usl rig P'f adapters, 220VAC/50Hz

Dimens~ 210(L)"205(W) "'75(H)mm

I Ne t We!9~1t 1.2kg

i anuel

•

et r

Technical Parameters :

Features :

PH2

1. Large backlit CD display shows mode indicators and he p messages.

2. Up to 3 points push-button calibration with auto- b 'ar recognition.

3. Selectable pH b er standards and temperature uni s.

. Automatically calculates and displays electrode slope after calibra ion.

5. Automatic Temperature Compensa tion (A C) ensures highly accura te

measurements over the entire pH range.

6. Automatic endpoint function freezes tha stable meas ured values for easy

r ading and recording data.

7. Manual temp ralure calibration provides accurate tempera rs value.

8. Help message as a op rational guide to e p you understand how to use met r.

9. Setup menu et user customize buffer standards, calibration polnts, rnp rature units, au omatic or

hold function, auto-off feature to meet personal praf rences.

10. Reset func 'on can resu e all settings to factory default values.

mV Range
' . ' :;;" '~

- 1999 .Q~1999.9mV

mVAccuracx ± O.2mV

Resolution 0.1, 1mV, selectable
~,

~lductiv i ly Range ~20mS/cm' ( Ma~200IllSlcm)

CooduCtMty Accuracy ± 0.5% Full Scale

calibration Points Up' to 5 points

ct:!libration Solutions 10uS/cm , 8411SlCl11,1413uSlcm.12.88mS.Lpm, 111.8mSJcrn

TDS Range 0:--1Oppt (Max. 20ppl, Depending on factO( setting)

IDS Accu racy ±1% Full Sca le

TDS Factor O. - 1.0l!?efault 0.5)

Salinity Rang~, 0-1Opp t (Max.~Op~t)

Sal" lty Accuracy ;I: 1% Full Scale

Sal' ity Measu re ment Modes Practical Sa hlity (PSU) or Seawater MeasuremenL$ tandard (ppt)

Res istivity Range 0-100Nl·Q

Res is tivity Accuracy ±1% Fu I Sca le

Resolution 0~001 , 0.01, 0.1, 1, Au toma 'c

Temp. Coefficient 0.0-10.0% per • C

Compensation Modes L:inearor Pure Water

Cell COf1st~nt K"'O.1, 1, 10, Sele<;~?b e
- " " "

Norm alization Tempera lure zoe C or,2S· C

Dissolved Oxygen Range 0.00- 20.00mglL or ppm

Res:olution 0.01. 0.1mgJl, ,Selectable,

Disso lved Oxygen AtCu~c,/ ± Q.2mg1L (ca~br~tiOll and~,sureme!1.t unde~ t~,concl i t ions of same temperature)

% Saturat ion of Oxygen 0.0- 200.0%-
± :2:0%Accuracy

salillitY CorrectiO(l 0- 50g/L

Pra.~sllce Correc li<;ln 6O.0-112.5KPa, 4~-850mmHg

Temp. Range 0-105& C,32-221& F

Ten . Accuracy ± 0.5& C! :t 0;9· F
f---

Temp. Calibration Man ual

Temp. Cornpensatlon 0-100· C, 32-212~ F, AuJpmatic Of Manual; 99 Mbfle: o-~50· C,32- 122" F, Al}Jo~\'l lic

Aula- Off Manual or Au toma tic (10, 20,30 minutes after last key pres sed, Selec lable)

Hold Functioo Manual or Automatic

Stability cdh ditions L6wor High, Selectable

Calibrati,9n due rem inder Ot0 3O days

Reset Function Yes

Memory and Outpu t 500 data sets with Datemme staJn,'Ji11g , USB Communication interface

CofIllector BNC and 6- pin cqrJnac lor

Power Bequirements 3"1.5V ~AA" Batteries

BaHery 'fe Approximately 150 hours

Dimensions 170(L)"'85(W)"'3O{H)mm
' J ,Soogt!etWeight
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H9201PH930 PrecisionpH/ORP/Ion/oC/oF Me er

Features :

1. During t 1e pH mode, Up to 5 points push- button ca lora 'on with auto-buffer recog nition.

2. Selectable pH buff r standards and temperature units.

3. Automatically calculate and display lectrode stope after calibration

4. During ORP mode, Single point offset calibration allows user adjust displayed value to a nown standard.

5. Absolute or Relativ millivolt (R.mV) measuremen prov ide accurat ORP readings.

6. During th ion mode, 2to 5 points push-b tton calibration from low to 11igh conc sntra ions,

7. Selectable multiple concentration units, including ppm, mgtL and moV .

8. Direct readout Ion concentration simplifies the elabora e measur ment proc ss.

9. Automatic empera r Compensatio1l (ATC) ensures highly accurate measurements ov r the ent ire range.

10. Automatic endpoint function fr ezes 1e stable measured values for easy reading and recording data.

11.Calibration due reminder prompts you to calibrate the meter regu!.at1y.

Techn ical Parameters :

Model PH920 PH930

pH Range - 2.000-Z0.000pH

IpH Accuracy ±O.OO2pH

ResoMioll 0.001,0.01, 0.1pH, selectable

mVRange - 1999.9- 1999.;9mV 1

Ion Concen tration Range /
0.001- 9999ppm, mglL, mol/l (Deper1dingon
measuring range of Ion Selective Electrode)

Ion Concen tration Accuracy I
± 0.5% Ful Sea e (Monovalent), ±1% Full
Scale (Div ent)

mV Accu racy ± O;2mV /

Calibration Points I Up to 5 poi ts 2t05po' ts

USA(pH1.68J4.01n.00/10.01/12.45), Nl

Cplibration Solutions ST(pH1.6814.0116.8619.18112.45), Dl ( 0.001,0.01,0.1, 1, 10, 1oo, 1000, 10000ppm
pHi .09/4.6516.79/9.23112.75)

Temp. Range 0-105· C, 32':'221· F

Temp. Accuracy ± OS C, ±O.9" F

ITemp. q~ lbratlon
I
Manua l

ITemp. Compensalion 10- 100. C,32-212· • Automatic or Manua l i Manual

Auto- Off
Manua l or Automalic (10, 20, 30 minutes

0-100- C,32-212· r, Automatic or Manual
after last key presse d, Select~ble)

Stabi l~ C9' fions Low or High, Sele~lable

0: ,"-"
• co

CalibratIon due reminder oto 30 days

Rese t Func' n Yes

Memory and Outpu t 5 Oda lasets with Dateffime stamping, and USB Communication Inte ace

Connector
I
Connector

LCD Di~play Custom dual-display CD (130*110mm)

PoWer Requirements · DC5V, using AC a(Japters,"220VAC/SOHz
.- .,

Dimensiorls~ 210( )*188(W)*6O{H}mm

Net Weight 1.2kg
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Model PH900

pH R"ange -2.000-20.000pH

pH Accuracy ± 0.OO2pH

Resolulion 0.001, 0.01, 0.1pH, Selectable

Cajibrc1ti6n POints Up to 5 points

Cal ibration Solut iofls
USA(pH .6814.0117.00110.01/12.45); N1ST(pH1;6814.01l6 .8619.18112.45), DIN(
pH1.09t4 .6516.79/9.23/12.75)

Ion ConoontratiOn Rclnge O.O"Q1-1"9999ppm, mgJL,moIIL (Depend ing on measuring range of Ion Selective Electrode)

lon Conoon tration Accuracy ± 0.5% FullSca le (Monovalent), ±1% Full Scale (Divalent)

Cajibrc1ti6n POints 2 to 5 po ints

Cal ibration Solut iofls 0.001, 0.01, 0.1,1, 10, 100,1000, 10000ppm, mol/L, mgfl..

mVRange -1999.~~1999.9mV

Standard 8NC connector can connect many 100 Selective Electrode.

2 to 5 points push-button calibrat ion from low to high concentrations.

Se lectable multiple concentration units, Including ppm, mglL , malll .

Dir ct readout ion concentration simplifies measureme t process.

mV meas urement allows user to check performance of ion electrode.

ConductivitylTDS/Salinity Mode:

u p to 5-fXlinl push-button calibration allows user to use customized calibrat ion solutions.

Adjustable TDS factors , cell constants, temperature coe icients and normalization temperature.

Selectab le rnaar or pure water compensation modes.

In salinity rneasi rement l odes, selectable prac 'cal salinity (PSU) or seawater measurement standard (ppt).

• Disso lved Oxygen Mode:

1 or 2 points auto-calibra 'on (100% in saturated air or air-saturated water, 0% in zero oxygen solution).

Manual salinity and barom trio pressure compensa ion,

Selectable readou n ppm, mgIL or percentage satur tion,

mV Accuracy ±0.2mV

ResoM ioll fl.O.1, 1mV, Se ecla a

Conductivity Range o-20mSlcm (Max.200mS/cm)

Conductivity Accura cy ±0.5%.FuIiScil1e-

Calibration Points Up to 5 points
J

Calibration Solutions 10uSlcm, 84uS/cm, 1413uS/cm. 12.88mS/cm, 111.8mS/cm

TDS Range G-10ppt (Max. 2Oppt, Depe ng on fac tor..-se Uing)

TDS Ag;uracy ± 1% ull Scale

.TDS Fac tor " 0.1- 1.0 (Default 0 .5)

Swalinity Range D-10ppt (Max.8Oppt)

Sa inity Accu racy ~1% ull Scale

Salinity Measuremoo t Modes Practical Salinity (PSU) or Seawater Measurement Standard (pot)

Resistivity !iange flO-100M 0

Resistivity Accuracy ± 1% ull Scale

Resol~tion 0.001,0.01,0.1, 1, Automatic

Temperat re Coeffi cient 0.0-'10.0% per ° C
-

Compensation Modes "Unear or Pure Water

Cel Constant "'"" .K- O.1, 1, 10, Selectable

INorma lization Temperature ""20° C or 25· C

Dissolved p xygen Range 0.OQ-20.00mgIL or ppm

Resolution 0.01, O.1mglL, Selectable

Dissolved Oxygen A CCL acy ;to.2mgil (Calibration and measurement u lder the cond itions of same temperatura)

% Salu raOOn of Oxyg en 0.o-200.00k

Accuracy ±iootll

Salinity C<prrection o-SOgIL

PresStJraCorTe.8i~ qo.o-112.5kPa, 450- 85OmmHg

Temp. Range 0-105· C,32-221 · F

Temp. Accuracy ;tOS C, ;to.go F

Temp. Ca ibrat ion Manu

Temp. Compensation bo-100• .C, 32--212° F, Aut omatic or Manual; DO MQde: 0- 50° C, 32- 122° F, Automa tic

Auto-Off ~rlUal or Automatic (10, 20, 30 minutes afte r last key pressed, Selectable)

~_unction Mallualor Automat ic

Stability Conditions Low or High, Selactabia

Calibration due rerninoer Oto30days

Reset"Fooctio n Yes

I MemBry nd q~tlJ(.il 590 data sets witll Date m e stampi;fg, USB Commur lcation Interface

Connector BNC and 6-pin connec tor

Power Requirements DC5V, using AC adapters , 220VACI50Hz-- ---
LCD Display Gustom dual-display LCD (130"11Omm)

Dime nsiorls :iiO(L)" 88(W)*60(H)mm

Net Weight 1.2kg

r:
\

-

H9 0 Multi pa am ter Wat r Quality ter

Sing e point 0 set calibration allows user adjusl displayec"!

va us to a known standard.

Abso ute or Relative mV measurements provid accurate readings

• Ion Mode:

• p Mode:
Up to 5 points push-b tton calibration with auto- b Sf recognition.

Selectable pH buff r standards, resolution and temperature units.

Automatically calculates and displays electrode slop that help

you decide wh ther to replace pH electrode.

ORP Mode:

Technical Parameters :
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TopP U Me hanieal Pipette Mi r Pet lu Autocla able ip t

Features for TopPette

• Lig 1t-weight, comfortable, ergonomic design, easy to press

• O'gital display

• Volume range from 0.11-11to 50001-11

• Easy to calibrate and maintain

Features for Multi-channel Pipette

. 8 and 12 charm I pipettes are avai lable for standard 96-well plate

. Oispensing ead rotates ensure op 'mum plperting convenience

• Individual pistonttip cone assemblies allow easy repair and maintenance

• Compound materia l tip cone design allows visua l sea l ve 'fica 'on

• Can be used wi 1 universal style pipette tips

Fully Autoclavable

he MicroPette plus pipettes can b fully autoclaved and wit ts tood steam ste Iizes at 121"C, 1 atm or 20 minutes.

The pipettes can be autoclaved w' hout special preparation. A er autoclaving the pipette must e coo ad down

and eft to dry over 12 hours,

It is recom men ed to check the performance of the pipette after each au oclaving . It is also recommended to

grease the piston and seal of the pipette after each 10 autoclaving.

Features for MicroPette Plus

• Fully autoclavable

• Light-weight; rgonomic design, easy to press

Dig"tal display

• e pipettes cov r volu 1e range of0.1 1-11to 10ml

• Easy to calibrate and mainta in

tt Me hanical PipettMicro

Features for MicroPette

• Light-weight. ergonomic des ign, easy to press

• O'gital display

• The pipettes cover voJume range of 0.1 1-11 to 10ml

• Easy to calibrate and maintain

• The low part is available for autoclaving

Features for Multi-channel MicroPette Plus

• 8 and 12 channel pipettes are available for standard 96-wel plate

• Dispensing head rotates for optimum pipetting convenience

• Individual piston and Hpcone assemblies allow easy repair and maintenance

• Compound mat rial tip cone design allows visual sea verffica 'on

• Can be used INith universal style p'pette 'ps

Features for Multi-channel MicroPette

. 8 and 12 channel pipettes are available for standard 96-well plate

• Dispensing head rotates for optimum pipetting co venience

• Individual piston and ip cone asse mblies allow easy repair nd maintenance

• Compound materia l tip cone design allows visua l sea l ve ' lcation

• Can be used with universal sty le plpett tips

217...
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Technical Parameters:

opPettelMicro ettelMiCfoPette us Mechanical Pipettes(Adjustable and Fixed V~lIme)

Single-channel Adjustable Volume PIpettes

Volume Range Increment Test Volume
Maximume Permiss e SyStematic I Maximume Psrmissi e
Error (Inaccu.racy) IRandom Error ( Inaccuracy )

2.5III 2.50% qp625 III .2 ~9O'?'0 10.05III

O.1-2.5 ~ 1 0.05 1-11 12 5 1Jl 3.000(9, 0.03!5 1l1 3.00%~ 10.0375 J.l

0.25III 12.00% 0.03 1-11 6.00% 0.Q15 ~

10 ~ 1.00"k 0.1~ 0.80% I6:08III

0.5-101Jl 0.1 1Jl S I-II 1.50% 0·.075 J.ll 1.50% .1 ° ·075 1-11

1 ~ 2.50% q:029III t soo& [0.Q151ll

20 1-11 0.90% 0.18 1-11 0.40% I0.08III,
2-20 1-11 0.5 1-11 10 IJI1 1.20% 0.12III 1.00% 0.1 1-11

2 111 3.00% 0.061-11 2.000/0 10.04ul

50 1-11 0.60% 0.3 III 0.30% ! 0 .15 ~

5-50 III O.5 ~1 251Jl O.~O% 10225 III 10.60% 9..15~

SI-II 2.00% 0.1iJ.l .2.00% 10.1 1-11

100 1-1 0.800(9, 0.8 1-11 2.1 5% 1 0 .1~ 1JI1

10- 100 jJl 1III 50 1-11 1.00"10 0.5 1-11 0.40% 0.2 111

1 0 ~ '3.00% 0.3 III 1.50% 1 6.15 ~

200 1-11 O.60~% 1.2III 0.15% .1 0.3 III

20-200 1-1 1III 100 III 0.80% q:81l1 0.30'?'0 [0.;3 1l

20 1-11 3.00% 0.6 1-11 1.00% 0.2III

200 1-11 0.60% 1.21l1 0.15% 0.3 111

50-200 1III 100 1-1 0.80% 0.8ul 0.300/0 10.3 1J1

50 1-11 1.00% 0.5 1-11 0.40% 10.2III

1000 1Jl 0.60.% :61l! 10.20% 1 2III

100- 10001-11 51Jl 500 1-11 0.70% 3.SIJl O:2S% 11.25 111

100 1-1 2.000(9, 2 1-1 2 ·70%~ 10.7 1-11

1000 IJl 0.60% 6 ~ 0.20% 1 2 jJl,
200-1000III Sill 500 1-11 0.70% 3.51Jl 0:25% 11.25ul

200 1-11 0.90% 1.SIll 0.30% .1 ° ·6 1-11
SOOQ Ill 0.59% 25!J1 0 .15~ 7.51-11

1000- 5000III ,§Olll 25()Q,1l1 0.60% 15 III 0.30% 17.5 1-11

1000 IJl 0.70% 7 ~ 0.30% 3jJi

10inl ~I 0.60% 60 ~ 0.200/0 20 1-11

2- 10ml 0.1ml 5m1 1.20% 6o 1Jl 0.30% 115 111

2mllJl 1"3.00.% leOIJl
• 1:.: i12 1l1I. 0.60%

8-channel Adjustable Vo lume Pipettes

Volume
Increment ITest Vqlume

Maximume Permissible Systematic Error ·fMaXimums Pe mi.ssible RandomError
Ra'nge (Inaccuracy) ( Inaccuracy )

10 1-11 1.50% 0.151-11 1.50% 0.15,.d

0.5-10 vi 0.1III Sill 2.50% 0.25 1l1 2.50% 0.1251-11

1 1-11 4.00% 0.04 111 4.dO% 0.04 III

501-11 11.00% 0.5111 6.50% 0.25111

5-50ul 0.5 III .221-11 1.50% 0.375 1.06% 0.25ul
.--

5,.1i 3.00% 0.15l.d 2.00% 0.1ul

300111 0.70% 2.1 1-11 0.25% 0.75III

50-30 0 J.lI 5 III 150 III 1 ~00% 1.5 1-11 0.5Q'% 0.75III

501-11 j1.sp% 0.751-11 0.80% 0.4 1-11 1

12-channel Adjustable Volume PipeUes

Volume
Increment T V I IMa~m ,me Permissible Systematic &ro, Maximume Permissible Random Error

Range
est o ume ( lnaceuracy ). (Inaccuracy)

10 1-11 1.5Q01o 0.151-11 i1.50% 0.151-11

0.5-10 vi 0.1III 5 111 2.50% 0.125III 2.50% 0.1251-11

1
4
.
00

%

-
1 1-11 4.00% 0.041l 0.04 ~

591-11 j1.00% 0.51-11 0.251110.500/0

5-50III 0.51-11 25 1-11 1.5Q01o 1° ·375 1-11 11.00% 0.25III

5,.1i 3:00% 0.15iJJ 2.0~·o 0.1 III

3'001-11 0.70% 2.1 1-11 0.25% 0.75III

50-30 0 J.lI 5 III 150 III 1 ~00% 1.51Jl 0.5Q'% 0.75ul

501-11 1.5Q01o 0.751-11 :0.80% 0.4 1-11 1

Fixed Volume Pipettes

Volume
Increment ITest Volume iMa~mume Permissible Systematic "'CO, Maximums PoonissibleRandomError

Range (Inaccuracy) ( lnaccuracy )

5u - 51-11
1
1.3% ;° .065 1-11 '1.2% 0.06 III

10ul - 10 ~1 0.8% 0.08ul 0.8% O.OBIlI

20 111 - '20 1-11 0.6% O.121Jl 6.5% 0.1111

25ul - .251-11 0.5% 0.125ul ' 0.3% 0.075III

50 III - 59III 0.5tt,'0 0.25 1-11 0.3% 0.15III

1001J1 - 100 1-11 0.5% I 0.5III 0.3% 0.3~

200ul - ,200 111 0.4% 0.8 ~ 0.2% 0.4 1-11

250III - '250 1-11 0.4% 1.01-11 0.2% 0.5
-

500III - 500 1-11 0.3% 1.SIll 0.2% 1.0 III

1Q90 1-I1 - 10001J1 0.3°('0 3.0 III 0.2% 2.01-14

2000III - 20001-11 0.3% I 6.0 III 0.15% ,-3.0 ~

5000 !!1 - 50001-11 0.3% 15III 0.15% 7.5ul
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emi Automat d Plat Sealer

Features

Control

The PS-2 Semi Automa ted Plate Sealer allows op tima l

setti ngs for all types of plates and sea ling material. Sealing

and temperature can be set using the control knob

1. Format different micro we ll plates and heat sea ls

2. Adjustab le Sealing Tempe rature: 80 - 200"C

3, OLEO display screen, high light and no visual angle limit

. Precise temperature, timing and press ure for cons istent sea ling

5. Automatic counting unc 'on

6. Compact foo tprint: only 7.0 inches (17,8cm) wide

1. Sealing Temperature in 1.00 C incr mants

2. Sealing me in 0.1 sec Increments

3. Automatic Coun 'ng Func 'on

TI'>f'~ t<=O~02 Tl-Q

non'c j .-tS" t
1..1U I.) .J . I.J
--- - - -
~t"lJ)J fil1"C14 C.Q ]:Ei~'

Specification

1. Display: OLED

2. Adjustable sealing temperature; 80 - 200'(:

3. Temp rature accurate: 1.0"C

4. Seal time: 0.55 - 105, increased by 0.1 sec.

5. lnput power: 300W

6. Dimension(D*W"'H): 370mm*1 78mm*330mm

7. Weig , t : 9.6kg

8. Seals plate height: 9 to 48mm hig

9. Compat ible Plate Mate lals: PP (Polypropylene)

PS (Polystyrene)

PE (Polyethylene)

10. Compatible Plate Types: Standard Assay Plates,

Deep- Well Plates

peR Plates including skirted

Accessories

96-wall peR plate adapter Standard plate adap ter Weighted sealing fla e

195
hrnn.al,.. ic.n~. ..
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RE 2010 Rotar Evaporator REI ProRotar E ap a or

Technique parameters:

Techn ical Parameters =

Features:
"1.Easy to rear! large digital LCD scr en displays Ilea "ng t mp ratur , rotation speed and ti l ing.

2. 5L large water-oillleating ba wi heating temperature range rom RT to 1801: .

3.Speed range from 20 to 280 rpm.

4.Heating bath with precise temperature contro and adjustable safety circuit.

5,Designed a detachable opera ng panel allows remote control.

6.Pat nted condenser (cooling surface 1500 crrr) with excellent cooling effec .

7.Motorized I' with quick- action,automatic release evaporating flask to top posttion in cas of power fail reo

S.Adjustable nal position recognition to protect op rator and sample against br akage.

9.Evaporating sk wit an elector.co venlent a remove..

i 0.Avaliab e \Nith timer unc 'on to precise con ro processing.

i 1.Chemical- resistant double P system and patented pressure spring provid excellent se ling.

12.PC can contra and document all parameters via RS232 interface (USB).

Vo ltage 100-240 V

Frequency 50160 Hz

Consurnofonr 1'400W
Molor Prindple DC brushless motor

SpOO,d Range 20",::?,80 rpm

S~dpisplay LCD

Reversible Dlrectioo of Rotation Yes

Healing Temperature Range RT-180 'C

Hea ing Control 'Ivx racy - 1 "<:
~, . ~

Heal ing Output 1300 W_.
Temperatllre Display LCD

Lift Motor

Straka 150mm

Timer Yes

Timer Display LCD

Ti!"oor Sa tirtg Range (min) 1- 9 9

Overall Oimansions(W"0 'H) 100*420"580 mm

Weight 20 kg

Permissible IImbienl Temperature 5-,40 "<:

Permissible Relative Humidity 80%

Pro tection Class acc.To DIN EN60529 IP20

RS 232 Intli!rrace Yes

pin steaming host
Angle adjustment handle

_----- Condenser]-
. nUT"£.ing valve

\ ..

Rec 'd in boule

damp

Handle-used 10l in 1iiil....

Model RE-2010

Rotary BoUIe 1L

Col lecting BotUe 1L

RoJary Spee,~ 10- 180,r/min

Rotary Molc;r 30W

~cohol EvaP9raling Speed 20 ml/min

~ .:.'
RT-99/RT-199 "Cemp~rature Rang~

COflsumptlon 1.5 KW

Elevating Stroke 100- 150 mm

Vacu um Sealil"}~ Double sealing rilgs made of eflon + eQon and Taflon-viton materials

V~ltage/Frequeflcy 220V150Hz

Features:

i .Double sealing with Te on and Viton makes vacuum as igh as 399.9 pa .

2.Hig 1 rate of evapo rate and recovery.

3.Series modu s design and h'ghly expandable.

4.Easy assemble and disassernbfv.sirnpla operation and easy m intenance.
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our uorile components seal

1 KW

130 W

1
1 KW

I

roo.,,"005
590· 60 460~.12mJ

21Kg

ICoat~g an-:--~rosWe 
Pot shell ma teria l :Coa ting

k ntiC.?frostve 250~365"150mm
Slai1 ass stee l 240"120mm

IRT-99/RT-29~ 'C

130 W

~~120 rpm

LCD display

1.5 i<:W

I ;1: 'C

IAluminum alloy

ITemperature display

T=
l GG-17

[4 W
1.5i<:W--
15W

1120 mm

0- 9 "C

rRT-9 'C

Bath Temp.
Control Range
~-------- ~-

Temp, Range

Temp,
Control Accuracy

Molor Power

Bath Power

ting Power
---
Lifting Dislance
-----
Power Supply I 22OV/50 Hz
- --- - -
External Size mm) 1 660~420"830 _

PackirlgSlze(mm) 1 630~5S0·540 O.19mJ
_

Packin>;J Weight Ji26 Kg
Speed Adjusla~ Mode EJectr~ic classless sPee~COll trol

amp. Disp y Mode PT100 Sensors,Digit I display

SIle Ma lerial

Glass Materia l

Control Panel

Pot Material

Rotary BolUe

ReCeiving Flask
~--....-r,--'-----""'-"-

Co acting BoUle

Vacuum
r-;--~

Rotary Power

-0 Running S peed
[D ~------

Ql Rotary Speed(r/m-n)

~ Evaporafng Rate
L'Ilta (UH~O)
~-- ---
Heating POINSr

Ilt: 1--- - - - - - - f--- - - - - - - - - - - - - - - - - -'-- - - - - - - - - - - -i
:Ja
i5'
:J
Ql Sealing Way

Features:

1. x- motor

2.Ex- fraquency inv rter

3.Ex-auto temperature controller

. QI-IlHA01-2005 standard

5.P FE 5eal,900 performance in seal,non-corro sibility

6.E ectronic classless speed regulation,smooth running

7.C lear disp lay of date and co ntrolling info rmation ,running

speed digital display

8.Handwheellifting,stainless steel and ant icorrosive bath

9.0ual- r flux, integrat ive standard joints for ' cooling co ils and

ground glass rec.eiving flas k

10.va ve feed pipe rover connecting tetrafluoroethylene pipe

1i .Stainless steel and fJ>J alloy structure

12.8ath quickly auto lIfting,stab and durable

*Optional auto- lifted bath

ExRE Explo ion-proof Rotar Evapora or

Technical Parameters:

Model ExRE-1002 ExRE-2002 ExRE-5003

Rotary BOttle 10L 20L SOL
Collecting Bottle 51.. 110l ,2OL
Running Speed 0-:110 r/min

f •. --
Vacuum - O.098 Mpa
Evaporating Rate(UH2O) 0!0 6 :;;s 10 : ;.18

Temp~'rature Range l RT-299 ~

Motor P.ower f120W I120W 1180W
Bath Power 3 KW 5 KW 70rBKW
V~l3geiFrequsncy(V/Hi) 220/50 220150 22015001-380150. , .

:11OO~600"2100
1 % ~

Size(mm) 1050~580~1950 1300"'720~2300

0-400'(;

I By manual

IVertical condenser 85· 4 Omm
29#s tandard size

automatically

IVert ica l condenser 85~43Omm

Continuous Charg'ng 119#

0
U Heatillg Moosl IOll ba th 0--400'C

~

I BathPot Materia 1304stainless steel

Anti-splash Device IBath with a transparent cover
~

~ Uft Way
~
c
Ql Condenser
5-
:J

R - 5299RE- 52C

E P rator

RE-52ARE-2000E

E and RE - 52A/52C/5299 Rot·

J (

I

RE- 2000B

B/2

RE-2000A

RE-20 OAl2
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RE-5003

A nt i- e xplosi on
inv erter. Ant i
exp losion motor
EX180W

Vertical
e Iclsncy
three reflow
condenser
Ma'n condenser
160·840
Deputy cold
60"530

E-2002

Vertlca le looney
lhree rs flow
condenser
Main condenser
13 "680
Deputy cold
160"530

RE-1002

Aulomalica Iy

Do ble co llect bot as

Anti-explosion inverter, Anti
explosionmotor EX1Z0W

Frequency control 0 molar speed

Che-kvalve control

Ve rtica l
e cleney
lhree refloW

condenser
Main condenser
120' 640
Deputy cold
135"470

V~ "cal

condenser
100"S90mm

RE- 501

Vertical
coodenser
100 510mm

RE-301

our uonne co mponents seal

Electronic class less speed control

Ball1 mates a transparen t cover

D- ita display

Plastic o r P FE

K Sensors,dig-tal display

By vacuum form

Anti-explosion inv8r ler,An fi-explosl0ll motor
EX40W

Intelligen control

Hosl lifl by manual

30il stainless stee l

Vertlca
condenser
85"460mm

1 ... Stal10afd '-ize

An "- explosion

Framework

ifllng Mode

Condenser

Colle<:- g De\lice

Spray Prevented
Device

Con lin ious
CIl8fQinQ

Vacuum Disp ay
Mode

Balh Pol Maleria l

Sea ling Way

Lift Way

Speed
AdJuslable Mod e

Rotate Speed
Display Mode

Tempera ture
Display mode

Tem pern lure
Control Mode

RE-2010

550"320
J

;!: 18

Sta nless stee l
350'220

' 180 W

7or8KW

I
180 W

I
COating
Anti-corr osive
490"430*540

Stamless sleel
450' 250

5 K\JV

" 170*540"2200 1 520'620~2470

--t 1450' 390"440-

1370"'700' 680 Of or1150"84 0"660
700*680·740

3 Of
m 790"730+790

1.34or
123 Kg 'T 170Kg

3KW

0-110rpm

0.5 L 2J1 standard siza

Coa rig an ti-corrosive Pot sllell ma terial :Coatlng an "
corros ive 250*365*1 Omm

----r
COating
Anti-corrosive
530*534"638

Coa ng
Anli-ccHosive
7-10"'620'700

Stain less steel
550"320

120 W

350 "' 350*400
or
1280 "'570'660
0.67m~

100 Kg

;!: 1.5

Stainless
steel
280"170-

38 Kg

40 W

2 KW

I.
Coating
An "
corrosive
310*320*24Q

40W
.L,

-,
COaling
Anti- "
co rrosive
290*29& 240

+-
Sta nless
stee l
255 70-

--t
38 Kg

- l Ot 2/3 )02/S( 0 Rotary Evaporator

,
40 W

t
2KW

stainless slee l

21 Kg

Stain less
stee l
250*1J10

Coa ling
Anti
corrosive
270"270*195

22OV/50Hz

L 24# standard size

~ 1 .5

- 0.098 Mpa

590*460+460 1000"'460+450 1040*620*41 0
0.12 rrr' 0'.21 rrr' 0.26 m3

:t1 "C

700"440*885 660"330"970 700·335+"1009

--t

Q- 120rpm

-1-

30 W 1 40 W
---L

GG- 17

1 L 35# ball mill mouth

120 mm

280'330 350"'330
---l

1 24# standard size

15W

t-

1.51<:N 2 KW

0- 400 1:

30 W

1.51<:N

Vacuum

Collecting Bot a

Glass Material

Shelf Ma teria l

Model RE-2010 RE-301 RE-501 RE-1002 RE- 2002 RE-5003

Evaporalil19

Ra'~UHzO)

PotShe~

Material(mm)

u ng power

Li 'ng dis tance

Voltagel
Frequeney(VlHz)

Po t Materia l
(mm)

Rotary BoUle

P1ate Size{rnm )

Packing INeigh t

Bath Power

Heating power

Bath emp.

Packing
SiZe(mm )

Externa
Size(mm)

Temp. Accuracy

Motor PO'Wiar

Rotary Power

ReceIVing Flask

~ Rolary

ii! Speed(r/min

i
N

RE-20ID/3 U/501 and

Technical Parameters :

170
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Sample Concentration

Features:

1. High precision and wide range of temperature control

2. Blowing a large number of samples at one time

3. Blowing each sample independently

4. Amount of a' ow can be adjusted
5. Easy operation; safe and reliable to use

sc- I

SC- n

Specification for SC- I Sample Concentrator

1. emperature Range: RT.+5- 150"C

2.Temperature Control Discrepancy: ~ ±OSC (RT+5"C - 150"C )
~ ± 1"(; (100'C- 150'1: )

3. Low Nitrogen Consumption Of 330ml/min/sample
4. me Required For Temperature To Increase From 40'C to 150"C :

~ 30m minutes

5 .Maximum Input Power: 200W

6. emp. Control Discrepancy: ± 0.1"C

7. D'mensions: 280W*240D*500H

8. Net Weight: 6Kg
9. All units will fit and are recommended to be used in a bench- top.

ven iated hood

10. Needles Length: 150mm

Specification or SC- II Sample Concentrator

1. emperature Range: room temp. +5- 150"C

2.Tempefature Control Discrepancy: ~ ±1"C (R +5"C - 100"(;)

'l;; ±1.5"C (100"C - 150"C)

3. Low Nitrogen Consumption Of 330ml/min/sample
4. me Required For Temperature To Increase

from 40"C to 150"C : ~ 30m minutes

5 .Maximum Input Power: 400W

6. Temp. Control Discrepancy: ± 0.1"C

7. D'nlBnsions: 280W*240D*500H

8. Net Weight: 7Kg
9. All units will t and are recommended to be used in a bench-top.

ven "ated hood

10. Needles Length:150mm

200
: _:.
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Thermo hal r IoCl bator

MS-4

VM-1oo

-

Technical parameters

Sp ed Range: 500-2500rpm

SpeedAccuracy: ± 10rpm (at 2500rpm detection)

iming Range: 1min-100h

Working Diameter: 3.6mm
Maximum Load: 4.5kg

Dimensions: 250"'426"480 mm
Weight: 21.5kg

Power: 230V or 120V, SO/60Hz, 60WSpecification MS-4 Microplate Shaker

1, Speed: 300-1400 rpm/min - Standard

300- 1000rpm/min - - Deepwell

2. imer: 59h99min

3.0rbit3mm
4. Weight: 7kg

5. Power: 10o-240V 40W

6. Dimensions: 280*270*110rnm

Features for VM-1 00 Multi-Tube

Vortex Mixer

1. Can handle 50 samples

2. wo modes: continuous typ of work or

Programmable pulsing mode

3. Microprocessor"control

4. LCD display, and easy to use the panel

5. The variable speed microprocessor control
provides consistent uniform mixing ac 'on

6. Independent LCD displays for speed and 'me

allow operator to view both settings at once

Specification for TSI-1 00 Thermo Shaker

1. amperature Setting Range: O"C - 100"C

2. emperature Control Range: O'C - 1oo"C

3. Timing Range: 1 min-99h59min

4. Mixing Speed: 200rpm-1 S00rpm

5. Mixing Orbit: 2mm
6. emperature Control Accuracy: < ± 0.5 'C
7. Display Accuracy: 0.1 'C TSHOO

8. Heating me : ~ 20min (from 20 "C to 100 "C )

9. CoolingTime: ~ 25min(from ambient to ambient - 20 "C ) ~ 15min(from100 'C to 20 "C )

10. Cooling depth:

1) he block temperature can be descended to O"C . e ambient tempera re is 20"C
2) The block temperature can be descended to 4"C if the ambo nt temperatur is 251:

3} he block temperature can be descended to 101: if the ambient temperature is 30"C

11 . Coo ing and Heating Parts: TE Module

12. Supply Power: AC220V SO/60Hz or AC120V SO/60HZ

13. Dime sion ( *W"'H) mm: 300*220*175

1 . Net Weight: 8.5 kg

Di.~tribu~or 197



BIOBASE~ s Mell1U Tr ding CO.,Ltd.

Fea ures Techn cal Parameters :

SK-0330-Pro SK-0180-Pro
Mod..

SK-L330-Pro SK-l1So-Pro
Model SK-D3309-Pro SK-R330-Pro

l

l l

co

Protadi'on

Yes

137

410· 60 200mm

110122 v 1 , 160 z

W 1,1

w

101220V - 10%, SOlf.liOH2

Di,.tributor

Pov r Sl YI

n- lip m . 1

s 
C Oi t Io~...[,,,..,,

At! chm nt wIth

L
Att cnrn
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W !) 6 . 0
JO

A

Con. Test C=K"A+B

WI : F .0
"1": 10 0 . 0

A F

Photometry Mode

Features:

• Large LCD screen (128*64 Dots) with saving standard curve function

• Imported & Environmental Deuterium lamp. prev nting from Ozone Inhala 'on

• Adop ted high- d ass grating \Nith who lly hermetic I' I,t path design, to ens r the Ins rumant has the super low

stray I1ght

• Real- tim monitoring a life 'm of Deuterium lamp a d ungsten lamp with advanced system

• Pr - alig ad design ensur s the user can chang lamps conveni ntly

• Wavelength calibration, wavel ngth set 'ng , change lamp source and da current calibra 'on automatically

With 5102 co ting optical m' ror, r ducing t , pollution rem outside fully

• Optional PC Software to expand the applications to Quantitative, Multi- W veleng an Kin tics

• Widely used for Organic ell rnislry , Inorganic ell mislry , . ~ sci noes, foods, Medicine nd heal h, Agricult re,

Geology. Meta lurgy and Environment etc. elds

U !Vis pectropho omet r

Basic Functio ns:

1. Photometry est Abs., ransmittance by ad wav length

2. Quantitative

a. C Mode: Es ablish C=K*A curve , test samp e concen tra 'on

b. F Mode: stablish A=K1*C+KO, test sample concentration

c. Display and save curve, test data (V-1200).

Spectrophotometer

Basic Functions:

Model Oplical System Wave length Range Bandwidth Photo-metry Qty Mull Klns Scanning Sio

BK-V1000 1Single Beam 325- 10201101 4nm I· .'-- .-
BK- UV1000 ISlOgle §eam

~.'.

14nm I·2OQ-1020nm .-
BK- V1 f OO S'oole 8eam 325- 102Ollm

1
4nm • •

BK- UV1200 Single Beam 200- 1020nm 4nm • I -

BK-Vi600 Slngle Beam 320- 1100nm 4nm • - • -BK- UV1600 Sir'lgle8eam 190-1100nm 4rtm • - • • ;-

BK-V180Q ISlOgle §eam ! 320- 1100flO1 I 2rlO1 I- - - -.-- j-BK- UV18Q9 S'oole 8eam 190-1100nm l2flm • - • •
BK- V1900 Single Beam 1 ~O -1 100nm I 2n01 • I - • • - I ·

I

BK-UV1900 Slngle Beam 190- 1l 00nm I 2n01 • - • - • •
BK-S300 Sir'lgle8eam 190-1100nm 11.&101 • - • • • •.'-- .-
BK-S380 SlOgle §eam 190- 110Qun 11nm I· - • • • -iO.5,1,2, I·

.-
BK-S390 $'n9le~am 190-1100nm - • • • •4,5nm

il.&1m
.-

BK- 0560 Double Beam 190-11@nm • - • • - •
BK-0580 Double Beam 1 ~O -1 100nm 11nm • I - • • - I ·
I---~- .., . -'

BK-OS90 Double Beam 190-1100nm 10.5,1.2, • • • • - -14,5nm I I

Optical System j Single Beam, Grating1200 lineslmm

Detector Silicon Photodioda

Wavelength Accuracy ± 1.&1m (2nm) I±1.5nm (2nm)

Wavelength Repeatability ,,; O.211m (110 : 1nm; V12, UV12: a.8nm; UV-11: 1nm)

PtiOtoine ric Accuracy ± O.OO2A (O-O.5Abs), ± O.OO4A (0.5- 1.0Abs), - O.f1%T (0- 10004 T) (O.OOllA,0.5)
~-om~Pe-a-ta-b-ilily---I-O~.O-01'-Ab-s(O-=-QsA.t;jAA2Abs (O.5- 1.OAbs), ~ 0.2% T (0-100 % n

----------l
~ Light ~ 0.1% T @ 3!30nm; 22~nm(0.2) I'!!t: 0.05% T @360rvn (0.2)

Stability ± a.OOiAI h @ 500nm (110:0.004, V12, UV12.. UV11: 0.002)

Output Paral:el Print,USB1.0
Compartment SolidSampl~"::e":::'H';;"o::::"ld-'.:.e~r,~M-ic-r-o -C~el-Il H- o- I-de-r-, 1..,...O---10..,...0-m-m----,-C..,...el-1H- o-Id- e-r- - - - - - - - -----l

Input Membrane Keypad

Ois'Ptay 128*64 Dots LCD

Ligtlt Source De\lterium Lamp, Tungsten Lamp

WaVelength Range 200- 1020nm j325-1000nm 1200- 102Onm I320- 1020rlm

Model BK-UV1000 BK-V1000 BK-UV1200 BK-V1200

Photometric Mode :T, A, C, E

Noise - a.001A

Spoclral Bandwidtll 4nm

Photometric ,Range 0-200%T,-O.301-3.0A.

Technical Parameters:

Deuterium lamp Halogen lamp

5-100m01 cuve tte 100-500ul micro ClIveUe

Wate r~jacketed callholdef' Reflection accessory S·

Water- jacketed cell holder Constant-temperatura system

Printer

Micro cell holder

Sclid sample holder

General cell holder

Test lube hok:ler

SingkJ cell holder

i 00mm Cell llOlder

Auto 8-c811 changer

54
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Features:

Basic

Bas c Func Ions:

do

Technical Par m t rs: Tech cal Pa a e ers :

BK-UV1800 BK-uvt600 BK-VI800 BK-Vleoo
Moasl BK-UV1800PC BK-UVl600PC BK-V18OOPC BK-Vt600PC

BK-UV1900 BK-VI800
Mocel BK-UV19OQPC BK-VllWOPC

57
D;.• tributor
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eatu es:

_lrlI Ll,PI r h m u

Bas c une ons:

B slc Func 'o s:

Techn cal Parame ers:

Model BK-D560 sx-oseo BK-DS9Q

59

.3. 0.

•1o-100mm Cell Hoi er-

. 1. 2. .

nL rn

Ul t USB1.0 Connect PC

r,5 Id 5 m I H •M eraC

Di.~tributor

m

_ CD(480,---·-=-80~__

. A

Modo! BK-S3.60 BK-S380 8K-S390

58
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Functions and ApplicatiODS

Photometric :

Set the factor K, The direct calculation of K"'A resu lts. Measuremen t data can be saved.

Kinetics :

Test the sample changes in a penoc, get f1 N t,

display the spect rum curve.

Multiple Wavelength Application:

Neutral Iter 10% measurement

U,'LSlf soo. « JIIII 100. 0 1:1(,1'

START

RECORD

T
7.8

10. 1
9.9

0.0156
0. 0110
0.015 1
0.0089
0.0055

0.968
0.812
0.702
0.593
,0. 4. 2
0.353

00
10
20
30
40
50

ABS
WL: 500. 0 om
K : 1

PARAY

ABS

K : 1. 0000A :- 0.000

K*A: 0.000

1/1 1/1

Quantitative:

st total nitrogen by double wavelength method:

Double wavelength test me od 6 A=MA1- NA2, can calculate t te linear of inp ted conce ntra 'on C and f1 A,

Application: est method oftota nitrogen in water Quality manito 'ng: Do A=A220-2A275

8 10:

DNAJProtein est, test the sample I s protein and

DNA concentra ion.

Save:

Mea suremen data, scanning pa tterns ar

preserved at t e host and disk U

A NOTIC . xorree
0.000 ZERO 14 :00 ij fi e=o=-
0. 217 BLI\i~K S'L POO
0.310 SAVE

Abs l. 429 START
JU

DL It. 723 RECORD
CLEAR

PROT. ]02. 02 OE.L R

III

P RAM A PARAM

0
Ll: 220.0 I 0. 000 RECORD

+ WL2: 275.0 2 0.005 LIl EAR
M : L 0 000 0.018 UNlT:nonc

3 WLl :220.0<: : 2.0000 0.04]-1 W1..2 :275.0
K1 :0. ]723 5 O. 185 M : 1. 0000

0
0 KO :- O. 121 6 0.383 :2.00000

Q
..

7 0.44]R :0.9815 SA {PI. 7
0 C 3

Spectrum:

Application for hexavalent chromium: The co ored

metter reacted rom hexavalent chromium aqueous

solut ion and dlphe ny lca r -bazide. One key fo r

looking for the peak in spectrum functi on, looking

in da ta shee t, as well.Th pos ition of absorption

pea k as picture 540nm.By marking the curve and

Quantitative to test the sampl concentration.

SPEC
o
o
co
c::i
+

<

g y
o .~

350 ~

PROCESS
1. RECOVER

2.'ZOmt
3. DATA

fr U
PEAK
~=;>-

800 11\'DEX

One Key Upgrade:

Plug the US B with upgrade program , switch on

and go to upgrade men u, press no . key "1, the

instrument will be upgraded automat ically.

\IA1:'\ ~tE ~ l l

1. SYST ~ PD TE

2. R N APPLI CATIO

60 D;'f~ribu~or 61
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PC-Control oft rare PC- Con rol oft, ar

Holmium solution spectra Baseline 190-11 OOnm The stability of kinetic measurement Kinetics setting

_SetlJD,
$<.1140..
Clrit Cdot

~

' _ e.oIor

\'_~ -

~ ~

-So!>C>
1.~fts{."';""'O#w

·::r-:=DoQ
i:.l-- - - - .- - -i
;

------ - - - - - ------ ------------------- - - - - - ------

Scan settings The quantitative setting Multi wavelength Multi wavelength setting

oJ

OK

"\'~

WL 1'. 600.0 ntn 1.0000

'L 2 - 540 .il

, L] - ~J6.ll

'1.wl!lengttlM.

W~ 0. ,'..,.-. ---;----.

'(I

..

•e- _

.....-roo< . ~ ,...

":011 ~J

,1.-"..-

QuantitativeStandard curve Protein IDNA measurement Protein 10 A setting

63
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.....- ai l ; -,I (n. c,· I c c .
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St pMate tepper Dis ensMate Bo tl Top Dispens r

- Excellen t ch micaI resistance

- Fully autoc lavable at 121'1:

- Four ranges of bott le- top dispenser cover a volume range rom O.5ml

to SCml

- Easy to elsa and malntein

- Tile optionat exib e discharge tube with safety handle permits fast

ano prec ise eJispensing

- M deof PTFE , FEP. SSG. PP

- Vapor pressure Max. 500mbar, viscosity max. 500mm2/s,temperature

max. 40"C , density max. 2.2g/cm~

- DispensMat plus is supplied with 540, GL32.GL38, GL25, GL28

sized adapters

Features:

Select the Dispensing Volume

- Find the required dispensing VO lime

- Us the adjusting wheel to set e r quired volume

- Select and inserting suitable tlps

- Con m the maximum dispensing steps

-...-,

-

- Light-weight and ergonomic design

- One-hand operation

- Factory ca librated

- Vo ume range of 11-11to 5011

- With dura l) tip insert ion lever

- With seven sizes of disposable, polypropylene syringes from O.5ml to 50011

Featu res :

Technical Parameters : Techn ical Parameters : Accessories:

Dial selting 1 2 3 4 5

Note: a rst and last dispensing liquid shou d be discarded or back into container vessel.

SO. Adapler , 45140mm

GL32, Adapter. 45132mm

GL38, Adapter . 45138mm

GL25, Adapter , 32125mm

GL2S. AdaptS(. 32128mm

Reagent Bottle (Brown ,1L)

A rng tube (m)

Disci ge lube (m)

hrun_at". i c.l ';-·• •au
r - ' •• di l . ~J .... r..~ - . r« .. . . . c ~. .. . . . ~ . . .....

0.5:-"5 ·0.1 0.5 ,0.1

1.0- 10 0.2 0.5 50 10.1 10

2.5-25 0.5 0.5 125 10.1 25

5.0- 50 a.o 0.5 1250 10.1 50

A =Accuracy; CV =Coefficient 0 vanation

: .: .
D;,'ftributor

's1112348Number of Steps

Synnge Volume(ml) Sample Volume{ ~I) A % P%
12

,
0.05 1 ' 3 4 ' 5 ± 2.5 ,,;;: 5.0

0.50 10
1
20 30 40 50 ± 0.8 ,,;;: 0.7

1.25 2~5 150, ,
100 1125. 9.8

,
75 ,,;;: 0.5

2.50 50 1100 1150 200 250 :;l; 0.8 ,,;;: 0.4

5~OO 100 1 ~ ' 300 400 500 ± 0.4 ~0.3

12.50
1
250 j500 1 750 1000

11250 ;!; 0.3 ~ C},§

25.00 500 11000 11500 2000 2500 ± 0:2 ,,;;: 0.3

50.00 1000 2000 3000 4000 5000 ;!; 0.2 ,,;;: 0.2
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X85- 2S

H01-1A

X85- 2

MYP11- 2AMYP11- 2

SH05-3G

Hotplate Magn ti S irrer

Techn ical Parameters :

BS-2H/3H

8S-4H/4HC

irrer

Features of BS-4H/4HC

Features of BS-2H/3

- Die-casting ano stretching roof cover; fabr ication

processed exterior to prevent leaking.

- Heating and stirring can proceed simultaneously.

- Enclosed heat ing plate wit 1 cha racteris tics of flame

protection; fast warm - up and durability.

- Heating power and stirring speed is steplessly adjusted.

Hotpla Magneti

- Stretch d shell and cover preven leak ing.

- Heating and stirring can proceed simultaneously.

- Enclosed hot plate with ame protection, fast warm-up

and d rabf ity.

- Heating Power and sf 'ng sp ad is steplessly adjusted.

- Max. Temp. to 380 degree. max. Speed to 1600 r.p.rn.

- With the adjustab le P 100 sensor rack and Sta inless

Steel Rods.

Technical Parameters :

Model BS-2H BS-3H BS-·1H BS-4HC

Work Plate Size
I

1170 170mm 190*190mm120*120mm

Work Plate Material a uminum ceramic

Max.S 'mng Capacity 2L 5

SflOO9 R<;lnge 100- 2000rpm

Heat in~ Temp. '3801: 1350"C ±10%

Consumption 180W srJoW 600W

Pow r Supply 1 101220V±10r~ , SO/60Hz

!
Extemal Size(W*D'H) 200'120"9Omm 1250'180*120mm 300 210' 126mm

Packing Size fW'D H) 265 185 190mm 280..z10 150mm 400~ 240· 220mm

Net Weight 1.9kg 2.2kg 5kg

Gross Weight i3k9 3.4kg 6kg." .;

Model MYP11-2 MYP'11 -2A H01-1A SHOS-3G X85-2 X85-2S
1 I t 175mm <jl145mmWork Plat~..,Size -t 45mm

Work P~ate Material AJ~lminum alloy IStainless ste,el Alurriinum aWay

Max. StirringCapacity 1101. 51..

Motor ype 1BrushlessDC motor

Motor Output 15W 10W
1

0- 1500rpmS~dRan~e 5O--1500rpm

Dig"tal Dispay Speea, te rnperatire, tiOl9 / ! Speed

Control Button !Knob+ Button Button Knob

Heating Output ,60aw 800W 600W

Heating" emp. Range RT-320'C RT-250"C Conductivel.t1ermometefS

Safety TerTlP,: ,35O'C I /

Temp. Precislon ±O.5"C /

ITiming Rallge ;1-9999 in 11- 250min /

Power Supply 220V,50/60Hz

Size (W'D'H)
1

280*175*1 45mm ~30'190'13Omm 250 150 135mm280*160'90 mm
1

Weight 2.7kg .5.3kg 4.6kg 3,9kg

154
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MS7- H55o-Pro MS7-H550-S

Technical Parameters :

Hotpla Magneti irrer

MS-H-Pro+ MS-H-Prol MS-H-S MS- H280-Pro

Ambienl emp. 5-40·C I
Relative Humidity 80%

Consumpbon 1050W 11030W i550W I530W 515W
i

I

Power Supply 1101220V;t1O%,50160Hz

I

Size (W'D'H) 215 360"112mm 160"280'SSmm 150*260 80mm
I t

Weight 5.3kg 14.Skg 2.8kg 1.8kg

Magnetic irr r

157

Technical Parameters :

Model MS-S MS-PA MS-PB

WOfkPlate Size 4>135mm

WOO< Plate Material
Stainless steel wittl

Plastic
ceramiccoated

Max. StilTing Capacity 20 ,3L

Motor Type
Brushless DC

DC motor
motor

Motor Input 18W 5W

Motor Output 10W
1
3W

Speed Ra,rtge o-1500rpm 11DO--1500rpm IO-150Ofpm

' LED
!

Speed Display Scale
I IScale

Max. Magnetic Bar 80 m Isomm
~"

Ambient Temp. 1 5--40~ C

Relative Humidity 80%

Protection Type IP42

Consumption 30W 15W f10W

PowerStJp y 110/220V ;t10%. 50160Hz

Size CW*D*H) 160' 28O*85mm 150260 80mm

Weight 2.8kg .8kg

Work Plate Material Glass ceramic· I Slairllesssteel with ceramic coated

20L 10 20L 3L

Motor Type
S laded pole

Brushless DCmotor IBrushless DC
motor motor

15W 18W 5W

1.5W 10W 3W

SpeedRange I 100--1500rpm 0- 1500rpm 100- 1500rpm 0-15OOrpm 100- 1500rpm

Speed Display LCD Scale LCD ,Scale LED

SpeedDisplay Precision ::t1rpm ;I; 1rpm MS-S

500W

RT-550~C,
RT-340·C, lnerernentt RT-340~C

RT- 280·C,
increment 5 increment 1

Control Tem . Pradslon
::t1« 100·C) ;t10·C ;l;1« 100·C), ;t1%{>100"C)

;l;1« 100·C)
- 1%{>1 00~C) ± 1%(>100~C)

eeo-c 360·C 350·C 320·C

[CD LED LCD Scale LED

Display Temp. Precision ±O.1<C ;t1"e ±0.1"C ±1·0 MS-PA

External Temp. Sensor PT1000 PT1000

Max.Magnetic Bar 80mm 50mm

WamingTemp. 50·C I ~O"C

Tining Range 11- 5g99min II
RS232 Interface Yas J Yes J II

I

Protection Type 1P21 IP42 IP21
MS-PB

156 D ;.• tributor
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agnetic Stirrer Multi osition Magne 'j tirre

84- 1(4 pos Ions)MS- H- S'lOMS- M-S1085- 2A

...

85-1A85- 1H03- A

e..
98-2

H01- 1D84-1(6 positions)
52G

H01-26-190-1890- 1

•

Technical Parameters : Technical Parameters:

Model 96-2 1-I 03- A 65- 1 85-1 A 85-2A 90-1 90-1 8 96-1 1-1 01- 2

Working Plate,
Stainless,steel

Malefial

1 1

Max. Stirrirm
10L 2 3L 5L 20L 'SOL

Capo:icity

Motor Type Brushless DC motor

Speed Range 0- 2000fPm 0-1~pm 0-2000rpm 60-2000rpm

Digital Display 1/ Speed I II I I [Speed I [SPeed
Control Knob

1 1

!100wConsumption 15W 4W 8W lOW 40W
1 1 I

Power Supply 220V, SO/60Hz

Size (WO*H)
260*160 !'210*21O 120<130 210*130 245"145 305~300 410"400

! +110mm *105mm *65rnm *65mm *l00mm *105mm *115mm

Weigl1t 4.2kg 3.7kg 1.2kg 2kg 3.2kg 6.5kg :10.5\9 !10.7k9

Model MS-M-Sl0 MS-H-S10 84-1(4 positions) 524G 84-1 (6 pos ttlons) H01- 10

Work PlaleSize I180"450mm It 145mm

ISlainless steel VYith silicone Film

,
W9rk PlateMalerial Stailless steel Alu inum a loy Slainless steeli ' "
Max. Stirri~g 9ap'acity !0.4 0 10.4L+10 1.5 +4 3 '4 1. *6 j3L*6

I~'

Motor Type Brusl11ess DC motor De motor IBrushass DC motor

Speed Range -", Q-1500rpmQ-1100rltcm

ConlTol ,Sea e Knob Button Knob

Healing Output I 470W I +60QIN / 16"360W

Healing e p, Range I R -120°C II RT-15peC , / IRT- 150"C

Safety Temp. / 1140i C I ,350"C 1/ i350°C
1

.Ambienl Temp. 5-:40·C

Relative Humidity 80%
.::

Powa~.,Stpply 220V, 50160Hz

Size(W'D*H)
182 552 290*280 380"380 420 300 [1,005.230
*65mm "8Omm ·14mm +80mm *130mm

Weight 3~2kg 5.8kg 12.2kg 9.2kg i21.1kg
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Features of MYP2011 series

Features of D series

- Brushless DC motor drive.

- Digital disp lay rotation speed.

Ele tric S irr r

- Brus hless DC motor drive penetra ion type stirring shaft

MCU closed- loop control.

- Constant and stable rotational speed .

- Digital disp lay and speed setting, rotary encoder operation.

OS o-Prol OS20-Pro

witl, universal plate stand

OS40-Pro/OS2Q-Pro

LCD Overhead Stirrer

0 540-5/ 0 20- 8
with univ rsa l plate stand

o erhead tirrer

0540-51020-8
LED Overhead 5 'rr r

Technical Parameters :
Technical Parameters :

Model OS40-S 0520-S OS40-Pro OS20-Pro

Max. Stirrlllg C<lpaeily, 40L 20L 40L !2OL
Motor blput 120W 60W 120W trow
Motor"botput 100W 5c;..~ 100W I50W
Speed Range D-2200rpm

. .,
5O-2200rpm

Speed Display LED LCD

SfJ'e!Jd Display Precision / ±3rpni I± 3rpm

Speed Display
±1rpm

Fluctuation

Max.Torque 60 em 40Ncm 60 em f40Ncm

[:Torque Display I LCD

Overload'P"rotaclion LED fUcker, motor automatic stop

Motor Protection LED fUcker, motor automatic stop

Max. Viscosity 50000mPas 10000mPas 50000mPas 10000mPas

Chuck Range Diameter O.5-10mm

Protection Type IP42

Ambient Temp. 5--40'C

RelatiVe Hl midl y 80%" 0 80%
./..

IRS232 Interface Yes Yes

Consurroton 1 ~OW 7CJW 130W 70W

Power Supply 1101220V±10%, SO/60Hz

Size (W+H'4,O) ~"'220 186!11ffi

W,eigllt 2.8kg 2.6kg 2.8kg 2.6kg

Model
MYP2011 MYP2011 MYP2011 MYP2011

D2004W D2010W D2015W D2025W
- 50 - 100 - 150 - 250

I

1
50

1
100

t

I Max. Stirring
1
20L 200L 18L 50 100l \200Cppacity I

Motor ype !Brushess~DCmotor

Motor Torque 1200mN.M 450m .M 16OOmN.M :!N.M 1200mN.M 50mN.M 600mN.M [1N.M

Speed Range 160- 1500/60-2000rpm

Stirring Rod
I

I350mm
Length

Stirring Rod
IPTFE Stainless steel PTr-E Stainless sleelIMatenal

Pole Length 700nvn

Chu~ Range
4' 1.5-13mm 1.5-10mm 4'1 .5-13mm

D' mater

Oigltal Display I CO I
ED

Control IKnob

If onsumpOOn 50W fl00W ~ 1 50W 250W 14pW 100W 150W !250W

Power Supply !220, 5OI60Hz

Size (W"'D+H) I380+S2+210mm (main body) 1 ~390+93*160mm {main 390 93+18Omm (main
bc>dX) body)

Weigtit ,12kg f12:,3kg ~ 1 2.5k9 12.6kg 8.4kg 1 1 2.1~9 12.5kg [13k9
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to age afet
Introduction:

abin t
Yel ow cabinets
for flammable materials:

ed cabinets
for combustible mate lars:

227

White cabi ets
for the toxic materials:

PP (polypropylene) storage cabinet

for strong corrosive materials:

Blue cabinets
for weak corrosive materials:

Model BK-4-CS BK- '12-CS BK-30-CS BK -45-CS BK-eO-CS BK-90-CS

Capacily !4 gallon(15L) I12gallon (45L) 30gallon (113L) I45ga1100 (170b) 1609811011 (226L) 1909allon'(34Ol)

Selective colors Yelow, bloo, reg, \Nhite (not available for PP material cabine"t)
Steel plate Thickness over 1.Oem

Iflsulation layer Thickness 38cm

~Jl_e contanor Height 50cm

Door Single ' -Single IDOllble; Double Double Double

Material Cold-rolled steel with 9fX)XY paint, PP

Shelf 1 l ' 1 2 2 2

External size (H ~W~D) , 56*43 43gn 89*59*46cm 112 10g*4OCm 165"109*46cm 165+8 OOcm 16S"109*86cm, , --,.. --
I?ackage size( H~W~D) 176*58*58Cm 109'7 4+61cm 132"124+55cm 185~124*61cm 185+101 "101 em 185·124"1 01cm

N.W. ·i ;~OKG 60KG 100KG 138KG I 165KG 100KG

G.W. 1 40KG 75l<G 120KG 169KG 190KG 225KG

According to internationa prac tice, here are four co ors of common used materials storage safe y cabinet 0

store various hazardous materials.

Generally, the y lIow ca binets are used for storing flammable materia ls,

the red for com bustible materials, the blue for weak corrosive mat lats (Strongly corrosive materia ls can only be

stored in PP (polypropy ene) mate 'al storage ca inet, such as sui ric old, nitric acid, hyd ro uoric acid an other

strongly corrosive materials). and lhe wh ite are used for storing t e toxic materials.

he color is for distinguishing d' erent type materials n storag and convenient using. The common effect of he

each type safety cabinet is for fire prevention, heat insulation and secure stora ge.

Advantages:

* OSHA standards . Sta t ic ground ing co nduct ion ports are designed on the cabinet body for co nve nient

connection with stat ic grounding w· €I,

• Double- lay r fire-resistant stee l struct re, insulation layer is located between two stee l plates.

• Storage sink to coaect was te liquid.

• Pro fess ional and normative wa rning label.

* Equipped with dual vents.

* hree linkage type door lock, two keys .

*Un'que spill-proof type shelf, adjustab e heigh of shelf is 6cm

*More than 50 times of door opening and closing tests will be dona for each safety

cabinet before delivery from factory

* . 11e locking bar of each safety cab inet is connected by Scm connecti ng rod.

* Externa l epoxy P8"nt, waterproo , dustproof, corrosion proof, anti- fire and anti-static.

* OEM service is availab e

Technical Parameters:

226



Ultrasom lean r

Single Frequency Type

Features:

· Dig ita l d isp lay. easy opera t ion for time and emperature

· emperature control range: 0-80aC

- lme setting range: 1-30 min & 1- 80mln

- Fully microp rocessor controlled and proqremrnable

· Reliable Industrial-Grade Transduc r

· Hig 1 capacity and quality sta inless steel tank

· Stainl 5S stee l basket and lid

Techn ical Parameters :

Model
External Size Tank Size Capacity Ultrasonic Ultrasonic Heating Time
L*W*H(mm) L*W*H (rnrn) (L) Frequency Power(W} Power (W) Range(min)(KHz)

UC-08A 180';'170~140 150*140*65 1.3
I 160 50

UC-10A 180*170 180 150*140*100 2 80 50
- -

1
UC-20A 270"'170*210 240 135*100 3 120 100
--

:UC-30A 330*180 270 300*150*150 6 180 200

UC-40A 330*270*270 300*240*150 10 240 250

330*270*320 300*240*200 1
40 1-30

UC- 50A 14
1

1
300 400

UC-60A 360*330*270 330*300*150 15 360 409
UC- 70A 360*330*320 330*300*200 19 420 600

1
-

UC-80A 550"~30*270 500*300*150
1
22 480 600---- IUC-100A 5.50*330*320 500*300*200 30 600 800

-
UC- SS 208*192*210 150*140"'100 2 50 200

UC- 10S 320*174*280 300*150*100 4
1

100 600

UC- 20S 320*174*340 300*1 0*1 0 6
1

200 600

UC-20S,ll 410*350*380 300*150*180 8
1

200 600

UC- 30S 320*264*340 300*240*150 10 lao ' 300 600 1-480

UC-30S11 640*350*400 1300*240*180 13 300 400
1

UC- 50S 840*410*400 500*300*180 27 500 800

UC- 60S 840*410A OO 500*300*180 27
1

500 800

UC- 70S 840*410*410 500*300 *180 27 500 800

: . : .
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Double Adjustable Frequencies ype

Features:

· Digital display, easy operatlon for "me and tempera re

· emp, rature control range: 0-800 C

· im set "ng range: 1- 480 min

· Fully microprocessor contro led and programmable

· Reliable Industrial-Grad Transducer

· Over-voltag and over- current protection

· Low- level water protection

· High capacity and quality stainless steel tan

· Stainless steel basket and lid

Three Adjustable Frequencies Type

Features:

" Digital display, easy operation for time and temperature

" empsrat re control range: O-BOoC

" I e ssttinq range: 1- 80 min

" Fully microprocessor controlled and programmable

· Reliable Industrial-Grade ransducer

· Over-voltage and over-current protec 'on

· Low- level water protection

- Hig capacity and quality stainless st I tank

Techn ical Parameters :

Model
External Size Tank Size Capacity AdJustableUltrasonic Ultrasonic Heating Temp
L~W·H(mm) L"W"t-t (mm) (L) Freq uency(KHz) Power(W) Power(W) Range ("C)

'100UC- 10S 260+160"289 230*140100 3 400

1,00
I

UC- 10S II 340"250330 230*140 30 4 400
I I .

UC-20ST 320+174 340 1300 150 50 6

~:::I

UC";;20S II 410260·380 300 150' 180 8
I

UC-30S 320+264*340 300"240*150 10 ,300 400

UC-3OSTII
I

640~350'400 300*240*180 13 [300 400

UC~OS II 840·410*400 1500*300*180 27 500 800

I 500*300*180
I I

UC-60S II 810*410·400 27 45 80 '100 .600 800 0-80
I I

UC-70STII 840·410*410 500*300·180 27 700 800
I I

UC-1 00~ 1260*540 900 600*300·400 72 1000 4000

UC- 100S II
1260*540*9OO .600"300*400 72 1000 4000

(motorized)

I .
UC-200ST 1560' 740 900 800*500*400 160 I 2QOO 8000

I

UC-200STI
1560'740' 900 800 500*400 160 2000 8000

(motorized)

Technical Parameters :

UC-30SDG 640*350*400 300*2 0*180 '13 300

UC-50SD 840* 10*400 500*300*1 80 27 500 800
I

UC--=60S 810*410*400 500*300*180 27 600 800

UC-70ST 840* 10"410 500*300*180 27 700 800

UC-10SD 260*160*280 230*140*100 3 100 00
145 80 0-80

UC-1 0SDlI 340*250*330 230*140*130 4 100 00
I

UC-20SD 320*174*340 300*~50*150 6 200 00

UC-20SDII 410*260*380 300*150*180 8 200 00

UC-30SD 320*264*340, 300*240*150 10 300 400
I

UC-30SDII 410*350*380 300*240*180 13 300 400
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BD andB rie igital is omet rs

BDV-N series digital viscometer

• Measurement is more larger than BDV-S se les,

• Rota '09 speed is improv d to non-polar sbl .

• R 0 temperature probe can timely monitor the temperat re of the sample.

• Optiona l software: Data Coliectin9,Analysis and lot Software

Technical parameters

Model BDV-1S BDV-9S BDV-5S BDV-8S SNB-1N BDV-2N BDV-3N BDV-4N

I Measure 110- 1
10.6 -

Range
1- 1 - 1 - 1 - 6- 50-

(mPa' s)
100,000 6,000,000 ·10q,000 2,000,000 600,000 16,000,000 80,000,000 ;·10,000,000

0.1,0.3,0.6, 0.3,0.6,
Rolation Speed 6!12,30,60 1.5,3,6, 12, 6,12,30,60 1.5, 3, 6, 1 - 60 10.1 - 99.9 0.1 - 99.9 0.1 - 200

30,60 12, 30, 60

I

NurnbGrof
4 types(L1 - L4) t1 types(L1 - L4)

4 MISS

Spindle (21 .27.28:29)

Measurement
±5% ;t 3% ;t1%
(Newtonian ( ewtonian (Newlonian

Accuracy
Fluid) Fluid) luid)

Rep~atabili ty 0.5% (Newtonian luid)

PoWer Supply Special power aO.:'1pter. {100 - ·240V,5OI60Hz)

Optional LO
Sp'oole

10.6 - 6,000Maasure Range 1 - 100 1 - 600 1 - 100 1 - 2,000 1- 600 6 - 60,000 3 - ·60,000
~mPa.s)

BDV-9S

BDV-N Series

BDV-1S

BDV-5S/8S

Features:
BDV-S series digital viscometer

• It adapts 16 bit MCU as central control circuit.

• It fa tures as .fotows: gearless driving, LCD.

• Optional accessories: Printer and RTD temperature probe .

162
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BD e ies iscome er BKU Digital Vi com t r

• It adapts 16 bit MCU as central control circuit and is driven by h'gl, resoluf on step motor.

• RTD temperatu re probe can 'rnely monitor the temperatur of the sam ple.

• LCD can display all informafon.

• Optional software: DV Program Control Down load Software & Data Collee 'ng,Analysls and Plot Software

Features

BOV Series

Features
SKU series

Technical Parameters

Series BDV- 1 BDV- 2

Model BDV- 1A BDV- 1B IBDV-1C BDV-2A BDV-2B BOV-2C

Measure Range
lmPa 's)

12- 6M 80-40M I64o-32OM 6-6M 40- OM 3i0:-320M

I

Rotation Speed O.1~.9 non-polar shift 0.1-200 non-polar shift

I I

6(R2-R7)
I .

Number of Spinelle 4(L1-4) 6 (R2-R7) 6(R2-R7} 4 (L1- 4) 16(R2- R7)
I

Measuremen t Accuracy ±1% (Newtonian Fluid)

Repeatability ;to.5% .( Newt onian Fluid )

Power Supply Special power adapter (100 - 240V,50160HZ)
"

Optional LO Spindle
Measu~e Range 0.6-6000 6-60000 I ,~O-500000 0.3-6000 3-60000 25--500000
(mPa.sJ

I I

OptionalR1Spindle
Measured Range -- 20-100000 160- 800000 -- 10-100000 80-800000
(mPa 's)

I I I

• SKU series viscometer is specia lly appl'ed to sample like paint, coa "ng, etc.

• It adapts 16 bit MCU as centra l control circuit and is driven by hig reso ution step motor.

• It ca n recycling show the units of KU, gm , and cP"

Technical parameters:

Model BKU-1

40- 141KU
Measu re Range 32- 09 gm

27-5274cP"

Measu rement Accu racy ;!; 1%(Newtonian Fluid)

Repeata 'lity ;t O.5%{Nawtonian lu' )

Rotation Speed 1200rpm

Power Supply Special power adapter (100 - 240V,SOI60Hz)

Note: cP Is for reference , not for calibra ion,
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Thermo tati Wa er Bath

Features:

1. It adopts n w design structure, which could avoid the leakage of steam .

2. There are pointer type ternperatur control er and Intellectua l type temperatura contro ler for select ing. The

intellectuallemperatur controller has igh lightness d'gital display and touch opera 'ng button, wt'l"ch IS easy to

operate. It has high prec ision on controlling the temperature.

3. Sta in ess steel chamber and upper cover.

T anspar nt Wat r Ba 'h

Features:

t .Adopt new desig n structure, effectively prev nt eakage of steam.

2.1nlalligent tempera r cont rol, digital display with hig 1 b ' htness, Il igh prec ision temperatur control,

3.AIImade of transpar nt acrylic sheet, can clearly see objects that ar heated.

Technical Parameters:

Model SY-1L1H SY-1L2H SY-1L4H SY-1L6H SY-2L4H SY-2L6H SY-2LBH

Power Supply 220Vt110V;50160Hz

I

Consumption(W~ 400 500 1000 1500 1000 1500 2000

Temp. Precisioll {'C ~ 1 ;1; 0 .5

Temp. Raflge( 'C ) Room e.+5,-1oo'C
- ,

I'Teme. ~nsi tivily( "C) ";; ;1; 1

Display Err()("C ) I.,;; ;1;2.5

Chambef Size
16.8*16.8":1 2- 32.5"16.8*12 65.3·1 6.8~12 94S 16:8*12 32.5"32.5'\12 48 32.5"12 63S32.5"12

(cm)(W"O"H)

Products Size
35S24*19 51+24*19 82"24 "19 113+24*21.5 51.5*38+19 67~8·1 9 82.5 38+19

f-~cm){W O'H)

Packing Si~e
40.5*32+23.5 .55.5"32"2 3.5." 87*32+23.5 117+32 23.5 55+48"23.5 72*48"'23.5 87+48+23:5

(cm(W·O+H))

Net Weighl{Kg) 3.5 4.5 7
r
9 7 8 9.5

G~s WeighHKg) 4 ,5 8 10 8 9.5 11

148

-----------------------

Technical Parameters:

Model SY-8L

I
Capacity 8L

Power Supply 220V50Hz

Consumpliofl{W) 800W

Temp. FlucluationCC ) 0.5

Temp.Raflge(ze) RT+5 - 100

Temp. Sensitivily( "C) ! 0.1

Chamber Size (mm)(W+OH) 280+220'150

Packing Size(mm)(W'D"H ) 450+350"270

Net Weight( Kg) 13.5

Gross Weight (Kg ) 5
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onstant temperature Wat r Tank

Features:

Thermostati

Features:

hal iog ater Ba b

1. Cold-rolled sheet spraying exter ior; stainless steel inner chamber and roof cov r.

2. Choice of pointer type temperature contra ler or intelligent temperature controller with PID program, digital tube

display, and I"ght touch ing opera 'on key; and with notion of timing and over- t iperature protectio n.

3. Funct ions of temperatura setUng, heat preservation, digital display and accurate temperature control.

SIOBASE"

Technical Parameters :

Model WT-42A WT-426 WT-60A WT-60B

Power Supply{V) I220V1110V, 50160Hz

Consumplion(W) {500±10% 1000± l OOk' 7~± 1 0o,,:~ 2000±10%

fTemp. Fluctuation(1: ) 1

ITemp. Range('C ) R +5 - 100

Chambef Size{clll) ( WOD+Hf 42'18~4 4218*14 60*3020 60+30*20

Prod.~t·Slze{cm) ( W:D'H) 57+2327 1 75"35*36

P~king Si~e(cm) JWO·H) 65 30*31.5 65*30*31.6 ~W41 3§ 84Y 411:5

Net We ight { Kg ) 8 8.5
1
17 18

Gros s Weight (.Kg ) 9.5 10 119 20

1. Cover is made of igh- transpar ncy materials for direct observstlo of the sampl s inside.

2. Shaker uses stepless speed regulation

3. A fan Is installed inside he working chamber to force convection within t e chamber. is promotes a better

heat iixture and te iperat re uniformity wit lin the cham ber.

Technical Parameters :

Model SWB-A SWB-B SWB- C

Vibration Amplitude- 30em

Externa Size(L W"H) {cm) 7N 6 43
1

lntemal Size(L"W"H)(em) 46*39*15

Package size(L W·H)(cm) 82*64' 51,.

Consumption 1550W

Vibration Frequency(r/min) 50-280

Notes:

1. A refers to cons tant temperature water tank.

2. B refers to tri-purpcse electro-thennal constant - temperature water tank.

Notes

Temp. Range

Rotation , Osdlatingback and forth, IOscil ating back and for 1,
Rotation oscilation, Timing

Tilling Ti ing
I

R f·3"( - 1001:
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Lo T mp at r Therm stati Water Bath
TB

Features:

per Thermostati Wate Ba h

Features:

• Temperature is raised or lowered indlrec y by passing preheated or precooked water through the tank.

• H gh insulation is achieved wi polyurethane foam stu ng between the Inner and outer casing.

• Microprocessor control! r with self- adjustment of tank displayed temperature and temperature.

OASE
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Technical parameters:

Model TB- L1 TB-L2

Tem~rature Control Range -10 - 99'1: 1-20-9~):
ITemperature Un· ormity ;t O.5OC

IT~mperature . Fluctuation ;:; 0.5"C

Heating Consumption 1000W

Coo ing Consumption ZOOw !400w
Iflt~mal Size- 3OO~260·220mm

152

• Inner and outer casing is mad from stain ess st el plates.

• Temperate s controlled using a glass mercury th rmom ter.

• Contro l circuitry uses silicon-based com ponents and

contactless switches.

Technical parameters

Model TS-1

Temp Range 8T+5'C - 95t:

Temp Fluctuation I ;t 0.1'C

Circulation Pump Flow Rate > 10Llmiri
Power Supply

220v .50160Hz:800WHeating Consumption

lntemal Size 14OO*28Q+180mm
J

Etemal Size 540*355*46Omm

Pa9kage ~jze , 650"'455"'?90mm

Net Weight/Gr06S Weight :15.5130Kg

TB-2 per Th rmo tati OilBath

Features:

• Inner casing Is made of stainless steel plates.

• Data control and display uses microproce ssor can roller

and digital display.

Technical parameters :

Model TB-2

Power Supply 220V±10%. 5OI60Hz

ITemp Raqge RT+5'C- sooc
T~mp Fluctuation ±1'C

lntemalSlze 450 280*300 m

Extemal Size 565"'385~605mm

Package Size 67S"48S·705mm

C:culatioo Pump Flow Rate > 10Llm'n

Net WeighUGross Weight ,;!3I38kg
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Electri heating Wat r Distiller Performance and characterist ic:

Performance and characteristic: WD-5 WD- 10 WD- 20

WI 11 lack water, m l automatically stop healing, wnen tI a return waler reach tI a normal levst, Ulen con ' ue heating.

Olller par~melersare the same as WO sen~,s.

Technical parameters:

Model Pow er su pply ConsumpUon Water discharge Package s~e(W·D·H)

WD-A5 220V/SOHz 4.5kw I~ 5I..1h 1350 340·780mm

WD- A10 3S0V/50Hz 7.5kw ~ 10L/h 420 38lY'900mm

WD-/>.20 3S0V/5(JHz 15k'll ~ 2OLI1l '510 60"800mm

-t Ail of products a~e made from stainless stee l.

2.CondensElf is made of seamless stainless -stee l pipes and S? with verY good cOoling effects & !J"eal capacity of water
produce.

3.The cooled water relurning to the vaporiz i.~g arum can sav~,allergy and waler.
~ ~ - "j • ' -

4.Drain valve Gall push the water in container. preve 11 bilge.

5.lmmergence electric ~ting .lube made f rom copper, l1ea(e fficienC)l i.s beU~f.

Technical parameters :

Model Power supply Consumption Water disch arge Package slze(W·D~H)

I

WD-5 220VI5OHz 4.5kw ~ 5L1h 350~60 780mm
I

WD-10 .380V/5Q.Hz 7,5kw ~ 10Uh I420*3QO·900mm

WD-20 ~V/50Hz 15kw ~ 20lJh ' 510+36O*8OOmm.:. :'

e distilled To er team Wa e m ill

Performance and characteristic:

1.Fully stain less stsjll slructl..-e.

2.Low- levial wa ter cut-of t automatic '1:ater sypply systs...n.

3. lmmersian heater ensures a high effec tive therma l.

4 .Conden~ water and high temperature steam are used to save source:.

5.se~mless condenser pipes, good cool il;)g sffacts and great water output:

6.Pefcolation, pus hing ammonia, divid' g water and steam during.

Automati al Ele tric-heating
Wa er Di tiller

WD- f..!5 WD-A10 WD-A20

Techn ical parameters:

Wa te r
Pressure

Cooling water Steam Ratio of water
Model ot stearn Package size(W·D*H)

discharge
supply

pressu re consumption consumptJon

WD- TSO ~ 50L/h ,0AMPa O.2MPa - 1:1 1:1 .14 710*670·145 mm

WD-T100 ~ 100LJh OAMPa O.2MPa ~ 1:1 ~ :1 .14 770*730"1650mm

WD- 200 ~ 200Llh OAMPa q.2MPa ~ 1:1 ~ 1:1.14 I930*S70*1409mm

WO- 400 ~ 400Llll ,0AMPa O.2MPa - 1:1 1:1 .14 1130"1030*1650mm

WD-T600 ~ 600Ull O.4MPa O.2MPa - 1:1 ~ 1:1 .14

50
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AutomaticEI ctri Double distilled Water Distill r Quartz ub Boiling High urifi Wat r Distiller

Spec ifications:

1.Quartz & S.steel, hi-power, large capaoty

2.High tempera ture resistant

2.Good corrosion resistant

3.Good light transmittance

4. hermal radia 'on heating

Performance and characteristic:

Machine made of "gh quality stainless steel. win towers , reasonable s ructure. Condensing coli structure, he

cooling effect is good, large volume of water. Dry automatic cut off 1 hea 'ng pow r, wate r to be added back

to arrive at the job level and continue heating. Initial staaming and re- distilled water contro l were set. Copper

Immersion electric heating pipe, hig e clancy, long service life.

Technical Parameters :

Model Water discharge Power supply Consumption Pac)t;age size{W"O-H)

1 380 VI5OHZ
I

WD- AOS ~ 5L1h 10 kw 4207720*860mm

WO- A010 ;!J 10~Uh 1380 V/50Hz 17kw 4eO*750~1000mm

WO- AD20 ;;. 20lJh 1380 VJ50Hz 32kw 560;,870*1200mm

The Quartz sub-boflnq h"gh- purified wate r dis 'lier increases water level contro ls. When the water level of dl

5t1lling flask is low r to a certain xtent.lt can cut off power automatically to avoo distill r burnlnq.so as a long r

service life.!t is steady in qua ity,setting and using, which ar popular \"Iith us rs.lt is made of 99.98% quartz tu

be. is type of quartz glass ins ment utilizes Quartz glass characteristic :such as h"gl1 p rity steady chemical

properties well corrosion-resisting(ca n resist all m"n ra acids and organic acids except hydro oric acid and p

yrophosphorlc acid with the temperature a above 300},

Technical Parameters :

Model Type Technical data Package size (W-O-H)

Quartz sub-boil' 9 Water yield:400-500mVh D-mension:68"'42*08CM
WD-QA

h"gh- purified distil r Heating power:1000W,220V/50Hz Weight:14KG

Quartz sub- boil" 9 Water yield:800- 1000mllh Oimension:73·42"73CM
WD-QB

high- punfieddistiler Heating power:2000W,220V/50 z Weight:16KG

Water yield: 2000ml/h
O'mensioo:6S·42' eaCM

WD-Q.C Quartz waterdistiller O'stiilation mode: single distilalion
Weight:14KG

Heating power:1800W,220V/50Hz

Water yield: 15OOm11h
O"mension:73·S6 73CM

WD-QO Quartz waterdistiller Distj lalion mode: Double_distillation
Weight:16KG

fieatingpower,~800Wx2. 22QV/SOHz

52 53



BIOBASE@----------------------------------------------------....• Bio ase Meil1ua Trading CO.,Ud. ---

ater
J III

0 1 I

Techn ical parameters:

BO ASE

aterC J I Wat r P rifle (ROIDI

Features:
CE Standard
6 Filtration system

Automatic RO mem rane flush

Filtration Velocity: 15L1H

Technical parameters :

Model SCSJ-I

ProCess flow PF+AC+RO+DI

~atef sup"ply ap wa ter: TDS;>200ppm , 5-45~ , 1.0 - 3.51<Qlem2
I

Pre-trealmefl t 10 ' , PP fi lt~r·1 +10 ' • Activated carbon x 2
I

Purification system RO reverse osmosis 100GPD RO melllbrane x 1
I

Pot t position plXification Oeioslpurifu.;a lon co~mn x 2
, '"

• Solub e Ofganic matter: Re'action rate>99%· (molecular we4ght>100)

• Rarticle: Rejec tion rate:>99%
• Microbe: Rejection rate>99%
• Salt najec tion rata: near 100010

Purification 'ndex • lOS (total Solids solubi ity): RO water:5- 10 ppm + ;

• Resistivity: 7.0- 10..0 MO -cm;
• Conductiv ity: 0.143-0.100 J.I s/em;
• PI (particulate matter ) (>0.221.1 m): <1/ml:

• Microbe/Germ: <1 CFU/mI
I

Outpu t(25't:: ) 15L/H

Water outlet (hand switch) 2: RO water: 01 water

Wal~ quality~morilOfing OS (total'solids Soil 'Iit:lf)water quality teslil1Q pen

Externa l size (W~D·H) 394*390 502riihl

Weight 12-2OI<g

Model SCSJ-II SCSJ- Ill

Flow p~ura Pf+AC RO+DI IPF+AC+RO+DI

• BuffE;lr disposing • Physical and c1~lcaI artalysis

• Fine cnernlstry industry . GclHPLC
Application

• Inlet water for U tra pure water rnacnina

• Aseptic drinking water

Tap wa ter: DS<2OOppm,5- :5· C.1.0- 4.0Kgflcm2
Feed water requirement

r inlet TDS>200ppm,extra pretrea tment is recommended)

Pretreatment unit
Specia l SPlXl fiber filter x 1+Special active carbon block fi ter )(1 Special active
carbon block filter )(1

Purfficatio system
ROunit 100GPO RO membrane x 1 100GPD RO membrane x 2

Subsequent unit Mixed bed resin cartridge x 2 Mixed bed resin cartridge x 3

Desalination ra~te~k Near1y100*
Pura watar

TDS
J!.

quality RO wa ter:5-10 PPrl)*

Resisb~y 15- 18.2M O.em

COnductivity 0.067-0.055 J.I s/crn

OutptJt(2S'C) 15 litersl hour* 30 literslhour*

Flow rate 2 Literslm' (with pressure tank)

Pure wa ter outlet RO wa ter. deionized water

Automatic electronic pressure sensor conlroll"ng, RO membrane auto flushing,
Control sys tem automa lc stop without water, automatic stop when water tank f tAl, 'automatic cutting

offwater when pump slopping, guaranteeing 24 hours' work.

Water qua ity monitor TOOtest pen +on-r e res istivity mon itor

Power supply AC110-220V,50f60Hz, 48W plus model:72W

Dimension and vveight W'D*H: 22·41*4.2cm112- 14kg

Standa rd configuration Ma' body(including:1 set cartridg ):+4.0 9 Ion water tan + DS pen-accessory box
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C J IV/ C J v Wate Purifi r (ROIDI ater Technical parameters:

Technical para meters:

Model SCSJ- IV SCSJ-V

Flowprocedi re P +AC+RO+AC 01 TF

• ware wash ing • Agricultura l expe • General biological axpa • Aquatic products
feeding . Inletw ated or Ullra pure water macll fna . In el water fo r steri lizerrr&H

Application chamber . 8u er disposing • Aseptic drinking wa ler • Physica l and chemical

ranalysis • Fine cl1emistry industry . Inlet water for Ultra pure water machine • GCI
HPLC • Pharmacy researCh . Medicine exa ining

I Tap water: DS<200ppm,5-4S· C,1.0-4 .0Kgf/cm2

Feed wate r requirements Of inlet DS>200ppm,e.xtrapretreannent is recomme-nded)

Pretreatment unit
20 spun fiber filter )(1+20" granular active carbon filter 1+20- aclive carbon block
fi ter )( ~

Pi rification RO unit 400 dpoRO membrane x.1 I~OO GPD RO membrana x 2
system

Subsequeflt unit
10" granular active cartSon filler x 1+12L mixed bed resin cartridg e x 1+0.2 1.1 m terminal

fi er X 1

Resistivity >1OM Q.an

ConductiVity <0.11-1 stem

Deionized WOller
HeaV'f me al <O.1ppb

qual ity.

Parti,yle{>O.221J m) <1CFU/mI

BaBl~fia <l /ml

RO\valer qua itV TOS(Total ssolved solid) RO water{ppm)<TDS of in et water )(5%

Outpu t(25· C) 63 rtersfhour~ 1125 IrtersJhour'

Pure water <J.t! t1et 2:RO water, deioruzed water

• Super- large LCD display, display tl19 system

runni~ 1j.tal~ and various 8ar eters iltuitively.

• Automa ic microcompuler control ing sys tem,
mulli-menu operaI' g, animation mode display,

• Faull is detected automatically, aulomatic diagnosis.

• Water ality over standard alarm. no wa ter
alarm, consumabl~sbend alarm function.

. Consuma es rasidl!al life shows, inform the user
to rep__lace consu mables timely.

• 3-way on-rna sensor, delec ' g the qualily 0 feed
water, RO water and 01water's qual' y timely.

• Unique des ign 91 cpnsumables, easy for replacement.

• High-strength staioless steel she ll; baatltiful appea rance.
Features arid nctions

• Pipeline wi 1 NSF authorization to.assure high
quality ultrapure water

• fi!w easY-jns~ rting adaplor to make conven ience
of cartridge malntaining and replacing.

• O· erent tanl<sto meel every needs and assure
ample water-s,,~p/y.

• RO membrane, manufactured by DOW or CSM, to assure RO membrana's long
time and high qua lity 0 pure waler.

• Ultra pure polishing resin carbidga with DOWs ·
polishing resin, 10 assu re e too-t ve WOller
quality of ultrapure water.

• 0.2 1.1 m PES terminal filler. to assu re the quality absolutely axenic.

Power supply AC110- 220V,50/60Hz .120W IAC110- 220V,50160Hz ,240W

Dimension and weight L"W H: 65~47*11Ocml70kg

Standa rd configuration Main bpdy(indudilg:1 set cartridge)+11g I on tank+ accessory box
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-
T chnlcal parameters:

20l

<

Modm SCSJ-Vl SCSJ-VII SCSJ-VUI SCSJ-IX

Visual/audIO 8 arm

/!w 0 water- el 00 lml

~ 7K
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