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CPC’s most popular quick disconnect couplings 
are now available om QOSINA 

We are teaming up with
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Colder Products® 
Quick Couplings & Fittings for Plastic Tubing

By expanding our range to include these easy-to-use couplings, 
we can help with your requirements for secure, leak-free connections.  

CPC coupling bodies and inserts are offered with options of medical grade, 
radiation grade, chemical and UV resistant materials.  

Valved and non-valved connector sizes range from subminiature 
to high flow, to fit tubing from 1/4" (6.4mm) I.D. to 3/4" (19mm) I.D..

CPC couplings are used in a wide variety of applications 
in life science, chemical and industrial manufacturing and processing.

 additional choices when your design calls 
for alternatives to luer connectors.

 CPC couplings at competitive market prices.

We are pleased to provide samples and to assist you with selections from 
our inventory of Thousands of Stock Components.

 Specialist for tubing and other components, 
along with your CPC selections to complete your project.  
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Main Components: PP with Overmolded TPE pads, 
USP Class VI

Integral Seals: Overmolded TPE, USP Class VI

Coupling Inserts

Coupling Bodies

In-Line Hose Barb

In-Line Hose Barb

The SRC connector is a unique non-luer connector that eliminates 
the potential for misconnections with luer fittings.  

An audible click provides assurance of a secure, leak-free connection.  
SRC connectors feature unique elastomeric seals with smooth, gap-free flow path.

Straight Thru 
SRC1702
SRC1703

Tubing Size 
1/8" I.D. (3.2mm)
3/16" I.D. (4.8mm)

SRC1702
SRC1703

Straight Thru 
SRC2202 
SRC2203

Tubing Size 
 1/8" I.D. (3.2mm)
 3/16" I.D. (4.8mm)

SRC2202 
SRC2203
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Colder Products® 
Quick Couplings & Fittings for Plastic Tubing
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CPC’s most popular quick disconnect couplings 
are now available from QOSINA 

Red Numbers = New Products   Dimensions Are For Reference Only   Full Scale Illustrations   " Equals Inch    RADIATION GRADE

Colder Products® 
Quick Couplings & Fittings for Plastic Tubing

By expanding our range to include these easy-to-use couplings, 
we can help with your requirements for secure, leak-free connections.  

CPC coupling bodies and inserts are offered with options of medical grade, 
radiation grade, chemical and UV resistant materials.  

Valved and non-valved connector sizes range from subminiature 
to high flow, to fit tubing from 1/4" (6.4mm) I.D. to 3/4" (19mm) I.D..

CPC couplings are used in a wide variety of applications 
in life science, chemical and industrial manufacturing and processing. 

Qosina now stocks additional choices when your design calls 
for alternatives to luer connectors.

Qosina offers CPC couplings at competitive market prices.

We are pleased to provide samples and to assist you with selections from 
our inventory of Thousands of Stock Components.

Contact a Qosina Customer Specialist for tubing and other components, 
along with your CPC selections to complete your project.  
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http://www.qosina.com/catalog/part.asp?partno=SRC1702
http://www.qosina.com/catalog/part.asp?partno=SRC1703
http://www.qosina.com/catalog/part.asp?partno=SRC2202
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The 3/32" flow Twin Tube™ coupling provides a single easy-to-use quick disconnect for two 
separate fluid lines. The Non-Valved Twin Tube maintains two flow paths in a single coupling, 

while permitting pressure and/or vacuum in one coupling. Free coupling rotation 
eliminates kinking tubes. Thumb latch allows single-handed operation.

Thumb Latch: SS
External Springs & Pin: 316 SS

O-Rings: Buna-N

Coupling Inserts

Coupling Bodies

Straight Thru 
PTC1602096

Tubing Size
1/8" I.D. (3.2mm)

Straight Thru 
PTC22010 
PTC22020

Tubing Size 
1/16" I.D. (1.6mm) 
1/8" I.D. (3.2mm)

Straight Thru 
PTC16010 
PTC16020

Tubing Size 
1/16" I.D. (1.6mm) 
1/8" I.D. (3.2mm)

Panel Mount Hose Barb
Acetal

Panel Mount Hose Barb
ABS

In-Line Hose Barb
Acetal

Straight Thru 
PTC2202096

Tubing Size 
1/8" I.D. (3.2mm)

In-Line Hose Barb
ABS
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Colder Products® 
Quick Couplings & Fittings for Plastic Tubing
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http://www.qosina.com/catalog/part.asp?partno=PTC16010
http://www.qosina.com/catalog/part.asp?partno=PTC16020
http://www.qosina.com/catalog/part.asp?partno=PTC1602096
http://www.qosina.com/catalog/part.asp?partno=PTC22010
http://www.qosina.com/catalog/part.asp?partno=PTC22020
http://www.qosina.com/catalog/part.asp?partno=PTC2202096
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Shown Assembled

The SMC & SMF 1 Series are Colder’s smaller couplings & 
are alternatives for Luer Connectors.  These secure twist-to-connect couplings 

prevent accidental disconnect. Kinks are avoided because tubing can rotate freely.
 

Coupling Bodies

Straight Thru 
SMF01 
SMF01MBLK 
SMF02
SMF02MBLK

Shut Off 
SMFD01
SMFD01MBLK 
SMFD02 
SMFD02MBLK

Tubing Size 
1/16" I.D. (1.6mm)
1/16" I.D.(1.6mm)
1/8" I.D.(3.2mm)
1/8" I.D.(3.2mm)

A 
0.48"(12.2mm)
0.48"(12.2mm)
0.48"(12.2mm)
0.48"(12.2mm)

B
0.75"(20mm)/0.90"(22.3mm)
0.75"(20mm)/0.90"(22.3mm)
0.90"(22.3mm)
0.90"(22.3mm)

In-Line Hose Barb
PP

Straight Thru 
SMM01 
SMM01MBLK 
SMM02 
SMM02MBLK

 Tubing Size 
1/16" I.D. (1.6mm) 
1/16" I.D. (1.6mm) 
1/8" I.D. (3.2mm) 
1/8" I.D. (3.2mm)

A
0.48"(12.2mm)
0.48"(12.2mm)
0.48"(12.2mm)
0.48"(12.2mm)

B
0.75"(20mm)
0.75"(20mm) 
0.90"(22.3mm) 
0.90"(22.3mm)

Coupling Inserts
In-Line Hose Barb
Acetal

Straight Thru 
SMF0112 
SMF0212

 Tubing Size 
1/16" I.D. (1.6mm) 
1/8" I.D. (3.2mm)

A 
0.48"(12.2mm)
0.48"(12.2mm)

B
0.75"(20mm)
0.90"(22.3mm)

In-Line Hose Barb
Acetal

Straight Thru 
SMM0112 
SMM0212

 Tubing Size 
1/16" I.D. (1.6mm) 
1/8" I.D. (3.2mm)

A 
0.48"(12.2mm)
0.48"(12.2mm)

B
0.75"(20mm)
0.90"(22.3mm)

In-Line Hose Barb
PP

Locking sleeves: Acetal
Valves: Acetal

Valve spring: 316 SS
O-Rings: Buna-N with Acetal or Chrome-Plated Brass, 

EPDM with Polypropylene
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Colder Products® 
Quick Couplings & Fittings for Plastic Tubing 

SMC & SMF1 Series
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A = Height/Diameter
B = Total Length (Including Valve)
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http://www.qosina.com/catalog/part.asp?partno=SMF01
http://www.qosina.com/catalog/part.asp?partno=SMF01MBLK
http://www.qosina.com/catalog/part.asp?partno=SMF02
http://www.qosina.com/catalog/part.asp?partno=SMF02MBLK
http://www.qosina.com/catalog/part.asp?partno=SMFD01
http://www.qosina.com/catalog/part.asp?partno=SMFD01MBLK
http://www.qosina.com/catalog/part.asp?partno=SMFD02
http://www.qosina.com/catalog/part.asp?partno=SMFD02MBLK
http://www.qosina.com/catalog/part.asp?partno=SMF0112
http://www.qosina.com/catalog/part.asp?partno=SMF0212
http://www.qosina.com/catalog/part.asp?partno=SMM01
http://www.qosina.com/catalog/part.asp?partno=SMM01MBLK
http://www.qosina.com/catalog/part.asp?partno=SMM02
http://www.qosina.com/catalog/part.asp?partno=SMM02MBLK
http://www.qosina.com/catalog/part.asp?partno=SMM0112
http://www.qosina.com/catalog/part.asp?partno=SMM0212


The compact APC Series Acetal Couplings provide excellent 1/4" flow. 
A shrouded plastic thumb latch prevents accidental disconnection.  

Fewer moving parts and integral terminations 
allow fewer leak points, shorter assemblies & faster installation.

These quick couplings for plastic tubing have no exposed 
metal parts & mate with most MPC Series Couplings (See Pages 176-177).

Coupling Bodies

Straight Thru 
APC10004 
APC10006

Shut Off 
APCD10004 
APCD10006

Thread Size 
1/4" NPT (6.4mm) 
3/8" NPT (9.5mm)

A 
0.93"(24mm) 
0.93"(24mm)

B 
1.40"(35.6mm) 
1.40"(35.6mm)

Straight Thru
APC17004 
APC17006

Tubing Size 
1/4" I.D. (6.4mm) 
3/8" I.D. (9.5mm)

A 
0.93"(24mm) 
0.93"(24mm)

B
1.35"(34.3mm)
1.35"(34.3mm)

Straight Thru 
APC13004SH 

APC13006SH

Shut Off
APCD13004SH 

APCD13006SH

Tubing Size
1/4" O.D., 0.17" I.D. 
(6.4mm), (4.3mm)
3/8" O.D., 0.25" I.D
(9.5mm), (6.4mm)

A
0.90"(22.3mm) 

0.90"(22.3mm) 

B 
1.94"(49.2mm) 

2.07"(52.3mm)

Shown Assembled

Main Components, Valves & Thumb Latch: Acetal
Valve Spring: 316 SS 

External Spring: 302 SS 
O-Rings: Buna-N

In-Line Pipe Thread

In-Line Hose Barb

In-Line Shroud with Ferruleless Polytube Fitting

Red Numbers = New Products   Dimensions Are For Reference Only   Full Scale Illustrations   " Equals Inch 172/09
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http://www.qosina.com/catalog/part.asp?partno=APC10004
http://www.qosina.com/catalog/part.asp?partno=APC10006
http://www.qosina.com/catalog/part.asp?partno=APC10004
http://www.qosina.com/catalog/part.asp?partno=APC10006
http://www.qosina.com/catalog/part.asp?partno=APC17004
http://www.qosina.com/catalog/part.asp?partno=APC17006
http://www.qosina.com/catalog/part.asp?partno=APC13004SH
http://www.qosina.com/catalog/part.asp?partno=APC13006SH
http://www.qosina.com/catalog/part.asp?partno=APCD13006SH
http://www.qosina.com/catalog/part.asp?partno=APCD13004SH


A = Height/Diameter
B = Total Length (Including Valve) 
D = Elbow Radial Length

Non-Valved shown

Coupling Inserts

Straight Thru 
APC24004 
APC24006

Shut Off 
APCD24004 
APCD24006

Thread Size 
1/4" NPT (6.4mm)
3/8" NPT (9.5mm)

A 
0.72"(18.3mm)
0.72"(18.3mm)

B 
1.43"(36.3mm)/1.77"(45mm)
1.50"(38.1mm)/1.64"(41.7mm)

Straight Thru 
APC20004 

APC20006

Shut Off 
APCD20004 

APCD20006

Tubing Size 
1/4" O.D., 0.17" I.D. 
(6.4mm), (4.3mm)

3/8" O.D., 0.25" I.D
(9.5mm), (6.4mm)

A 
0.72"(18.3mm)

0.72"(18.3mm)

B 
1.86"(47.2mm)/1.99"(50.5mm)

1.78"(45.2mm)/1.91"(48.5mm)

Straight Thru
APC22004 
APC22006

Shut Off
APCD22004 
APCD22006

Tubing Size 
1/4" I.D. (6.4mm) 
3/8" I.D. (9.5mm)

A 
0.60"(15mm)/0.72"(18.3mm) 
0.63"(16mm)/0.72"(18.3mm)

B 
1.40"(35.6mm)/2.10"(53.3mm)
1.40" (35.6mm)/1.92"(48.8mm)

In-Line Pipe Thread

In-Line Ferruleless Polytube Fitting

In-Line Hose Barb

Non-Valved shown
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http://www.qosina.com/catalog/part.asp?partno=APC24004
http://www.qosina.com/catalog/part.asp?partno=APC24006
http://www.qosina.com/catalog/part.asp?partno=APCD24006
http://www.qosina.com/catalog/part.asp?partno=APCD24004
http://www.qosina.com/catalog/part.asp?partno=APC22004
http://www.qosina.com/catalog/part.asp?partno=APC22006
http://www.qosina.com/catalog/part.asp?partno=APCD22004
http://www.qosina.com/catalog/part.asp?partno=APCD22006
http://www.qosina.com/catalog/part.asp?partno=APC20004
http://www.qosina.com/catalog/part.asp?partno=APC20006
http://www.qosina.com/catalog/part.asp?partno=APCD20004
http://www.qosina.com/catalog/part.asp?partno=APCD20006


Shown Assembled

Coupling Bodies

In-Line Hose Barb
PSU

MPX Series Couplings meet USP Class VI criteria & can be sterilized 
by autoclave, Et0, e-beam or gamma radiation.  

The thin, tapered barb minimizes dead space between coupling & tubing, 
reduces fluid turbulence & decreases areas for particle entrapment.
An ergonomic thumb latch can be operated even by gloved hands.

Coupling halves can be rotated when connected to reduce tubing kinks.

In-Line Hose Barb with Lock
PSU

In-Line Hose Barb
PC

In-Line Hose Barb with Lock
PC

Locking sleeves: PSU 
O-Rings: Platinum-Cured Silicone USP Class VI

Straight Thru Tubing Size 
1/2" I.D. (12.7mm)

Flow 
0.500"

A 
1.28"(32.5mm)

B
1.96"(49.8mm)MPX17803

Straight Thru
MPXK17803

Tubing Size
1/2" I.D. (12.7mm)

Flow 
0.500"

A 
1.28"(32.5mm)

B
1.96"(49.8mm)MPXK17803

Straight Thru 
MPX17839

Tubing Size 
1/2" I.D. (12.7mm)

Flow 
0.500"

A 
1.28"(32.5mm)

B
1.96"(49.8mm)MPX17839

Straight Thru 
MPXK17839

Tubing Size
1/2" I.D. (12.7mm)

Flow 
0.500"

A 
1.28"(32.5mm)

B
1.96"(49.8mm)MPXK17839

174/09
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http://www.qosina.com/catalog/part.asp?partno=MPX17803
http://www.qosina.com/catalog/part.asp?partno=MPXK17803
http://www.qosina.com/catalog/part.asp?partno=MPX17839
http://www.qosina.com/catalog/part.asp?partno=MPXK17839


A = Height/Diameter
B = Total Length (Including Valve)

Coupling Inserts

In-Line Hose Barb
PC

In-Line Hose Barb
PSU

Accessories

Straight Thru 
MPX22603M 
MPX22803M

Tubing Size 
3/8" I.D. (9.5mm) 
1/2" I.D. (12.7mm)

Flow 
0.375"
0.500"

O-Ring 
Silicone Seal USP Class VI 
Silicone Seal USP Class VI

A
0.85"(21.6mm)
0.85"(21.6mm)

B
1.90"(48.3mm)
1.90"(48.3mm)MPX22803M

MPX22603M 

Straight Thru
MPX22639M 
MPX22839M

Tubing Size
3/8" I.D. (9.5mm) 
1/2" I.D. (12.7mm)

Flow 
0.375"
0.500"

O-Ring
Silicone Seal USP Class VI
Silicone Seal USP Class VI

A
0.85"(21.6mm)
0.85"(21.6mm)

B
1.90"(48.3mm)
1.90"(48.3mm)

MPX22639M 
MPX22839M

Sealing Plug
A 1.10"(27.9mm)
B 1.66"(42.2mm)

Body: PC
O-Ring: USP Class VI Silicone Seal

MPX30003M

Sealing Cap w/Lock
A 1.28"(32.5mm)
B 1.67"(42.4mm)

PC

MPXK32003 MPXK32039
Sealing Cap w/Lock

A 1.28"(32.5mm)
B 1.67"(42.4mm)

PSU

MPXK32039

175/09
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http://www.qosina.com/catalog/part.asp?partno=MPX22603M
http://www.qosina.com/catalog/part.asp?partno=MPX22803M
http://www.qosina.com/catalog/part.asp?partno=MPX22639M
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MPC Series Couplings meet USP Class VI criteria.  
The thin, tapered barb minimizes fluid turbulence & decreases areas for particle entrapment. 

An ergonomic thumb latch can be operated even by gloved hands. 
An audible click lets the operator know when the connection is secured.
Coupling halves can be rotated when connected to reduce tubing kinks.

Optional locking sleeves are available to prevent accidental disconnection.

Coupling Bodies

In-Line Hose Barb
PSU

Shown Assembled

MPC30L
Leash Plug for MPC Body

 Soft PVC

MPC32L
Tethered Cap for MPC Insert

 Soft PVC

In-Line Hose Barb
PC

Accessories

In-Line Hose Barb with Lock
PC

In-Line Hose Barb with Lock
PSU

Locking sleeves: PSU
O-Rings: Silicone, Platinum-Cured, USP Class VI 

& Buna-N USP Class V

Straight Thru 
MPC17004T03 
MPC17006T03

Tubing Size 
1/4" I.D. (6.4mm) 
3/8" I.D (9.5mm)

Flow 
0.210" 
0.290"

A
0.93"(23.6mm)
0.93"(23.6mm)

B
1.30"(33.0mm)
1.30"(33.0mm)

MPC17004T03 
MPC17006T03

Straight Thru
MPCK17004T03 
MPCK17006T03

Tubing Size 
1/4" I.D. (6.4mm) 
3/8" I.D. (9.5mm)

Flow
0.210" 
0.290"

A
0.99"(25.2mm)
0.99"(25.2mm)

B
1.30"(33.0mm)
1.30"(33.0mm)

MPCK17004T03 
MPCK17006T03

Straight Thru 
MPC17004T39 
MPC17006T39

Tubing Size 
1/4" I.D. (6.4mm) 
3/8" I.D. (9.5mm)

Flow 
0.210" 
0.290"

A
0.93"(23.6mm)
0.93"(23.6mm)

B
1.30"(33.0mm)
1.30"(33.0mm)

MPC17004T39 
MPC17006T39

Straight Thru
MPCK17004T39 
MPCK17006T39

Tubing Size
1/4" I.D. (6.4mm) 
3/8" I.D. (9.5mm)

Flow
0.210" 
0.290"

A
0.99"(25.2mm)
0.99"(25.2mm)

B
1.30"(33.0mm)
1.30"(33.0mm)

MPCK17004T39 
MPCK17006T39
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http://www.qosina.com/catalog/part.asp?partno=MPC17004T03
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MPC
A = Height/Diameter
B = Total Length (Including Valve)

Coupling Inserts 

Sealing Cap with Lock
A 0.99"(25.2mm)
B 1.30"(33.0mm)

PSU

Sealing Plug 
A 0.75"(19.1mm)
B 1.24"(31.5mm)

Body: PC
O-Ring: USP Class VI Silicone Seal 

Sealing Plug 
A 0.75"(19.1mm)
B 1.24"(31.5mm)

Body: PSU
O-Ring: USP Class VI Silicone Seal

In-Line Hose Barb
PC

In-Line Hose Barb
PC

In-Line Hose Barb
PSU

MPCK32039 MPC30039M MPC30003M

Straight Thru
MPC22004T39M 
MPC22006T39M

Tubing Size
1/4" I.D. (6.4mm) 
3/8" I.D. (9.5mm)

Flow
0.210" 
0.290"

O-Ring
Silicone Seal USP Class VI 
Silicone Seal USP Class VI

A
0.60"(15.2mm) 
0.60"(15.2mm)

B
1.30"(33.0mm)
1.30"(33.0mm)

Accessories

MPC22004T39M 
MPC22006T39M

Straight Thru 
MPC22004T03 
MPC22006T03

Tubing Size
1/4" I.D. (6.4mm) 
3/8" I.D. (9.5mm)

Flow
0.210" 
0.290"

O-Ring 
Buna-N Seal USP Class V 
Buna-N Seal USP Class V

A
0.60"(15.2mm) 
0.60"(15.2mm)

B
1.30"(33.0mm)
1.30"(33.0mm)

MPC22004T03 
MPC22006T03

Straight Thru 
MPC22004T03M 
MPC22006T03M

Tubing Size 
1/4" I.D. (6.4mm) 
3/8" I.D. (9.5mm)

Flow 
0.210" 
0.290"

O-Ring 
Silicone Seal USP Class VI 
Silicone Seal USP Class VI

A
0.60"(15.2mm) 
0.60"(15.2mm)

B
1.30"(33.0mm)
1.30"(33.0mm)

MPC22004T03M 
MPC22006T03M
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The HFC12 Series lightweight, compact couplings have an ergonomic design 
& a large shrouded thumb latch pad for ease of use.

An efficient valve design permits high flow & exceptionally low spillage.
These couplings are chemical resistant & gamma sterilizable.

Coupling Bodies

Shown Assembled

Main Components, Valves & Thumb Latch: PP 
Valve Spring: 316 SS

Panel Mount Gasket: EPDM
External Springs:  316 SS

O-Rings: EPDM
Compression Nut, Gripper, Ferrule: PP

In-Line Pipe Thread

In-Line Compression

Straight Thru 
HFC10612 
HFC10812

Shut Off 
HFCD10612 
HFCD10812

Thread Size 
3/8" NPT (9.5mm) 
1/2" NPT (12.7mm)

A
1.44"(36.6mm)
1.44"(36.6mm)

B
2.69"(68.3mm)
2.88"(73.1mm)

HFC10612 
HFC10812

HFCD10612 
HFCD10812

Straight Thru
HFC13612 
HFC13812

Shut Off
HFCD13612 
HFCD13812

Tubing Size 
3/8" I.D. (9.5mm) 
1/2" I.D. (12.7mm)

A
1.44"(36.6mm)
1.44"(36.6mm)

B
2.96"(75.1mm)
3.11"(79mm)

HFC13612 
HFC13812

HFCD13612 
HFCD13812
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A = Height/Diameter
B = Total Length (Including Valve)
D = Elbow Radial Length

Coupling Inserts

Non-Valved shown

Non-Valved shown

In-Line Pipe Thread

In-Line Compression

Elbow Hose Barb

Straight Thru
HFC24812

Shut Off
HFCD24812 

Thread Size
1/2" NPT (12.7mm)

A
1.16"(29.4mm)

B
1.95"(49.5mm)/2.07"(52.6mm)HFC24812 HFCD24812

Shut Off
HFCD20612
HFCD20812

Tubing Size
3/8" O.D. (9.5mm) 
1/2" O.D. (12.7mm)

A
1.00"(25.4mm) 
1.00"(25.4mm) 

B
2.26"(57.4mm)
2.41"(61.2mm)

HFCD20612
HFCD20812

Straight Thru
HFC23812

Shut Off
HFCD23812

Tubing Size
1/2" I.D. (12.7mm)

A
1.00"(25.4mm) 

B
1.97"(50mm)/2.09"(53.1mm)
D
0.93"(24mm)

HFC23812 HFCD23812
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Autoclavable PSU HFC35 Couplings are strong & chemical resistant.  
Ergonomic design permits easy handling.  

Efficient valve design permits high flow & exceptionally low spillage.
Compatible with Colder HFC12 Series. 

Main Components, Valves & Thumb Latch: PS 
Valve Spring: 316 SS

Panel Mount Gasket: EPDM
External Springs: 316 SS

O-Rings: EPDM

Shown Assembled

Straight Thru 
HFC10635 
HFC10835 
HFC101235

Shut Off 
HFCD10635 
HFCD10835 
HFCD101235

Thread Size 
3/8" NPT (9.5mm) 
1/2" NPT (12.7mm) 
3/4" NPT (19mm)

A
1.44"(36.6mm)
1.44"(36.6mm)
1.44"(36.6mm)

B
2.73"(69.3mm)
2.88"(73.1mm)
3.12"(31.2mm)

Coupling Bodies

In-Line Pipe Thread

Red Numbers = New Products   Dimensions Are For Reference Only   Full Scale Illustrations   " Equals Inch 180/09
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HFC35

A = Height/Diameter
B = Total Length (Including Valve)
D = Elbow Radial Length

Straight Thru
HFC24835 
HFC241235

Shut Off
HFCD24835 
HFCD241235

Thread Size
1/2" NPT (12.7mm) 
3/4" NPT (19mm)

A 
1.16"(29.5mm)
1.23"(31.2mm)

B
1.97"(50mm)/2.09"(53.1mm)
2.22"(56.4mm)/2.34"(59.4mm)

Straight Thru
HFC221235

Shut Off
HFCD221235

Tubing Size 
3/4" I.D. (19mm)

A
1.00"(25.4mm)

B 
2.03"(51.6mm)/2.15"(54.6mm)

Straight Thru
HFC23835

Tubing Size 
1/2" I.D. (12.7mm)

A
1.00"(25.4mm)

B
1.96"(49.8mm)

D
0.93"(24mm)

Coupling Inserts

Non-Valved shown

Non-Valved shown

Non-Valved shown

In-Line Pipe Thread

In-Line Hose Barb

Elbow Barb
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Shown Assembled

Coupling Bodies

In-Line Pipe Thread

Shut Off 
NS4D10004

Thread Size 
1/4" NPT (6.4mm)

A
1.05"(26.7mm)

B
2.31"(58.7mm)

Shut Off
NS4D13006

Tubing Size 
3/8" O.D., 1/4" I.D.
(9.5mm O.D., 6.4mm I.D.)

A
1.05"(26.7mm)

B
2.45"(62.3mm)

Shut Off
NS4D17002 
NS4D17004 
NS4D17006

Tubing Size 
1/8" I.D. (3.2mm) 
1/4" I.D. (6.4mm)
3/8" I.D. (9.5mm)

A
1.05"(26.7mm)
1.05"(26.7mm) 
1.05"(26.7mm)

B
2.09"(53.1mm) 
2.34"(59.4mm) 
2.34"(59.4mm)

The compact, economical NS4 Series have valves that allow 
disconnecting under pressure without spillage. These couplings are durable 

& compatible with many chemicals. Thumb latch permits one-handed operation.

In-Line Ferruleless Polytube Fitting

In-Line Hose Barb

Main Components, Valves & Thumb Latch: PP, ABS 
Valve Spring: 316 SS

External Springs: 316 SS
O-Rings: EPDM

Red Numbers = New Products   Dimensions Are For Reference Only   Full Scale Illustrations   " Equals Inch 182/09
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NS6 & NS4

A = Height/Diameter
B = Total Length (Including Valve)

Coupling Inserts

Shut Off 
NS4D24004

Thread Size 
1/4" NPT (6.4mm)

A
0.96"(24.3mm)

B
1.95"(49.5mm)

Shut Off
NS4D20006

Tubing Size 
3/8" O.D., 1/4" I.D.
(9.5mm O.D., 6.4mm I.D.)

A
0.96"(24.3mm)

B
2.09"(53.1mm)

Shut Off
NS4D22002 
NS4D22004 
NS4D22006

Tubing Size
1/8" I.D. (3.2mm) 
1/4" I.D. (6.4mm)
3/8" I.D. (9.5mm)

A
0.96"(24.3mm)
0.96"(24.3mm)
0.96"(24.3mm)

B
1.73"(44mm)
1.98"(50.2mm)
1.98"(50.2mm)

Shut Off
NS4D42002 
NS4D42004 
NS4D42006

Tubing Size
1/8" I.D. (3.2mm) 
1/4" I.D. (6.4mm)
3/8" I.D. (9.5mm)

A
1.17"(29.7mm)
1.17"(29.7mm)
1.17"(29.7mm)

B
2.07"(52.6mm)
2.32"(59mm)
2.32"(59mm)

In-Line Pipe Thread

In-Line Ferruleless Polytube Fitting

In-Line Hose Barb

Panel Mount Hose Barb
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Coupling Bodies

Shut Off 
NS6D10008

Thread Size 
1/2" NPT (12.7mm)

A
1.31"(33.2mm)

B
3.01"(76.4mm)

Shut Off
NS6D13008

Tubing Size 
1/2" O.D. (12.7mm)

A
1.31"(33.2mm)

B
3.53"(89.6mm)

Shut Off
NS6D17006 
NS6D17008

Tubing Size
3/8" I.D. (9.5mm) 
1/2" I.D. (12.7mm)

A
1.31"(33.2mm)
1.31"(33.2mm)

B
3.16"(80.3mm)
3.16"(80.3mm)

The economical, lightweight NS6 Series have valves that allow 
disconnecting under pressure without spillage.

Design permits connect & disconnect.

Shown Assembled

In-Line Pipe Thread

In-Line Compression

In-Line Hose Barb

Main Components, Valves & Thumb Latch: PP 
Valve Spring: 316 SS

External Springs: 316 SS
O-Rings: EPDM

Red Numbers = New Products   Dimensions Are For Reference Only   Full Scale Illustrations   " Equals Inch 184/09
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NS6 & NS4

A = Height/Diameter
B = Total Length (Including Valve)

Coupling Inserts

Shut Off 
NS6D24008

Thread Size 
1/2" NPT (12.7mm)

A
1.31"(33.2mm)

B
2.44"(62mm)

Shut Off
NS6D20008

Tubing Size 
1/2" O.D. (12.7mm)

A
1.31"(33.2mm)

B
3.01"(76.4mm)

Shut Off
NS6D22006 
NS6D22008

Tubing Size
3/8" I.D. (9.5mm) 
1/2" I.D. (12.7mm)

A
1.31"(33.2mm)
1.31"(33.2mm)

B
2.59"(65.8mm)
2.59"(65.8mm)

Shut Off
NS6D42006
NS6D42008

Tubing Size
3/8" I.D. (9.5mm) 
1/2" I.D. (12.7mm)

A
1.50"(38.1mm)
1.50"(38.1mm)

B 
2.85"(72.4mm)
2.85"(72.4mm)

Shut Off
NS6D40008

Tubing Size
1/2" O.D. (12.7mm)

A
1.50"(38.1mm)

B
3.32"(84.3mm)

In-Line Pipe Thread

In-Line Compression

In-Line Hose Barb

Panel Mount Compression

Panel Mount Hose Barb
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Shown Assembled

The 1/4" flow acetal PLC Series couplings are durable 
& resistant to most mild chemical solutions. Thumb latch permits easy connection
 & disconnection with one hand. Integral terminations result in fewer leak points, 

shorter assemblies & faster installation. An audible click ensures reliable connection.

Coupling Bodies

Main Components & Valves: POM 
Thumb Latch: SS

Valve Spring: 316 SS
External Springs & Pin: SS 

O-Rings: Buna-N

Straight Thru
PLC12004 

PLC12006

Shut Off
PLCD12004 

PLCD12006

Tubing Size 
1/4" O.D., 0.17" I.D. 
(6.4mm O.D., 4.3mm I.D.)
3/8" O.D., 0.25" I.D.
(9.5mm O.D., 6.4mm I.D.)

A
1.01"(25.7mm)

1.01"(25.7mm)

B
1.87"(47.5mm)

1.95"(49.5mm)

Straight Thru 
PLC10004 
PLC10006

Shut Off 
PLCD10004 
PLCD10006

Thread Size 
1/4" NPT (6.4mm) 
3/8" NPT (9.5mm)

A
0.89"(22.6mm)
1.01"(25.7mm)

B
1.17"(29.7mm)
1.15"(29.2mm)

Straight Thru
PLC16004 
PLC16006

Shut Off
PLCD16004 
PLCD16006

Tubing Size
1/4" I.D. (6.4mm)
3/8" I.D. (9.5mm)

A
1.01"(25.7mm)
1.01"(25.7mm)

B
1.95"(59.5mm)
1.95"(59.5mm)

Straight Thru
PLC17004 
PLC17006

Shut Off
PLCD17004 
PLCD17006

Tubing Size
1/4" I.D. (6.4mm)
3/8" I.D. (9.5mm)

A
0.93"(23.6mm)
0.93"(23.6mm)

B
1.95"(49.5mm)
1.95"(49.5mm)

In-Line Pipe Thread

Panel Mount Ferruleless Polytube Fitting

Panel Mount Hose Barb

In-Line Hose Barb
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plcA = Height/Diameter
B = Total Length (Including Valve)
D = Elbow Radial Length

Coupling Inserts

Straight Thru
PLC22004 
PLC22006

Shut Off
PLCD22004 
PLCD22006

Tubing Size 
1/4" I.D. (6.4mm)
3/8" I.D. (9.5mm)

A
0.62"(15.7mm)
0.62"(15.7mm)

B
1.35"(34.3mm)/1.99"(50.5mm)
1.36"(34.5mm)/1.81"(46mm)

Straight Thru 
PLC24004 
PLC24006

Shut Off 
PLCD24004 
PLCD24006

Thread Size 
1/4" NPT (6.4mm) 
3/8" NPT (9.5mm)

A
0.72"(18.2mm)
0.87"(22.1mm)

B
1.25"(31.6mm)/1.66"(42.2mm)
1.25"(31.6mm)/1.63"(41.4mm)

Straight Thru
PLC42004 
PLC42006

Shut Off
PLCD42004 
PLCD42006

Tubing Size 
1/4" I.D. (6.4mm)
3/8" I.D. (9.5mm)

A
0.94"(24mm)
0.94"(24mm)

B
1.91"(48.5mm)/2.05"(52.1mm)
1.91"(48.5mm)/2.05"(52.1mm)

In-Line Pipe Thread

In-Line Hose Barb

Panel Mount Hose Barb
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Shown Assembled

Main Components & Valves: PP 
Thumb Latch: SS

Valve Spring: 316 SS
External Springs & Pin: SS 

O-Rings:  EPDM

Coupling Bodies

The 1/4" flow polypropylene PLC Series couplings can be gamma sterilized. EPDM O-Rings 
& polypropylene bodies offer greater chemical resistance. Thumb latch permits easy connection 

& disconnection with one hand. Integral terminations result in fewer leak points, 
shorter assemblies & faster installation.

In-Line Pipe Thread

Panel Mount Ferruleless Polytube Fitting

Panel Mount Hose Barb

In-Line Hose Barb

Straight Thru 
PLC1000412
PLC1000612

Shut Off 
PLCD1000412
PLCD1000612

Thread Size 
1/4" NPT (6.4mm)
3/8" NPT (9.5mm)

A
0.89"(22.6mm)
0.89"(22.6mm) 

B
1.15"(29.2mm)
1.15"(29.2mm)

PLC1000412
PLC1000612

PLCD1000412
PLCD1000612

Straight Thru
PLC1600412 
PLC1600612

Shut Off
PLCD1600412 
PLCD1600612

Tubing Size
1/4" I.D. (6.4mm)
3/8" I.D. (9.5mm)

A
1.01"(26mm)
1.01"(26mm)

B
1.95"(50mm)
1.95"(50mm)

PLC1600412 
PLC1600612

PLCD1600412 
PLCD1600612

Straight Thru
PLC1700412 
PLC1700612

Shut Off
PLCD1700412 
PLCD1700612

Tubing Size
1/4" I.D. (6.4mm)
3/8" I.D. (9.5mm).

A
0.93"(23.6mm)
0.93"(23.6mm)

B
1.96"(50.1mm)
1.96"(50.1mm)

PLC1700412 
PLC1700612

PLCD1700412 
PLCD1700612

Straight Thru
PLC1200612

Shut Off
PLCD1200612

Tubing Size. 
3/8" O.D., 1/4" I.D.
(9.5mm O.D., 6.4mm I.D.)

A
1.01"(26mm)

B
1.95"(50mm)PLC1200612 PLCD1200612
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plcA = Height/Diameter
B = Total Length (Including Valve)
D = Elbow Radial Length

Coupling Inserts

Straight Thru 
PLC2400412

Shut Off 
PLCD2400412

Thread Size 
1/4" NPT (6.4mm)

A
0.72"(18.3mm)

B
1.26"(32mm)/1.67"(42.4mm)

In-Line Pipe Thread

In-Line Hose Barb

Panel Mount Hose Barb

PLC2400412 PLCD2400412

Straight Thru
PLC4200412 
PLC4200612

Shut Off
PLCD4200412 
PLCD4200612

Tubing Size 
1/4" I.D. (6.4mm)
3/8" I.D. (9.5mm)

A
0.94"(24mm)
0.94"(24mm)

B
1.91"(48.5mm)/2.05"(52.1mm)
1.91"(48.5mm)/2.05"(52.1mm)

PLC4200412 
PLC4200612

PLCD4200412 
PLCD4200612

Straight Thru
PLC2200412 
PLC2200612

Shut Off
PLCD2200412 
PLCD2200612

Tubing Size
1/4" I.D. (6.4mm)
3/8" I.D. (9.5mm) 

A
0.63"(16mm)
0.63"(16mm)

B
1.35"(34.2mm)/2.00"(51mm)
1.35"(34.2mm)/1.82"(46.2mm)

PLC2200412 
PLC2200612

PLCD2200412 
PLCD2200612
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Shown Assembled

Main Components & Valves: PP
Thumb Latch: SS

Valve Spring: 316 SS
External Springs & Pin: SS

O-Rings: EPDM

Coupling Bodies

The 1/8" flow polypropylene PMC12 offers many of the same configuration options as the PLC. 
EPDM O-Rings & polypropylene make these couplings more chemical resistant. 

Thumb latch permits easy connection & disconnection with one hand.
Integral terminations result in fewer leak points, shorter assemblies & faster installations.

This series can be gamma sterilized. 

In-Line Pipe Thread

Panel Mount Hose Barb

In-Line Hose Barb

Straight Thru 
PMC100212 
PMC100412

Shut Off 
PMCD100212 
PMCD100412

Thread Size 
1/8" NPT (3.2mm) 
1/4" NPT (6.4mm)

A
0.79"(20mm)
0.79"(20mm)

B
1.00"(25.4mm)
1.10"(28mm)

PMC100212 
PMC100412

PMCD100212 
PMCD100412

Straight Thru 
PMC160112 
PMC160212 
PMC160412

Shut Off
PMCD160112 
PMCD160212 
PMCD160412

Tubing Size 
1/16" I.D. (1.6mm) 
1/8" I.D. (3.2mm) 
1/4" I.D. (6.4mm)

A
0.79"(20.1mm)
0.79"(20.1mm)
0.79"(20.1mm)

B
1.40"(35.6mm)
1.65"(42mm)
1.85"(47mm)

PMC160112 
PMC160212 
PMC160412

PMCD160112 
PMCD160212 
PMCD160412

Straight Thru
PMC170112 
PMC170212 
PMC170412

Shut Off
PMCD170112 
PMCD170212 
PMCD170412

Tubing Size
1/16" I.D. (1.6mm) 
1/8" I.D. (3.2mm) 
1/4" I.D. (6.4mm)

A
0.79"(20.1mm)
0.79"(20.1mm)
0.79"(20.1mm)

B
1.42"(36.1mm)
1.67"(42.4mm)
1.87"(47.5mm)

PMC170112 
PMC170212 
PMC170412

PMCD170112 
PMCD170212 
PMCD170412
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Coupling Inserts

Non-Valved shown

Straight Thru 
PMC240212

Shut Off 
PMCD240212

Thread Size 
1/8" NPT (3.2mm)

A
0.58"(14.7mm)

B
1.03"(26.1mm)/1.45"(36.8mm)

Straight Thru
PMC200412

Shut Off
PMCD200412

Tubing Size 
1/4" I.D. (6.4mm)

A
0.58"(14.7mm)

B
1.15"(29.2mm)/1.58"(40.1mm)

In-Line Pipe Thread

In-Line Hose Barb

In-Line Ferruleless Polytube Fitting

pmc12A = Height/Diameter
B = Total Length (Including Valve)
D = Elbow Radial Length

USP Class VI compliant Nu-Seal™ quick disconnect couplings are made 
of chemical resistant LDPE & feature a patented integral seal for a leak-free connection. 

These barbed fittings mate with PMC & PMC12 couplings.

Straight Thru
PMC220112 
PMC220212 
PMC220412

Shut Off
PMCD220112 
PMCD220212 
PMCD220412

Tubing Size
1/16" I.D. (1.6mm) 
1/8" I.D. (3.2mm) 
1/4" I.D. (6.4mm)

A
0.50"(12.7mm)
0.50"(12.7mm)
0.50"(12.7mm)

B
0.80"(20.3mm)/1.47"(37.3mm)
1.05"(26.7mm)/1.67"(42.4mm)
1.20"(30.4mm/1.71"(43.4mm)

PMC220112 
PMC220212 
PMC220412

PMCD220112 
PMCD220212 
PMCD220412

Straight Thru Tubing Size 
1/8" I.D. (3.2mm)DSM2202

Nu Seal™
LDPE
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Shown Assembled

Coupling Bodies

Main Components & Valves: Acetal
Thumb Latch: SS 

Valve Spring: 316 SS
External Springs & Pin: SS

O-Rings: Buna-N

Straight Thru 
PMC1002 
PMC1004

Shut Off 
PMCD1002 
PMCD1004

Thread Size 
1/8" NPT (3.2mm)
1/4" NPT (6.4mm)

A
0.79"(20mm)
0.79"(20mm)

B
1.00"(25.4mm)
1.10"(28mm)

Straight Thru
PMC1601 
PMC1602 
PMC1604

Shut Off
PMCD1601 
PMCD1602 
PMCD1604

Tubing Size 
1/16" I.D. (1.6mm) 
1/8" I.D. (3.2mm) 
1/4" I.D. (6.4mm)

A
0.79"(20mm)
0.79"(20mm)
0.79"(20mm)

B
1.40"(35.6mm)
1.65"(42mm)
1.85"(47mm)

Straight Thru
PMC1701 
PMC1702 
PMC1704

Shut Off
PMCD1701 
PMCD1702 
PMCD1704

Tubing Size
1/16" I.D. (1.6mm) 
1/8" I.D. (3.2mm) 
1/4" I.D. (6.4mm)

A
0.79"(20mm)
0.79"(20mm)
0.79"(20mm)

B
1.41"(35.8mm)
1.65"(42mm)
1.85"(47mm)

The 1/8" flow PMC acetal coupling can be used in a wide variety of applications.  
Shroud protects the 1/16" hose barb. The thumb latch permits single-handed connection 

& disconnection. Integral terminations reduce the number of possible leak points, create shorter 
assemblies & permit fast installation. Audible click assures reliable connection.

In-Line Pipe Thread

Panel Mount Hose Barb

In-Line Hose Barb
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pmcA = Height/Diameter
B = Total Length (Including Valve)
D = Elbow Radial Length

Coupling Inserts

Non-Valved shown

Straight Thru 
PMC2402 
PMC2404

Shut Off 
PMCD2402 
PMCD2404

Thread Size 
1/8" NPT (3.2mm) 
1/4" NPT (6.4mm)

A
0.58"(14.7mm)
0.65"(16.5mm)

B
1.03"(26.2mm)/1.45"(36.8mm)
1.13"(28.7mm)/1.42"(36.1mm)

Straight Thru
PMC2004 

PMC2006

Shut Off
PMCD2004 

PMCD2006

Tubing Size 
1/4" O.D., 0.17" I.D.
(6.4mm O.D., 4.3mm I.D.) 
3/8" O.D., 0.25" I.D.
(9.5mm O.D., 6.4mm I.D.)

A
0.58"(14.7mm)

0.65"(16.5mm)

B
1.15"(29.2mm)/1.57"(40mm)

1.40"(36mm)/1.52"(38.6mm)

Straight Thru
PMC2201 
PMC2202 
PMC2204

Shut Off
PMCD2201 
PMCD2202 
PMCD2204

Tubing Size
1/16" I.D. (1.6mm) 
1/8" I.D. (3.2mm) 
1/4" I.D. (6.4mm)

A
0.50"(12.7mm)
0.50"(12.7mm)
0.50"(12.7mm)

B
0.80"(20.3mm)/1.47"(37.3mm)
1.05"(26.7mm)/1.67"(42.4mm)
1.22"(31mm)/1.70"(43.1mm)

In-Line Pipe Thread

In-Line Ferruleless Polytube Fitting

In-Line Hose Barb

USP Class VI compliant Nu-Seal™ quick disconnect couplings are made 
of chemical resistant LDPE & feature a patented integral seal for a leak-free connection. 

These barbed fittings mate with PMC & PMC12 couplings.

Straight Thru Tubing Size 
1/8" I.D. (3.2mm)DSM2202

Nu Seal™
LDPE
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