
Thermal Desorption Systems

Air Sampling / Monitoring
Restek : 

Silco Canisters
Siltek/Sulfinert 
(Deactivation of SS)

NUTECH 

VOC Preconcentrator 

Canister Cleaning Systems
Sampling Timers

Cylinder Pressure Regulators 
(Australian Standard)

Single-Stage

Dual-Stage

401 

High 

Purity

411 

High 

Purity

Brass-Body

SS-Body : Corrosive Gases 
also available

CGA( -180,N2) Bottle Thread 

GasCon Systems 

 Pressure Regulators 

gas standards regulatorsSiltek-treated

Restek Regulators & accessories

MiniCYL Reg    

Backpressure Reg 

MINIreg 

(Scott bottle)    

VICI Regulator/Controllers

Needle/ShutOff Valve   Mass Flow Controllers   Combo Pressure Reg   microMetering Valve

"GC"

Grade

Solutions
Single Component 

Environmental 
Mixes 

Gas Calibration
Standards

TO-14A/TO-15 (Linde)
Petroleum Gases (Scott) US EPA Methods / ASTM / UST

Reference Standards

PEEK/PPS Low Pressure360um  & 1/32 Fittings

Pipe AdaptorsAdaptors, Tees, CrossesStainless steel Fittings

Filters & Frits PreColumns FT Cartridge HPLC End-Fittings

Injection Valves / LoopsFerrules/Reducers/FS

Liquid Chromatography Fittings (HPLC)

In-line Filter

Metal Cutters

PEEK Fittings High Pressure

Nuts M&F, Caps,Plugs

GC Columns

MXT-1HT

Stable to

450 C
o

Silcosmooth Tubing

most Inert

Packing Materials

NO Broken Glass

for ANY GC

Columns in 0.53, 0.75, 

1.0, 2.0, 3.3 & 5.2mm ID

Bonded Phases

Low Bleed

High Inertness

increeased Life

 
Packed /
microPacked

Column
Technology

UNIQUE

Highest Inertness - Lowest Bleed - Exceptional Reproducibility




