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Exceptionally Inert Columns
for GC/MS and Trace Level Analyses

. at high temperatures, for higher sensitivity
and lower detection limits.
. for acidic and basic compounds.

- Engineered to assure

Rxi®-5Sil MS Columns (fused silica)

(Crosshound®, selectivity close to 5% diphenyl/95% dimethyl polysiloxane)

D df (um) temp. limits length cat. # list price sale price
0.18mm 0.18 -60 to 330/350°C 20-Meter 43602-R25
0.18mm 0.36 -60 to 330/350°C 20-Meter 43604-R25
0.25mm 0.25 -60 to 330/350°C 15-Meter 13620-R25
0.25mm 0.25 -60 to 330/350°C 30-Meter 13623-R25
0.25mm 0.25 -60 to 330/350°C 60-Meter 13626-R25
0.25mm 0.50 -60 to 330/350°C 30-Meter 13638-R25
0.32mm 0.25 -60 to 330/350°C 30-Meter 13624-R25
0.32mm 0.50 -60 to 330/350°C 30-Meter 13639-R25
Rxi®-5Sil MS with O_
Protection without the Connection

15m, 0.25mm ID, 0.25um Rxi-5Sil MS

w/10m Integra-Guard Column 13620-127R25

30m, 0.25mm ID, 0.25um Rxi-5Sil MS

w/5m Integra-Guard Column 13623-124R25

30m, 0.25mm ID, 0.25um Rxi-5Sil MS

w/10m Integra-Guard Column 13623-127R25

30m, 0.25mm ID, 0.50um Rxi-5Sil MS

w/10m Integra-Guard Column 13638-127R25

Offer valid through June 30, 2009.

New Rxi®-5Sil MS columns outperform competitors, producing lower
bleed at 300°C and 350°C than any other column on the market.

Visit www.restek.com/rxi Lowest bleed
.. ng tridecane Manufacturer A
for a Complete lIStIng internal standard COIllmn on the
of Restek’s 26 market!

Rxi®-5Sil MS Columns!

Manufacturer B

Manufacturer C

PATENTS & TRADEMARKS Rxi®-5Sil MS
Restek patents and trademarks are the property of

Restek Corporation. Other trademarks appearing in min.
Restek literature or on its website are the property

of their respective owners. Columns: 30m, 0.25mm ID, 0.25um
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Easily detect 1ug/g melamine with our complete kit for GC/MS

Melamine Analysis Kit..............ccoeeece. cat. # 33254 (kit)
Kit includes:

COLUMN: Rxi-5Sil MS with 5 meter Integra Guard™
STANDARDS: TmL Melamine Stock Standard (1,000pg/mL

1mL Cyanuric Acid Stock Standard ~ (1,000pg/mL
TmL Ammelide Stock Standard (1,000pg/mL
TmL Ammeline Stock Standard (1,000pg/mL
1mL Benzoguanamine Internal Std  (1,000pg/mL
1mL Melamine Mix Standard (1,000pg/mL
DERIVATIZATION
REAGENT: 25g BSTFA w/ 1% TMCS

—_ — — — — —

ACCESSORIES: 50mL centrifuge tubes, 5-pk.
13mm, 0.45um nylon syringe filters, 5-pk.

EASY-TO-FOLLOW INSTRUCTIONS with procedural check list to simplify
laboratory documentation!

Keep up with advances in Melamine analysis at www.restek.com/melamine

Brominated Flame Retardants Analysis

40

+ Optimized for PBDE analysis by EPA Method 1614.

«+ Unique deactivation gives higher BDE-209 response,
compared to DB-5HT columns, for greater analytical
sensitivity.

« Exceeds EPA Method 1614 resolution criteria for
BDE-49 and BDE-71.

35

Rtx°®-1614 Columns (fused silica)

(5% phenyl methyl)

D df (um) temp. limits length  cat. # price
0.25mm 0.10 -60 to 330/360°C  15-Meter 10296

0.25mm 0.10 -60 to 330/360°C  30-Meter 10295

Column: Rtx"®-1614, 30m, 0.25mm ID, 0.10um (cat.# 10295)
For analytical conditions, visit www.restek.com and search for GC_EV01019
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Improve your Refinery Gas Analyses
Rt®-A|umina BOND COII.ImnS Excellent resolution and peak shape!

» Reduce detector noise through less particle generation. 12 4 6

» More accurate results through symetrical peaks.

+ Reproducible retention times and flow behavior from
column-to-column.

. methane . trans-2-butene
. ethane . 1-butene

. ethylene . isobutylene
propane . cis-2-butene

. propylene . isopentane

. isobutane . n-pentane
n-butane . 1,3-butadiene

Rt®-Alumina BOND Columns (fused silica PLOT) . propadiene . trans-2-pentene
. acetylene . 2-methyl-2-butene

(Na:S04 deactivation) . 1-pentene

D df (um)  temp. limits length cat. # rice . cis-2-pentene
0.32mm 5 to 200°C 30-Meter 19757 - hexanes

0.32mm 5 to 200°C eter 19758
0.53mm 10 to 200°C 30-Meter 19755
0.53mm 10 to 200°C 50-Meter 19756

1
2
3
4.
5
6
7.
8
9

For Refinery Gas
Standards, visit
www.restek.com/air

GC_PC01085

Column: Rt®-Alumina BOND, 50m, 0.53mm ID, 10um (cat.# 19756); Sample: refinery gas
For analytical conditions, visit www.restek.com and search for GC_PC01085

/ A s 1 Rt®-XLSulfur packed column separates \

hydrocarbons from sulfur compounds.
sulfurs hydrocarbons
1. hydrogen sulfide A. methane
« Optimized columns for low ppb sulfur analysis. o P 2 carbonyl sulfide  B. ethane
« Eliminate the need for Teflon® tubing. E i' emtf‘tyfl‘yr:q;”r‘é;ﬁgtna” g' g[ggg‘ﬁge
» Column and end-fittings are Siltek® treated for 5. dimethyl sulfide  E. isobutane
maximum inertness 6. dimethyl disulfide F. butane
: G. isopentane
o 475 H. pentane
Rt®-XLSulfur Packed Columns ) 3 1. hexane
Purchase installation kit separately. ¢ G H
oD D 1-Meter 2-Meter
Y 2.0mm 80484- 80485-
3" 3.1mm 80482- 80483- L
6
Rt®-XLSulfur Micropacked Columns
Purchase installation kit separately. __M_J . . /\,___
" T T T T T
oD D 1-Meter 2-Meter min. 2 b e pcobns 8 10
/16" 1.0mm 19804 19805 Column: Rt®-XLSulfur micropacked column, 1m, 0.75mm ID (cat.# 19806)
0.95mm 0.75mm 19806 19807 Qanalytical conditions, visit www.restek.com and search for GC_PC00436 /
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Super-Clean Gas Filter and Base Plate Kit

« Save over $200, exclusively from Restek!
« High Purity output ensures 99.9999% pure gas
(at max. flow of 2L/min.)
« Quick connect fittings for easy, leak-tight filter changes.
« Base plate includes /" brass fittings.

Description qty. cat.# price
Restek Exclusive Triple Filter Kit:
includes 2 triple filters & free base plate kit~ 22859-409

Offer valid through Dec. 31, 2009.
Cannot be combined with other offers or discounts.

Restek Electronic

Leak Detector

Request your FREE 2009 Pro:er::ly:i‘:;ld::; ::::
Restek Product Catalog! y :

High temperature methods are
extremely sensitive to carrier
gas impurities such as water
and oxygen. Make sure

you have clean carrier

gas and frequently

check connections

and injection system

fittings for leaks

using an electronic

leak detector.

Leak Detector with
Universal Charger Set
(US, UK, European, Australian)

Cat.# 22839

www.restek.com/catal og www.restek.com/leakdetector
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for Agilent GCs

Splitless Liners ID* cat.# /price
for Agilent GCs Benefits/Uses OD x Length  Similar to Agilent part # ea. 5-pk. 25-pk.
4.0mm S181-3316 (ea) 20798 20799 20800
o trace samples >2ul 5183-4695 (5-pk.)
. 6.5mm x 78.5mm
=  Gooseneck Splitless (4mm)t 5183-4696 (25-pk.)
w 4.0mm 5062-3587 (ea.) 22405 22406 22407
trace samples >2ul 6.5mm x 78.5mm 5183-4693 (5-pk.)
v Gooseneck Splitless (4mm) w/Woolt ) ’ 5183-4694 (25-pk.)
T Split Liners ID* Similar to cat.#/price
- for Agilent GCs Benefits/Uses 0D x Length Agilent part# ea. 5-pk. 25-pk.
) o 19251-60540 (ea.)
universal, use with Agilent 4.0mm 20781 20782 20783
v 7673 autosampler 6.3mm x 78.5mm >183-4601 (5-pk)
= 4mm Split w/Wool i ’ 5183-4692 (25-pk.)
=
. 4.0mm 18740-80190 (ea.) 20709 20710 o
< _ high & low MW compounds ¢ 3. 78 5mm  5183-4699 (5-pk.)
- Cup Splitter
w
= Split/Splitless Liners for ID* Similar to cat.#/price
— Agilent GCs Benefits/Uses 0D x Length Agilent part # ea. 5-pk. 25-pk.
universal 4.0mm o 21032 21033
= ] 6.3mm x 78.5mm
s Low Pressure Drop Liner w/Wool
=]
O DI Liners for Agilent GCs** ID* cat.#/price
o (For 0.25/0.32/0.53mm ID Columns) Benefits/Uses 0D x Length ea. 5-pk. 25-pk.
v trace, active samples, high 4.0mm 21054 21055 20998
. . O recovery & linearity 6.3mm x 78.5mm
Drilled Uniliner (hole near top)
Q trace, active samples, high 4.0mm 20756 20771
. . recovery & linearity 6.3mm x 78.5mm
Drilled Uniliner (hole near bottom)

*Nominal ID at syringe needle expulsion point. **Use with two-hole ferrule for dual-column analysis. TUse this liner for increased sensitivity.
100% deactivated All liners are shipped intermediate polarity (IP) deactivated unless otherwise requested.

(- ) FREE Poster!

Get your liner anatomy wall chart!
Restek carries a complete line of instrument specific Call Retstek atf800'35f;'16t83 tol

. . . . . . request your tree poster toaay:
liners. Visit us online under GC Accessories to view our ]

. X . . lit. cat.# GNWCL014

liners for Agilent, Shimadzu, PerkinEImer, Thermo

\Scientific, and Varian GCs. J
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GC Accessories

for Agilent 7890 GCs

Change inlet liners faster, easier, and eliminate touching hot surfaces.
Gas lines are attached to shell weldment bottom instead of the top. No more
Gas lines don't interfere with routine maintenance. damaged
Weldment Removal Tool allows for removal of hot weldment without gas lines!
touching hot surfaces.

Weldment stays secure in the tool for reattachment.
Eliminates kinked or broken gas lines.

Available for all Agilent GC models.

Restek Agilent

Get the EZ Twist Top™ ADVANTAGE EZ Twist Top™ Flip Top
Eliminate damaged gas lines v
Siltek deactivation for enhanced inertness & durability v
Avoid touching hot metal surfaces—Weldment tool included v

Designed

for drop in

installation!

EZ Twist Top™ Split/Splitless Injection Port for Agilent 7890 GCs

Description qty. cat.# price
Injection port assembly kit includes: shell weldment, 2 weldment O-rings, Siltek Dual

Vespel Ring inlet seal, septum nut, reducing nut, stainless steel capillary nut and weld-

ment tool kit 22177

Siltek injection port assembly kit includes: Siltek shell weldment, 2 weldment O-rings,

Siltek Dual Vespel Ring inlet seal, septum nut, reducing nut, stainless steel capillary nut

and weldment tool kit 22178
Not available in The EZ Twist Top™ and replacement parts are available for all Agilent Injection Ports.
Germany or Japan. For more information, visit www.restek.com and search for EZ Twist Top™

GC/MS Cleaning Kit

Inland 45 Pump Oil
Recommended for most mass spectrometers. Poor sensitivity, loss of
» Ease at cold start. sensitivity at high mass-
- Low vapor pressure 107 torr. es, or high multiplier gain
« Nontoxic and noncorrosive. during an auto tune are
« Compatible with buna-N, neoprene, and Viton® seals. all indicators that your
« Optimum vacuum pump performance. mass spectrometer source may need to be cleaned. Our kit has
« Lowest mass spectrometer background. all the components you need for cleaning and polishing your
- Recommended for optimum mass spec performance. ion source.
Similar to Description aty.  cat# price
Description Agilent part #  qty. cat.# price Mass Spec Cleaning Kit with Dremel Tool kit 27194
Inland 45 Pump Oil 6040-0834  1liter 24819 Mass Spec Cleaning Kit without Dremel Tool kit 27195

Mass Spec Cleaning Kit Replacement Parts Kit
(includes cloths, micro mesh sheets, small and

= Fyr ¥ iFiae= Aystralian Distribulors
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[UItra-High Purity (UHP) Gas Regulators

» Most stable outlet pressure control. Inlet gauge: 0 to 4,000psig (0-27,579kPa)
. . Outlet assembly:  diaphragm valve, /4" tube fitting
Secondary B regmatlon Outlet Pressure: 0 to 100psig (0-689kPa)
not needed. Outlet Gauge: 30"~ 0 to 200psig (0-1379kPa)
Dual-Stage Ultra-High Purity Single-Stage Ultra-High Purity
Chrome-Plated Brass Gas Regulators  Chrome-Plated Brass Gas Regulators
Fitting qty. cat.# price Fitting qty. cat.# price
CGA 580 (N2 He, Ar) ea. 21667 CGA 580 (N>, He, Ar) ea. 20646
CGA 350 (Hs, Ps) ea. 21668 CGA 350 (Hz, Ps) ea. 20647
CGA 590 (Air) ea. 21669 CGA 590 (Air) ea. 20648
Dual-Stage Ultra-High Purity Single-Stage Ultra-High Purity
Stainless Steel Gas Regulators Stainless Steel Gas Regulators
Fitting aty. cat.# price Fitting aty. cat.# price Visit www.restek.com
CGA 580 (N2, He, Ar) ea. 20662 CGA 580 (N2, He, Ar) ea. 20665 f r mor inf rm i n
CGA 350 (Hz, Ps) ea. 20663 CGA 350 (Hz, Ps) ea. 20666 0 ore elinEile
CGA 590 (i) ca. 20664 CGA 590 (A ca. 20667 on Gas Regulators

M Description qty. cat.# price
Cyllnder HOIders’ Single Cylinder Holder, Wall Mounted ea. 21333

W I I M d Double Cylinder Holder, Wall Mounted ea. 23400
a Ou nte Triple Cylinder Holder, Wall Mounted ea. 23401
Four Cylinder Holder, Wall Mounted ea. 23402

Swagelok® Stainless
Steel & Brass Fitting Kkits

Description qty.  cat# price
Swagelok Brass Fitting Kit kit 23141
Description aty. cat#  price
Swagelok Stainless Steel Fitting Kit kit 23197

Swagelok® Brass Fittings Kit

Restek now carries a complete line of Swagelok® fittings!
For more information visit us at www.restek.com

( = Fyr & Fax— Auystralian Distributors
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Sample Preparation

ts for ASE® 200 Systems

ASE® 200 Buy 5 cells or

Extraction Cells | 5P Peirs 9

- Meets original equipment manufacturer’s performance.
Save now until June 30, 2009 on these popular sizes:

« Choose original equipment-equivalent stainless steel,
or Siltek® deactivation for improved inertness and

extended lifetime. (Discount applies to stainless steel only.) Stainless Steel

Description qty. cat.# list price  sale price
Extraction Cell Body six for the

for ASE 200, 22mL price of 5 26098-600

Extraction Cell Body for six for the

ASE 200, 33mL price of 5 26116-600

Replacement Extraction Cell  six 2-pks. for

End Caps for ASE 200 the price of 5 26096-600

4 )

Validated

Valves Florisil®
for ASE® Tubes for

100/200/300Systems — d
Description qty. cat.# price Pe St I C I e
Pressure Relief Valve for ASE 100/200/300 Systems ea. 26159 S I

Static Valve for ASE 100/200/300 Systems ea. 26160 a m p e Prep

- Tested for pesticide recovery and TCP break-
through per EPA SW-846, Method 3620C.
- For large volumes, use 2g tube for greater savings

Autoseal Ti p and efficiency than two 1g tubes in series.

Florisil (EPA SW 846 methods and CLP protocols)

A S S e m b I y 3mL/500mg 6mL/1000mg 15mL/2g

® (50-pk.) (100-pk.) (100-pk.)
for ASE® 200 Systems o o205 [z
Stainless Steel Siltek Treated
Description qty. cat# price | qty. cat#  price Teflon® frits and glass tubes also available.
Autoseal Tip Assembly \ /
for ASE 200 Systems ea. 26162 ea. 26161

Australian Distributors

www.chromitech.net.au E-mail jimjeffs chromtech.net.au Tel " +67 3 9762 2034 Fax ' #6717 3 9767 1169



Air Monitoring

Big Savings

« Smaller cans are less expensive to buy and cheaper to ship for analysis.

« Quick-Connect Fittings provide fast, easy can-to-kit connections in the field—no
tools required!

with Quick-Connect Fitting for Miniature Air Sampling Canisters

400cc 1,000cc Descrioti L .
Description qty. cat.# price cat.# price escrlp on - a. cat. price
Siltek Treated Miniature Canister Quick-Connect Body Fitting ea. 24187
with Siltek Treated Quick-Connect - -
Stem Fitting ca. 24190 94196 Note: Qu@k—coqnect body fitting (lca.t.# 24187) must be ordered separately to
sample with quick-connect stem fitting.
° ° I
get mini!
Canister Volume*/Sampling Flow Orifice Siltek Treated For more |n'fo'rmat|on on
400cc 1 Liter (sccm) size Sampling Kits Restek’s Mini-Cans and
8 hour 24 hour 0.5-2 0.0008" 26253 sampling kitS, ViSit
1 hour 2 hour 4-8 0.0016" 26257 .
. . . www.restek.com/air
*Additional orifice sizes available.

Buy sampler &
Get pack of
10 bags FREE!

« Cost-effective alternative for whole air sampling.
« Light weight and easy to use.
« Vacuum sampler fills bag quickly, without sample passing through pump.

« Large selection of Tedlar bag sizes available, as well as stainless steel valve
option.

Description aty. cat.# list price  sale price
Bag Sampler/Tedlar Bag

Includes Vacuum Bag Sampler Model 1062 and 10pk

1L Tedlar Bags w/PP valve (22118 + 22050) kit~ 22118-406.1 3407
Bag Sampler/Tedlar Bag

Includes Vacuum Bag Sampler Model 1062 and 10pk

10L Tedlar Bags w/PP valve (22118 + 22053) kit~ 22118-406.2 001

Offer valid through June 30, 2009.

= Fyr & Fa= Aystralian Distributors




Analytical Reference Materials

New mixes!

Ask about our updated
EPA 524.3 Supplemental Mixes

GET YOUR MIX

Time-Saving MegaMix®
Environmental Reference Mixes.

« Largest number of target analytes in one mix,

formulated for maximum stability.

« Available for US EPA methods 8260, 8270,

502.2, 524.2, 525.2, 624, 625, SOMO01.1, OLC
03.2, OLM 04.2, Skinner List volatiles, Skinner
List semivolatiles.

Save time, save effort, minimize potential
for preparation problems—use MegaMix®

reference mixes, only from Restek or
authorized distributors.

www.restek.com/megamix

2nd Source TO-14A/TO-15
Gas Calibration Standards

« Standards from TWO manufacturers provides second source standards on one order.
« 12 month stability in transportable cylinders.
« Drop shipped for fast delivery and maximum shelf life.

TO-15 64 Component Mix (64 components)
1ppm in nitrogen, 104 liters @ 1,800psi

cat. # 34436 (ea.)

1ppm in nitrogen, 110 liters @ 1,800psi (Pi-marked Cylinder)

cat. # 34436-PI (ea.)

TO-14A 43 Component Mix (43 components)
1ppm in nitrogen, 104 liters @ 1,800psi

cat. # 34432 (ea.)

1ppm in nitrogen, 110 liters @ 1,800psi (Pi-marked Cylinder)

cat. # 34432-PI (ea.)

Spectra 104L Cylinders:

Aluminum construction
Size: 8 x 24 cm
Volume/Pressure:

104 liters of gas

@ 1,800psi

CGA-180

outlet fitting.

Weight:

1.5 1bs/0.7 kg

Scotty 110L Cylinders
(Pi-marked Cylinders for
EU Regulations):

Aluminum construction
Size: 8.3 x29.5 cm @
Volume/Pressure:

110 liters of gas

@ 1,800psi

CGA-180 outlet fitting.
Weight: 2.2 Ibs/1 kg

US DOT Specs: 3AL2216

For more available gas standards visit www. restek.com/air

= Fyr T Fae= Australian Distributors
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The Choice Is Yours

www.restek.com/uhplc

to Achieve USP <467> Compliance

Residual Solvents - Class 1

benzene 10mg/mL 1,1-dichloroethene 40
carbon tetrachloride 20 1,1,1-trichloroethane 50
1,2-dichloroethane 25

In dimethyl sulfoxide, ImL/ampul
cat. # 36279 (equivalent to USP#1601102) (ea.)

Residual Solvents Class 2 - Mix A (15 components)

acetonitrile 2.05mg/mL methylcyclohexane 5.90
chlorobenzene 1.80 methylene chloride 3.00
cyclohexane 19.40 tetrahydrofuran 3.45
cis-1,2-dichloroethene  4.70 toluene 4.45
trans-1,2-dichloroethene 4.70 m-xylene 6.51
1,4-dioxane 1.90 o-xylene 0.98
ethylbenzene 1.84 p-xylene 1.52
methanol 15.00

In dimethyl sulfoxide, ImL/ampul
cat. # 36271 (equivalent to USP#1601281) (ea.)

Residual Solvents Class 2 - Mix B (8 components)

chloroform 60ug/mL nitromethane 50
1,2-dimethoxyethane 100 pyridine 200
n-hexane (C6) 290 tetralin 100
2-hexanone 50 trichloroethene 80

In dimethyl sulfoxide, ImL/ampul
cat. # 36280 (equivalent to USP#1601292) (ea.)

Residual Solvents Class 2 - Mix C (8 components)

2-ethoxyethanol ~ 800ug/mL 2-methoxyethanol

ethylene glycol 3,100 (methyl cellosolve) 250
formamide 1,100 N-methylpyrrolidone 2,650
N,N-dimethylacetamide 5,450 sulfolane 800

N,N-dimethylformamide 4,400

In dimethyl sulfoxide, ImL/ampul
cat. # 36273 (equivalent to USP#1601306) (ea.)

Get more on RESIDUAL SOLVENTS at www.restek.com/ovi

= Fyr ¥ Fx— Auystralian Distributors
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HPLC Columns

RESOLUTION EVOLUTION

GET BETTER RESOLUTION OF YOUR TARGET
COMPOUNDS WITH A RESTEK BIPHENYL COLUMN

“ Higher hydrophobic retention and aromatic selectivity in a single column.

SAVE AND GET A FREE
$50 TODAY HPLC ACCESSORIES KIT

on Biphenyl columns a $185 valuel!

(Redemption details included with column.)

Visit www.restek.com/biphenyl and use the
code below to take advantage of this offer!

Promo Code Offer valid through April 30, 2009, or while supplies last.
1096D Distributor participation may vary. Discount available on US orders only.

Visit www.restek.com/biphenyl

(___ = Fyr ¥ Fae= Australian Distributors
—
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Hub-Cap Accessories

Hub-Cap 4 Liter
Bottle Tops

Quick, easy & reusable,
Hub-Cap bottle tops
keep your mobile
phase lines in the reser-
voirs without using
messy tape, film, or foil.

Hub-Cap Filter Kit

Transfer and filter mobile phase
in a single step!

Kit includes: bottle adapter, bottle adapter nut,
filter inlet cap, grid support, vacuum hose barb,
tube compression fitting, 47mm grid, 47mm
.22um filter membrane, 47mm .45um filter
membrane, '/:" OD x '/s" ID ultra chemical
resistant, Teflon® FEP lined Tygon® tubing

(3"), 6" x 6" box with shrink

wrap insert.
Description qty.  cat.# price
Hub-Cap Filter Kit kit 26395
Replacement Membrane Filters gty.  cat.#  price
Description ay. cat.# price Polypropylene Membrane F?Iters, 47mm, 0.45um 100-pk. 26396
Hub-Cap (assembly of the bottle cap and plug) it 26541 ;o:ypropylene Membrane Filters, 47mm, 0.22um 100:pk. 26397
Hub-Cap Multi-pack 3pk. 26542 ylon Membrane F!Iters, 47mm, 0.45um 100-pk. 26398
Nylon Membrane Filters, 47mm, 0.22um 100-pk. 26399
[ ° Similar to \
E co n o m I Ca I Description Model # part # aty. cat#  price
For Agilent HPLC Systems
Detector Lamp, 1090 DA, 1050 VW/DA/MWD 1090, 1050 79883-60002 ea. 25260
D etecto r Lamp, DAD G1315A, G1365A 1100, 1200 2140-0590 ea. 25261
Lamp, VWD G1314A 1100, 1200 G1314-60100 ea. 25262
8453 Deuterium Lamp — 2140-0605 ea. 25263
La m ps G1321 Fluorescence Detector Flash Lamp — 2140-0600 ea. 25264
For Beckman HPLC Systems
Deuterium Lamp DU60, 62, 64, 65 596791 ea. 25454
For Hitachi HPLC Systems
Deuterium Lamp, Prealigned L4000, L4200, L4250, L7400 AN0-0424 ea. 25465
For PerkinElmer Instruments
Deuterium Lamp PE 200/785A N2920149 ea. 25431
For Shimadzu HPLC Systems
Deuterium Lamp SPD-6A 062-65056-02 ea. 25283
Deuterium Lamp SPD-10A, 10AV, M20A 228-34016-02 ea. 25284
For Waters Detectors
Xenon Lamp (w/o holder or mirror) 470 — ea. 25404
Xenon Lamp 474 — ea. 25405
Deuterium Lamp (UV/Vis) 484 80357 ea. 25406
Deuterium Lamp 996, 2996 WAT052586 ea. 25408
Deuterium Lamp 2487 WAS081142 ea. 25409
Deuterium Lamp, long life (2,000 hours)* 486 80678 ea. 25410

www.chromtech.net.au E-mail jimjeffsg

*Standard lamps have nominal 1,000-hour life.

chromtech.net
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\ Visit www.restek.com for a complete listing of Detector Lamps.
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HPLC Accessories

4 )

T The PEEK™ Survival Kit is an invaluable parts kit that contains tubing,
fittings, and tools essential for setting up and maintaining your HPLC
system: PEEK™ tubing, connectors, elbows, Teflon® tubing, a tubing cutter

S u rv i va I Ki t and extra blades, a ValvTool wrench, open-end wrenches, and more.
For start-up and maintenance in all HPLC systems.
Description qty. cat.# price
PEEK Survival Kit for HPLC kit 25322
Contents:
Description qty. cat#  price
PEEK Column Connector (beige, round body) 10-pk. 25015
PEEK Tubing, '/3" OD x 0.005" ID x 3m (red stripe) ea. 25065
PEEK Tubing, /1" OD x 0.007" ID x 3m (yellow stripe) ea. 25066
PEEK Tubing, */:" OD x 0.010" ID x 3m (blue stripe) ea. 25067
PEEK Tubing Elbow 90° 5-pk. 25308
PEEK Tubing Elbow 180° 5-pk. 25309
Teflon Tubing, /5" OD x 0.063" ID x 3m (1.6mm ID) 3m 25306
Teflon Tubing, */s" OD x 0.094" ID x 3m (2.4mm ID) 3m 25307
Tubing Clip 5-pk. 25310
ValvTool Wrench ea. 25321
Open-End Wrenches (*/4" x °/1") 2-pk.* 20110
Clean-Cut Tubing Cutter ea. 25069
Replacement Blade for Clean-Cut Cutter ea. 25070
PEEK Union Connector /" 2-pk. 25323
Mobile Phase Sparge Filter: 2um ea. 25311
Inlet Filter: 10um ea. 25312
*Kit contains 1 wrench, replacement (cat.# 20110) is a 2-pk.
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Mobile Phase Degasser

In-line vacuum degassing

- Prevents oxygen from causing flow rate instability and
baseline noise.

« Prevents bubbles from forming in check valves, at
connections, or in detector flow cells.

+ More effective than sonication or helium sparging.

Specifications:

Residual Oxygen* 0.9ppm Wetted Parts Teflon AF, PTFE,

Pressure Loss'  0.24psi (1.65kPa) ETFE, PPS

Internal Volume  500uL Max Flow Rate  7mL/min./channel s Ultimate

'At a flow rate of ImL/min. o Degasser Off

Description qty. cat# price Degasys Ultimate

110V Mobile Phase Degasser * Degasser provides

(4 Channe_l, 7mL/min./channel) ea. 25189 2 h hl bl b |

220V Mobile Phase Degasser . ig y stable baselines,

(4 Channel, 7mL/min./channel) ea. 25194 \

To prevent system damage, do not use the Degasys system with solutions contain- * v

. . 07 -50 1

ing TFA at concentrations greater than 5%. . DSJ;,:;::%“ Vobile Phase: Wa'ter:methanol

Flow: 1.0mL/min.

TE 5 & 5 6 7 8 &smn [C019  Det: UV @ 210nm

= Fyr®Fae= Auystralian Distributors
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(and your budget too!)

Extend the life of your existing instruments
instead of buying new equipment.

Genuine Restek Replacement Parts
« Keep your LCs and GCs running smoothly for years to come.
« Equal or exceed the performance of the original components—

at a fraction of the cost!

Download a mini-catalog for your system today!
Genuine Restek Replacement Parts and Accessories for:

« HPLC Systems « Shimadzu GCs
« Agilent GCs » Thermo Scientific GCs
 PerkinElmer GCs « Varian GCs

9001:2000

Prevent
downtime
with routine

maintenance!
Handy kits &
tools available
online!

Lit. Cat.# GNES1131

© 2009 Restek Corporation.
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