
Union Female  

Inner Thread 

20mm 17.6x14.6 

19mm Hex Nut  

Male Thread  

14.6mm ID Ceramic Tube 

“Butt” Joined 

M&F Threads Not Shown 

Thread Size ?  

In a “Custom” SS Fitting 

Graphite Cylinder “Seal” 

Ceramic Tube 

 

“H2 SITE” Ceramic Tube Graphite Seal Joiner 

16.6x14.6mm x 0.8” L ???? 

But for 17.6 x14.6mm x 0.8” L—Actual Thread Size DIMs ???  

SS Top / Bottom Flange probably has a short Graphite Seal 

> more standard Male NUT into Female tapped  

Thread Hole in the Flange  

ie a “Custom” Reducer Fitting  

??? Stronger Inner  

Hypodermic  

SS Tubing needed ? 

Welded / silver soldered ! 

ALL “Sits” in an 

OUTER High TEMP 

Sealed Furnace Cylinder 

( Not Shown ) 

>>400 degC With > High Purity 

Gas H2 or Ammonia as  

Product-OUT from crude H2 

and /or N2 Gas Feed-IN 

( but ALL > my  

Cyl GF 17.6x14.6mm x 1/2”  L 

THE PROBLEM ??? 

Centering the Ceramic Tubes  

whilst tightening 



 

Custom SS  1/2” NPT (?) (Tapered ) 

TO 1/4 or 1/8” (?) Tube Our SL BUTT GF To Allow thermal expansion  

in furnace > 500deg C 

Tube sets 14.6mmOD x 24 each 

2 each with joiners  

fitting s) 

“ ditto” 
” 

 

fitting s) 

“ ditto” 

” 

“Their” SS Manifold 

NOT To  Scale ! 

Or Simply with THEIR 

Fitting 

> “whatever !“  ? 


