
DATA LOGGERS
K THERMOCOUPLE DATALOGGER, Model: D LogMate-2TCK

 

n Pressing Start/Stop button to activate logger. 
n Features contacting measurement versatile K type sensors.
n Output: Big LCD display, RS232 interface connection to 
PC 
      or uses USB converter to connect to USB port.
n Memory capacity: Total 16,000 points.
      K type: Dual K sensor inputs T1 and T2. 
n Sample rate: User defined: From 1 second to 2 hours. 
      Standards: CE and Rohs/WEEE compliance.

 RANGE -200~1370°C/-328-2498°F
 POWER BAT. 3.6V Lithium battery (ER3)

 ACCURACY ±0.3%rdg±0.7°C(1.3°F)

 RESOLUTION 0.1°C/°F

 BAT LOW DISPLAY "BAT" icon display

 SAMPLE RATE 16000

 LCD DISPLAY SIZE: 20x40 mm

 DIMENSIONS(mm) 90mm x 60mm x 26.5mm (H)

 OPTIONAL 
ACCESSORY

USB Converter with cable and connector 
(RS232 to USB)

 LED SIGNAL Red (HI,LO Alarm)/Yellow(Record)

 SENSOR PROBES 
(Included)

E60A

Monitors temp. 2 separate type k, thermocouples, to store and measure n 
High temperature measurement n 5 start modes to activate logger's 
recording (immediate, schedule, on-line, key start, repeat) n Icd displaying 
data being stored & viewing current recording status!

 

Standard RS232
cable with software optional
USB converter and cable.

Temperature & Temperature Humidity Dataloggers
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Use in Storage containers, shipping vans, Greenhouses, transportation, Refrigerators, Ovens, Freezers, Incubators etc...   n Logs data for days, weeks 
or months up to 1 year battery life   n Multiple Dataloggers can be programmed & data downloaded from one single docking station   n Programmable 

sampling rate from 1 sec to 2 hrs plus Hi/Lo limits with alarm indication   n Three start methods: Scheduled, immediate or magnetic   n Real time 
clock stores date & time with data   n Dimensions/Weight: 76.2x57.2x22.3mm/72.6g

 Model: T

 
n Temperature Datalogger
n Model 1T is without display.
n Up to 8000 readings.
n Wide operating range:
       Temperature: -40 to 85OC

 Model: TD

n Temperature Datalogger
n Up to 8000 readings.
n View temperature on LCD display.
n Wide operating range:
       Temperature: -40 to 85OC

 Model: THD
 

n Temperature & Humidity Datalogger
n Up to 16,000 readings. 
       (8000 readings for each parameter)
n View temperature & Humidity on 
       LCD display.
n Wide operating range:
      Humidity: 0 to 100% RH
      Temperature: -40 to 85OC

  
Specifications D LogMatae-T D LogMatae-TD D LogMatae-THD
Temp. Range -40 to 85OC (-40 to 185OF)

Humidity Range N/A 0 to 100% RH
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Shape

   
Power Bat. Er3 lithium battery x1
Accuracy± Temperature: ±0.6OC(20 - 50OC),     0.2OC(-40 - 20OC, 51 - 85OC)

ONLY FOR 1TTRHD Humidity: 3%RH (At 25 room temp.) others 5%

Bat Low Display "Lo" Display
Sample Data up to 16000
LCD Display 12x25.5mm

Housing Water Proof Water Proof Water Resistant
Dimensions (mm) 124(L)x92(W)x37(T) (Interface)

80(L)x55(W)x22(T)
124(L)x92(W)x50(T) (Complete set)

LED Signal Red (HI, LO Alarm)/Yellow (Record)
Resolution 0.1OC (0.1OF)

Cable Length 150cm with DB9 connector

Cradle (USB) With Sofware
 

Cradle (USB) With Software can be ordered in additional. It is easy to operate from it's main screen



Cradle

Program the logger, analyze & store data using Windows 95/98/2000/NT/ME/XP compatible software
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