Thermormeter. Ph DO. Conductivity

CONDUCTIVITY METER

Model: CD-4303

* fi -P circuit, LCD with display unit.
* Max., Min,, Memory recall button.
* 200uS/2mS/20mS, ATC, Cell adij.

* Size : 180 x 72 x 32 mm. RS-232.

OXYGEN METER

Model: DO-5510
* u =P circuit, LCD with display unit.
* Dissolved oxygen range:
0 to 20 mg/L.
* Max., Min., Memory recall button.
* DO, Oxygen in air, Temp., ATC,
Auto Cal,, % salt.

* Diaphragms & electrolyte included.

* Probe head with diaphragm set &
electrolyte are included.
* Size : 180 x 72 x 32 mm. RS-232.

PH METER

Model: PH-207
* 0 fo 14 pHx 0.01 pH, £1,999 mV.
* fj-P circuit, LCD with display unit.
* Max., Min.,, Memory recall button.
* pH, mV, Temp.,,
manual Temp. adj. or ATC.
* Size : 180 x 72 x 32 mm. RS-232.
* PH electrodes (optional):
PE-01, PE-03, GL-42, PE-08,
PE-06HD.

PRECISION 0.01 degree

THERMOMETER

Model: TM-907A

* Cooperate with PT 100 ohm
probe, high accuracy.

* Max. measurement range
-199.99°C to 850°C.

* 0.01/0.1 °C resolution, Memory,
°C/°F select.

* 180x72x32 mm. RS232.

PT 100 ohm TEMP. PROBE

Model: TP-100

HEAVY DUTY
THERMOMETER

Model: TM-5005

* Type K, °C/°F, 0.1°/1°

* -50°C - 1300°C,
-58°F - 2000°F.

* Accuracy: (0.3% rdg+1°C),
>1000°C (0.5%).

* Max. reading plus
data hold.

* Include rubber holster.

* Size: 165x76x43mm, 340g

Model: TM-5007
* Dual input

Temperature Probe

Model: TP-100

* 0°C resistance: 100 ohm.

* Measuring Range: -50 to 400°C.
* Plug: DIN plug, 4 pins/4 wires.

!

temperature. For example: Accuracy is 0.15°C
for 0°C reading. Accuracy is 0.35°C for 100°C reading. o
Accuracy is 0.95°C for 400°C reading.

* Dimension: Sensing head - 152 mm tube,
3.2mm Dia. Probe length-245mm.

R
* Class A. '\
* Accuracy: £(0.15 + (0.002 xT))°C. T: measuring (

TYPE K TEMPERATURE PROBE

Model TP-01 - Wire Probe

PRECISION 0.01 -40°C to 250°C, Naced-bead.

degree Model TP-02A - Immersion Probe
THERMOMETER -50°C to 900°C, 3.2mm Dia. x 10cm.
Model: TM-917, Model TP-03 - Penetration Probe
RS-232 -40°C to 260°C, 3.3mm Dia. x 87mm.

* PT 100 ohm +
thermocouple type
KJ,RET.

* Max. measurement
range 1370°C (type K).

* 0.01°, 0.1° resolution,
Memory (Max., Min.).

* Professional
thermometer
with high accuracy.

PT 100 ohm TEMP.
PROBE
Model: TP-100

Model TP-04 - surface probe
-50°C to 400°C, Surface probe.

THERMOMETER,
4 Channels
Data Logger

Model: TM-747D

* Multi function for
K/J/E/T/R/S/N types

* Single/Dual/Triple/Four
Channels

* Programmable Hi/Lo
audible alarm function

* With built-in “time”
function

* RS-232 interface with
window software

* 10000 records data
logger for each channel

DUAL THERMOMETER, RS-232

Model: TM-906A

* u-P circuit, LCD with display unit.
* Range:-200 to 1370°C.

* Max., Min,, Memory recall button.
* °C/°F, 0.1°/1°711,T2, T1-T2.

* Size : 180x72x32 mm.

* RS-232.

PH ELECTRODE

General purpose pH/Ref electrodes PE-01 and PE-03 Rugged,
polycarbonate construction features glass pH sensing bulb
surrounded by protective teeth. pH range (0 to 14pH),
operating temperature (0 - 80°C). Choice of Mini size: 9.5mm
I(Dio. x 130mm (PE-01), or Standard size: 12.3mm Dia. x 160mm
PE-03).

Flat surface elecirode (Easy fo clean) PE-08 PVC bodied
electrode, ideal for pH of solid products with minimal moisture
like cheese, soils or electrophoretic/agar gels. pH range

(0 to 14pH), operating temperature (5 to 80°C).

Size: 15mm Dia x 106mm

The PE-06HD spear tip pH electrode is ideal for penetration pH measurements info meats, cheese,

soil and other types of measurements requiring sample penetration.

pH range : 0 to 14 pH. Temp, range : 0 fo 60, Size : 12mm Dia x 157mm.

GL-42 Glass bodied electrode Fast response and high accuracy, ideal for field or lab application.
Connector available with BNC. Protective bottle with 4M KClI solution keep electrode wetting fo extend
electrode life. 0:900C, Size: 12mm Dia. x 155mm.

PE-01 PE-03 GlL-42 PE-08 PE-06HD
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HUMIDITY METER,
data logger,
RS232

Model: HT-3015
* Measurement: Humidity, Temp.,
Dew point.

* Humidity: 5 - 95%RH , Temp: 0 - 50°C
* Resolution: 0.01%RH, 0.01 degree.

* 1000 data logger point,
RS232 interface.

* Fast response time, separate probe.
* LCD display, 006P DC 9 V battery.

* Size : 180x72x32 mm.

HUMIDITY/TEMP. METER,
+ type K/J Temp.
Model: HT-3006A

* Humidity meter/%RH: 10 to 95%RH.

* Humidity meter/Temp.:
0 - 50.0°C, °C/°F.

* Type K Thermometer:
-100°C - 1300°C.

* Max., Min.,, data hold,
RS-232 interface.

* Type K Temp, probe (optional):
TP-01, TP-02A, TP-03, TP-04,
refer page 74.

MOISTURE METER
Model: MS-7000

* Range : 9% to 30% moisture content.
* 9 material species groups in memory.
* Max, Min,, Data hold, Self-calibration.

* Size : 180 x 72 x 32 mm. RS-232.
CONCRETE/WOOD
MOISTURE METER

Model: MS-7002

Humidity, 7Temperature

LogMste 590

and cursor block.

Humidity & K Thermocople Datalogger

Model: D LogMate-2TCK

* Pressing Start/Stop button to activate logger.

* Features contacting measurement versatile
K type sensors.

* Qutput: Big LCD display, RS232 interface
connection to PC or uses USB converter to
connect to USB port.

* Memory capacity: Total 16,000 points.

K type: Dual K sensor inputs T1 & T2.

* Sample rate: User defined: From 1 second
to 2 hours. Standards: CE & Rohs/WEEE
compliance.

Temperature & Humidity Datalogger

Model: D LogMate-THD
* Up to 16,000 readings.
(8000 readings for each parameter)
* View temperature & Humidity on LCD display.
* Wide operating range:
Humidity: 0 - 100% RH,
Temperature: -40 - 85°C

Data Loggers

Universal Data Loggers with 2, 3, or 4

measvuring inputs

Model: LogMate-590

* Modern, compact housing.

* 4 additional internal function channels.

* 2 output sockets for digital interfaces, analog
output, trigger input, alarm contacts, memory
card.

* High-resolution A/D converter, 16-bit, 10 mops.

* Graphics display with white illumination, easy
& convenient operation by means of 4 soft-keys

* Clear and easy-to-understand menu system: 3 measuring menus.

* Intelligent sensor readings with sensor-specific functions: Cold junction compensation, temp.
compensation, and atmospheric pressure compensation.

* Measuring functions Measured value, zero-setting, setpoint adjustment.

* Function menus : Maximum value, minimum value, memory for 99 measured values, average value over
time/individual values/measuring points, smoothing, easy and convenient volume flow with centre
measuring, two-point adjustment, scaling, data logger with configuration menus.

* Programming menus ensuring clear & easy-to-understand sensor programming, range, units, designation,
right through to special functions, configuration of device parameters and of output modules.

* Sleep mode for long-

LogMste 458

term recording

Universal measuring instrument
Model: LogMate-490
* 2 input sockets for 2 sensors, 8 channels, 4 internal funchon channels.

* Memory sufficient for
viewed in the display

100 measured values, can be called up &

* High-resolution A/D converter, 16-bit, 10 mops.
* More than 65 standard measuring ranges.
* Generously dimensioned 2-row static 7/16 segment display including

units.
* Easy and convenient

to operate by means of 7 keys.

* Measuring functions: Measured value, zero-setting, sensor adjustment,
saving of maximum/minimum values, memory for 100 measured
values, cold junction compensation, & temperature compensation.

* Test functions: Segment monitoring, range monitoring, sensor

breakage indication,

battery voltage check and display.
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Temperature Datalogger

Model: D LogMate-T

* Model 1T is without display.

* Up to 8000 readings.

* Wide operating range:
Temperature: -40 to 85°C

Temperature Datalogger

Model: D LogMate-TD

* Up to 8000 readings.

* View temperature on
LCD display.

* Wide operating range:
Temperature: -40 to 85°C

Measuring instrument

with display

Model: LogMate-450

* Handy display device with
1 input socket & 4 channels.

* Generously dimensioned
2-row static 7/16 segment
display including units.

* Easy and convenient to
operate by means of 7 keys.

* More than 35 measuring
ranges for thermocouple &
NTC sensors.

* Measuring functions:
Measured value, zero-setting,
saving of maximum/minimum
values, hold function.

+61(0)3 9762 2034
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UVA LIGHT METER
Model: UVA-365
UVC LIGHT METER
Model: UVC-254
* Ultra-Vioiet radiometer.
*199.9 //W/cm2, 1.999,

19.99 mW/cnf.
* R$232, Data Hold.
* Max., Min., Memory recall button.
* Size : 180 x 72 x 32 mm. RS-232.

ENVIRONMENT METER

Humidity, Anemometer,

Light, Type K/J

Model: EM-9100

* 4 in 1: Humidity meter, Light meter,
Anemometer, Type K/J
thermometer.

* Humidity : 10 - 95%RH, 0 - 50°C.

* Light: 0 - 20,000 Lux.

* Anemometer: 0.5 - 25 m/s.

* Type K thermometer: -100 - 1300°C,
°C/°F. Type J thermometer:
-100 - 1200°C, °C/°F.

* Unit select, Data hold,
REC (max., min.)

* Separate probe, easy operation.

* RS-232 interface, Record (max. min.).

* Optional sound level probe.
1 DC 9V battery (006P).

* Type K Temp, probe (optional):
TP-01, TP-02A, TP-03, TP-04,
refer page 74.’ Patented.

LIGHT METER

Model : LX-107

* 2,000/20,000/100,000 Lux, Data hold.

* 4 light type select, Zero, Memory.

Model : LX-105,RS-232
* 2,000/20,000/50,000 Lux, Hold, Zero.
* RS-232. 4 liaht tvoe select. Memorv.

Light. Sound, Anemometer

Heavy Duty

ANEMOMETER, air flow+air velocity

Model :AM-4206

* CMM ( m3/min.), CFM (ftVmin.)

* m/s, ft/min, km/h, mile/h, knots,
Temp.(°C/>F).

* 0.4 to 25.0 m/s,, i+ -P circuit.

* Max.,, Min., Memory recall button.

* Size : 180 x 72 x 32 mm. RS-232.

ANEMOMETER, metal vane, airflow

Model : AM-4206M

HOT WIRE ANEMOMETER

Model :AM-4204

* 0.2 - 20.0 m/s, high precision
for low air velocity measurement.
Telescope probe.

* Max,, Min,, Data hold, RS-232.
HOT WIRE ANEMOMETER,
+ air flow (CMM, CFM)

’ Model :YK-2004AH

HUMIDITY/ANEMOMETER METER, + type K/J
Model :AM-4205A

* m/s, ft/min, km/h, knots, mile/h,°C/°F.

ANEMOMETER

Model :AM-4203

* 11 -P circuit, 0.4 to 25.0 m/s.

* Max., Min., Memory recall button.

* m/s, ft/min, km/h, mile/h, knots, Temp.fC*F).
* Size : 180 x 72 x 32 mm. RS-232.

ANEMOMETER, mini vane

Model :AM-4213

* 13 mm Dia. heavy mini vane,
telescope probe.

* High Temp, air velocity
measurement.

*m/s, ft/min, km/h, knofs,
mile/h, Temp.(°C/°F).

* 0.8 to 12.0 m/s., /z-P circuit. RS-232.

Model :AM-4216

* Same function as AM-4213
But with the CMM ( m3/min.),
CFM (ftVmin.)
measurement.

* Anemometer: 0.4 to 25.0 m/s. m/s, ft/min., km/h, mile/h, knots, Temp.
* Humidity meter/%RH: 10 - 95%RH. Humidity/Temp.: -10 - 50°C, °C/°F.

* Type K thermometer: -100 - 1300 °C, °C/°F.
* Max., Min,, data hold, RS-232 interface.

. WIND SHIELD BALL

- Model: SB-01
= * Available for
meeeeenersd. SouUNd Level Meter.

- riron
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. SOUND LEVEL METER

. Model: SL-4011

* Frequency & time
weighting meet
IEC651 type 2.

- * A C weighting, Max,
Data hold, fast/slow fime
weighting.

* AC/DC output, Max.
Hold.

* Reset button for Max.
hold.

* Range : 3 ranges,

35 - 130 dB.
* Size: 250x83x32mm.
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