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Supplies for Agilent Instruments: Injection Port Replacement Parts 157

Phone: 800-356-1688 or 814-353-1300
www.restek.com

Heat Sink for Agilent 5890 GC Split/Splitless Injector
• Meets or exceeds manufacturer’s performance.
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DDeessccrriippttiioonn
SSiimmiillaarr  ttoo  

AAggiilleenntt  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
A + B) Injector/FID Heater + Injector/FID PRT Sensor 05890-61140 ea. 22068
A) Injector/FID Heater 19231-60620 ea. 22069
B) Injector/FID PRT Sensor 19231-60660 ea. 23035

EPC Test Kit for Agilent 6890 GCs
• Kit includes 3 O-rings, 2 plugs, 1 mounting screw and 1 test block.

*Similar to, but not exact equivalent. Kits differ in parts.

DDeessccrriippttiioonn
SSiimmiillaarr  ttoo  

AAggiilleenntt  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
EPC Test Kit for Agilent 6890 GCs G1530-60960* kit 24323

DDeessccrriippttiioonn
SSiimmiillaarr  ttoo  

AAggiilleenntt  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
Heat Sink for Agilent 5890 GCs 18740-20940 ea. 20409

Heater Cartridge & PRT Sensor for Agilent 5890 GCs
• Use with 5890 FID and split/splitless weldments.
• Meets or exceeds manufacturer’s performance.

A

B

Injection Port Weldments for Agilent GCs for use with Purge and Trap Systems
Easily attach your purge and trap with pre-installed low dead volume fittings.

For Agilent GCs with Tekmar Purge and Trap Systems

For Agilent GCs with OI Purge and Trap Systems

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
B) Weldment for Agilent 6890 GCs ea. 22665
Weldment for Agilent 6890 GCs with optional canister filter ea. 22669
Weldment for Agilent 5890 GCs ea. 22667

tech tip
IInnssttaalllliinngg  aa  NNeeww  WWeellddmmeenntt
To eliminate possible leaks and damage to the weldment, always replace the split vent line, nut, and ferrule when installing a new shell
weldment.

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
Weldment for Agilent 6890 GCs ea. 22664
Weldment for Agilent 6890 GCs with optional canister filter ea. 22668
A) Weldment for Agilent 5890 GCs ea. 22666




