
Injector Wrench for Shimadzu 17A, 2010, and 2014 GCs
• Designed specifically for removing Shimadzu injection ports.
• High-quality stainless steel construction.
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Supplies for Shimadzu Instruments: Inlet Fittings, Cool Tools 183

Phone: 800-356-1688 or 814-353-1300
www.restek.com

5mm Stainless Steel Uniliner® Liner Adaptor Fitting for Shimadzu Packed Column GCs
Shimadzu GCs do not require a standard 1/4-inch Uniliner® liner adaptor because the injection port cav-
ity will accept 5mm Uniliner® liners. This specially-designed fitting allows a Shimadzu packed column
injection port to accept 0.53mm ID columns. Use a Shimadzu 5mm nut and ferrule to install the adaptor
fitting into the injection port. Includes a 1/16-inch nut and 0.8mm ID graphite ferrule.
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5mm Stainless Steel Uniliner® Liner Adaptor Fitting 
for Shimadzu Packed Column GCs ea. 20312
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Injector Wrench for Shimadzu 17A, 2010, and 2014 GCs 221-46977-00 ea. 21159

5mm Ferrules for Shimadzu 17A GCs
• For use with packed columns.
• Graphite composition.

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
5mm Ferrules for Shimadzu 17A GCs 10-pk. 21121
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Capillary Installation Gauge for Shimadzu 17A, 2010, and 2014 GCs ea. 22333

Capillary Installation Gauge for Shimadzu 17A, 2010, & 2014 GCs
• Seats ferrule onto column for consistent installations.
• Prevents crushed column ends.
• Made from high-quality stainless steel.




