Restek Capillary HPLC Columns

Physical Characteristics:

Allure® Basix:
particle size: 3pm, spherical
pore size: 60A
carbon load: 12%
endcap: fully endcapped
pH range: 2.5t0 7.5
temperature limit: 80°C

Allure® Biphenyl:
particle size: 3pm, spherical
pore size: 60A
carbon load: 23%
endcap: yes
pH range: 2.5t0 7.5
temperature limit: 80°C

Chromatographic Properties:

Allure® PFP Propyl:
particle size: 3pm, spherical
pore size: 60A
carbon load: 17%
endcap: fully endcapped
pH range: 2.5t0 7.5
temperature limit: 80°C

Ultra Aqueous C18:
particle size: 3pm, spherical
pore size: 100A
carbon load: 15%
endcap: no
pH range: 2.5t0 7.5
temperature limit: 80°C

Capillary LC Columns

Ultra C18:
particle size: 3pm, spherical
pore size: 100A
carbon load: 20%
endcap: fully endcapped
pH range: 2.5t0 7.5
temperature limit: 80°C

Viva C18:
particle size: 3pm, spherical
pore size: 300A
carbon load: 9%
endcap: yes
pH range: 2.5to 10
temperature limit: 80°C

Available in a wide variety of stationary phases for acidic to basic compounds. Columns are suitable for small
molecules using Allure® and Ultra phases and large biomolecules using Viva C18.

Length
Allure® Basix 3um Capillary Columns
50mm
150mm
Allure® Biphenyl 3um Capillary Columns
50mm
150mm
Allure® PFP Propyl 3um Capillary Columns
50mm
150mm
Ultra Aqueous C18 3um Capillary Columns
50mm
150mm
Ultra C18 3um Capillary Columns
50mm
150mm
Viva C18 3um Capillary Columns
50mm
150mm
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0.3mm ID
cat.#

9161358
9161368

9166358
9166368

9169358
9169368

9178358
9178368

9174358
9174368

9514358
9514368
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« High quality, Restek
manufactured packing
materials.

« Superior packing
technology ensures rugged,
reproducible columns.

« Wide range of phases and
dimensions available—
please inquire.

ordering note

Looking for another stationary
phase or capillary dimension?

Please contact Restek Technical
Service at 814-353-1300 or
800-356-1688 (ext. 4) or

support@restek.com to inquire.
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