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Supplies for Agilent GCs: Packed Column

Siltek® Septum Packed Purge Port

Weldment
for Agilent 5890 GCs
Siltek® treatment makes welment inert
and eliminates adsorption of sensitive
compounds (e.g., DDT and Endrin).
Order Viton® O-rings (below) and
appropriate septa separately. See page 219.

DDeessccrriippttiioonn
SSiimmiillaarr  ttoo

AAggiilleenntt  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee

Siltek Septum Packed Purge Port
Weldment for Agilent 5890 GCs 19243-80570 ea. 21691
Viton Replacement O-rings 5080-8898 10-pk. 21685

also available

Looking for more information or products on converting packed columns to
capillary columns? See pages 265-267.

Large-Bore Dual Vespel® Ring Inlet Seals

22430

20772

1/16" Vespel®/Graphite
Ferrules

Large-Bore
Reducing Nut

1/4" SS Nut

1/16" SS Nut

1/4" Vespel®/Graphite
Ferrule

Large-Bore
FID Adaptor

DI Glass Inserts
for Agilent 5890 Packed Column GC
• Tolerances closely controlled.
• Can be removed from the septum nut weldment.

Direct Injection (DI) Inserts and Liner Adaptor

for 1/4-Inch Packed Column Injection Ports 

(for 0.25, 0.32, & 0.53 mm ID columns)

DDeessccrriippttiioonn
SSiimmiillaarr  ttoo  

AAggiilleenntt  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
DI Glass Inserts
for Agilent 5890 Packed Column GC
(1.7mm ID x 3.0mm OD x 93mm)

5181-3382,
5080-8732 5-pk. 20967

DI Uniliner® Liners
for Agilent 5890 Packed Column GC
• Press-Tight® taper forms dead-volume-free connection to

column.
• Minimizes solvent and peak tailing.
• Use with 0.25, 0.32, and 0.53 mm ID capillary columns.
• Can be removed from the septum nut weldment.

DDeessccrriippttiioonn
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DI Uniliner Liner
for Agilent 5890 Packed Column GC
(1.7mm ID x 3.0mm OD x 93mm)

5181-3382,
5080-8732

ea. 20964
5-pk. 20965
25-pk. 20966

DI Liner Adaptor
for Agilent 5890 Packed Column GC
• Uses standard 1/16-inch capillary nut and

ferrules.
• Convenient wrench pad at base.
• Includes 1/4-inch graphite ferrule and

stainless steel nut.
• Use with Agilent or Restek DI glass inserts

or Restek DI Uniliner® liners for an
Agilent 5890 packed column GC.

DDeessccrriippttiioonn
SSiimmiillaarr  ttoo  
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DI Liner Adaptor 
for Agilent 5890 Packed Column GC 19244-80540 ea. 21303

Micropacked Inlet Conversion Kits
• Convert a capillary GC split/splitless inlet for use with 1/16" OD micropacked

columns.
• For use with Agilent 5890 and 6890 GCs.
• Sample pathways deactivated for ultimate inertness.

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
MMiiccrrooppaacckkeedd  CCoolluummnn  AAddaappttoorr  KKiitt  ffoorr  SSpplliitt//SSpplliittlleessss  IInnjjeeccttiioonn
Injection Port Adaptor Kit
Kit includes: Dual Vespel Ring Inlet Seal, large bore; reducing nut, large bore;
1/16" ferrule, Vespel/graphite; 1/16" nut, stainless steel; 4mm splitless liner, 
intermediate polarity deactivated kit 22426
MMiiccrrooppaacckkeedd  CCoolluummnn  AAddaappttoorr  KKiitt  ffoorr  OOnn--CCoolluummnn  IInnjjeeccttiioonn
Injection Port Adaptor Kit
Kit includes: Dual Vespel Ring Inlet Seal, large bore; reducing nut, large bore; 1/16" ferrule,
Vespel/graphite; Siltek treated metal liner installation guide; 1/16" nut, stainless steel kit 22427
RReeppllaacceemmeenntt  IInnlleett  SSeeaallss  ffoorr  MMiiccrrooppaacckkeedd  CCoolluummnn  AAddaappttoorr
Dual Vespel Ring Inlet Seals, large bore (2) 2-pk. 22429
RReeppllaacceemmeenntt  MMeettaall  LLiinneerr  IInnssttaallllaattiioonn  GGuuiiddee  ffoorr  OOnn--CCoolluummnn  IInnjjeeccttiioonn, Siltek Treated ea. 22430
RReeppllaacceemmeenntt  44mmmm  SSpplliittlleessss LLiinneerr ea. 20772

Looking for packed and
micropacked columns?
See pages 122-143
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