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Tools

Open-End Wrench Set
High-quality 1/4" x 5/16", 3/8" x 7/16", 7/16" x 1/2", and 1/2" x 9/16" wrenches
for tightening a wide variety of chromatography fittings.

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
Open-End Wrench Set set 20387

Open-End Wrenches
High-quality wrenches for tightening capillary fittings.

Open-End Wrench Set
for use with Shimadzu 17A, 2010, and 2014
Capillary Installation Gauge

Rethreading Tool
• Repair worn or damaged threads.
• Multiple uses (fittings, injectors,

detectors, etc.)
• Built-in guide to prevent cross-

threading.

Repeated installation, removal, and temperature changes cause
wear and damage to threads on GC parts. This can cause a poor
seal, and oxygen can enter the system, compromising analytical
results and possibly destroying expensive analytical columns.

Simply screw the rethreading tool onto the part,
unscrew, and inspect the threads. Repeat as necessary.
When done, wipe threads clean with methanol to remove
any debris.

Achieve a better seal!

23018

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
1/4" x 5/16" and 10mm x 11mm Open-End Wrench Set 
for use with Shimadzu 17A, 2010, and 2014 Capillary
Installation Gauge ea. 22334

22
06

5

21159

22334

20387

20110

Metric Wrench Set
High-quality 6 x 7 mm, 8 x 10 mm, and 16 x 17 mm wrenches
for tightening a wide variety of fittings.

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
Metric Wrench Set set 22997

22997

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
Rethreading Tool for 1/16" compression fitting ea. 23016
Rethreading Tool for 1/8" compression fitting ea. 23017
Rethreading Tool for 1/4" compression fittings 
(Agilent split/splitless injection ports) ea. 23018
Rethreading Tool
for 7/16" compression fitting (Varian injection ports) ea. 23019
Rethreading Tool
for 1/4" Varian-style capillary column fittings ea. 21893

Injector Wrench
for Agilent 5890/6890/6850 GCs
• Use to remove the septum nut and weldments

during GC maintenance.
• Use the smaller end to remove the septum nut.
• Use the larger end to tighten the split/splitless

weldment nut.
• High-quality stainless steel construction.
• Meets original equipment performance.

DDeessccrriippttiioonn
SSiimmiillaarr  ttoo  

AAggiilleenntt  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
Injector Wrench
for Agilent 5890/6890/6850 GCs 19251-00100 ea. 22065

Injector Wrench
for Shimadzu 17A, 2010, and 2014 GCs
• Designed specifically for removing Shimadzu injection ports.
• High-quality stainless steel construction.

DDeessccrriippttiioonn
SSiimmiillaarr  ttoo  

SShhiimmaaddzzuu  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
Injector Wrench for Shimadzu 17A,
2010, and 2014 GCs 221-46977-00 ea. 21159

DDeessccrriippttiioonn SSiizzee qqttyy.. ccaatt..## pprriiccee
Open-End Wrenches 1/4" x 5/16" 2-pk. 20110
Open-End Wrenches 3/8" x 7/16" 2-pk. 22455
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