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GC COLUMNS | HIGH-PERFORMANCE Rxi COLUMNS

Rxi® Columns Overview

Column Cross-Reference Table 

Rxi® columns produce the same selectivity as competitor columns, but are much more inert, exhibit lower bleed, and offer
exceptional reproducibility. For more accurate, reliable trace-level results, choose Rxi® columns.

Visit www.restek.com/rxi for detailed comparisons
and to learn how exceptional Rxi® inertness, bleed,
and reproducibility can improve your data.

Rxi-1ms VF-1ms
CP-Sil 5
CP Sil 5 CB Low Bleed/MS

BP-1 ZB-1
ZB-1ms

Optima-1
Optima-1ms
Optima-1ms Accent

SPB-1
Equity-1

HP-1ms UI, DB-1ms UI,
HP-1, HP-1ms, DB-1
DB-1ms, Ultra-1

100% dimethyl
polysiloxane

Rxi-5ms CP-Sil 8
CP Sil 8 CB

BP-5 ZB-5
ZB-5ms

Optima-5
Optima-5ms

Optima-5ms Accent

Optima-624

SPB-5
Equity-5

HP-5ms UI, 
HP-5, HP-5ms, 
DB-5, Ultra-2

5% diphenyl/
95% dimethyl 
polysiloxane

Rxi-5Sil MS VF-5ms
CP-Sil 8 CB Low Bleed/MS

BPX-5

BP-624

ZB-5ms SLB-5msDB-5ms UI, DB-5ms5% phenyl, 95% dimethyl
arylene polysiloxane

Rxi-5HT

Rxi-1HT

VF-5HT ZB-5HTDB-5HT5% diphenyl/95%
dimethyl polysiloxane

Rxi-XLB VF-Xms

VF-35ms

MR1DB-XLBarylene/methyl
modified polysiloxane

Rxi-35Sil MS

Rxi-624Sil MS

MR2DB-35ms35% phenyl, 65% dimethyl
arylene polysiloxane

VF-624ms ZB-624DB-624, HP-6246% cyanopropylphenyl,
94% dimethyl arylene
polysiloxane

BPX-50Rxi-17Sil MS VF-17ms
CP-Sil 24 CB

DB-17ms, HP-17,
DB-17

50% phenyl, 50% dimethyl
arylene polysiloxane

Rxi-17 CP-Sil 24 CB ZB-50HP-17, DB-17,
DB-608, HP-50+

50% diphenyl/50%
dimethyl polysiloxane

ZB-1HTDB-1HT100% dimethyl
polysiloxane

Restek
Varian/

Chrompack SGE Phenomenex Machery-Nagel SupelcoAgilent
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Use Rxi® Guard/Retention

Gap Columns to protect your
analytical column and help focus
analytes.

Rxi® Guard/Retention Gap Columns (fused silica)

• Extend column lifetime.
• Excellent inertness—obtain lower detection limits for active compounds.
• Sharper chromatographic peaks by utilizing retention gap technology.
• Maximum temperature: 360°C.

NNoommiinnaall  IIDD NNoommiinnaall  OODD 55--MMeetteerr 55--MMeetteerr//66--ppkk.. 1100--MMeetteerr 1100--MMeetteerr//66--ppkk..
0.25mm 0.37 ± 0.04mm 10029 10029-600 10059 10059-600
0.32mm 0.45 ± 0.04mm 10039 10039-600 10064 10064-600
0.53mm 0.69 ± 0.05mm 10054 10054-600 10073 10073-600

VF-1HT

Optima-17

Optima-17ms

Optima-35ms

Optima-XLB

ZB-50

BP-35
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