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TUBING:
Polyvinyl Chloride (PVC)

Polyvinyl Chloride (PVC) Tubing
PG-102

DIMENSION (ID X OD X LGTH) NUMBER
1/16” X 1/8” X 100’ PV00-1031C
1/16” X 1/8” X 1000’ PV00-1031M
3/32” X 3/16” X 100’ PV00-2047C
1/8” X 1/4” X 100’ PV00-3062C
1/8” X 1/4” X 1000’ PV00-3062M
3/16” X 5/16” X 100’ PV00-5062C
1/4” X 3/8” X 100’ PV00-6062C

75 Durometer
Our PVC tubing is a very cost effective product that can 
satisfy a broad array of end use applications. It is flexible in 
nature, optically clear, and easily sterilized.

Resin Grade & Technical Information:
This tubing is extruded from Teknor® PVC80-NP 
resin, which is in compliance with all US Food & Drug 
Administration regulations for food grade use under Title 21 
CFR. It is also certified USP Class VI. It can be sterilized by 
gamma radiation or Ethylene Oxide (EtO) gas. This tubing is 
not autoclavable.

Polyurethane Tubing
PG-103

Low Density Polyethylene Tubing
PG-103

Silicone Tubing
PG-103

Thermoplastic Elastomer (TPE) Tubing
PG-103

Need Samples for Evaluation?

You can call to request most of our standard product in 
quantities of 5, or less, for free application evaluation.
+1 (970) 267-5200    Toll Free: (888) 404-5837

Technical Assistance

Trying to choose the correct part? Need more material 
information than is published in this catalog? Call Nordson 
MEDICAL Technical Support (970) 267-5200.

TUBING
Medical Grade
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TUBING:
Thermoplastic Elastomer (TPE)

TUBING:
Low Density Polyethylene

TUBING:
Polyurethane

DIMENSION (ID X OD X LGTH) NUMBER
1/16” X 1/8” X 100’ UR00-1031C
1/16” X 1/8” X 1000’ UR00-1031M
3/32” X 3/16” X 100’ UR00-2047C
3/32” X 3/16” X 1000’ UR00-2047M
1/8” X 1/4” X 100’ UR00-3062C

80 Durometer
Our polyurethane tubing is extremely kink resistant. It is 
also highly resistant to abrasion and scuffing. It is widely 
accepted as a premium material for medical device use 
because of its flexible nature and easy sterilizability.

Resin Grade & Technical Information:
This tubing is extruded from Lubrizol’s® compound 
Pellethane PUR80A-MED, which has passed USP Class VI 
testing. It can be sterilized by gamma radiation or Ethylene 
Oxide (EtO) gas. Please do not autoclave this tubing, as it 
may alter the chemical nature of the resin.

DIMENSION (ID X OD X LGTH) NUMBER
1/16” X 1/10” X 100’ LLDPE01-1019C
1/16” X 1/10” X 1000’ LLDPE01-1019M
1/16” X 1/8” X 100’ LLDPE01-1031C
1/16” X 1/8” X 1000’ LLDPE01-1031M
3/32” X 5/32” X 100’ LLDPE01-2031C
3/32” X 5/32” X 1000’ LLDPE01-2031M
1/8” X 3/16” X 100’ LLDPE01-3031C
1/8” X 3/16” X 1000’ LLDPE01-3031M

92 Durometer
Our polyethylene tubing has excellent mechanical and 
chemical resistance properties. However, please use 
caution if your application involves possible bending or 
kinking the tubing. It is a semi-rigid material and will be 
permanently deformed if kinked or bent too tight.

Resin Grade & Technical Information:
This tubing is extruded from Equistar® LLDPE, which is 
in compliance with all U.S. Food & Drug Administration 
regulations for food grade use under Title 21 CRF. It can be 
sterilized by gamma radiation or Ethylene Oxide (EtO) gas. 
Autoclaving is not recommended. 

50 Shore A
Our silicone tubing is extruded from a low-volatile 
grade, platinum-cured compound that is ideal for critical 
applications in pharmaceutical, biotech, medical, food, and 
beverage industries.

Resin Grade & Technical Information:
This tubing is extruded and packaged in a Class 7 (Class 
10,000) ISO-certified clean room. It has undergone 
extensive physical, chemical, and biological testing and 
meets USP Class VI, FDA CFR 177.2600, ISO 10993, 
European Pharmacopoeia 3.1.9, and 3-A standards. It is 
certified free of animal-derived ingredients and is certified by 
the National Sanitation Foundation for use in food equipment 
materials (NSF-51). It offers a temperature range use of 
-100° F (-73.3° C) to 400° F (204.4° C) and is sterilizable by 
autoclave or gamma irradiation.

65 Shore A
Our Biopharmaceutical-grade TPE tubing is sterile weldable, 
heat sealable, moldable, and offers excellent life in peristaltic 
pumps. It is ideal for use in single-use processes for 
sampling, filling, and storage tubing set assemblies.

Resin Grade & Technical Information:
This tubing is made from FDA-approved ingredients, certified 
free of silicone oils and animal derived ingredients, and is 
sterilizable by autoclave or gamma irradiation. It meets various 
ISO and USP standards, including Class VI, as well as 
European Pharmacopoeia 3.2.2.1. It also offers excellent low 
absorption and permeability as compared to silicone tubing.

DIMENSION (ID X OD X LGTH) NUMBER
1/8” X 1/4” X 50’ AF7500077
3/16” X 5/16” X 50’ AF7500155
1/4” X 7/16” X 50’ AF7500311
3/8” X 5/8” X 50’ AF7500506
1/2” X 3/4” X 50’ AF7500584
3/4” X 1” X 50’ AF7500753

TUBING:
Silicone

DIMENSION (ID X OD X LGTH) NUMBER
1/16” X 1/8” X 50’ SILC7001098
1/8” X 1/4” X 50’ SILC7001657
1/4” X 3/8” X 50’ SILC7002203
3/8” X 5/8” X 50’ SILC7002593
1/2” X 3/4” X 50’ SILC7002775
3/4” X 1” X 50’ SILC7003139
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Qosina offers a wide selection of in-stock and custom medical tubing 
for your prototyping and large-scale production requirements. Whether 
your project requires PVC, DEHP-free PVC, silicone, FEP, or HDPE 
tubing, Qosina supplies various sizes and durometers off-the-shelf  
to meet your ever-changing needs.

Contact customer service for complete assemblies, cut lengths  
and custom sizes and colors.

Tubing

TABLE OF CONTENTS 

DEHP-Free PVC � � � � � � � � � � � � � � � � � 303

Multilayer � � 303

PVC � � 304-305

PharmaFluor®  � � 306

Tygon® � � 306

C-Flex®� � � � � � � � � � � � � � � � � � � � � � � � � 306

Silicone � � 307

Peroxide Cured � � 307

Platinum Cured � � 307

High Density Polyethylene � � � � � � � � � � 308

Sample Assortment Kit � � � � � � � � � � � � 309

RELATED PRODUCTS

Clamps & Clips  
pages 266-301

Barbed Connectors 
pages 66-108

Scan to visit  
Tubing 

at 
CHROMTECH.NET.AU

302 Dimensions are for reference onlyIn AUSTRALIA +61 3 9762 - 2034 chromtech�net�au • info@chromtech�net�au

TUBING

303

DEHP-Free PVC
Class VI

Multilayer
Class VI

Available upon request in supersized coils of 5,000 feet.

This medical-grade, 78A durometer, multilayer tubing features an inner path of PVC-free, non-reactive LDPE.  
The PVC outer layer provides a convenient, smooth bonding surface for adhesives or solvents.  

This tubing is “assembly friendly,” made to be flexible and non-kinking with smooth surfaces inside and out.

Visit chromtech.net.au for bubble tubing, and new additional tubing offerings.. 

DEHP-Free PVC Tubing; 70A Durometer

Part No. Measurement Tubing Coil Length

T4300 0.05 inch ID x 0.09 inch OD (1.3 mm x 2.3 mm) 250 ft (76.2 m)

T4301 0.05 inch ID x 0.1 inch OD (1.3 mm x 2.5 mm) 250 ft (76.2 m)

T4302 0.05 inch ID x 0.11 inch OD (1.3 mm x 2.8 mm) 250 ft (76.2 m)

T4303 0.061 inch ID x 0.093 inch OD (1.5 mm x 2.4 mm) 250 ft (76.2 m)

T4304 0.063 inch ID x 0.125 inch OD (1.6 mm x 3.2 mm) 250 ft (76.2 m)

T4305 0.094 inch ID x 0.156 inch OD (2.4 mm x 3.96 mm) 250 ft (76.2 m)

T4306 0.118 inch ID x 0.161 inch OD (3 mm x 4.1 mm) 250 ft (76.2 m)

T4307 0.125 inch ID x 0.188 inch OD (3.2 mm x 4.8 mm) 250 ft (76.2 m)

T4308 0.125 inch ID x 0.25 inch OD (3.2 mm x 6.4 mm) 250 ft (76.2 m)

T4309 0.17 inch ID x 0.25 inch OD (4.3 mm x 6.4 mm) 250 ft (76.2 m)

T4310 0.188 inch ID x 0.25 inch OD (4.8 mm x 6.4 mm) 250 ft (76.2 m)

T4311 0.188 inch ID x 0.313 inch OD (4.8 mm x 8 mm) 250 ft (76.2 m)

T4312 0.21 inch ID x 0.25 inch OD (5.3 mm x 6.4 mm) 250 ft (76.2 m)

T4313 0.25 inch ID x 0.375 inch OD (6.4 mm x 9.5 mm) 250 ft (76.2 m)

DEHP-Free PVC Tubing; 68A Durometer

Part No. Measurement Tubing Coil Length

T4314 0.313 inch ID x 0.5 inch OD (8 mm x 12.7 mm) 100 ft (30.48 m)

Multilayer Tubing DEHP-Free PVC, EVA, LDPE; 78A Durometer

Part No. Measurement Tubing Coil Length

T4200 0.02 inch ID x 0.06 inch OD (0.5 mm x 1.5 mm) 5000 ft (1524 m)

T4201 0.042 inch ID x 0.09 inch OD (1.1 mm x 2.3 mm) 5000 ft (1524 m)

T4202 0.05 inch ID x 0.11 inch OD (1.3 mm x 2.8 mm) 2500 ft (762 m)

T4203 0.06 inch ID x 0.125 inch OD (1.5 mm x 3.2 mm) 2500 ft (762 m)

T4204 0.096 inch ID x 0.156 inch OD (2.4 mm x 3.96 mm) 2000 ft (609.6 m)

T4205 0.12 inch ID x 0.16 inch OD (3 mm x 4.06 mm) 2000 ft (609.6 m)

T4206 0.125 inch ID x 0.187 inch OD (3.2 mm x 4.7 mm) 1500 ft (457.2 m)

T4207 0.156 inch ID x 0.218 inch OD (3.96 mm x 5.5 mm) 625 ft (190.5 m)

T4208 0.125 inch ID x 0.25 inch OD (3.2 mm x 6.4 mm) 500 ft (152.4 m)
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PVC
Class VI

PVC
Class VI

PVC Tubing; 68A Durometer

Part No. Measurement Tubing Coil Length

T4001 0.063 inch ID x 0.125 inch OD (1.6 mm x 3.2 mm) 500 ft (152.4 m)

T4002 0.094 inch ID x 0.156 inch OD (2.4 mm x 3.96 mm) 500 ft (152.4 m)

T4004 0.125 inch ID x 0.187 inch OD (3.2 mm x 4.8 mm) 500 ft (152.4 m)

T4005 0.125 inch ID x 0.25 inch OD (3.2 mm x 6.4 mm) 100 ft (30.48 m)

T4008 0.188 inch ID x 0.25 inch OD (4.8 mm x 6.4 mm) 100 ft (30.48 m)

T4009 0.188 inch ID x 0.313 inch OD (4.8 mm x 8 mm) 100 ft (30.48 m)

T4010 0.188 inch ID x 0.375 inch OD (4.8 mm x 9.5 mm) 100 ft (30.48 m)

T4012 0.25 inch ID x 0.375 inch OD (6.4 mm x 9.5 mm) 100 ft (30.48 m)

T4013 0.25 inch ID x 0.438 inch OD (6.4 mm x 11.1 mm) 100 ft (30.48 m)

T4014 0.25 inch ID x 0.5 inch OD (6.4 mm x 12.7 mm) 100 ft (30.48 m)

T4015 0.313 inch ID x 0.438 inch OD (8 mm x 11.1 mm) 100 ft (30.48 m)

T4016 0.313 inch ID x 0.5 inch OD (8 mm x 12.7 mm) 100 ft (30.48 m)

T4017 0.313 inch ID x 0.563 inch OD (8 mm x 14.3 mm) 100 ft (30.48 m)

T4018 0.375 inch ID x 0.5 inch OD (9.5 mm x 12.7 mm) 100 ft (30.48 m)

T4019 0.375 inch ID x 0.563 inch OD (9.5 mm x 14.3 mm) 100 ft (30.48 m)

T4020 0.375 inch ID x 0.625 inch OD (9.5 mm x 15.9 mm) 100 ft (30.48 m)

T4021 0.375 inch ID x 0.75 inch OD (9.5 mm x 19.1 mm) 100 ft (30.48 m)

T4022 0.438 inch ID x 0.563 inch OD (11.1 mm x 14.3 mm) 100 ft (30.48 m)

T4023 0.438 inch ID x 0.688 inch OD (11.1 mm x 17.5 mm) 100 ft (30.48 m)

T4024 0.5 inch ID x 0.625 inch OD (12.7 mm x 15.9 mm) 100 ft (30.48 m)

T4025 0.5 inch ID x 0.688 inch OD (12.7 mm x 17.5 mm) 100 ft (30.48 m)

T4026 0.5 inch ID x 0.75 inch OD (12.7 mm x 19.1 mm) 100 ft (30.48 m)

T4028 0.5 inch ID x 1 inch OD (12.7 mm x 25.4 mm) 100 ft (30.48 m)

T4029 0.563 inch ID x 0.75 inch OD (14.3 mm x 19.1 mm) 100 ft (30.48 m)

T4031 0.625 inch ID x 0.75 inch OD (15.9 mm x 19.1 mm) 100 ft (30.48 m)

T4032 0.625 inch ID x 0.813 inch OD (15.9 mm x 20.7 mm) 100 ft (30.48 m)

T4034 0.625 inch ID x 0.938 inch OD (15.9 mm x 23.8 mm) 100 ft (30.48 m)

PVC Tubing; 80A Durometer

Part No. Measurement Tubing Coil Length

T4007 0.17 inch ID x 0.25 inch OD (4.3 mm x 6.4 mm) 100 ft (30.48 m)

PVC Tubing; 68A Durometer

Part No. Measurement Tubing Coil Length

T4038 0.75 inch ID x 0.875 inch OD (19.1 mm x 22.2 mm) 100 ft (30.48 m)

T4039 0.75 inch ID x 1 inch OD (19.1 mm x 25.4 mm) 100 ft (30.48 m)

T4040 0.75 inch ID x 1.063 inch OD (19.1 mm x 27 mm) 100 ft (30.48 m)

T4041 0.75 inch ID x 1.125 inch OD (19.1 mm x 28.6 mm) 100 ft (30.48 m)

T4042 0.75 inch ID x 1.25 inch OD (19.1 mm x 31.8 mm) 100 ft (30.48 m)

T4043 0.875 inch ID x 1.125 inch OD (22.2 mm x 28.6 mm) 100 ft (30.48 m)

T4045 1 inch ID x 1.25 inch OD (25.4 mm x 31.8 mm) 100 ft (30.48 m)

T4046 1 inch ID x 1.313 inch OD (25.4 mm x 33.4 mm) 100 ft (30.48 m)

T4047 1 inch ID x 1.375 inch OD (25.4 mm x 34.9 mm) 100 ft (30.48 m)

T4048 1 inch ID x 1.5 inch OD (25.4 mm x 38.1 mm) 100 ft (30.48 m)

T4050 1.25 inch ID x 1.5 inch OD (31.8 mm x 38.1 mm) 100 ft (30.48 m)

T4051 1.25 inch ID x 1.625 inch OD (31.8 mm x 41.3 mm) 50 ft (15.24 m)

T4052 1.25 inch ID x 1.75 inch OD (31.8 mm x 44.5 mm) 50 ft (15.24 m)

T4053 1.375 inch ID x 1.75 inch OD (34.9 mm x 44.5 mm) 50 ft (15.24 m)

T4054 1.5 inch ID x 1.75 inch OD (38.1 mm x 44.5 mm) 50 ft (15.24 m)
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306 307

Silicone
Peroxide Cured – Class VI

We offer precision cut tubing to your specified length

PharmaFluor®

Class VI

Tygon®

Class VI

C-Flex®

Class VI

Silicone Tubing; 50A Durometer

Part No. Measurement Tubing Coil Length

T2001 0.012 inch ID x 0.025 inch OD (0.3 mm x 0.6 mm) 50 ft (15.24 m)

T2002 0.02 inch ID x 0.037 inch OD (0.5 mm x 0.9 mm) 50 ft (15.24 m)

T2003 0.025 inch ID x 0.047 inch OD (0.6 mm x 1.2 mm) 50 ft (15.24 m)

T2004 0.03 inch ID x 0.065 inch OD (0.8 mm x 1.7 mm) 50 ft (15.24 m)

T2005 0.03 inch ID x 0.156 inch OD (0.8 mm x 3.96 mm) 50 ft (15.24 m)

T2006 0.04 inch ID x 0.085 inch OD (1 mm x 2.2 mm) 50 ft (15.24 m)

T2007 0.058 inch ID x 0.077 inch OD (1.5 mm x 2 mm) 50 ft (15.24 m)

T2008 0.062 inch ID x 0.095 inch OD (1.6 mm x 2.4 mm) 50 ft (15.24 m)

T2009 0.062 inch ID x 0.125 inch OD (1.6 mm x 3.2 mm) 50 ft (15.24 m)

T2010 0.062 inch ID x 0.188 inch OD (1.6 mm x 4.8 mm) 50 ft (15.24 m)

T2011 0.078 inch ID x 0.125 inch OD (2 mm x 3.2 mm) 50 ft (15.24 m)

T2012 0.104 inch ID x 0.192 inch OD (2.6 mm x 4.9 mm) 50 ft (15.24 m)

T2013 0.125 inch ID x 0.25 inch OD (3.2 mm x 6.4 mm) 50 ft (15.24 m)

T2014 0.132 inch ID x 0.183 inch OD (3.4 mm x 4.6 mm) 50 ft (15.24 m)

T2015 0.188 inch ID x 0.313 inch OD (4.8 mm x 8 mm) 50 ft (15.24 m)

T2016 0.188 inch ID x 0.375 inch OD (4.8 mm x 9.5 mm) 50 ft (15.24 m)

T2017 0.25 inch ID x 0.375 inch OD (6.4 mm x 9.5 mm) 50 ft (15.24 m)

T2018 0.25 inch ID x 0.438 inch OD (6.4 mm x 11.1 mm) 50 ft (15.24 m)

T2019 0.25 inch ID x 0.5 inch OD (6.4 mm x 12.7 mm) 50 ft (15.24 m)

T2020 0.313 inch ID x 0.438 inch OD (8 mm x 11.1 mm) 50 ft (15.24 m)

T2021 0.313 inch ID x 0.5 inch OD (8 mm x 12.7 mm) 50 ft (15.24 m)

T2022 0.375 inch ID x 0.5 inch OD (9.5 mm x 12.7 mm) 50 ft (15.24 m)

T2023 0.375 inch ID x 0.563 inch OD (9.5 mm x 14.3 mm) 50 ft (15.24 m)

T2024 0.375 inch ID x 0.625 inch OD (9.5 mm x 15.9 mm) 50 ft (15.24 m)

T2025 0.5 inch ID x 0.625 inch OD (12.7 mm x 15.9 mm) 25 ft (7.62 m)

T2026 0.5 inch ID x 0.688 inch OD (12.7 mm x 17.5 mm) 25 ft (7.62 m)

T2027 0.5 inch ID x 0.75 inch OD (12.7 mm x 19.1 mm) 25 ft (7.62 m)

T2029 0.75 inch ID x 1 inch OD (19.1 mm x 25.4 mm) 25 ft (7.62 m)

Silicone Tubing; 50A Durometer

Part No. Measurement Tubing Coil Length

T2100 0.031 inch ID x 0.156 inch OD (0.8 mm x 3.96 mm) 25 ft (7.62 m)

T2101 0.063 inch ID x 0.188 inch OD (1.6 mm x 4.8 mm) 25 ft (7.62 m)

T2110 0.75 inch ID x 1 inch OD (19.1 mm x 25.4 mm) 25 ft (7.62 m)

T2102 0.125 inch ID x 0.25 inch OD (3.2 mm x 6.4 mm) 50 ft (15.24 m)

T2103 0.188 inch ID x 0.313 inch OD (4.8 mm x 8 mm) 50 ft (15.24 m)

T2104 0.25 inch ID x 0.375 inch OD (6.4 mm x 9.5 mm) 50 ft (15.24 m)

T2105 0.25 inch ID x 0.438 inch OD (6.4 mm x 11.1 mm) 50 ft (15.24 m)

T2106 0.25 inch ID x 0.5 inch OD (6.4 mm x 12.7 mm) 50 ft (15.24 m)

T2107 0.375 inch ID x 0.563 inch OD (9.5 mm x 14.3 mm) 50 ft (15.24 m)

T2108 0.375 inch ID x 0.625 inch OD (9.5 mm x 15.9 mm) 50 ft (15.24 m)

T2109 0.5 inch ID x 0.75 inch OD (12.7 mm x 19.1 mm) 50 ft (15.24 m)

Tygon® Tubing; 80A Durometer

Part No. Measurement Tubing Coil Length

T4101 0.01 inch ID x 0.03 inch OD (0.3 mm x 0.8 mm) 500 ft (152.4 m)

T4102 0.02 inch ID x 0.06 inch OD (0.5 mm x 1.5 mm) 500 ft (152.4 m)

T4103 0.03 inch ID x 0.09 inch OD (0.8 mm x 2.3 mm) 500 ft (152.4 m)

T4104 0.04 inch ID x 0.07 inch OD (1 mm x 1.8 mm) 500 ft (152.4 m)

T4105 0.05 inch ID x 0.09 inch OD (1.3 mm x 2.3 mm) 500 ft (152.4 m)

C-Flex® Tubing; 60A Durometer

Part No. Measurement Tubing Coil Length

T2200 0.125 inch ID x 0.25 inch OD (3.2 mm x 6.4 mm) 50 ft (15.24 m)

T2201 0.188 inch ID x 0.375 inch OD (4.8 mm x 9.5 mm) 50 ft (15.24 m)

T2202 0.25 inch ID x 0.375 inch OD (6.4 mm x 9.5 mm) 50 ft (15.24 m)

T2203 0.313 inch ID x 0.5 inch OD (8 mm x 12.7 mm) 50 ft (15.24 m)

T2204 0.375 inch ID x 0.563 inch OD (9.5 mm x 14.3 mm) 50 ft (15.24 m)

T2205 0.5 inch ID x 0.688 inch OD (12.7 mm x 17.5 mm) 50 ft (15.24 m)

T2206 0.625 inch ID x 0.875 inch OD (15.9 mm x 22.2 mm) 50 ft (15.24 m)

T2207 0.75 inch ID x 1.125 inch OD (19.1 mm x 28.6 mm) 15 ft (4.58 m)

T2208 1 inch ID x 1.375 inch OD (24.5 mm x 34.9 mm) 15 ft (4.58 m)

T2209 1 inch ID x 1.5 inch OD (24.5 mm x 38.1 mm) 15 ft (4.58 m)

PharmaFluor® (FEP) Tubing; 55A Durometer

Part No. Measurement Tubing Coil Length

T1500 1/16 inch ID x 1/8 inch OD (0.062 inch x 0.125 inch, 1.6 mm x 3.2 mm ) 50 ft (15.24 m)

T1501 1/8 inch ID x 1/4 inch OD (0.125 inch x 0.25 inch, 3.2 mm x 6.4 mm) 50 ft (15.24 m)

T1502 5/32 inch ID x 1/4 inch OD (0.156 inch x 0.25 inch, 3.96 mm x 6.4 mm) 50 ft (15.24 m)

T1503 3/16 inch ID x 1/4 inch OD (0.187 inch x 0.25 inch, 4.7 mm x 6.4 mm) 50 ft (15.24 m)

T1504 3/16 inch ID x 5/16 inch OD (0.187 inch x 0.312 inch, 4.7 mm x 7.9 mm) 50 ft (15.24 m)

T1505 1/4 inch ID x 3/8 inch OD (0.25 inch x 0.375 inch, 6.4 mm x 9.5 mm) 50 ft (15.24 m)

T1506 5/16 inch ID x 3/8 inch OD (0.312 inch x 0.375 inch, 7.9 mm x 9.5 mm ) 50 ft (15.24 m)

T1507 3/8 inch ID x 1/2 inch OD (0.375 inch x 0.5 inch, 9.5 mm x 12.7 mm) 50 ft (15.24 m)

For Furon® Grab Seal™ compression fittings, see pages 146 - 151.
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TUBINGTUBING

308 309

Sample Assortment KitHigh Density Polyethylene

Dispensing Tubing*; HDPE

Part No. Measurement Tubing Length

T1150 0.1 inch ID x 0.15 inch OD (2.5 mm x 3.8 mm) 250 ft (76.25 m)

T1151 0.175 inch ID x 0.25 inch OD (4.5 mm x 6.4 mm) 100 ft (30.5 m)

Q1200 TU
Tubing 

Multiple Materials

Image shown at 50%

We are happy to provide quotations  
for tubing assembly, custom sizes,  

cut lengths and colors.

Kit contents subject to change.

*Not sold assembled. Channel clips sold separately.

See our channel clips on page 294 - 295 and  
guide wire accessories on pages 318 - 325.
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Qosina offers a broad assortment of extension lines with various  
tubing lengths, medical-grade materials and connector options. Our 
extension lines are easy to use and are a cost-effective way to speed 
time to market. Because they’re pre-assembled, they’ll help simplify  
the design and prototyping phases of your project. Our sales and 
product development teams will work with you to customize any 
extension line to your specifications.

Extension Lines

TABLE OF CONTENTS 

Bonded   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 311-315

High Pressure Lines   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 315

Insert Molded  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 316-317

High Pressure Lines   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .316-317

High Durometer Lines  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 317 

RELATED PRODUCTS

Clamps & Clips

pages 266-301

Tubing - pages 302-309Luers - pages 31-54

Scan to visit  
Extension Lines 
at 
CHROMTECH.NET.AU
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EXTENSION LINES

Bonded

310

33060
Female Luer Lock to Male Luer Slip

6 inch (152.4 mm)
0.094 inch ID x 0.145 inch OD  

(2.4 mm x 3.7 mm)
PVC

33044
J-Loop Extension Line  
Male Luer Lock to Female Luer Lock
5 inch (127 mm)
0.045 inch ID x 0.103 inch OD  
(1.14 mm x 2.6 mm)
PVC, PC

17648
Female Luer Lock to Male Luer Lock  

Slide Clamp, Non-Vented Caps
6 inch (152.4 mm)

0.047 inch ID x 0.088 inch OD (1.2 mm x 2.2 mm)
ABS, COPE, DEHP-Free PVC, LDPE, HDPE, PP

Female Luer Lock to Male Luer Lock
0.066 inch ID x 0.122 inch OD (1.7 mm x 3.1 mm); PC, PVC

Part No. Male Luer Type Length Pressure

36213 Fixed 12 inch (305 mm) 100 psi

36214 Fixed 36 inch (914.4 mm) 100 psi

36215 Fixed 60 inch (1524 mm) 100 psi
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BondedBonded

33067
Female Luer Lock to 
Male Luer Lock with 

Vented Caps and 
Pinch Clamp

14 inch (355 mm)  
0.038 inch ID x 0.087 inch OD  

(0.965 mm x 2.21 mm)
ABS, PVC, COPE, PP, HDPE

33069
Female Luer Lock to
Male Luer Lock with
Vented Caps, 
Slide Clamp and 
Hydrophilic Filter
7 inch (177 mm)  
0.038 inch ID x 0.087 inch OD  
(0.965 mm x 2.21 mm) 
2 Micron
ABS, PVC, COPE, PP, HDPE

33070
3-Way Stopcock to Male Luer Lock 
with Vented and Non-Vented Caps
30 inch (762 mm)  
0.114 inch ID x 0.159 inch OD  
(2.89 mm x 4.03 mm)
ABS, PVC, PC, PP, HDPE

33061
Female Luer Lock to Male Luer Lock

20 inch (508 mm)
0.094 inch ID x 0.145 inch OD  

(2.4 mm x 3.7 mm)
PVC

33062
Female Luer Lock to Male Luer Slip

20 inch (508 mm)
0.094 inch ID x 0.145 inch OD  

(2.4 mm x 3.7 mm)
PVC
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EXTENSION LINESEXTENSION LINES

Bonded
High Pressure Lines

Light-Sensitive

Bonded

Female Luer Lock to Male Luer Lock
0.069 inch ID x 0.139 inch OD (1.8 mm x 3.5 mm);
PC, PU Braided with Nylon

Part No. Male Luer Type Length Pressure

36222 Fixed 20 inch (508 mm) 1200 psi

36223 Fixed 30 inch (762 mm) 1200 psi

Female Luer Lock to Male Luer Lock
0.069 inch ID x 0.139 inch OD (1.8 mm x 3.5 mm);
PC, PU Braided with Nylon, Silicone

Part No. Male Luer Type Length Pressure

36225 Rotating 30 inch (762 mm) 1200 psi

Female Luer Lock to Male Luer Lock
0.071 inch ID x 0.144 inch OD (1.8 mm x 3.7 mm);
PC, PU Braided with Nylon, Silicone

Part No. Male Luer Type Length Pressure

36227 Rotating 12 inch (304.8 mm) 1200 psi

36228 Rotating 20 inch (508 mm) 1200 psi

36230 Rotating 48 inch (1219 mm) 1200 psi

Female Luer Lock to Male Luer Lock
0.085 inch ID x 0.185 inch OD (2.2 mm x 4.7 mm); PC, PVC, Silicone

Part No. Male Luer Type Length Pressure

36212 Rotating 6 inch (152.4 mm) 1000 psi

36220 Rotating 20 inch (508 mm) 1000 psi

36221 Rotating 48 inch (1219 mm) 1000 psi

Female Luer Lock to Male Luer Lock
0.085 inch ID x 0.185 inch OD (2.2 mm x 4.7 mm); PC, PVC

Part No. Male Luer Type Length Pressure

36216 Fixed 10 inch (254 mm) 1000 psi

36217 Fixed 20 inch (508 mm) 1000 psi

36218 Fixed 30 inch (762 mm) 1000 psi

36219 Fixed 48 inch (1219 mm) 1000 psi

12597
Female Luer Lock to   
Male Luer Lock with
Non-Vented Caps
40 inch (1016 mm)

0.059 inch ID x 0.098 inch OD  
(1.5 mm x 2.5 mm)

ABS, PE

12598
Female Luer Lock to  
Male Luer Lock with  
Non-Vented Caps
40 inch (1016 mm)

0.039 inch ID x 0.079 inch OD  
(1 mm x 2 mm)

ABS, PE

33027
Coiled Extension Line

 Female Luer Lock to Male Luer Lock with  
Non-Vented Caps
78 inch (1981 mm)

0.06 inch ID x 0.1 inch OD (1.5 mm x 2.5 mm)
LDPE, HDPE, ABS

33066
Female Luer Lock to  
Male Luer Lock with 

Vented Caps and 
Slide Clamp

36 inch (914 mm)  
0.02 inch ID x 0.08 inch OD  

(0.5 mm x 2 mm)
ABS, PVC, COPE, PP, HDPE

33068
Female Luer Lock to 
Male Luer Lock with

Vented Caps and 
Slide Clamp

60 inch (152 cm) 
0.05 inch ID x 0.087 inch OD 

(1.27 mm x 2.2 mm)
ABS, PVC, COPE, PP, HDPE

Dimensions are for reference onlyIn AUSTRALIA +61 3 9762 - 2034 qosina .com • info@qosina .com Dimensions are for reference onlyIn AUSTRALIA +61 3 9762 - 2034 qosina .com • info@qosina .com

Back to Table of ContentsBack to Table of Contents

O-Rings

Valves

Stopcocks

Filters

Clamps, Clips & Cable Ties

Spikes

Chambers

ISO 80369

Dispensers

Drapes, Towels & Bandages

Containers

Clothing

Guide Wire Accessories

Syringes

Tubing

O-Rings

Valves

Stopcocks

Filters

Clamps, Clips & Cable Ties

Spikes

Chambers

ISO 80369

Dispensers

Drapes, Towels & Bandages

Containers

Clothing

Guide Wire Accessories

Syringes

Tubing

Injection Sites & Sampling Ports Injection Sites & Sampling Ports

ConnectorsConnectors

Scoops & SpoonsScoops & Spoons

ToolsTools

Applicators, Swabs & BrushesApplicators, Swabs & Brushes

Dilators & Introducer SheathsDilators & Introducer Sheaths

NeedlesNeedles

CapsCaps

BagsBags

Ports & FlangesPorts & Flanges

Sterilization SuppliesSterilization Supplies

Extension LinesExtension Lines

314 315



Dimensions are for reference onlyIn AUSTRALIA +61 3 9762 - 2034 qosina .com • info@qosina .com Dimensions are for reference onlyIn AUSTRALIA +61 3 9762 - 2034 qosina .com • info@qosina .com

EXTENSION LINESEXTENSION LINES

Insert Molded
High Pressure Lines

Insert Molded
High Pressure Lines

High Durometer Lines

Female Luer Lock to Male Luer Lock
0.071 inch ID x 0.142 inch OD (1.8 mm x 3.6 mm)
Nylon/PU, PC, PVC

Part No. Male Luer Type Length Pressure

33016 Fixed 48 inch (1219 mm) 1200 psi

33018 Fixed 59 inch (1499 mm) 1200 psi

Female Luer Lock to Male Luer Lock
0.071 inch ID x 0.142 inch OD (1.8 mm x 3.6 mm)
EPDM, Nylon/PU, PC, PVC

Part No. Male Luer Type Length Pressure

33015 Rotating 30 inch (762 mm) 1200 psi

33014 Rotating 48 inch (1219 mm) 1200 psi

33017 Rotating 59 inch (1499 mm) 1200 psi

Female Luer Lock to Male Luer Lock
0.071 inch ID x 0.142 inch OD (1.8 mm x 3.6 mm)
PU, PU Braided with Nylon

Part No. Male Luer Type Length Pressure

33019 Fixed 10 inch (254 mm) 1200 psi

33025 Fixed 20 inch (508 mm) 1200 psi

33022 Fixed 30 inch (762 mm) 1200 psi

33024 Fixed 48 inch (1219 mm) 1200 psi

Female Luer Lock to Male Luer Lock
0.071 inch ID x 0.142 inch OD (1.8 mm x 3.6 mm)
EPDM, PC, PU, PU Braided with Nylon

Part No. Male Luer Type Length Pressure

33020 Rotating 10 inch (254 mm) 1200 psi

33021 Rotating 20 inch (508 mm) 1200 psi

33026 Rotating 30 inch (762 mm) 1200 psi

33023 Rotating 48 inch (1219 mm) 1200 psi

Female Luer Lock to Male Luer Lock
0.06 inch ID x 0.125 inch OD (1.5 mm x 3.2 mm); PVC

Part No. Male Luer Type Length Durometer

33000 Fixed 12 inch (305 mm) 90A

33001 Fixed 36 inch (914.4 mm) 90A

33002 Fixed 60 inch (1524 mm) 90A

Female Luer Lock to Male Luer Lock
0.071 inch ID x 0.158 inch OD (1.8 mm x 4.01 mm); PVC

Part No. Male Luer Type Length Pressure

33006 Fixed 10 inch (254 mm) 900 psi

33008 Fixed 20 inch (508 mm) 900 psi

Female Luer Lock to Male Luer Lock
0.071 inch ID x 0.188 inch OD (1.8 mm x 4.8 mm); PVC

Part No. Male Luer Type Length Pressure

33012 Fixed 30 inch (762 mm) 1200 psi

33013 Fixed 48 inch (1219 mm) 1200 psi

Female Luer Lock to Male Luer Lock
0.071 inch ID x 0.158 inch OD (1.8 mm x 4.01 mm); EPDM, PC, PVC

Part No. Male Luer Type Length Pressure

33005 Rotating 48 inch (1219 mm) 500 psi

Female Luer Lock to Male Luer Lock
0.071 inch ID x 0.188 inch OD (1.8 mm x 4.7 mm); EPDM, PC, PVC

Part No. Male Luer Type Length Pressure

33007 Rotating 20 inch (508 mm) 900 psi

Female Luer Lock to Male Luer Lock
0.071 inch ID x 0.158 inch OD (1.8 mm x 4.01 mm); PC, PVC

Part No. Male Luer Type Length Pressure

33003 Fixed 10 inch (254 mm) 500 psi

33004 Fixed 30 inch (762 mm) 500 psi

Female Luer Lock to Male Luer Lock
0.071 inch ID x 0.188 inch OD (1.8 mm x 4.8 mm); PVC

Part No. Male Luer Type Length Pressure

33010 Fixed 10 inch (254 mm) 1200 psi

Female Luer Lock to Male Luer Lock
0.071 inch ID x 0.158 inch OD (1.8 mm x 4 mm); EPDM, PC, PVC

Part No. Male Luer Type Length Pressure

33009 Rotating 48 inch (1219 mm) 900 psi

Female Luer Lock to Male Luer Lock
0.071 inch ID x 0.188 inch OD (1.8 mm x 4.7 mm); EPDM, PC, PVC

Part No. Male Luer Type Length Pressure

33011 Rotating 20 inch (508 mm) 1200 psi
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Qosina stocks a wide variety of guide wire and catheter 
accessories, which include clips, fixing wings, advancers, 
dispensers, J straighteners, tubing and torquers in various 
sizes and materials for all your project needs.

Guide Wire & 
Catheter Accessories

TABLE OF CONTENTS 

Torquers  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  319

J Straighteners   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 320

Guide Wire Advancers  .  .  .  .  .  .  .  .  .  .  .  .  . 320

J Guide Wire Tip Protectors  .  .  .  .  .  .  .  .  . 321

Repositioning/Protector Sleeve 321

Fixing Wings   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 321

Guide Wire Dispenser  .  .  .  .  .  .  .  .  .  .  .  .  . 322

Dispensing Tubing  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 323

Channel Clips   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 324-325

RELATED PRODUCTS

Dilators &  
Introducer Sheaths  

pages 334-339

Valves - pages 216-239Needles - pages 326-332

Scan to visit Guide Wire  
& Catheter Accessories  

at 
CHROMTECH.NET.AU
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GUIDE WIRE & CATHETER ACCESSORIES

97341
Fits 1.1 FR - 1.6 FR 

Guide Wires  
(0.014 inch - 0.021 inch,  

0.36 mm - 0.53 mm)
PBT

97327
Fits 0.68 FR - 1.37 FR  

Guide Wires  
(0.009 inch - 0.018 inch,   

0.22 mm - 0.45 mm)
PP, PC, Brass

Torquers

Also Available:

Part No. Measurements Color

97347 Fits 0.68 FR - 1.37 FR Guide Wires 
(0.009 inch - 0.018 inch, 0.22 mm - 0.45 mm) Green

97348 Fits 0.68 FR - 1.37 FR Guide Wires 
(0.009 inch - 0.018 inch, 0.22 mm - 0.45 mm) Blue

97349 Fits 0.68 FR - 1.37 FR Guide Wires 
(0.009 inch - 0.018 inch, 0.22 mm - 0.45 mm) White

97350 Fits 1 FR - 1.8 FR Guide Wires 
(0.013 inch - 0.024 inch, 0.33 mm - 0.6 mm)

Salmon97360 Fits 1.37 FR - 2.9 FR Guide Wires 
(0.018 inch - 0.038 inch, 0.45 mm - 0.96 mm)

97342 Fits 2.67 FR - 3.03 FR Guide Wires 
(0.035 inch - 0.04 inch, 0.89 mm - 1.01 mm)

72990
Fits 2.3 FR - 3.1 FR 

Guide Wires 
(0.03 inch - 0.04 inch,  

0.7 mm - 1.01 mm)
HDPE, PP

97339
One-Handed

Fits 1.37 FR - 3 FR  
Guide Wires 

(0.018 inch - 0.039 inch,  
0.45 mm - 1 mm)

ABS, PP, SS

97331
Fits 2.4 FR - 3 FR 

Guide Wires 
(0.032 inch - 0.039 inch, 

0.8 mm - 1 mm)
Acetal

318 319
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Designed to protect catheters during withdrawal or repositioning
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32203
0.114 inch OD  

Fits 0.032 inch – 0.038 inch Guide Wires 
(2.9 mm; 0.812 mm - 0.965  mm)

PP

32204
0.09 inch OD  

Fits 0.025 inch - 0.03 inch Guide Wires  
(2.3 mm; 0.635 mm - 0.762 mm)

PP

32205
0.129 inch OD  

Fits 0.018 inch - 0.038 inch Guide Wires 
(3.2 mm; 0.457 mm - 0.97 mm)

ABS

11092
0.157 inch ID 

Fits 0.038 inch Guide Wires  
(4 mm; 0.97 mm)

MABS

11608
0.178 inch OD 

Fits 0.038 inch Guide Wires 
(4.5 mm; 0.97 mm)

HDPE

99911
0.169 inch - 0.153 inch ID  

Fits 0.044 inch Guide Wires  
(4.3 mm - 3.9 mm; 1.11 mm)

PE

J Straighteners J Guide Wire Tip Protectors

36203
0.039 inch - 0.044 inch ID  

Fits 0.038 inch Guide Wires  
(1 mm - 1.12 mm, 0.97 mm)

PP

Guide Wire Advancer

21500
12 FR Thru Hole  

(0.156 inch; 3.96 mm)
HDPE

41421
4.5 FR Thru Hole  

(0.058 inch; 1.47 mm)
Pebax

41423
7 FR Thru Hole  

(0.091 inch; 2.3 mm)
Pebax

65821
4.5 FR Thru Hole  

(0.058 inch; 1.47 mm)
TPE

32200
0.119 inch ID; 31.5 inch Open  
2.25 inch - 2.87 inch Closed  
(3 mm; 80 cm; 57 mm - 72 mm)
ABS, LDPE, PE, PP

11090
0.82 inch 
(21 mm)

PP

32202
0.98 inch 
(25 mm)

TPE

32206
0.728 inch 
(18.5 mm)

PE

Repositioning/Protector Sleeve

Fixing Wings

J Straighteners are placed at the end of a guide wire dispensing tube and  

are designed to ensure the loop of the wire is straight for insertion
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11091
Fits 0.025 inch - 0.038 inch Guide Wires (0.64 mm - 0.97 mm) 

 Accommodates 27 inch Guide Wire Length (70 cm)
HDPE

Guide Wire Dispenser Dispensing Tubing

Dispensing Tubing*; HDPE

Part No. Measurement Tubing Length

T1150 0.1 inch ID x 0.15 inch OD (2.5 mm x 3.8 mm) 250 ft (76.25 m)

T1151 0.175 inch ID x 0.25 inch OD (4.5 mm x 6.4 mm) 100 ft (30.5 m)

We are happy to provide quotations  
for tubing assembly, custom sizes,  

cut lengths and colors.

*Not sold assembled. Channel clips sold separately.

See our channel clips on page 324 - 325 and  
guide wire accessories on pages 318 - 325.
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12515
0.143 inch 
Channel

(3.63 mm)
HDPE/LDPE

12506
0.158 inch 
Channel 

(4.01 mm)
HDPE

12507
0.158 inch 
Channel 

(4.01 mm)
HDPE

12514
0.205 inch
 Channel
 (5.2 mm)

HDPE/LDPE

12524
0.146 inch 
Channel 
(3.7 mm)

HDPE

12525
0.215 inch 
Channel 
(5.5 mm)

HDPE

12532
Two Channels 

0.2 inch (5.08 mm) 
One Channel 

0.24 inch (6.09 mm)
PP

12555
0.145 inch 
Channel 
(3.7 mm)

PP

17545
0.152 inch 
Channel 
(3.9 mm)

HDPE

51534
0.355 inch  
Channel
(9 mm)

HDPE/LDPE

51522
Two Channels

0.143 inch (3.63 mm)
One Channel

0.21 inch (5.33 mm)
HDPE

Call a customer service specialist for more information on custom channel clips and modifications.

12535
0.152 inch  
Channel  
(3.9 mm)

TPV

12562
0.148 inch 
Channel 

(3.75 mm)
Kraton/HDPE

12620
0.143 inch 
Channel 

(3.63 mm)
HDPE

Guide Wire  
Stop

Channel Clips Channel Clips

12511
0.143 inch 
Channel 

(3.63 mm)
HDPE/LDPE

12522
0.143 inch 
Channel 

(3.63 mm)
HDPE

12523
0.143 inch 
Channel 

(3.63 mm)
HDPE

12529
0.14 inch 
Channel 

(3.55 mm)
HDPE/LDPE

12534
Four Channels 0.115 inch 

(2.92 mm); 
Two Channels 0.121 inch 

(3.07 mm)
MDPE

12531
0.142 inch 
Channel 
(3.6 mm)

TPV

Call a customer service specialist for more information on custom channel clips and modifications.

Label Clip

12619
0.143 inch  
Channel  

(3.63 mm)
HDPE, LDPE

12536
0.142 inch  
Channel  

0.011 inch Slit  
(3.6 mm,  
0.28 mm)

TPV
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Also Available: 
Part No. Color

12533 White

12554
0.145 inch 
Channel 
(3.7 mm)

PP

12556
0.145 inch 
Channel 
(3.7 mm)

PP

12557
0.145 inch 
Channel 
(3.7 mm)

PP

12558
0.145 inch 
Channel
 (3.7 mm)

PP

12559
0.145 inch 
Channel 
(3.7 mm)

PP

12553
0.145 inch 
Channel
(3.7 mm)

PP

12552
0.145 inch 
Channel
(3.7 mm)

PP

Slit for Guide Wire

12537
0.144 inch  
Channel  

0.011 inch Slit  
(3.66 mm,  
0.28 mm)

TPV

12538
0.144 inch  
Channel  

0.022 inch Slit  
(3.66 mm,  
0.56 mm)

TPV

12539
0.144 inch  
Channel  

 0.007 inch Slit  
(3.66 mm,  
0.18 mm)

TPV
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Qosina carries needles and hub components in various configurations,  
gauge sizes and colors for your project needs. We carry a selection of 
hub components, which feature connectors, bushings and caps,  
to create a customized fluid delivery or withdrawal system. 

Needles

TABLE OF CONTENTS 

Merit Advance™ Angiographic � � � � � � � � � � 327

Introducer Needles  � � 328 

ISO 80369-6 NRFit™ � � 328

Needle Counters � � 329

Needle Hubs � �������������������������������������330-331

Sample Assortment Kit � � � � � � � � � � � � � � � 332

RELATED PRODUCTS

Dilators & Introducer Sheaths
pages 334-339

Scan to visit  
Needles 

at 
CHROMTECH.NET.AU

Syringes - pages 370-395
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NEEDLES

Merit Advance™ Angiographic

Point Tip Detail

Angiographic  
Qosina stocks a line of angiographic 
needles in different lengths and hub 
designs� The needles feature a refined 
bevel and provide a special cannula 
coating to reduce needle drag� 

Point Tip Detail

Introducer  
Qosina provides introducer needles 
that are designed for smooth guide wire 
insertion and removal of the needle over 
the wire� Introducer needles are available 
in a wide range of gauge sizes, hub 
configurations, needle lengths and tips� 

NAD21T71WP
Merit Advance™  
Angiographic Needle  
and Hub with Protector
Thin Wall, 21 G
Fits 0.021 inch OD Guide Wire 
2.75 inch (0.5 mm, 70 mm)
SS, PC, LDPE

Also Available:
Part No. Measurement

NAD21T21WP
Fits 0.021 inch OD 
Guide Wire  
1 inch (0.5 mm, 25 mm)

NAD21T41WP
Fits 0.021 inch OD 
Guide Wire,  
1.5 inch (0.5 mm, 38 mm)

NAD21T41WCP
Cournand Hub
Fits 0.021 inch OD 
Guide Wire,  
1.5 inch (0.5 mm, 38 mm)

Also Available:
Part No. Measurement

NAD20T41WP
Fits 0.025 inch OD  
Guide Wire  
1.5 inch  
(0.6 mm, 38 mm)

NAD20T71WP
Merit Advance™  
Angiographic Needle  
and Hub with Protector
Thin Wall, 20 G
Fits 0.025 inch OD Guide Wire 
2.75 inch (0.6 mm, 70 mm)
SS, PC, LDPE

Also Available:
Part No. Measurement

NAD19U41WP
Fits 0.035 inch OD  
Guide Wire  
1.5 inch (0.9 mm, 38 mm)

NAD19U41WCP
Cournand Hub
Fits 0.035 inch OD  
Guide Wire  
1.5 inch (0.9 mm, 38 mm)

NAD19U51WP
Fits 0.035 inch OD  
Guide Wire  
2 inch (0.9 mm, 51 mm)

NAD19U71WP
Fits 0.035 inch OD  
Guide Wire  
2.75 inch (0.9 mm, 70 mm)

NAD19U71WCP
Cournand Hub
Fits 0.035 inch OD  
Guide Wire  
2.75 inch (0.9 mm, 70 mm)

NAD19U71WSP
Merit Advance™  
Angiographic Needle  
and Seldinger Hub with Protector
Ultra Thin Wall, 19 G
Fits 0.035 inch OD Guide Wire  
2.75 inch (0.9 mm, 70 mm)
SS, PC, LDPE

Also Available:
Part No. Measurement Color

NAD18T51WP
Fits 0.038 inch OD  
Guide Wire  
2 inch (1 mm, 51 mm)

Pink

NAD18T51WSP
Seldinger Hub
Fits 0.038 inch OD  
Guide Wire  
2 inch (1 mm, 51 mm)

Pink

NAD18T71WTP
Fits 0.038 inch OD  
Guide Wire  
2.75 inch (1 mm, 70 mm)

Clear

NAD18T71WP
Fits 0.038 inch OD  
Guide Wire 
2.75 inch (1 mm, 70 mm)

Pink

NAD18T71WSP
Seldinger Hub
Fits 0.038 inch OD  
Guide Wire  
2.75 inch (1 mm, 70 mm)

Pink

NAD18N91WP
Normal Wall
Fits 0.038 inch OD  
Guide Wire  
3.5 inch (1 mm, 89 mm)

Pink

NAD18T71WCP
Merit Advance™  
Angiographic Needle  
and Cournand Hub with Protector
Thin Wall, 18 G
Fits 0.038 inch OD Guide Wire  
2.75 inch (1 mm, 70 mm)
SS, PC, LDPE

Needles come equipped with protectors.  
Protectors not shown.
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Introducer Needles with Protectors

32300
Thin Wall
Super Sharp Tip  
18 G x 2.75 inch (70 mm)
SS, PP, LDPE

ISO 80369-6 NRFit™

Needle Counters

32304
Extra Thin Wall
18 G x 2.75 inch (70 mm)
SS, Acrylic, LDPE

40214
NRFit™  
Filter Needle
5 Micron, 19 G,  
1.72 inch  
(43.7 mm) 
PP, ABS,  
Nylon, SS

Needle and Sheath
Assembled

40215
NRFit™  
Filter Needle  
with Cap
5 Micron, 19 G,  
1.72 inch  
(43.7 mm) 
PP, ABS, Nylon,  
SS, PP

Cap, Needle  
and Sheath
Assembled

Also Available:
Part No. Measurement Color

32302 21 G x 2.75 inch  
(70 mm) Green

Also Available:
Part No. Measurement Material

32306 18 G x 2.75 inch 
(70 mm)

SS, PS,  
LDPE

32307 18 G x 3.75 inch 
(95.3 mm)

SS, PS,  
LDPE

Also Available: Baseplate Hub
Part No. Measurement Material

32305 18 G x 2.75 inch 
(70 mm)

SS, PS,  
LDPE

32308 18 G x 2.75 inch 
(70 mm)

SS, 
Acrylic, 
LDPE

Also Available: Super Sharp Echo Tip 
Part No. Measurement Color

32301
18 G x 2.75 inch 
(70 mm) Pink

32303 21 G x 2.75 inch  
(70 mm) Green

73081
Devon® Needle Counter 

Magnet/Foam, with Locks
Adhesive Tabs

10 Count
PS, Foam, Magnet

Closed view

Also Available:
Part No. Measurement

73082 20 Count

73083 40 Count

73072
Needle Counter  
Double Magnet 
Adhesive Tabs

20 Count, 40 Capacity
HIPS, Magnet

Needles come equipped with protectors� Protectors not shown�
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Needle Hubs
Connectors

Needle Hubs
Caps and Bushings

Cap for Round Needle Hub
ABS

Part No. Measurement

31014 Fits 14 G

31015 Fits 15 G

31016 Fits 16 G

31017 Fits 17 G

31018 Fits 18 G

31019 Fits 19 G

31020 Fits 20 G

31021 Fits 21 G

31022 Fits 22 G

31023 Fits 23 G

31024 Fits 24 G

31025 Fits 25 G

31026 Fits 26 G

31027 Fits 27 G

Cap for Anatomic Octagonal Needle Hub
PC

Part No. Measurement

31614 Fits 14 G

31615 Fits 15 G

31616 Fits 16 G

31617 Fits 17 G

31618 Fits 18 G

31619 Fits 19 G

31620 Fits 20 G

31621 Fits 21 G

31622 Fits 22 G

31623 Fits 23 G

31624 Fits 24 G

31625 Fits 25 G

31626 Fits 26 G

31627 Fits 27 G

Cap for Rectangular Needle Hub
ABS

Part No. Measurement

35314 Fits 14 G

35315 Fits 15 G

35316 Fits 16 G

35317 Fits 17 G

35318 Fits 18 G

35319 Fits 19 G

35320 Fits 20 G

35321 Fits 21 G

35322 Fits 22 G

35323 Fits 23 G

35324 Fits 24 G

35325 Fits 25 G

35326 Fits 26 G

35327 Fits 27 G

31918
Spin Lock Collar for Needle Hub 31914 - 31917
PP

With Wings, Female Luer Lock  
to Male Luer Slip; PC

Part No. Measurement

31914 14 G (0.079 inch, 2 mm)

31915 15 G (0.071 inch, 1.8 mm)

31916 16 G (0.063 inch, 1.6 mm)

31917
Universal,
Fits Bushings 31217 - 31227
See page 300

With Wings and  
Female Luer Lock; PC

Part No. Measurement

31814 14 G (0.079 inch, 2 mm)

31815 15 G (0.071 inch, 1.8 mm)

31816 16 G (0.063 inch, 1.6 mm)

31817
Universal,
Fits Bushings 31217 - 31227
See page 330

Rectangular  
with Female Luer Lock; PC

Part No. Measurement

36314 14 G (0.079 inch, 2 mm)

36315 15 G (0.071 inch, 1.8 mm)

36316 16 G (0.063 inch, 1.6 mm)

36317
Universal,
Fits Bushings 31217 - 31227
See page 330

Anatomic Octagonal  
with Female Luer Lock; MBS

Part No. Measurement

31714 14 G (0.079 inch, 2 mm)

31715 15 G (0.071 inch, 1.8 mm)

31716 16 G (0.063 inch, 1.6 mm)

31717
Universal,
Fits Bushings 31217 - 31227
See page 330

Round with Female Luer Lock
PC

Part No. Measurement

31414 14 G (0.079 inch, 2 mm)

31415 15 G (0.071 inch, 1.8 mm)

31416 16 G (0.063 inch, 1.6 mm)

31417
Universal,
Fits Bushings 31217 - 31227
See page 330

Anatomic with Female Luer Lock
PC

Part No. Measurement

31514 14 G (0.079 inch, 2 mm)

31515 15 G (0.071 inch, 1.8 mm)

31516 16 G (0.063 inch, 1.6 mm)

31517
Universal,
Fits Bushings 31217 - 31227
See page 330

Match a needle hub connector to a cap and bushing to create a custom needle hub assembly�

Bushings for Needle Hubs
PETG

Part No. To Obtain Measurement

31217 17 G (0.058 inch, 1.47 mm)

31218 18 G (0.05 inch, 1.27 mm)

31219 19 G (0.043 inch, 1.1 mm)

31220 20 G (0.035 inch, 0.9 mm)

31221 21 G (0.031 inch, 0.8 mm)

31222 22 G (0.027 inch, 0.7 mm)

31223 23 G (0.023 inch, 0.6 mm)

31224 24 G (0.021 inch, 0.55 mm)

31225 25 G (0.02 inch, 0.5 mm)

31226 26 G (0.018 inch, 0.45 mm)

31227 27 G (0.016 inch, 0.4 mm)
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metal and polymeric

tubing
tu

bi
ng

peek tubinG
Natural PEEK . ................................... page 9

Available in ODs from 360 micron 
to 1/4", in custom lengths (priced 
per meter) and packages of 1.5m, 
3m, and 10m

Striped color-coded PEEK  . ................. 10
A stripe is added to the outside of 
the tubing, so dye never contacts 
the fluid stream.

Dual-layer PEEK . ..................................... 11
With an inner layer of natural PEEK 
and an outer layer of color-coded 
PEEK, there is no possibility of 
stream contents coming in 
contact with coloring agents.

Solid color-coded PEEK .
... 12 Color coding identifies the ID 
or your PEEK tubing.  Each ID is 
coded with a different color.

tubinG index

!  disclaimer
The maximum holding 
pressure for any type of 
connections involving 
tubing and a ferrule varies 
considerably with the 
tubing material, 
the ferrule material, the 
clearance between tubing 
OD and ferrule ID, and the 
shape of the fitting detail.

see also
SolviFlex 

coiled tubing . . . . . . . . 84

Tubing tools and 
accessories
Easy-Flange kit . ............. 99 
Easy-Flange combi kit . 99
PEEK tubing elbows . . 100
Tubing cutters for: 

Polymeric tubing
 Clean-cut . .............100
 Guillotine . .............100
Stainless tubing 

Wheel type . .........101
Plier type . .............101

Tubing clip – the LC  
tubing organizer. . . . 100

We offer chromatography grade tubing in a variety of polymers as well as 
stainless steel. Outside diameters are 360 µm, 1/32", 1/16", 1/8", and 1/4".

other polymeric tubinG
PFA  . ........................................................... 13   
ETFE . ........................................................... 13
PTFE 
Solid color-coded . ................................. 14 
Natural . ..................................................... 15
FEP  . ........................................................... 16
Thermo-formed polymeric tubing . . 17
Impermeable tubing . ........................... 17

FEP coated with PVDF combines 
the chemical resistance of FEP 
with the tight, impermeable 
structure of PVDF.

stainless steel tubinG
Bulk SS tubing 

Premium grade, seamless . ............. 19
Standard grade, welded seam . . . . 19 

Pre-cut SS tubing 
Standard  . ............................................. 20
Flexible . ................................................. 21

8  |  www.vici-jour-com  |  VICI AG International



tubing

i  peek tubinG
tolerances 

Due to tighter tolerances, 
VICI Jour PEEK tubing 
is the best choice 
for chromatography 
applications in which 
exact flow rates or 
tube volume are of 
importance.  The tighter 
tolerance ensures a 
more consistent internal 
volume of transfer lines.

PEEK tubing • Natural

natural peek tubinG
PEEK tubing has the strength 
required to withstand continuous 
use at HPLC pressure without 
swelling or bursting, and 
is not affected by halide 
salts, high strength buffers, 
or other aggressive mobile 
phases that corrode stainless 
steel.  The polymer surface 
will not leach metal ions into 
the eluent or extract metal-
sensitive components from the 
sample.  Note however that 
dichloromethane, THF, and DMSO 
may cause swelling in PEEK, and 
concentrated acids like nitric and 
sulphuric acid will attack PEEK.

t  tech tip
• A clean burr-free 

perpendicular cut can 
be achieved with our 
Clean-cut cutter for 
polymeric tubing . .  100

• To bend PEEK tubing at 
the optimal radius, use 
our tubing elbows .  100

more info
About PEEK® . ...............113
Chemical resistance 

PEEK . ................. 110-112 
PEEK at higher  

  temperatures . . . . . 110
Maximum working  

pressure  . .................. 108
Tubing ID chart:  

volume per length . . 107 
Tubing tolerances . . . . 109

see also
Clean-cut polymeric 

tubing cutter . ...........100
Easy-Flange kit . ............. 99
PEEK fittings 

High pressure . . . . 24-35
Low pressure .  48, 50-53

PEEK tubing elbows . . 100

?  which peek tubinG for
which application?

Application Tubing

Standard HPLC* 1/16" OD x 
0.25 mm ID

High pressure semi-prep LC* 1/8" OD

Agilent 1100 LC systems** 1/32"

Most capillary systems 360 µm

* Smaller ID for low flow rates/higher ID for 
high flow rates.  Note that a low linear flow 
rate causes peak broadening.

** For some 1100 LC systems with high 
pressure flow paths

t  tech tip: 
straiGhteninG peek tubinG

1. Start with stainless steel tubing: 
ID slightly larger than OD of PEEK 
Length = 2 cm shorter than PEEK

2. Slide PEEK tubing into stainless tubing, 
extending 1 cm out each end of the 
stainless 

3. Place sleeved PEEK tubing into oven: 
220°C for 30 minutes, or 
180°C for 60 minutes

4. Allow sleeved tubing to cool in oven to 
ambient temperature

5. Once tubing is cooled, remove PEEK 
tubing from the SS sleeve

6. Check for straightness

7. Repeat if necessary

natural peek tubinG
shown with ODs of  

1/8", 1/16", 1/32", and 360 µm

Tubing OD OD and ID (±)

1/32" 0.025 mm

1/16" 0.025 mm

1/8" 0.075 mm

1/4" 0.100 mm

specifications
MaxiMuM recoMMended 
working teMperature
100°C (continuous) for 
1/16" OD tubing with ID 
up to 0.75 mm

Max working pressures 
at rooM teMperature
See page 108

options
Contact your distributor 
for more information 
about:
• Longer bulk tubing 

lengths
• Customized ODs and IDs

PEEK tubing – natural
1.5 m 3 m 10 m

OD  ID (mm) Product No. Product No. Product No.
1/32" 0.13 JR-T-5993-M1.5 JR-T-5993-M3 JR-T-5993-M10

0.15 JR-T-5706-M1.5 
NEW

JR-T-5706-M3 
NEW

JR-T-5706-M10 
NEW

1/16" 0.064 JR-T-5998-M1.5 JR-T-5998-M3 JR-T-5998-M10
1/8" 0.75 — JR-T-60041-M3 JR-T-60041-M10

1.59 — JR-T-6004-M3 JR-T-6004-M10
2.00 — JR-T-60042-M3 JR-T-60042-M10

per meter
OD  ID (mm) Product No.

1/16" 0.064 JR-T-5998-0005 
NEW

Tubing tolerance:  
OD ± 0.037 mm;  ID ± 0.0013 mm

0.38 JR-T-62015
1/4" 3.17 JR-T-6006

 conVersions
75 µm = .003"

0.013 mm = .0005"
0.025 mm = .001"
0.064 mm = .0025"
0.075 mm = .003"
0.100 mm = .004"

0.13 mm = .005"
0.15 mm = .006"
0.38 mm = .015"
0.75 mm = .03"
1.59 mm = 1/16"
2.00 mm = .08"
3.17 mm = 1/8"

1.5 m = 4.92'
3.0 m = 9.84'

10.0 m = 32.8'
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tubing

specifications
MaxiMuM recoMMended 
working teMperature
100°C (continuous) for 
1/16" OD tubing with ID 
up to 0.75 mm

Max working pressures 
at rooM teMperature
See page 108

tubing tolerances

options
Contact your distributor 
or VICI about:
• Longer bulk tubing 

lengths
• Customized ODs and IDs

PEEK tubing • Color-coded

striped color-coded peek tubinG
We recommend striped PEEK tubing for easy color-coded identification of tubing ID, with maximum 
chemical resistance and biocompatibility.  The stripe is added to the outside, so dye never contacts 
the fluid stream. 

All colorants used in the manufacture of this tubing are RoHS-compliant. (Restriction of Hazardous 
Substances)

1/32" OD  pre-cut lengths

1 m
NEW 
1.5 m 3 m

ID (mm) Color Product No. Product No. Product No.
0.050 Orange JR-T-5702-M1 JR-T-5702-M1.5 JR-T-5702-M3
0.064 Red JR-T-5764-M1 JR-T-5764-M1.5 JR-T-5764-M3
0.075 Green JR-T-5703-M1 JR-T-5703-M1.5 JR-T-5703-M3
0.10 Black JR-T-5704-M1 JR-T-5704-M1.5 JR-T-5704-M3
0.13 Red JR-T-5705-M1 JR-T-5705-M1.5 JR-T-5705-M3
0.18 Yellow JR-T-5707-M1 JR-T-5707-M1.5 JR-T-5707-M3
0.20 Orange JR-T-5708-M1 JR-T-5708-M1.5 JR-T-5708-M3
0.25 Blue JR-T-5710-M1 JR-T-5710-M1.5 JR-T-5710-M3
0.50 Orange JR-T-5720-M1 JR-T-5720-M1.5 JR-T-5720-M3

1/16" OD  pre-cut lengths

NEW 
1.5 m 3 m 5 m 10 m

NEW
15 m 25 m

ID (mm) Color Product No. Product No. Product No. Product No. Product No. Product No.
0.050 Orange JR-T-5802-M1.5 JR-T-5802-M3 JR-T-5802-M5 JR-T-5802-M10 JR-T-5802-M15 JR-T-5802-M25
0.075 Green JR-T-5803-M1.5 JR-T-5803-M3 JR-T-5803-M5 JR-T-5803-M10 JR-T-5803-M15 JR-T-5803-M25
0.10 Black JR-T-5804-M1.5 JR-T-5804-M3 JR-T-5804-M5 JR-T-5804-M10 JR-T-5804-M15 JR-T-5804-M25
0.13 Red JR-T-5999-M1.5 JR-T-5999-M3 JR-T-5999-M5 JR-T-5999-M10 JR-T-5999-M15 JR-T-5999-M25
0.18 Yellow JR-T-6000-M1.5 JR-T-6000-M3 JR-T-6000-M5 JR-T-6000-M10 JR-T-6000-M15 JR-T-6000-M25
0.25 Blue JR-T-6001-M1.5 JR-T-6001-M3 JR-T-6001-M5 JR-T-6001-M10 JR-T-6001-M15 JR-T-6001-M25
0.50 Orange JR-T-6002-M1.5 JR-T-6002-M3 JR-T-6002-M5 JR-T-6002-M10 JR-T-6002-M15 JR-T-6002-M25
0.75 Green JR-T-6003-M1.5 JR-T-6003-M3 JR-T-6003-M5 JR-T-6003-M10 JR-T-6003-M15 JR-T-6003-M25
1.00 Grey JR-T-60031-M1.5 JR-T-60031-M3 JR-T-60031-M5 JR-T-60031-M10 JR-T-60031-M15 JR-T-60031-M25
1.40 Black JR-T-60032-M1.5 JR-T-60032-M3 JR-T-60032-M5 JR-T-60032-M10 JR-T-60032-M15 JR-T-60032-M25

Tubing OD OD and ID (±)

1/32" 0.025 mm

1/16" 0.025 mm

conVersions
50 µm = .002"
75 µm = .003"

100 µm = .004"
125 µm = .005"
150 µm = .006"

0.013 mm = .0005"
0.025 mm = .001"
0.050 mm = .002"
0.064 mm = .0025"
0.075 mm = .003"

0.10 mm = .004"
0.13 mm = .005"
0.18 mm = .007"

0.20 mm = .008"
0.25 mm = .01"
0.50 mm = .02"
0.75 mm = .03"
1.00 mm = .04"
1.40 mm = .055" 

1.5 m = 4.92'
3.0 m = 9.84'
5.0 m = 16.40'

10.0 m = 32.8o'
15.0 m = 49.21'
25.0 m = 82.02'

t  tech tip
VICI Jour sample loops for 
analytical applications are 
made of PEEK striped 
color-coded tubing. 

PEEK loops . ................. 95

see also
Clean-cut polymeric 

tubing cutter . ...........100 
Easy-Flange kit . ............. 99
PEEK fittings 

High pressure . . . . 24-35 
Low pressure .  48, 50-53

PEEK tubing elbows . . 100
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tubing

specifications
MaxiMuM recoMMended 
working teMperature
100°C (continuous) 

tubing tolerances

options
Contact your distributor 
or VICI about:
• Longer bulk tubing 

lengths
• Customized ODs and IDs

PEEK tubing • Color-coded

VIRGIN NATURAL PEEK
INNER LAYER

COLORED PEEK
OUTER LAYER

dual layer color-coded peek tubinG
• Inner layer of natural PEEK,  

outer layer of color-coded PEEK
• No possibility of stream coming in contact with coloring 

agents
• Pressure performance equivalent to single layer tubing
• 1/16" OD, IDs from 0.10 to 0.75 mm

Our dual layer PEEK tubing eliminates any concern that a 
critical sample stream could be contaminated by pigments 
used to color code the tubing.  It looks like any other color-
coded tubing at first glance, but a closer look reveals that 
the pigmented layer* surrounds a separate but integrally-
bonded inner layer of natural PEEK.  Only natural PEEK is in 
contact with the fluid stream.

*All colorants used in the manufacture of this tubing are RoHS-compliant. (Restriction of Hazardous 
Substances)

Tubing OD OD and ID (±)

1/16" 0.025 mm

more info
About PEEK® . ...............113
Chemical resistance 

PEEK . .................110=112 
PEEK at higher  

  temperatures . . . . . 110
Maximum working  

pressure  . ...................108
Tubing ID chart:  

volume per length . . 107 
Tubing tolerances . . . . 109

see also
Solid color-coded  

PEEK tubing . ............... 12
Clean-cut polymeric 

tubing cutter . ...........100

1/16" OD  pre-cut lengths

NEW 
1.5 m 3 m 10 m

NEW
15 m 25 m

ID (mm) Color bar psi Product No. Product No. Product No. Product No. Product No.
0.10 Black 460 6700 JR-TD-5804-M1.5 JR-TD-5804-M3 JR-TD-5804-M10 JR-TD-5804-M15 JR-TD-5804-M25
0.13 Red 420 6100 JR-TD-6007-M1.5 JR-TD-6007-M3 JR-TD-6007-M10 JR-TD-6007-M15 JR-TD-6007-M25
0.18 Yellow 400 5800 JR-TD-6008-M1.5 JR-TD-6008-M3 JR-TD-6008-M10 JR-TD-6008-M15 JR-TD-6008-M25
0.25 Blue 386 5600 JR-TD-6009-M1.5 JR-TD-6009-M3 JR-TD-6009-M10 JR-TD-6009-M15 JR-TD-6009-M25
0.50 Orange 350 4500 JR-TD-6010-M1.5 JR-TD-6010-M3 JR-TD-6010-M10 JR-TD-6010-M15 JR-TD-6010-M25
0.75 Green 240 3500 JR-TD-6011-M1.5 JR-TD-6011-M3 JR-TD-6011-M10 JR-TD-6011-M15 JR-TD-6011-M25
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tubing

specifications
MaxiMuM recoMMended 
working teMperature
100°C (continuous) for 
1/16" OD tubing with ID 
up to 0.75 mm

Max working pressures 
at rooM teMperature
See page 108

tubing tolerances

options
Contact your distributor 
or VICI about:
• Longer bulk tubing 

lengths
• Customized ODs and IDs

Tubing OD OD and ID (±)

1/32" 0.025 mm

1/16" 0.025 mm

t  tech tip
See our dual layer PEEK 
tubing for solid colored 
PEEK tubing with no 
possibility of stream 
coming into contact with 
coloring agents. ............. 11

more info
About PEEK® . ...............113
Chemical resistance 

PEEK . ................. 110-112 
PEEK at higher  

  temperatures . . . . . 110
Maximum working  

pressure  . ...................108
Tubing ID chart:  

volume per length . . 107 
Tubing tolerances . . . . 109

see also
Clean-cut polymeric 

tubing cutter . ...........100
Easy-Flange kit . ............. 99
PEEK fittings 

High pressure . . . . 24-35
Low pressure .  48, 50-53

PEEK tubing elbows . . 100

PEEK tubing • Color-coded

solid color-coded peek tubinG
Color-coding identifies the ID of your PEEK tubing – each ID is coded with a 
different color.  Solid colored tubing is made of pre-dyed raw material.  

All colorants used in the manufacture of this tubing are RoHS-compliant. 
(Restriction of Hazardous Substances)

1/32" OD  pre-cut lengths

For natural PEEK tubing, see page 9.

1 m 3 m
ID (mm) Color Product No. Product No.

0.050 Orange JR-T-5602-M1 JR-T-5602-M3
0.064 Red JR-T-5664-M1 JR-T-5664-M3
0.075 Green JR-T-5603-M1 JR-T-5603-M3
0.10 Black JR-T-5604-M1 JR-T-5604-M3
0.13 Red JR-T-5605-M1 JR-T-5605-M3
0.15 Purple JR-T-5606-M1 JR-T-5606-M3
0.18 Yellow JR-T-5607-M1 JR-T-5607-M3
0.20 Orange JR-T-5608-M1 JR-T-5608-M3
0.25 Blue JR-T-5610-M1 JR-T-5610-M3
0.50 Orange JR-T-5620-M1 JR-T-5620-M3

1/16" OD  pre-cut lengths

For natural PEEK tubing, see page 9.

NEW 
1.5 m 3 m 10 m

NEW
15 m 25 m

ID (mm) Color Prod No Prod No Prod No Product No. Product No.
0.10 Black JR-T-6020-M1.5 JR-T-6020-M3 JR-T-6020-M10 JR-T-6020-M15 JR-T-6020-M25
0.13 Red JR-T-6007-M1.5 JR-T-6007-M3 JR-T-6007-M10 JR-T-6007-M15 JR-T-6007-M25
0.15 Purple JR-T-6030-M1.5 JR-T-6030-M3 JR-T-6030-M10 JR-T-6030-M15 JR-T-6030-M25
0.18 Yellow JR-T-6008-M1.5 JR-T-6008-M3 JR-T-6008-M10 JR-T-6008-M15 JR-T-6008-M25
0.25 Blue JR-T-6009-M1.5 JR-T-6009-M3 JR-T-6009-M10 JR-T-6009-M15 JR-T-6009-M25
0.38 Grey JR-T-6040-M1.5 JR-T-6040-M3 JR-T-6040-M10 JR-T-6040-M15 JR-T-6040-M25
0.50 Orange JR-T-6010-M1.5 JR-T-6010-M3 JR-T-6010-M10 JR-T-6010-M15 JR-T-6010-M25
0.75 Green JR-T-6011-M1.5 JR-T-6011-M3 JR-T-6011-M10 JR-T-6011-M15 JR-T-6011-M25
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tubing

etfe tubinG
ETFE (ethyltrifluoroethylene) tubing is particularly suitable for HPLC, since it has a higher burst 
pressure as compared to PTFE.  1/16" OD x 0.25 mm ID tubing will withstand up to 186 bar (2700 psi) 
with water as mobile phase.  However, it is important to note that when used with organic solvents, 
ETFE tubing may swell, reducing that maximum pressure to 70 bar (1000 psi).

This is the ideal polymer for applications with chloride salts, which typically corrode stainless steel.  

NEW 
1.5 m 3 m 10 m

NEW
15 m 25 m

OD ID (mm) Product No. Product No. Product No. Product No. Product No.
1/32"  0.25  JR-T-084-M1.5 JR-T-084-M3 JR-T-084-M10 JR-T-084-M15 JR-T-084-M25
1/16" 0.20 JR-T-079-M1.5 JR-T-079-M3 JR-T-079-M10 JR-T-079-M15 JR-T-079-M25

0.25 JR-T-080-M1.5 JR-T-080-M3 JR-T-080-M10 JR-T-080-M15 JR-T-080-M25
0.50 JR-T-082-M1.5 JR-T-082-M3 JR-T-082-M10 JR-T-082-M15 JR-T-082-M25
0.75 JR-T-083-M1.5 JR-T-083-M3 JR-T-083-M10 JR-T-083-M15 JR-T-083-M25
1.00 JR-T-085-M1.5 JR-T-085-M3 JR-T-085-M10 JR-T-085-M15 JR-T-085-M25

1/8" 1.59 JR-T-086-M1.5 JR-T-086-M3 JR-T-086-M10 JR-T-086-M15 JR-T-086-M25
2.40 JR-T-089-M1.5 JR-T-089-M3 JR-T-089-M10 JR-T-089-M15 JR-T-089-M25

1 m 3 m
OD ID (mm) Product No. Product No.

3.0 mm 1.0 JR-T-087-M1 JR-T-087-M3
6.0 mm 4.0 JR-T-088-M1 JR-T-088-M3
6.4 mm 4.8 JR-T-090-M1 

NEW
JR-T-090-M3 

NEW

pfa tubinG
PFA (perfluoroalkoxy) tubing from VICI Jour has excellent chemical stability and mechanical strength.  
1/16" OD high purity tubing has a maximum pressure rating of up to 100 bar (1450 psi), while 1/8" OD 
tubing can be used at up to 72 bar (1050 psi).

Always use PFA instead of PTFE if gas permeability is an issue.  

NEW 
1.5 m 3 m 10 m

NEW
15 m 25 m

OD ID (mm) Product No. Product No. Product No. Product No. Product No.
1/16"  0.50 JR-T-4001-M1.5 JR-T-4001-M3 JR-T-4001-M10 JR-T-4001-M15 JR-T-4001-M25

0.75 JR-T-4002-M1.5 JR-T-4002-M3 JR-T-4002-M10 JR-T-4002-M15 JR-T-4002-M25
1.00 JR-T-4007-M1.5 JR-T-4007-M3 JR-T-4007-M10 JR-T-4007-M15 JR-T-4007-M25

1/8" 1.59 JR-T-4003-M1.5 JR-T-4003-M3 JR-T-4003-M10 JR-T-4003-M15 JR-T-4003-M25

per meter
OD ID (mm) Product No.
1/8" 1.70 JR-T-4005

3/16" 3.20 JR-T-4009
1/4" 3.97 JR-T-4006 

NEW
4.35 JR-T-4004
4.80 JR-T-4008 

NEW

specifications – 
etfe and pfa
Max working pressures
See page 108

tubing tolerances

options
Contact your distributor 
or VICI about:
• Longer tubing lengths 

at competitive bulk 
prices

• Customized ODs and IDs

ETFE tubing • PFA tubing

t  tech tip
• When selecting tubing 

for low pressure 
applications, give 
careful consideration to 
gas permeability 
characteristics.

• Use PFA instead of PTFE 
if gas permeability is an 
issue.

more info
About ETFE. ...................113
Chemical resistance . . 110 
Maximum working  

pressure  . ...................108
Tubing ID chart:  

volume per length . . 107
Tubing tolerances . . . . 109

see also
Clean-cut polymeric 

tubing cutter . ...........100
Easy-Flange kit . ............. 99
Low pressure 

fittings . ................... 46-55
SolviFlex coiled  

PFA tubing . ................. 84

Tubing OD OD and ID (±)

1/16" * 0.05 mm

1/8" 0.10 mm

1/4" 0.10 mm OD

0.20 mm ID

* ETFE with 0.20 mm ID:
           OD ±  0.07 
           Wall ± 0.08

conVersions
50 µm = .002"
75 µm = .003"

100 µm = .004"
125 µm = .005"
150 µm = .006"

0.013 mm = .0005"
0.025 mm = .001"
0.050 mm = .002"
0.064 mm = .0025"
0.075 mm = .003"

0.07 mm = .0027"
0.08 mm = .0031"
0.10 mm = .004"

0.13 mm = .005"
0.15 mm = .006"
0.18 mm = .007"
0.20 mm = .008"
0.25 mm = .01"
0.38 mm = .015"
0.50 mm = .02"
0.75 mm = .03"
1.00 mm = .04"
1.59 mm = 1/16"
1.70 mm = .067"
2.40 mm = .094"
3.20 mm = .126"

3.97 mm = .156"
4.0 mm = .16"

4.35 mm = .17"
4.8 mm = .19"

1.0 m = 3.28'
1.5 m = 4.92'
3.0 m = 9.84'
5.0 m = 16.40'

10.0 m = 32.80'
15.0 m = 49.21'
25.0 m = 82.02'
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tubing

specifications
MaxiMuM recoMMended 
working teMperature
100°C (continuous) 

Max working pressures 
at rooM teMperature
See page 108 

tubing tolerances

options
Contact your distributor 
or VICI about:
• Longer tubing lengths 

at competitive bulk 
prices

• Customized ODs and IDs

ptfe tubinG
PTFE (polytetrafluoroethylene) tubing is chemically inert and suitable for lower 
pressure applications.  Typically 1/16" OD tubing holds up to 62 bar (900 psi) 
and 1/8" up to 35 bar (500 psi). Maximum continuous operating temperature is 
100°C.

t  tech tip
Use PFA instead of PTFE if 
gas permeability is an is-
sue.

t  tech tip
Use black PTFE for 
for light sensitive 
applications such as 
enzymatic reactions, 
luminescent reactions, 
connectioning to a flow 
cell, and radioactive HPLC.

more info
About PTFE. ...................104
Chemical resistance . . 110 
Maximum working  

pressure  . ...................108
Tubing ID chart:  

volume per length . . 107
Tubing tolerances . . . . 109

see also
Clean-cut polymeric 

tubing cutter . ...........100
Easy-Flange kit . ............. 99
Flanged fittings. .......47, 49
Flangeless fittings . . 47-48

PTFE tubing • Color-coded

PTFE tubing – solid color-coded
Solid colors identify the tubing ID.

Black  PTFE, available in two IDs, is recommended for light sensitive applications 
such as enzymatic reactions, luminescent reactions, connecting to a flow cell, 
and radioactive HPLC. 

3 m 10 m 25 m
OD ID (mm) Color Product No. Product No. Product No.

1/16" 0.25 Blue  JR-T-4011C-M3 JR-T-4011C-M10 JR-T-4011C-M25
0.25 Black JR-T-6808-M3 JR-T-6808-M10 JR-T-6808-M25
0.50 Black JR-T-6811-M3 JR-T-6811-M10 JR-T-6811-M25
0.50 Orange JR-T-4183C-M3 JR-T-4183C-M10 JR-T-4183C-M25
0.75 Green JR-T-4036C-M3 JR-T-4036C-M10 JR-T-4036C-M25

Tubing OD OD and ID (±)

1/16" 0.05 mm

1/8" 0.10 mm

1/4" 0.10 mm

1/2" 0.20 mm
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tubing

PTFE tubing – natural color
NEW 
1.5 m 3 m 5 m 10 m

NEW
15 m 25 m

OD ID (mm) Product No. Product No. Product No. Product No. Product No. Product No.
1/16” 0.18 JR-T-6805-M1.5 JR-T-6805-M3 JR-T-6805-M5 JR-T-6805-M10 JR-T-6805-M15 JR-T-6805-M25

0.25 JR-T-4011-M1.5 JR-T-4011-M3 JR-T-4011-M5 JR-T-4011-M10 JR-T-4011-M15 JR-T-4011-M25
0.50 JR-T-4183-M1.5 JR-T-4183-M3 JR-T-4183-M5 JR-T-4183-M10 JR-T-4183-M15 JR-T-4183-M25
0.75 JR-T-4036-M1.5 JR-T-4036-M3 JR-T-4036-M5 JR-T-4036-M10 JR-T-4036-M15 JR-T-4036-M25
1.00 JR-T-6807-M1.5 JR-T-6807-M3 JR-T-6807-M5 JR-T-6807-M10 JR-T-6807-M15 JR-T-6807-M25

1/8” 1.59 JR-T-6800-M1.5 JR-T-6800-M3 JR-T-6800-M5 JR-T-6800-M10 JR-T-6800-M15 JR-T-6800-M25
2.40 JR-T-4037-M1.5 JR-T-4037-M3 JR-T-4037-M5 JR-T-4037-M10 JR-T-4037-M15 JR-T-4037-M25

NEW 
1.5 m 3 m 10 m

NEW
15 m 25 m

OD ID (mm) Product No. Product No. Product No. Product No. Product No.
2 mm 1.70  JR-T-6801-M1.5 JR-T-6801-M3 JR-T-6801-M10 JR-T-6801-M15 JR-T-6801-M25
4 mm 3.00 JR-T-4039-M1.5 JR-T-4039-M3 JR-T-4039-M10 — —

Tubing OD ID per meter
in. mm Product No.

3/16" 4.76 3.76 mm  JR-T-4041
0.236" 6.00 4.00 JR-T-4042 

NEW
1/4" 6.35 4.76 mm JR-T-6810 

NEW
0.315" 8.00 6.00 mm JR-T-4050 

NEW
1/2" 12.7 9.53 mm JR-T-4043 

NEW

conVersions
50 µm = .002"
75 µm = .003"

100 µm = .004"
125 µm = .005"
150 µm = .006"

0.013 mm = .0005"
0.025 mm = .001"
0.050 mm = .002"
0.064 mm = .0025"
0.075 mm = .003"

0.07 mm = .0027"
0.08 mm = .0031"
0.10 mm = .004"

0.13 mm = .005"
0.15 mm = .006"
0.18 mm = .007"
0.20 mm = .008"
0.25 mm = .01"
0.38 mm = .015"
0.50 mm = .02"
0.75 mm = .03"
1.00 mm = .04"
1.59 mm = 1/16"
1.70 mm = .067"
2.40 mm = .094"
3.20 mm = .126"

3.97 mm = .156"
4.0 mm = .16"

4.35 mm = .17"
4.8 mm = .19"

1.0 m = 3.28'
1.5 m = 4.92'
3.0 m = 9.84'
5.0 m = 16.40'

10.0 m = 32.80'
15.0 m = 49.21'
25.0 m = 82.02'

PTFE tubing • Natural
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tubing

1 m 3 m 10 m
OD ID (mm) Product No. Product No. Product No.

1/32" 0.13 JR-T-6605-M1 JR-T-6605-M3 JR-T-6605-M10
0.15 JR-T-6606-M1 JR-T-6606-M3 JR-T-6606-M10
0.18 JR-T-6607-M1 JR-T-6607-M3 JR-T-6607-M10
0.20 JR-T-6797-M1 JR-T-6797-M3 JR-T-6797-M10
0.25 JR-T-6610-M1 JR-T-6610-M3 JR-T-6610-M10
0.38 JR-T-6615-M1 JR-T-6615-M3 JR-T-6615-M10
0.40 JR-T-6798-M1 JR-T-6798-M3 JR-T-6798-M10
0.50 JR-T-6620-M1 JR-T-6620-M3 JR-T-6620-M10

NEW  
1.5 m 3 m 10 m

NEW  
15 m 25 m

OD ID (mm) Product No. Product No. Product No. Product No. Product No.
1/16" 0.25 JR-T-6812-M1.5 JR-T-6812-M3 JR-T-6812-M10 JR-T-6812-M15 JR-T-6812-M25

0.30 JR-T-6702-M1.5 JR-T-6702-M3 JR-T-6702-M10 JR-T-6702-M15 JR-T-6702-M25
0.50 JR-T-6802-M1.5 JR-T-6802-M3 JR-T-6802-M10 JR-T-6802-M15 JR-T-6802-M25
0.75 JR-T-6803-M1.5 JR-T-6803-M3 JR-T-6803-M10 JR-T-6803-M15 JR-T-6803-M25
1.00 JR-T-6806-M1.5 JR-T-6806-M3 JR-T-6806-M10 JR-T-6806-M15 JR-T-6806-M25

1/8" 1.59 JR-T-6804-M1.5 JR-T-6804-M3 JR-T-6804-M10 JR-T-6804-M15 JR-T-6804-M25
2.10 JR-T-6813-M1.5 JR-T-6813-M3 JR-T-6813-M10 JR-T-6813-M15 JR-T-6813-M25

3/16" 3.18 JR-T-6835-M1.5 JR-T-6835-M3 JR-T-6835-M10 JR-T-6835-M15 JR-T-6835-M25
1 mm 0.50  JR-T-6105-M1.5 JR-T-6105-M3 JR-T-6105-M10 JR-T-6105-M15 JR-T-6105-M25
2 mm 1.00 JR-T-6210-M1.5 JR-T-6210-M3 JR-T-6210-M10 JR-T-6210-M15 JR-T-6210-M25
3 mm 1.00 JR-T-6310-M1.5 JR-T-6310-M3 JR-T-6310-M10 JR-T-6310-M15 JR-T-6310-M25

2.00 JR-T-6320-M1.5 JR-T-6320-M3 JR-T-6320-M10 JR-T-6320-M15 JR-T-6320-M25

per meter
OD ID (mm) Product No.

4 mm 3.00 JR-T-6860 NEW
1/4" 3.96  JR-T-6840 NEW

4.35  JR-T-6809
3/16" JR-T-6841 NEW

5/16" 1/4" JR-T-6650 NEW

specifications
MaxiMuM recoMMended 
working teMperature
80°C (continuous) 

Max working pressures 
at rooM teMperature
See page 108 

tubing tolerances

options
Contact your distributor 
or VICI about:
• Longer tubing lengths 

at competitive bulk 
prices

• Customized ODs and IDs

fep tubinG
FEP (FluorinatedEthylenePropylene) tubing is chemically inert to most HPLC 
solvents, and is recommended for low pressure applications.  Typically 1/16" OD 
tubing holds up to 117 bar (1700 psi), and 1/8" OD holds up to 70 bar  
(1000 psi).

We recommend FEP for ion chromatography applications.  

t  tech tip
When selecting tubing for 
low pressure applications, 
give careful consideration 
to gas permeability 
characteristics.

more info
About FEP. .....................113
Chemical resistance . . 110
Maximum working  

pressure  . ...................108
Tubing ID chart:  

volume per length . . 107
Tubing tolerances . . . . 109

see also
Clean-cut polymeric 

tubing cutter . ...........100
Easy-Flange kit . ............. 99
Low pressure 

fittings . ................... 46-55

FEP tubing • Natural

Tubing OD OD and ID (±)

1/32" 0.025 mm

1/16" 0.08 mm

1/8" 0.10 mm

1/4" 0.10 mm OD

0.20 mm ID

conVersions
0.05 mm = .002"
0.10 mm = .004"
0.13 mm = .005"
0.15 mm = .006"
0.18 mm = .007"
0.20 mm = .008"
0.25 mm = .01"
0.30 mm = .012"
0.38 mm = .015"
0.40 mm = .016"

0.50 mm = .02"
0.75 mm = .03"
1.00 mm = .04"
1.59 mm = 1/16"
1.70 mm = .067"
2.00 mm = .08"
2.10 mm = .083"
2.40 mm = .094"
3.00 mm = .12"
3.18 mm = 1/8"

3.76 mm = .15"
3.96 mm = .156"
4.00 mm = .157"
4.35 mm = .17"
4.76 mm = 3/16"
4.80 mm = .189"
6.00 mm = .24"
6.35 mm = 1/4"
7.94 mm = 5/16"
9.35 mm = 3/8"

1.0 m = 3.28'
1.5 m = 4.92'
3.0 m = 9.84'
5.0 m = 16.40'

10.0 m = 32.80'
15.0 m = 49.21'
25.0 m = 82.02'
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tubing

Specialty polymeric tubing

impermeable polymeric  tubinG
• FEP coated with PVDF
• Excellent chemical resistance
• For technical applications
• Prevents "re-gassing" after degassing in LC applications

PTFE and FEP have very good chemical resistance, but are too 
permeable to be suitable for mobile phase transfer lines. PVDF, 
on the other hand, lacks chemical resistance but is a very tight 
polymer with no observable micropores.  Our impermeable 
tubing is produced by co-extruding PVDF over FEP to combine the best features of both polymers, 
ensuring that degassed solvent will stay degassed until it reaches the HPLC pump.

The PVDF layer can easily be stripped away with our Clean-Cut tubing cutter or a razor blade, leaving 
a length of exposed FEP to extend into the solvent reservoir.

When making connections, a special PCTFE tubing insert fits into the ID of the tubing and seals 
against the bottom of the port, preventing the solvent from contacting the PVDF layer at the end of 
the tube. 

3 m 10 m
Product No. Product No.

Impermeable tubing,  1/8" OD x 1.65 mm ID JR-T-6130-M3 JR-T-6130-M10

Qty/pkg Product No.

Additional spare parts  

PCTFE tubing inserts 10 JR-6141-10
1/8” PPS nuts 10 JR-55071-10
1/8” ETFE ferrules 10 JR-051-10
Fitting kit  Contains: JR-6140

PCTFE tubing inserts 2
1/8" PPS nuts 2
1/8" ETFE ferrules 2

thermo-formed polymeric tubinG
• Available in a variety of polymers
• Provides axial flexibility
• Telephone cables or customer-specified shapes

VICI Jour offers thermo-formed tubing in various geometric 
shapes and polymers.  The form will maintain its shape so 
long as the temperature does not exceed 100°C.

Straight tubing, spirals, or even more complex forms – just 
define your form and material on a drawing for us. 

specifications
pressure
Low pressure only

tubing
1/8" OD 1.65 mm ID

tolerances
±0.05 mm (.002")  
OD and ID

Materials
Tubing: FEP coated  
  with PVDF 
Insert PCTFE 
Ferrule ETFE 
Fitting PPS

options
Contact us for more info 
about longer  tubing 
lengths at competitive 
bulk prices.

foR pRicinG
Contact VICI or 
your local dis-
tributor for more 
information or a 
quotation. 

t  tech tip
Use FEP or PFA tubing 
inside the solvent 
reservoir, since PVDF has 
limited chemical 
resistance.

t  tech tip
Always use the 
specially-designed tubing 
insert to prevent solvent 
contact with the PVDF 
layer.

more info
About FEP. .....................113
About PVDF . .................114
Chemical resistance . . 110 
Tubing ID chart:  

volume per length . . 107
Tubing tolerances . . . . 109

see also
Clean-cut polymeric 

tubing cutter . ...........100
Color-sleeve  fingertight 

adapters . 23

1/8" OD TUBING

SPECIAL PCTFE 
TUBING INSERT

1/8" FERRULE

1/8" NUT

PVDF LAYER
STRIPPED AWAY

SPECIAL PCTFE 
TUBING INSERT

FEP TUBE

1/8" FERRULE

PVDF LAYER
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tubing

t  tech tip
Use our 360 µm 
Nanovolume® fittings to 
connect this tubing free 
of dead volume.

PEEK fittings . ............... 44 
Stainless fittings . ....... 45

conVersions

Fused silica capillary tubing

50 µm = .002"
75 µm = .003"

100 µm = .004"
0.13 mm = .005"
0.18 mm = .007"
0.25 mm = .01"
0.38 mm = .015"
0.50 mm = .02"
0.75 mm = .03"
1.00 mm = .04"
1.52 mm = XXXX
1.59 mm = 1/16"
1.70 mm = .067"
2.10 mm = .083"
2.16 mm = .XXX"
4.65 mm = .XXX"

fused silica capillary tubinG   NEW

Untreated fused silica (FS) capillaries
FS capillaries are manufactured by coating fused silica with a layer of polyimide, 
and consist of synthetically manufactured quartz glass in amorphous (non-
crystalline) form.

Due to the polyimide coating, the tubing is flexible and robust. The tubing is 
stable at temperatures up to 350°C, and is ideal for applications in Micro- and 
Nano-LC.

FS capillaries are chemically inert. They can be used with organic solvents and in 
the pH range from 0 – 10.

Sold by the meter.

per meter
OD ID Product No.

360 µm 25 µm JR-T-7360-025
50 µm JR-T-7360-050
75 µm JR-T-7360-075

100 µm JR-T-7360-100
150 µm JR-T-7360-150
180 µm JR-T-7360-180

specifications
MaxiMuM recoMMended 
working teMperature
350°C

pressure rating
Up to 6000 bar  

(87,000 psi)

tolerances
OD ± 5 µm  (.002")
ID  ± 5 µm (.002")

Note:  Parameters for 
temperature and pressure 
ratings are strongly 
dependent on bending, 
chemicals used, pres-
sure, and temperature.

18  |  www.vici-jour-com  |  VICI AG International



tubing

Stainless tubing – premium grade uhplc, hplc, gc

• Cold drawn, seamless Type 316 stainless steel
• Variety of sizes for UHPLC, HPLC, and GC applications
• Smooth internal surface
• Soft annealed OD for easy ferrule connections

Our premium grade seamless stainless steel tubing is the base for all high pressure and  ultra-high 
pressure lines in your equipment.  

Stainless tubing – standard grade hplc, gc

• Type 316 stainless steel, welded under inert gas
• Variety of sizes for HPLC and GC applications
• Smooth internal surface
• Soft annealed OD for easy ferrule connections

NEW  
1.5 m 3 m 10 m

OD ID (mm) Product No. Product No. Product No.
1/16" 0.10 JR-T-625-03-M1.5 

NEW
JR-T-625-03-M3 

NEW
JR-T-625-03-M10 

NEW
0.13 JR-T-625-04-M1.5 JR-T-625-04-M3 JR-T-625-04-M10
0.18 JR-T-625-05-M1.5 JR-T-625-05-M3 JR-T-625-05-M10
0.25 JR-T-625-10-M1.5 JR-T-625-10-M3 JR-T-625-10-M10
0.50 JR-T-625-20-M1.5 JR-T-625-20-M3 JR-T-625-20-M10
0.75 JR-T-625-30-M1.5 JR-T-625-30-M3 JR-T-625-30-M10
1.00 JR-T-625-40-M1.5 JR-T-625-40-M3 JR-T-625-40-M10

1/8" 2.1 JR-T-626-00-M1.5 JR-T-626-00-M3 JR-T-626-00-M10

per meter
OD ID (mm) Product No.
1/4" 4.65 JR-T-628-00

specifications
pressure rating
Values shown are mini-
mum; rating varies with 
ID;  (see page 93)

OD bar  psi
1/16" 315  4600
1/8" 315  4600

tolerances
OD ± 0.05mm  (.002")
ID  ± 0.05mm (.002")

options
Contact us for more info 
about longer  tubing 
lengths at competitive 
bulk prices.

specifications
pressure rating
Values shown are mini-
mum; rating varies with 
ID;  (see page 107)

od bar psi 
360 µm 679 9857 
1/32" 400 5800 
1/16" 365 5300 
1/8" 315 4600

tolerances

options
Contact us for more info 
about longer  tubing 
lengths at competitive 
bulk prices.

Stainless tubing • Bulk quantities

t  tech tip
For zero dead volume 
connections, we strongly 
recommend pre-cut 
stainless steel tubing . . 20

i  note
ID dimensions in mm are 
converted from nominal 
inch dimensions.

more info
About Type 316  stainless 

steel. .............................114
Maximum working  

pressure  . ...................107 
Tubing ID chart:  

volume per length . . 107

see also
Pre-cut SS tubing . . . 20-21 
Stainless steel  

tubing cutter . ...........101
Stainless fittings . . . . 36-41

Tubing ID OD and ID (±)

50 µm 0.010 mm

75 µm 0.010 mm

100 µm 0.010 mm

all other 
ID's

0.025 mm

NEW  
1.5 m 3 m 10 m

OD ID (mm) Product No. Product No. Product No.
1/32" 0.13 JR-TSS.505-M1.5 JR-TSS.505-M3 JR-TSS.505-M10

0.18 JR-TSS.507-M1.5 JR-TSS.507-M3 JR-TSS.507-M10
0.25 JR-TSS.510-M1.5 JR-TSS.510-M3 JR-TSS.510-M10
0.50 JR-TSS.520-M1.5 JR-TSS.520-M3 JR-TSS.520-M10

1/16" 0.13 JR-TSS105-M1.5 JR-TSS105-M3 JR-TSS105-M10
0.25 JR-TSS110-M1.5 JR-TSS110-M3 JR-TSS110-M10
0.38 JR-TSS115-M1.5 JR-TSS115-M3 JR-TSS115-M10
0.50 JR-TSS120-M1.5 JR-TSS120-M3 JR-TSS120-M10
0.75 JR-TSS130-M1.5 JR-TSS130-M3 JR-TSS130-M10
1.00 JR-TSS140-M1.5 JR-TSS140-M3 JR-TSS140-M10

1/8" 0.75 JR-TSS230-M1.5 JR-TSS230-M3 JR-TSS230-M10
1.00 JR-TSS240-M1.5 JR-TSS240-M3 JR-TSS240-M10
1.52 JR-TSS260-M1.5 JR-TSS260-M3 JR-TSS260-M10
1.70 JR-TSS267-M1.5 JR-TSS267-M3 JR-TSS267-M10
2.16 JR-TSS285-M1.5 JR-TSS285-M3 JR-TSS285-M10

stainless steel tubinG
This is the standard tubing material for chromatography, suitable for a wide variety of applications. 
Close tolerances are held on both ID and OD. 

Note that bulk  tubing is roughly cut with tubing pliers, so the ends must be properly cut before use.  
For electrolytically-cut premium SS tubing, please order our pre-cut tubing (pages 20-21).  Pre-cut 
tubing is steam cleaned and offers burr-free ends – ready to use for high end LC applications.

per meter
OD ID (µm) Product No.

360 µm 75 JR-T-623-03 
NEW

150  JR-T-623-06 
NEW
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tubing

Stainless tubing • Pre-cut

specifications
pressure rating
Varies with ID; minimum 
is 365 bar (5300 psi)  
(see page 107)

tolerances

Stainless steel tubing – pre-cut 
• For zero dead volume connections
• Steam-cleaned and ready to use
• Soft annealed OD for easy ferrule connections
• Color bands for quick identification of tubing ID

!  note
Do not bend Micro LC 
tubing mor than 90° to 
avoid closure.

t  tech tip
Contact your local 
distributor or VICI for 
custom lengths.

conVersions
50 µm = .002"
75 µm = .003"

100 µm = .004"
125 µm = .005"
150 µm = .006"

0.13 mm = .005"
0.18 mm = .007"
0.25 mm = .01"
0.50 mm = .02"
0.75 mm = .03"

VICI Jour offers pre-cut 1/32" and 1/16" stainless steel tubing in lengths most 
commonly required in UHPLC and HPLC systems.  The tubes are cut to square, 
burr-free ends for zero dead volume connections.  Colored bands allow quick 
ID identification.  VICI pre-cut tubing is specially cleaned with steam from 
micro-filtered deionized water, which removes both organic and inorganic 
contaminants.  Longer tubes that cannot be steam-cleaned are cleaned 
with liquid hexane.  Softener-free polyethylene caps are used to prevent any 
contamination during shipment and storage.  

pre-cut tubinG for standard hplc

50 mm 100 mm
NEW 

130 mm
OD ID (mm) Color Product No. Product No. Product No.

1/16" 0.13  Red  JR-T-97005 JR-T-97010 JR-T-97012
0.18 Yellow JR-T-97025 JR-T-97030 JR-T-97032
0.25 Blue JR-T-97045 JR-T-97055 JR-T-97057
0.50 Orange JR-T-97075 JR-T-97080 JR-T-97082
0.75 Green JR-T-97095 JR-T-97100 JR-T-97102

NEW  
180 mm 200 mm 300 mm

OD ID (mm) Color Product No. Product No. Product No.
1/16" 0.13  Red  JR-T-97013 JR-T-97015 JR-T-97020

0.18 Yellow JR-T-97033 JR-T-97035 JR-T-97040
0.25 Blue JR-T-97058 JR-T-97060 JR-T-97065
0.50 Orange JR-T-97083 JR-T-97085 JR-T-97090
0.75 Green JR-T-97103 JR-T-97105 JR-T-97110

pre-cut tubinG for micro lc   NEW
Use with 1/32" Nanovolume fittings, page 43.

50 mm 100 mm 130 mm
OD ID (mm) Color Product No. Product No. Product No.

1/32" 
NEW

0.050  Blue  JR-T-91050 JR-T-91100 JR-T-91130
0.075 Black JR-T-92050 JR-T-92100 JR-T-92130

180 mm 200 mm 300 mm
OD ID (mm) Color Product No. Product No. Product No.

1/32" 
NEW

0.050  Blue  JR-T-91180 JR-T-91200 JR-T-91300
0.075 Black JR-T-92180 JR-T-92200 JR-T-92300

Tubing OD OD and ID (±)

1/32" 0.01 mm

1/16" ± 0.05 mm OD

± 0.025 mm ID
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tubing

Stainless tubing • Pre-cut fliexible

specifications
pressure rating
Varies with ID; minimum 
is 365 bar (5300 psi)  
(see page 107)

tolerances
OD ±0.05mm  (.002")
ID  ±0.025mm (.001")

Stainless steel tubing – pre-cut flexible
• Seamless 1/32" tubing with 1/16" laser-welded ends
• For zero dead volume connections
• Steam-cleaned and ready to use
• Soft annealed OD for easy ferrule connections
• Color bands for quick identification

Our flexible pre-cut stainless steel  tubing is made of 1/32" premium grade  316 stainless steel tubing 
with ends laser-welded into 1/16" tubing of the same premium grade.   

The tubes are cut to square, burr-free ends for zero dead volume connections. Colored bands allow 
quick ID identification.

VICI pre-cut tubing is specially cleaned with steam from micro-filtered deionized water, which 
removes both organic and inorganic contaminants.  Longer tubes that cannot be steam-cleaned are 
cleaned with liquid hexane.  Softener-free polyethylene caps are used to prevent any contamination 
during shipment and storage.  

pre-cut flexible tubinG for standard hplc

105 mm
NEW 

130 mm 150 mm
NEW 

180 mm 200 mm
OD ID (mm) Color Product No. Product No. Product No. Product No. Product No.

1/16" 0.13  Red  JR-T-96005 JR-T-96008 JR-T-96010 JR-T-96013 JR-T-96015
0.18 Yellow JR-T-96105 JR-T-96108 JR-T-96110 JR-T-96113 JR-T-96115
0.25 Blue JR-T-96205 JR-T-96208 JR-T-96210 JR-T-96213 JR-T-96215
0.50 Orange JR-T-96305 JR-T-96308 JR-T-96310 JR-T-96313 JR-T-96315

280 mm 400 mm 600 mm 700 mm 900 mm
OD ID (mm) Color Product No. Product No. Product No. Product No. Product No.

1/16" 0.13 Red  JR-T-96020 JR-T-96025 JR-T-96030 JR-T-96035 —
0.18 Yellow JR-T-96120 JR-T-96125 JR-T-96130 JR-T-96135 JR-T-96145
0.25 Blue JR-T-96220 JR-T-96225 JR-T-96230 JR-T-96235 —
0.50 Orange JR-T-96320 JR-T-96325 JR-T-96330 JR-T-96335 —

17 mm

17 mm
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VICI CuttInG and CleanInG
VICI’s electrolytic cutting process yields polished tubing with flat ends.  Each 
piece of VICI pre-cut metal tubing is specially cleaned with micro-filtered steam 
from deionized water to remove both 
organic and inorganic contaminants, 
representing a major improvement 
over the common practice of using 
organic solvents to “clean” tubing.  
Our test reports have been confirmed 
by most of the major instrument 
suppliers:  the VICI process provides 
analytically clean tubing. 

ImProPer CuttInG
Tools commonly used to cut tubing in the general laboratory environment – 
such as wire cutters, files, jewelers’ saws, and most tubing cutters  – can leave 

uneven ends and burrs, which create 
potential for dead volumes or leaks .  
These non-precision cutters are likely 
to generate particulates and deform 
inner and outer diameters, which 
can introduce dead volume and flow 
anomalies.

t  teCH tIP
Fifty years of Valco 
experience show that the 
particles left in poorly cut 
tubing are the number 
one cause of valve 
damage.

t  teCH tIP
For optimal zero dead 
volume connections, 
make sure your tubing 
meets the best industry 
standards—OD tolerance 
should be nominal 
dimension ± .002".

Fractional Nominal 
dimension dimension

1/32" .031" 
1/16" .062" 
1/8" .125" 
1/4" .250" 
3/8" .375" 
1/2" .500"

eleCtrolytICally Cut and PolIsHed 
tubInG From VICI

Use of our precision cut and finished tubing along with VICI fittings and valves 
maintains the flow uniformity and cleanliness required by high performance 
systems.  

We offer chromatography grade tubing in ODs of 360 µm, 1/32", 1/16", and 
1/8".  Tubing can be ordered in economical pre-cut standard lengths, or can be 
custom cut to meet your specific instrumentation requirements.  All VICI metal 
tubing is chromatographic grade seamless drawn tubing of the highest available 
quality.  Stainless tubing is 316 series.

aVoId uneVen ends and burrs,  
due to FIles (l) and PlIer Cuts (r
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Available tubing coatings include:

• Silcosteel®-CR—A corrosion resistant layer that increases the lifetime of system components in acidic environments containing 
hydrochloric acid, nitric acid, or seawater.

• Sulfinert®—A required treatment for metal components when analyzing for parts-per-billion levels of organo-sulfur compounds.

1. Can treated tubing be bent?
Treated tubing can be bent into curves with a bend radius greater than 1 inch for 1/16-inch OD 
tubing, 2 inches for 1/8-inch OD tubing, or 4 inches for 1/4-inch OD tubing. The treatment 
layer will remain intact as long as the tubing isn’t stretched dramatically. If tight bends are 
necessary, use a treated elbow union or bend untreated tubing and send it to Restek for 
custom treatment.
2. Can compression fittings be used without crushing the treatment layer?
Yes. The layer is thin and permeates the surface. It compresses with minimal damage.
3. Is welding possible after treatment?
Yes. The coating does not interfere with the welding of two coated components. The  
coating is lost at the weld and in the heat affected zones approximately 2 to 5 mm on 
either side of the weld.
4. Is any additional chemical deactivation necessary?
A Sulfinert® or Silcosteel® layer leaves few exposed active sites, so there usually is no 
need for additional treatment. Chemical deactivation is useful in chromatographic  
applications in which water will be vaporized on the Silcosteel®-treated surface, but is not  
necessary for Sulfinert®-treated surfaces.  Parts used in high-temperature applications 
(>400 °C) cannot be chemically  deactivated.
5. What are the temperature constraints of these surface treatments?
On stainless steel, a Silcosteel® layer is stable to 600 °C. Parts treated with a secondary 
polymeric layer are limited to temperatures of 400 °C in inert atmospheres and 250 °C when 
oxygen is present, the temperature maximums for the polymer. Temperatures above 600 °C 
can be used under certain conditions—please contact us for information.
6. Why use Sulfinert® or Silcosteel® treatment instead of PTFE coating?
Three reasons: 1) Sulfinert® and Silcosteel® layers are nonpolymeric, so they do not 
exhibit the problems associated with gas permeability. 2) PTFE coating often flakes off the 
surface, while the Sulfinert® or Silcosteel® layer is tightly integrated into the substrate 
lattice. 3) PTFE coating is limited to 280 °C, while Silcosteel®-treated stainless steel tubing 
and fittings can be used to 600 °C.

7. Why use Sulfinert®-treated tubing for transfer lines?
Sulfinert®-treated stainless steel tubing offers all of the advantages of glass or fused silica 
tubing for the transfer of active compounds (e.g., sulfurs), but is far more durable and  
flexible.
8. Is treated tubing similar to glass-lined tubing (GLT)?
No. Sulfinert® or Silcosteel®-treated tubing is flexible and can be bent without heating. 
Also, the Sulfinert® or Silcosteel® layer is highly inert, unlike impure glass.
9. How can I clean the surface of a treated part after use?
Most often, a mild organic solvent (methylene chloride, methanol, hexane) or water is  
sufficient. Mild sonication may assist and accelerate the process. Do not use caustic,  
abrasive, or high pH (pH>8) cleaners, as they will damage or dissolve the layer. Steam 
cleaning in the presence of oxygen or air could create surface activity, and also should  
be avoided.
10. What materials should I avoid using with Silcosteel®-treated parts?
The Silcosteel® coating is silicon-based and is prone to attack by hydrofluoric acid or by 
basic compounds. The surface should not be exposed to media with pH>8.
11. Siltek® and Sulfinert®: What’s the Difference?
Siltek® is the name for the patented deposition process. When the Siltek® process was 
developed, the application that showed the greatest benefit was the storage and transfer 
of low ppb level active sulfur compounds, such as hydrogen sulfide and mercaptans. 
Because there was (and continues to be) demand for a reliable surface treatment for this 
application, the name Sulfinert® is used to describe Siltek®-treated products created 
specifically for this purpose.

Tubing and Available Coatings
Restek sets the standard in tubing for analytical and process applications. Complete your system with precleaned or treated tubing 
and treated fittings and valves for an inert, corrosion-resistant pathway.

Frequently Asked Questions

Sulfinert® Electropolished 316L SS

Sulfinert®
304 SS

Sulfinert®
316L SS

Silcosteel®-CR
Electropolished

316L SS
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Restek	Tubing	Reference	Guide

This chart will help  
you determine the 
tubing best suited to 
your application with 
respect to pressure, 
sensitivity of your 
analysis, and acidic 
environment exposure. 

frequently asked  
question
Which treated  
tubing should 
I use?



 	 www.restek.com 313

GC	ACCESSORIES	| GAS MANAGEMENT

Tubing

Copper Tubing 
• Use for plumbing GC systems.
• Cleaned to remove residual organics.

ID OD Wall Max Operating Pressure qty. cat.# price
0.065" 1/8" 0.030" 2,800 psig 50 ft 22628   
0.190" 1/4" 0.030" 1,000 psig 50 ft 22629   

*The availability of long lengths is subject to inventory constraints. Lead times may vary depending on the continuous 
length needed. Please inquire before ordering. Maximum continuous lengths are: 2,000 ft (cat.# 21502, 21505, 21508, 
21511), 1,500 ft (cat.# 21514), and 750 ft (cat.#21517). Pricing for lengths of 101 ft or more is on a per foot basis.

Rinsed and Cleaned 304 Stainless Steel Tubing 

An extra charge is applied for cutting and/or 
straightening stainless steel and/or copper 
tubing, calculated from the total number of 
pieces produced for each line item.

ordering note
Required length in meters x 3.2808 
= length in feet.

Use for providing carrier, fuel, make-up, or auxiliary gases to laboratory instruments.

*1/8" OD: 95 ft in one continuous coil; 1/4" OD: 300 ft in one continuous coil. Longer lengths will be more than one coil. Pricing for lengths of 101 ft or 
more is on a per foot basis.
Note: required length in meters x 3.2808 = length in feet.

Treated Seamless Electropolished 316L Grade Stainless Steel Tubing
Our highest performing tubing. Recommended for:
•  Demanding/corrosive environments.
•  High temperatures.
•  Ultimate inertness.

Top: electropolished finish, surface roughness 
average number: 10-15.

Bottom: conventional finish, surface roughness 
average number: approx. 23-27.

did you know?
A smoother internal surface is less adsorptive.

did you 
know?
Other lengths and 
diameters of treated 
tubing are available 
on a custom basis.

Call for availability of 
lengths greater than 
1,000 ft.

Minimum Bend Radius for Coated Tubing

 OD Min. Bend Radius
	 £1/16" 1"  (2.5 cm)
 1/8" 2"  (5.1 cm)
 1/4" 4"  (10.2 cm)
 3/8" 6"  (15.2 cm)

NEW 
LENGTHS

for customer 
convenience

 Length
 6 Feet 10 Feet 15 Feet 20 Feet 25 Feet 50 Feet 100 Feet >100 Feet

ID (in.) OD (in.) cat.# cat.# cat.# cat.# cat.# cat.# cat.# cat.#*
0.01" 1/16" 29000 29001 29002 29003 21500 29004 29005 21502

                  
0.02" 1/16" 29006 29007 29008 29009 21503 29010 29011 21505

                  
0.03" 1/16" 29012 29013 29014 29015 21506 29017 29018 21508

                  
0.04" 1/16" 29019 29020 29021 29022 21509 29023 29024 21511

                  
0.085" 1/8" 29025 29026 29027 29028 21512 29029 29030 21514

                  
0.21" 1/4" 29031 29032 29033 29034 21515 29035 29036 21517

                  

   Length
  Wall 6 Feet 10 Feet 15 Feet 20 Feet 25 Feet 50 Feet 100 Feet >100 Feet
ID OD Thickness cat.# cat.# cat.# cat.# cat.# cat.# cat.#* cat.#*
Silcosteel®-CR Treated (Coiled)         
0.085" (2.16 mm) 1/8" (3.18 mm) 0.020" 29037 29038 29039 29040 29041 29042 — 29043
                  
0.180" (4.57 mm) 1/4" (6.35 mm) 0.035" 29044 29045 29046 29047 29048 29049 29050 29051
                   
Sulfinert Treated (Coiled)         
0.085" (2.16 mm) 1/8" (3.18 mm) 0.020" 29052 29053 29054 29055 29056 29057 — 29058
                  
0.180" (4.57 mm) 1/4" (6.35 mm) 0.035" 29059 29060 29061 29062 29063 29064 29065 29066
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*The availability of long lengths is subject to inventory constraints. Lead times may vary depending on the continuous length needed. Please inquire 
before ordering. Maximum continuous lengths are: 200** ft (cat.# 29201, 29209), 2,000 ft (cat.# 29217, 29225, 29233, 29241), 1,150 ft (cat.# 29249), 
and 750 ft (cat.# 29257). Pricing for lengths of 101 ft or more is on a per foot basis.
**Contact us if longer length is needed for cat.# 29201 or 29209.

Treated Welded/Drawn 304 Grade Stainless Steel Tubing
Our most popular grade of tubing. Recommended for:
•  Chromatography applications.
•  Gas delivery systems.
•  Lower pressures.
•  Inert applications. 
Maximum temperature of 450 °C in an inert atmosphere.

An extra charge is  
applied for cutting  
Sulfinert® or 
Silcosteel®-CR  
tubing. The charge is 
calculated from the 
total number of pieces 
produced for each line 
item.

ordering 
note
Required length in 
meters x 3.2808 = 
length in feet.

*The availability of long lengths is subject to inventory constraints. Lead times may vary depending on the continuous length needed. 
Please inquire before ordering. 1/8" OD: 1,500 ft in one continuous coil; 1/4" OD: 750 ft in one continuous coil; 3/8" OD: 250 ft in one 
continuous coil. Longer lengths will be more than one coil. Pricing for lengths of 101 ft or more is on a per foot basis.

Treated Seamless 316L Grade Stainless Steel Tubing
High durability tubing. Recommended for:
•  Inert applications.
•  High temperatures.
•  High pressures.
•  Corrosive environments. 
•  Zero bleed.   Length
  Wall 6 Feet 10 Feet 15 Feet 20 Feet 25 Feet 50 Feet 100 Feet >100 Feet
ID OD Thickness cat.# cat.# cat.# cat.# cat.# cat.# cat.# cat.#*
Silcosteel®-CR Treated (Coiled)         
0.055" (1.40 mm) 1/8" (3.18 mm) 0.035" 29091 29092 29093 29094 29095 29096 29097 29098
                   
0.180" (4.57 mm) 1/4" (6.35 mm) 0.035" 29099 29100 29101 29102 29103 29104 29105 29106
                   
0.277" (7.04 mm) 3/8" (9.52 mm) 0.049" 29107 29108 29109 29110 29111 29112 29113 29114
                   
Sulfinert® Treated (Coiled)         
0.055" (1.40 mm) 1/8" (3.18 mm) 0.035" 29067 29068 29069 29070 29071 29072 29073 29074
                   
0.180" (4.57 mm) 1/4" (6.35 mm) 0.035" 29075 29076 29077 29078 29079 29080 29081 29082
                   
0.277" (7.04 mm) 3/8" (9.52 mm) 0.049" 29083 29084 29085 29086 29087 29088 29089 29090
                   

   Length
  Wall 6 Feet 10 Feet 15 Feet 20 Feet 25 Feet 50 Feet 100 Feet >100 Feet

ID OD Thickness cat.# cat.# cat.# cat.# cat.# cat.# cat.# cat.#*
Sulfinert® Treated (Coiled)          

0.011" (0.28 mm) 0.022" (0.56 mm)  29194 29195 29196 29197 29198 29199 29200 29201
                   

0.021" (0.53 mm) 0.029" (0.74 mm)  29202 29203 29204 29205 29206 29207 29208 29209
                   

0.010" (0.25 mm) 1/16" (1.59 mm)  29210 29211 29212 29213 29214 29215 29216 29217
                   

0.020" (0.51 mm) 1/16" (1.59 mm)  29218 29219 29220 29221 29222 29223 29224 29225
                   

0.030" (0.76 mm) 1/16" (1.59 mm)  29226 29227 29228 29229 29230 29231 29232 29233
                   

0.040" (1.02 mm) 1/16" (1.59 mm)  29234 29235 29236 29237 29238 29239 29240 29241
                   

0.085" (2.16 mm) 1/8" (3.18 mm) 0.020" 29242 29243 29244 29245 29246 29247 29248 29249
                   

0.210" (5.33 mm) 1/4" (6.35 mm) 0.020" 29250 29251 29252 29253 29254 29255 29256 29257
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An extra charge is 
applied for cutting 
Sulfinert®, Silcosteel®, 
or Silcosteel®-CR 
tubing. The charge 
is calculated from 
the total number of 
pieces produced for 
each line item.$250

Sulfinert® treated tubing is  
recommended for purge & trap  

and headspace systems.

Treated Straight, 6-Foot Length Stainless Steel Tubing
Individual 6-foot (± 1/2") straight pieces.

In response to customer requests, we offer 6-foot straight lengths of 1/8-, 1/4, and 
3/8-inch treated tubing. This tubing can be cut to your exact requirements using a 
standard tubing cutter.

Treated Hydroguard® Deactivated Stainless Steel Tubing
Hydroguard® deactivation creates a high-density surface that is not readily attacked by 
aggressive hydrolysis.

ID OD Wall Thickness qty. cat.# price
Silcosteel®-CR Treated, 316L Grade    
0.055" (1.40 mm) 1/8" (3.18 mm) 0.035" ea. 22898   
0.180" (4.57 mm) 1/4" (6.35 mm) 0.035" ea. 22899   
0.277" (7.04 mm) 3/8" (9.52 mm) 0.049" ea. 22900   
Sulfinert® Treated, 316L Grade    
0.055" (1.40 mm) 1/8" (3.18 mm) 0.035" ea. 22901   
0.180" (4.57 mm) 1/4" (6.35 mm) 0.035" ea. 22902   
0.277" (7.04 mm) 3/8" (9.52 mm) 0.049" ea. 22903   

   Length (per-foot pricing on 101 feet or more)
   6 Feet 10 Feet 15 Feet 20 Feet 25 Feet 50 Feet 100 Feet >100 Feet
ID OD Wall Thickness cat.# cat.# cat.# cat.# cat.# cat.# cat.# cat.#
Silcosteel® Treated, 304 Grade         
0.010" (0.25 mm) 1/16" (1.59 mm)  29186 29187 29188 29189 29190 29191 29192 29193
                   
0.020" (0.51 mm) 1/16" (1.59 mm)  29178 29179 29180 29181 29182 29183 29184 29185
                   
0.030" (0.76 mm) 1/16" (1.59 mm)  29170 29171 29172 29173 29174 29175 29176 29177
                   
0.040" (1.02 mm) 1/16" (1.59 mm)  29162 29163 29164 29165 29166 29167 29168 29169
                   
0.085" (2.16 mm) 1/8" (3.18 mm) 0.020" 29154 29155 29156 29157 29158 29159 29160 29161
                   
0.210" (5.33 mm) 1/4" (6.35 mm) 0.020" 29146 29147 29148 29149 29150 29151 29152 29153
                   
Silcosteel® Treated, Seamless 316L Grade         
0.055" (1.40 mm) 1/8" (3.18 mm) 0.035" 29138 29139 29140 29141 29142 29143 29144 29145
                   
0.180" (4.57 mm) 1/4" (6.35 mm) 0.035" 29130 29131 29132 29133 29134 29135 29136 29137
                   
Silcosteel® Treated, Electropolished 316L Grade         
0.085" (2.16 mm) 1/8" (3.18 mm) 0.020" 29123 29124 29125 29126 29127 29128 — 29129
                  
0.180" (4.57 mm) 1/4" (6.35 mm) 0.035" 29115 29116 29117 29118 29119 29120 29121 29122
                   



tubing

i  Custom Id/od
Custom IDs/ODs are 
available upon request.

$  PrICInG Per Foot
For pricing purposes, 
the length is rounded 
up to the next foot.  For 
example, a 5" piece is 
charged as one foot;  an 
18" piece as two feet.  The 
price per foot is based on 
the length of each piece, 
not the total quantity 
ordered.  Cutting and 
cleaning charges are 
included in the price per 
foot for EFNi tubing.

 ConVersIons

Electroformed nickel tubing

ELECTROFORMED NICKEL (EFNI) NICKEL 200 ALLOy TyPE 316 STAINLESS STEEL

Our microbore EFNi tubing is made by electroplating nickel over a diamond-
drawn mandrel in a continuous process.  When the mandrel is removed, an 
internal surface with a mirror-like 1-2 microinch finish remains.  The ductile 
nature of nickel allows the tubing to be easily manipulated.  Unlike glass- 
or silica-lined stainless, EFNi can accept tight bends and cutting without 
heating, and does not release damaging glass fragments or silica particles.

ComParIson oF InterIor FInIsHes
A comparison of the interiors of commonly used tubing (below) shows the 
quality of the electroformed nickel tubing surface.  (All photos are 500x 
magnification.)  The rough interior surface of the mill-drawn Nickel 200 tubing 
has potential for carryover or cross contamination, and both the Nickel 200 and 
the stainless steel contain pits, voids, striations, and particles – problems which 
intensify as the ID decreases.

0.05 mm ≈ .002" 
0.10 mm ≈ .004" 
0.12 mm ≈ .005"

0.25 mm ≈ .010" 
0.50 mm ≈ .020" 
0.75 mm ≈ .030"

1.0 mm ≈ .040" 
1.5 mm ≈ .060" 
2.0 mm ≈ .080"

4.6 mm ≈ .180" 
6.0 mm ≈ .236" 
6.4 mm ≈ .253"

7.0 mm ≈ .275" 
10.0 mm ≈ .400"

27.0 mm ≈ 1.08"

1/32" ≈  0.8 mm 
1/16" ≈ 1.6 mm 
1/8" ≈ 3.2 mm

1/4" ≈ 6.4 mm 
3/8" ≈ 9.5 mm 
1/2" ≈ 12.7 mm

360 µm Od efni tubing  custom lengths

See pricing note in box at left.

1/16" OD  
x .040" ID

360 µm OD  
x .001" ID

1/32" OD  
x .004" ID

eleCtroFormed nICKel tubInG

ComParIson oF InterIor FInIsHes oF Commonly used tubInG  

 
Tubing ID

 
Prod No

 
Max length

.001" TEFNI.101 1 foot

.002" TEFNI.102 2 feet

.004" TEFNI.104 20 feet

.005" TEFNI.105 20 feet

.007" TEFNI.107 20 feet

1/32" Od efni tubing  custom lengths

See pricing note in box at left.
 
Tubing ID

 
Prod No

 
Max length

.002" TEFNI.502 2 feet

.004" TEFNI.504 20 feet

.005" TEFNI.505 20 feet

.007" TEFNI.507 20 feet

.010" TEFNI.510 30 feet

.012" TEFNI.512 30 feet

.015" TEFNI.515 30 feet

.020" TEFNI.520 30 feet

1/16" Od efni  tubing  custom lengths

See pricing note in box at left.
 
Tubing ID

 
Prod No

 
Max length

.020" TEFNI120 30 feet

.030" TEFNI130 50 feet

.040" TEFNI140 50 feet

three sizes of electroformed nickel tubing
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Nickel-clad fused silica tubing

nICKel-Clad Fused sIlICa tubInG 
 • Inert, flexible transfer lines
 • Improved heat transfer
 • Thick wall version allows direct connection using 
metal ferrules

 • Rated for up to 40,000 psi (dependant on size and 
plating thickness)

We take polyimide-coated fused silica (FS) 
and remove the polyimide layer.  Then we 
electrochemically plate the FS with pure nickel.  The 
resulting nickel-plated FS tube provides superior 
heat transfer to the FS lining, permitting use as a 
flexible transfer line with the best qualities of silica-
lined stainless but with improved heat transfer and 
a shorter bend radius.

t  teCH tIP
For best results, order 
clad tubings in the 
precise length required.  
Clean cuts are difficult 
to achieve with the tools 
normally available.

i  PrICInG Per Foot
For pricing purposes, 
the length is rounded 
up to the next foot.  For 
example, a 5" piece is 
charged as one foot;  an 
18" piece as two feet.  The 
price per foot is based on 
the length of each piece, 
not the total quantity 
ordered.  Cutting and 
cleaning charges are 
included in the price per 
foot for TNF tubing.

t  teCH tIP
VICI electrochemically 
plates fused silica  
tubing with pure nickel.  
This strengthens the 
tubing and allows direct 
connections using metal 
ferrules while maintaining 
the chemical benefits 
of the wetted surfaces 
inside.

 ConVersIons
 50 µm ≈ .002" 
 75 µm ≈ .003" 
 100 µm ≈ .004"

 125 µm ≈ .005" 
 150 µm ≈ .006" 
 180 µm ≈ .007"

 205 µm ≈ .008" 
 250 µm ≈ .010" 
 305 µm ≈ .012"

 380 µm ≈ .015" 
 510 µm ≈ .020"

 760 µm ≈ .030" 
 1015 µm ≈ .040"

 800 µm ≈ 1/32" 
 1600 µm ≈ 1/16"

NICKEL ID 
from 10 µm 
to 250 µm

FUSED 
SILICA

Cross seCtIon
Nickel-clad FS tubing

For high pressure applications, we recommend using our 
316 stainless ferrules.

Nickel-clad fused silica tubing is available in IDs from 10 µm 
to 700 µm, permitting use of metal ferrules for improved 
leak-tight connections.

1/32" (800 µm) Od nickel-clad fused silica
Tubing ID Prod No

10 µm TNFS800010
15 µm TNFS800015
20 µm TNFS800020
25 µm TNFS800025
50 µm TNFS800050

100 µm TNFS800100
180 µm TNFS800180
250 µm TNFS800250

1/16" Od nickel-clad fused silica
Tubing ID Prod No

50 µm TNFS1600050
75 µm TNFS1600075

100 µm TNFS1600100
200 µm TNFS1600200
250 µm TNFS1600250
300 µm TNFS1600300
400 µm TNFS1600400
500 µm TNFS1600500
700 µm TNFS1600700
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PEEK tubing • Natural

 see also
Polymeric tubing 
 PTFE  .  .  .  .  .  .  .  .  .  . page 72 
 FEP .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72 
 ETFE .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 72

i  custom peek 
tubing 

We offer PEEK tubing 
custom-manufactured to 
meet your specific OD, ID, 
and color requirements . 
The OD range is  .014” 
(360 micron) to 1/8”, with 
a minimum ID of  .002” 
for tubing up to 1/16” 
OD . (Maximum ID varies 
according to the OD .) 
Color coding can be solid 
or striped .

 i  maximum 
pressure 
for peek tubing

 Tubing Maximum 
 ID Pressure
1/32"
  .0025" 6600 psi 
  .005" 6000 psi 
  .010" 5800 psi 
  .015" 3900 psi
1/16"
  .005" 6100 psi 
  .010" 5600 psi 
  .020" 4500 psi 
  .030" 3500 psi
1/8"
  .060" 3600 psi 
  .088" 2500 psi

i  peek tubing elbows
Tubing elbows (90° 
and 180°) are ideal for 
routing 1/16" PEEK 
tubing through an LC 
system .  These elbows 
are proportioned to 
bend PEEK tubing at the optimum radius 
for maximum chemical resistance and burst 
pressure .  Installation is simple – just snap 
the tubing into the elbow .  

Package of 5: Prod No
90° elbow JR-357090-5
180° elbow JR-357180-5

1/32" OD PEEK tubing
.0025" ID .005" ID .010" ID .015" ID

Length Prod No Prod No Prod No Prod No
5 meters TPK .502-5M TPK .505-5M TPK .510-5M TPK .515-5M
10 meters TPK .502-10M TPK .505-10M TPK .510-10M TPK .515-10M
25 meters TPK .502-25M TPK .505-25M TPK .510-25M TPK .515-25M

1/16" OD PEEK tubing
.006" ID .010" ID .020" ID .030" ID

Length Prod No Prod No Prod No Prod No
5 meters TPK106-5M TPK110-5M TPK120-5M TPK130-5M
10 meters TPK106-10M TPK110-10M TPK120-10M TPK130-10M
25 meters TPK106-25M TPK110-25M TPK120-25M TPK130-25M

1/8" OD PEEK tubing 

.060" ID .088" ID
Length Prod No Prod No
5 meters TPK260-5M TPK288-5M
10 meters TPK260-10M TPK288-10M
25 meters TPK260-25M TPK288-25M

natural peek tubing
PEEK tubing has the strength required to withstand continuous use 
at HPLC pressure without swelling or bursting, and is not affected by 
halide salts, high strength buffers, or other aggressive mobile phases 
that corrode stainless steel . The polymer surface will not leach metal 
ions into the eluent or extract metal-sensitive components from the 
sample . Note however that dichloromethane, THF, and DMSO may 
cause swelling in PEEK, and concentrated nitric and sulphuric acid  
will attack PEEK .

OD and ID tolerances for our PEEK tubing are ± .0005” for 360 micron 
tubing; ± .001” for 1/32” and1/16” tubing; and ± .003” for 1/8” .
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PEEK tubing • Color-coded

Color-Coded PeeK tubInG
Color-coded tubing helps you 
identify the ID of your PEEK  
tubing, since each ID is a different 
color.  Use this tubing where 
maximum chemical resistance  
and biocompatibility are required.   
Tolerances are ±.002” on the OD 
and ±.001”  on the ID.

VIRGIN NATURAL PEEK 
INNER LAyER

COLORED PEEK 
OUTER LAyER

1/16" Od dual layer color-coded peeK tubing custom lengths

Our dual layer PEEK tubing eliminates any concern that a critical sample stream 
could be contaminated by pigments used to color code the tubing.  It looks 
like any other color-coded tubing at first glance, but a closer look reveals that 
the pigmented layer* surrounds a separate but integrally-bonded inner layer of 
natural PEEK.

Tubing ID Color bar psi Prod No
.004" Black 460 6700 jR-TD-5804
.005" Red 420 6100 jR-TD-6007
.007" yellow 400 5800 jR-TD-6008
.010" Blue 386 5600 jR-TD-6009
.020" Orange 350 4500 jR-TD-6010
.030" Green 240 3500 jR-TD-6011

dual layer color-coded peek tubing

*All colorants used in the manufacture of this tubing are RoHS-compliant  
(Restriction of Hazardous Substances)
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tubing

 ConVersIons

PEEK tubing • Color-coded

50 µm ≈ .002" 
100 µm ≈ .004" 
125µm ≈ .005" 
150 µm ≈ .006"

0.25 mm ≈ .010" 
0.50 mm ≈ .020" 
0.75 mm ≈ .030"

1.0 mm ≈ .040" 
1.5 mm ≈ .060" 
2.0 mm ≈ .080"

4.6 mm ≈ .180" 
6.0 mm ≈ .236" 
6.4 mm ≈ .253"

7.0 mm ≈ .275" 
10.0 mm ≈ .400"

27.0 mm ≈ 1.08"

1/32" ≈ 0.8 mm 
1/16" ≈ 1.6 mm 
1/8" ≈ 3.2 mm

1/4" ≈ 6.4 mm 
3/8" ≈ 9.5 mm 
1/2" ≈ 12.7 mm

 10 ft ≈ 3.05 m 
 25 ft ≈ 7.62 m 
 100 ft ≈ 30.48 m

*All colorants used in the manufacture of this tubing are RoHS-compliant  
(Restriction of Hazardous Substances)

1/16" Od striped color-coded peeK tubing custom lengths

A stripe* is added to the outside, so dye never contacts the fluid stream. 

Specify the length required, in meters. 
Tubing ID Color bar psi Prod No
.004" Black 460 6700 jR-T-5804
.005" Red 420 6100 jR-T-5999
.007" yellow 400 5800 jR-T-6000
.010" Blue 386 5600 jR-T-6001
.020" Orange 350 4500 jR-T-6002
.030" Green 240 3500 jR-T-6003
.040" Grey 165 2400 jR-T-60031

1/16" Od solid color-coded peeK tubing custom lengths

All colorants used in the manufacturing of this tubing are RoHS-compliant. 

Specify the length required, in meters. 

Tubing ID Color bar psi Prod No
.0025" Natural 460 6700 jR-T-5998
.004" Black 460 6700 jR-T-6020
.005" Red 420 6100 jR-T-6007
.006 Purple 410 5950 jR-T-6030
.007" yellow 400 5800 jR-T-6008
.010" Blue 386 5600 jR-T-6009
.015" Grey 365 5300 jR-T-6040
.020" Orange 350 4500 jR-T-6010
.030" Green 240 3500 jR-T-6011
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tubing

tubInG ClIP –  
tHe lC tubInG orGanIzer
The tubing clip holds 
1/16" and 1/8" polymer 
tubing precisely where 
you want them in your 
beakers, flasks, bottles, 
etc. up to 4 mm wall 
thickness.  The stainless 
steel spring ensures a long lifetime.

Package of 5: Prod No
Tubing clip jR-9001-5

 see also
PEEK tubing 
 Natural . . . . . . . . page 69 
 Color-coded . . . . . . 70-71 
 Striped . . . . . . . . . . . . . . 71

i  Custom lenGtHs 
Custom lengths of PTFE, 
FEP, and ETFE tubing up 
to 75 meters available 
on request.  Additional 
charges may apply.

i  tubInG Polymers
PTFE Inert; very soft, 

easily cold flows. 
Produced as Teflon®

FEP Chemically 
resistant like PTFE, 
but lower creep 
and higher friction.  
More transparent 
than PTFE.

ETFE Resistant to most 
chemical attack; 
some chlorinated 
solvents will cause 
tubing to swell. 
Produced as Tefzel®

 ConVersIons

Clean-Cut Polymer tubInG Cutter
For leak-free tubing connections 
in an LC system, right angles 
and clean cuts are essential.  
The Clean-Cut makes burr-free 
perpendicular cuts on polymeric 
tubing without distorting the 
outside diameter or closing the 
inside diameter.  The handy 
pocket-sized tool features a 
unique safety locking mechanism 
to secure the blade when not in use.  

Prod No
Clean-Cut tubing cutter jR-797
Replacement blade jR-798

Polymeric tubing

1/16" Od polymeric tubing
.006" id .010" id .015" id .020" id .030" id

Prod No Prod No Prod No Prod No Prod No

ptfe

5 meters TTF106-5M TTF110-5M TTF115-5M TTF120-5M TTF130-5M
10 meters TTF106-10M TTF110-10M TTF115-10M TTF120-10M TTF130-10M
25 meters TTF106-25M TTF110-25M TTF115-25M TTF120-25M TTF130-25M

.010" id .020" id .030" id
Prod No Prod No Prod No

fep

5 meters TFEP110-5M TFEP120-5M TFEP130-5M
10 meters TFEP110-10M TFEP120-10M TFEP130-10M
25 meters TFEP110-25M TFEP120-25M TFEP130-25M

etfe

5 meters TTZ110-5M TTZ120-5M TTZ130-5M
10 meters TTZ110-10M TTZ120-10M TTZ130-10M
25 meters TTZ110-25M TTZ120-25M TTZ130-25M

 10 ft ≈ 3.05 m 
 25 ft ≈ 7.62 m 
 100 ft ≈ 30.48 m

Polymeric tubing is square cut and ready to use.  Each package of 
polymeric tubing contains one piece of the specified length.  

See also PEEK tubing, pages 69-71.

PtFe, FeP, and etFe tubInG

1/8" Od polymeric tubing 
.030" id .060" id .085" id

Prod No Prod No Prod No

ptfe

5 meters TTF230-5M TTF260-5M TTF285-5M
10 meters TTF230-10M TTF260-10M TTF285-10M
25 meters TTF230-25M TTF260-25M TTF285-25M

.060" id
Prod No

fep

5 meters TFEP260-5M
10 meters TFEP260-10M
25 meters TFEP260-25M

etfe

5 meters TTZ260-5M
10 meters TTZ260-10M
25 meters TTZ260-25M
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i  cleaned custom 
length tubing

You can order custom 
length tubing which 
has been electrolytically 
cut, deburred, and 
steam cleaned.  Please 
contact VICI or your local 
distributor for product 
numbers and pricing.

The maximum lengths 
available depends on the 
ID of the tubing:

 Tubing Max 
 ID length
 .005" 90 cm 
 .007" 150 cm 
 .010" 300 cm

 .020" 600 cm 
 .026" 1200 cm 
 .030" 1500 cm 
 >.030" 1500 cm

 conversions

Metal tubing • Bulk quantities

50 µm ≈ .002" 
75 µm ≈ .003" 
100 µm ≈ .004" 
125µm ≈ .005" 
150 µm ≈ .006"

0.25 mm ≈ .010" 
0.50 mm ≈ .020" 
0.75 mm ≈ .030"

1.0 mm ≈ .040" 
1.5 mm ≈ .060" 
2.0 mm ≈ .080"

4.6 mm ≈ .180" 
6.0 mm ≈ .236" 
6.4 mm ≈ .253"

7.0 mm ≈ .275" 
10.0 mm ≈ .400"

27.0 mm ≈ 1.08"

1/32" ≈ 0.8 mm 
1/16" ≈ 1.6 mm 
1/8" ≈ 3.2 mm

1/4" ≈ 6.4 mm 
3/8" ≈ 9.5 mm 
1/2" ≈ 12.7 mm

Bulk metal tubing is not electrolytically cut or cleaned.  The annealing process 
provides tubing which is sufficiently clean for most chromatography applications.  
(See note at left for cleaned custom-length tubing.)  

To order, specify the length required in 1 meter increments.

metal tubing, bulk quantities

1/32" OD metal tubing  bulk quantities

.005" ID .007" ID .010" ID .020" ID
Prod No Prod No Prod No Prod No

316 stainless TSS.505 TSS.507 TSS.510 TSS.520

Nickel 200 — — TNI.510 TNI.520

1/8" OD metal tubing bulk quantities

Type 316 stainless tubing is also available in .010 and .020" ID's.

.030" ID .040" ID .060" ID
Prod No Prod No Prod No

316 stainless TSS230 TSS240 TSS260

.067" ID .085" ID
Prod No Prod No

316 stainless TSS267 TSS285  

Also available in Hastelloy C, Nickel 200, and Inconel 600.   
Call for a quote.

360 µm OD metal tubing  bulk quantities

75 µm ID 150 µm ID
Prod No Prod No

316 stainless TSS360075 TSS360150

1/16" OD metal tubing  bulk quantities

.005" ID .010" ID .012" ID .015" ID
Prod No Prod No Prod No Prod No

316 stainless  TSS105 TSS110 TSS112 TSS115

Hastelloy C — THC110

Nickel 200 TNI105  TNI110 

.020" ID .026" ID .030" ID .040" ID
Prod No Prod No Prod No Prod No

316 stainless TSS120 TSS126 TSS130 TSS140

Hastelloy C THC120 — THC130 THC140

Nickel 200  TNI120 — TNI130 TNI140
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Stainless steel tubing • Pre-cut lengths

t  teCH tIP
Fifty years of experience 
have shown that the 
particles left in poorly cut 
tubing are the number 
one cause of valve 
damage.

 ConVersIons

Pre-Cut staInless tubInG
These packages of pre-cut Type 316 
stainless tubing provide an economi-
cal solution to the problems that are 
caused by “seat-of-the-pants” cutting 
in the lab or field.  They are priced 
to give a savings over the charge for 
custom-cut tubing.

All tubing is electrolytically cut and 
specially steam-cleaned with micro-
filtered steam from deionized water, 
which removes both organic and 
inorganic contaminants.

1/32" Od stainless tubing  pre-cut kits

.005" id .010" id .020" id
Length Prod No Prod No Prod No

2 pieces per package
5 cm T5N5D T5N10D T5N20D

10 cm T10N5D T10N10D T10N20D
20 cm T20N5D T20N10D T20N20D
30 cm T30N5D T30N10D T30N20D
50 cm T50N5D T50N10D T50N20D

100 cm — T100N10D T100N20D
10 pieces per package

5 cm T5N5-10 T5N10-10 T5N20-10
10 cm T10N5-10 T10N10-10 T10N20-10
20 cm T20N5-10 T20N10-10 T20N20-10
30 cm T30N5-10 T30N10-10 T30N20-10
50 cm T50N5-10 T50N10-10 T50N20-10

100 cm — T100N10-10 T100N20-10
50 pieces per package

5 cm T5N5-50 T5N10-50 T5N20-50
10 cm T10N5-50 T10N10-50 T10N20-50
20 cm T20N5-50 T20N10-50 T20N20-50
30 cm T30N5-50 T30N10-50 T30N20-50
50 cm T50N5-50 T50N10-50 T50N20-50

100 cm — T100N10-50 T100N20-50
100 pieces per package

5 cm T5N5-100 T5N10-100 T5N20-100
10 cm T10N5-100 T10N10-100 T10N20-100
20 cm T20N5-100 T20N10-100 T20N20-100
30 cm T30N5-100 T30N10-100 T30N20-100
50 cm T50N5-100 T50N10-100 T50N20-100

100 cm — T100N10-100 T100N20-100

 5 cm ≈ 1.97" 
 10 cm ≈ 3.94" 
 20 cm ≈ 7.87" 
 30 cm ≈ 11.82" 
 50 cm ≈ 19.68" 
 100 cm ≈ 39.37"

0.12 mm  ≈ .005" 
0.25 mm ≈ .010" 
0.50 mm ≈ .020" 
0.75 mm ≈ .030"

1.0 mm ≈ .040" 
1.5 mm ≈ .060" 
2.0 mm ≈ .080"

4.6 mm ≈ .180" 
6.0 mm ≈ .236" 
6.4 mm ≈ .253"

7.0 mm ≈ .275" 
10.0 mm ≈ .400"

27.0 mm ≈ 1.08"

1/32" ≈ 0.8 mm 
1/16" ≈ 1.6 mm 
1/8" ≈ 3.2 mm

1/4" ≈ 6.4 mm 
3/8" ≈ 9.5 mm 
1/2" ≈ 12.7 mm
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Stainless steel tubing • Pre-cut lengths

i  Volume CHart
 tubing Volume tubing Volume 
 id  id
  µl/cm µl/in  µl/cm µl/in

 .005" 0.13 0.32 .030" 4.56 11.58 
 .010" 0.51 1.29 .040" 8.11 20.59 
 .015" 1.14 2.90 .060" 18.24 46.33 
 .020" 2.03 5.15 .070" 24.83 63.06 
 .025" 3.17 8.04 .085" 36.61 92.99

Typical ID tolerances for our tubing are ±.001".  This is much tighter 
than normal commercial grades of tubing;  however, it is enough to 
result in noticeable error if exact volumes are not measured.

i  Cleaned Custom lenGtH tubInG
you can order custom length tubing which 
has been electrolytically cut, deburred, and 
steam cleaned.  Please contact VICI or your local 
distributor for product numbers and pricing.

The maximum lengths available depends on the ID  
of the tubing:

 tubing Max 
 id length
 .005" 90 cm 
 .007" 150 cm 
 .010" 300 cm

 .020" 600 cm 
 .026" 1200 cm 
 .030" 1500 cm 
 >.030" 1500 cm

1/16" Od stainless tubing pre-cut kits

.005" id .010" id .020" id .030" id .040" id
Length Prod No Prod No Prod No Prod No Prod No

2 pieces per package
5 cm T5C5D T5C10D T5C20D T5C30D T5C40D

10 cm T10C5D T10C10D T10C20D T10C30D T10C40D
20 cm T20C5D T20C10D T20C20D T20C30D T20C40D
30 cm T30C5D T30C10D T30C20D T30C30D T30C40D
50 cm T50C5D T50C10D T50C20D T50C30D T50C40D

100 cm — T100C10D T100C20D T100C30D T100C40D
10 pieces per package

5 cm T5C5-10 T5C10-10 T5C20-10 T5C30-10 T5C40-10
10 cm T10C5-10 T10C10-10 T10C20-10 T10C30-10 T10C40-10
20 cm T20C5-10 T20C10-10 T20C20-10 T20C30-10 T20C40-10
30 cm T30C5-10 T30C10-10 T30C20-10 T30C30-10 T30C40-10
50 cm T50C5-10 T50C10-10 T50C20-10 T50C30-10 T50C40-10

100 cm — T100C10-10 T100C20-10 T100C30-10 T100C40-10
50 pieces per package

5 cm T5C5-50 T5C10-50 T5C20-50 T5C30-50 T5C40-50
10 cm T10C5-50 T10C10-50 T10C20-50 T10C30-50 T10C40-50
20 cm T20C5-50 T20C10-50 T20C20-50 T20C30-50 T20C40-50
30 cm T30C5-50 T30C10-50 T30C20-50 T30C30-50 T30C40-50
50 cm T50C5-50 T50C10-50 T50C20-50 T50C30-50 T50C40-50

100 cm — T100C10-50 T100C20-50 T100C30-50 T100C40-50
100 pieces per package

5 cm T5C5-100 T5C10-100 T5C20-100 T5C30-100 T5C40-100
10 cm T10C5-100 T10C10-100 T10C20-100 T10C30-100 T10C40-100
20 cm T20C5-100 T20C10-100 T20C20-100 T20C30-100 T20C40-100
30 cm T30C5-100 T30C10-100 T30C20-100 T30C30-100 T30C40-100
50 cm T50C5-100 T50C10-100 T50C20-100 T50C30-100 T50C40-100

100 cm — T100C10-100 T100C20-100 T100C30-100 T100C40-100
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