XQ SERIES:

Male Valved Straight

XQCVM770 (-1006-B -1007-B -6006-EP)
XQ Series Male Valved Connector, 700 Series Barb, 3/8” (9.5 mm) ID Tubing
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XQ Series:

Male Open Flow Panel Mount

XQCBM755 (-1006-B)
XQ Series Male Open Flow Panel Mount Connector with 11/16-24 UNEF thread, 700 Series
Barb, 1/4” (6.4 mm) ID Tubing, Nickel-Plated Brass Hex Nut (included)

e
L. [

XQ Series Male Open Flow Panel Mount Connector with 11/16-24 UNEF thread, 700 Series
Barb, 3/8” (9.5 mm) ID Tubing, Nickel-Plated Brass Hex Nut (included)
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XQ Series:

Male Valved Panel Mount

XQCVBM?755 (-1006-B)
XQ Series Male Valved Panel Mount Connector with 11/16-24 UNEF thread, 700 Series Barb,
1/4” (6.4 mm) ID Tubing, Nickel-Plated Brass Hex Nut (included)
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XQCVBM770 (-1006-B)
XQ Series Male Valved Panel Mount Connector with 11/16-24 UNEF thread, 700 Series Barb,
3/8” (9.5 mm) ID Tubing, Nickel-Plated Brass Hex Nut (included)
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XQ SERIES:
Male Open Flow Elbow

XQCLM755 (-1006-B)
XQ Series Male Open Flow Elbow Connector, 700 Series Barb, 1/4” (6.4 mm) ID Tubing

XQCLM770 (-1006-B)
XQ Series Male Open Flow Elbow Connector, 700 Series Barb, 3/8” (9.5 mm) ID Tubing

XQ Series:

Male Valved Elbow

XQCVLM?755 (-1006-B)
XQ Series Elbow Male Valved Connector, 700 Series Barbs, 1/4” (6.4 mm) ID Tubing
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XQ Servies:

Panel Mount Nut

PM4N (Nickel-Plated Brass)
XQ Series 11/16-24 UNEF Panel Mount Nut
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You can order any of our 4,000+ parts online now with
no order $ minimums, 24 hours a day, 7 days a week!
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Material

Reference

=001 (various, see part description)
-06 Orange Nylon

=07 Yellow Nylon

-0 Natural Nylon

-1 White Nylon

-2 Black Nylon

-3 Red Nylon

=4 Green Nylon

=5 Blue Nylon

-7 Glass Filled Natural Nylon

-8 Gray Nylon

-8B Gray Nylon

-9 Clear Polycarbonate

-10 Acetal

-40 Polysulfone

-81 Lace White ABS

=91 White Polycarbonate

-1006 Natural Acetal

-1007 Black Acetal

-6005 Animal-Free Polypropylene
-6006 White Polypropylene
-8003 Natural ABS

-8012 White ABS

-9002 Rad. Stable Polycarbonate
-9010 Rad. Stable Polycarbonate
=B Buna-N O-ring

-CMO030 Dark Blue Nylon

-E PTEE/EPDM

-EP EPDM O-ring

=-J1A Natural Kynar PVDF

-J1A2 Black Kynar PVDF

-PX Platinum-Cured Silicone

-U71 White Class VI Glass Filled Nylon
=U75 Blue Class VI Glass Filled Nylon
=VP1 Animal-free Polyethylene
-X2 Buna-N Rubber

-XO Stainless Steel

Pg 82 Chemical Resistance
Pg 83 Regulatory Status
Pg 84 Sterilization Stability

Pg 85 Typical Properties


http://www.valueplastics.com/search/search.aspx?p=XQCVM770
http://www.valueplastics.com/search/search.aspx?p=XQCLM755
http://www.valueplastics.com/search/search.aspx?p=XQCLM770
http://www.valueplastics.com/search/search.aspx?p=XQCVLM755
http://www.valueplastics.com/search/search.aspx?p=PM4N
http://www.valueplastics.com/
http://www.valueplastics.com/search/search.aspx?p=XQCBM755
http://www.valueplastics.com/search/search.aspx?p=XQCBM770
http://www.valueplastics.com/search/search.aspx?p=XQCVBM755
http://www.valueplastics.com/search/search.aspx?p=XQCVBM770

