Permeation Tubes

Permeation Tube

Gas Phase

Liquid Phase

Impermeable Plug

Gas Standards

2nd Source TO-14A/TO- 15
Gas Calibration Standards

+ Standards from TWO manufacturers provide
second source on one arder,
+ 12 month stability In transpor table cvlinders.,

» Drop shipped for fast delivery and maximum shelflife,

A. Spectra (Linde)
104L Cylinders

B. Scotty (Air Liquide)
110L Cylinders
(Pi-marked Cylinders
for EU Regulations)

For requlators,

FEMWEC

DOT Speiioations: dE240

Mini-Regulator
DCG Partnership Cylinders: .
Slze: 7624 cm
CGA-170/110 connection,
US DOT Specs: DOT-4B-240ET

oty i Liquide) 14 J ot i Liguide) g i
Corterts: 14 itas Dorkerks : 43 liters y
Presure: 240 peig (17 ber)
DUtk REtnG CEL160
Whicht: 1.5 IE/07 kg
DiMMerEiore : 2 dametes 4

Presure 00 pig 21 k)

ek Fittirg: 6L 16

Mg 175 I/ 05 kg "

Dinerions: 4° daneta & gi
164, Pt (L0241 o)

DT pesitheatiore: 30 HRC

11" height (7.6 25 e




