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Restek Electronic
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Protect your data and 

analytical column!

NEW!
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for details!

HPLC Prep Columns
Supersize Today!

See page 13 for details!



ID df (μm) temp. limits length cat. # list price
0.18mm 0.18 -60 to 330/350°C 20-Meter 43602-R25
0.18mm 0.36 -60 to 330/350°C 20-Meter 43604-R25
0.25mm 0.25 -60 to 330/350°C 15-Meter 13620-R25
0.25mm 0.25 -60 to 330/350°C 30-Meter 13623-R25
0.25mm 0.25 -60 to 330/350°C 60-Meter 13626-R25
0.25mm 0.50 -60 to 330/350°C 30-Meter 13638-R25
0.32mm 0.25 -60 to 330/350°C 30-Meter 13624-R25
0.32mm 0.50 -60 to 330/350°C 30-Meter 13639-R25

Rxi-5Sil MS with Integra-Guard Column

15m, 0.25mm ID, 0.25μm Rxi-5Sil MS 
w/10m Integra-Guard Column 13620-127R25

30m, 0.25mm ID, 0.25μm Rxi-5Sil MS 
w/5m, Integra-Guard Column 13623-124R25

30m, 0.25mm ID, 0.25μm Rxi-5Sil MS 
w/10m, Integra-Guard Column 13623-127R25

30m, 0.25mm ID, 0.50μm Rxi-5Sil MS 
w/10m, Integra-Guard Column 13638-127R25
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Rxi®-5Sil MS
Exceptionally Inert Columns

for GC/MS and Trace Level Analyses

• Low bleed at high temperatures, for higher sensitivity 
and lower detection limits.

• Excellent inertness for acidic and basic compounds.
• Engineered to assure column-to-column reproducibility.

GC_EV01008

Columns: 30m, 0.25mm ID, 0.25μm; For analytical conditions, visit www.restek.com/rxi

1ng tridecane
internal standard

Manufacturer A

Manufacturer B

Manufacturer C
Rxi®-5Sil MS

Lowest bleed
column on the

market!

Visit www.restek.com/rxi

for a complete listing 
of Restek’s 23

Rxi®-5Sil MS Columns!

New Rxi®-5Sil MS columns outperform competitors, producing lower
bleed at 300°C and 350°C than any other column on the market.

PATENTS & TRADEMARKS
Restek patents and trademarks are the property of
Restek Corporation. Other trademarks appearing in
Restek literature or on its website are the property
of their respective owners.

Rxi®-5Sil MS Columns (fused Silica)
(Crossbound®, selectivity close to 5% diphenyl/95% dimethyl polysiloxane)

min.
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Resolve Benzene and 
Toluene in Spark Ignition 
Fuels Containing Ethanol

Use a Modified ASTM D3606-06e1

Method and D3606 Column Set!

• Complete resolution of benzene from ethanol—
no compromising coelutions.

• Fully conditioned column set—ready to use out of the box.
• Each set is tested for method applicability and includes

chromatogram.

D3606 Application Column (2 column set)

*Please add column instrument configuration suffix number to cat.# when ordering. 
**The column set is designed to accommodate both valve injection and/or syringe injection.
Column 1 is configured with a 2" inlet void to facilitate on-column injection. The inlet is identified on
both column 1 and column 2. Note: The inlet of column 2 is identified for proper orientation for
connection to the valve.This column set is for a valving system; therefore, packing material is filled
to ends of columns.

Description cat.#* price
D3606 Application Column (2 column set)**
Column 1: 6' (1.8m), 1/8" OD, 2.0mm ID,  nonpolar Rtx-1
Column 2: 16' (4.9m), 1/8" OD, 2.0mm ID, proprietary 
packing material 83606-

Columns: D3606 Column Set
For analytical conditions, visit www.restek.com and search for GC_PC01079

GC_PC00898

1. hydrogen 40ppm
2. argon 30ppm
3. oxygen 50ppm
4. nitrogen 50ppm
5. methane 40ppm
6. carbon monoxide 50ppm

Column: Rt®-Msieve 5A, 30m, 0.53mm ID, 50μm (cat.# 19723)
For analytical conditions, visit www.restek.com and search for GC_PC00898

Argon resolved

from oxygen.

Excellent peak

shape for carbon

monoxide.

Symmetrical peaks of permanent gases including CO.Rt®-Msieve 5A
PLOT columns

Durable coating minimizes detector

spiking and damage to multiport valves

For permanent gas

standards visit

www.restek.com/air

ID df (μm) temp. limits length cat. # price
0.32mm 30 to 300°C 15-Meter 19720
0.32mm 30 to 300°C 30-Meter 19722
0.53mm 50 to 300°C 15-Meter 19721
0.53mm 50 to 300°C 30-Meter 19723

Available in
fused silica

& metal MXT 
tubing

Complete resolution of

benzene from ethanol!

1. ethanol
2. benzene
3. 2-butanol
4. toluene

GC_PC01079
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for analyzing total

glycerin in biodiesel!

• No manual connection with Integra-Gap™ built-in
retention gap on 0.53mm ID column

• No leaks! No dead volume!
• Fast analysis times and sharp glyceride peaks.

min.

Column: MXT®-Biodiesel TG, 14m, 0.53mm ID, 0.16μm (cat.# 70289) with 
a 2m x 0.53mm Integra-Gap™ retention gap (16m total length)
For analytical conditions, visit www.restek.com and search for GC_PC00969

Excellent chromatographic quality and resolution on
the 0.53mm MXT®-Biodiesel TG column, with the
Integra-Gap™ integrated retention gap.

Biodiesel Solutions
MXT®-Biodiesel TG Columns

Metal for high temperature tolerance-stable at 430°C!

Temp. limits: -60 to 380/430°C
*Total column length=16 meters. 
**Connected with low-dead-volume MXT connector.

Biodiesel Calibration Standards
Determining Free and Total Glycerin in B-100 Biodiesel Methyl Esters by GC

Integra-Gap™ 
integrated 

retention gap:
The Ultimate

Biodiesel 
Solution! 

Description cat.# price
14m, 0.53mm ID, 0.16 w/2m Integra-Gap* 70289
10m, 0.32mm ID, 0.10 70292
10m, 0.32mm ID, 0.10 w/2m x 0.53mm Retention Gap** 70290
15m, 0.32mm ID, 0.10 70293
15m, 0.32mm ID, 0.10 w/2m x 0.53mm Retention Gap** 70291

Compound Solvent Conc. cat.# (ea.) price

(s)-(-)-1,2,4-butanetriol pyridine 1,000 33024
(s)-(-)-1,2,4-butanetriol (5mL) pyridine 1,000 33032
diolein (1,3-di[cis-octadecenoyl]

glycerol) pyridine 5,000 33022
glycerin pyridine 500 33020
monolein (1-mono[cis-9-octadecenoyl]-

rac-glycerol) pyridine 5,000 33021

monopalmitin pyridine 5,000 33026
tricaprin

(1,2,3-tricaprinoylglycerol) pyridine 8,000 33025
tricaprin (1,2,3-tricaprinoylglycerol)

(5mL) pyridine 8,000 33033
triolein (1,2,3-Tri[cis-octadecenoyl]

glycerol) pyridine 5,000 33023

Compound Solvent Conc. cat.# (ea.) price

Volume is 1mL/ampul unless otherwise noted.
Concentration is μg/mL unless otherwise noted.
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Stabilwax® Columns 
(Crossbond® Carbowax® polyethylene glycol)

• Lowest bleed & most stable bonded
Carbowax®column available.

• Excellent inertness for active compounds.
• 250°C maximum operating temperature.

ID df (μm) temp. limits length cat. # price
0.25mm 0.25 40 to 250°C 30-Meter 10623
0.32mm 0.25 40 to 250°C 30-Meter 10624
0.32mm 0.50 40 to 250°C 30-Meter 10639
0.32mm 1.00 40 to 240/250°C 30-Meter 10654
0.53mm 1.00 40 to 240/250°C 30-Meter 10655

Visit www.restek.com for a complete listing of Stabilwax® Columns

Why allow a tiny leak

to become a

GIANT
problem?

Protect your data and analytical column!

• A sleek, new ergonomic, hand-held design.
• Longer lasting battery, up to 6 hours of 

continuous use.
• Automatic shut-off capabilities.
• Convenient carrying and storage case. 
• Universal charger set (US, European, UK, and

Australian plugs included). 

Description cat.# price
Leak Detector with Universal Charger Set (US, UK,
European, Australian) 22839
Soft-Side Carry/Storage Case 22657
Small Probe Adaptor 22658

Restek Electronic

Leak Detector

For more information, visit
www.restek.com/leakdetector

NEW!
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22014-409

22010-409

Indicating Oxygen Trap
Dimensions:  10" x 11/4" (25.4 x 3.2 cm)
• Indicator changes from light green to grey as oxygen is trapped.
• Heavy-walled glass body prevents oxygen & water infusion.
• Prepurged for fast stabilization.
• 100psi (689kPa) maximum operating pressure.
• Reduces oxygen to 0.1ppm.

Description qty. cat.# list price

Indicating Oxygen Trap, 1/8" Nickel-Plated Brass Fittings ea. 22010-409
Indicating Oxygen Trap, 1/4" Nickel-Plated Brass Fittings ea. 22011-409

Indicating Moisture Trap
Dimensions:  13" x 2" (33 x 5.1 cm)
• Reduces water to less than 10ppb; indicator changes from blue to pink at 

5% relative humidity.
• Prepurged for fast stabilization.
• Reduces noise from high-sensitivity detectors.
• Heavy-walled glass body prevents oxygen & water infusion.
• 40μm frit prevents microparticulate damage to needle valves and flow controllers.
• Maximum operating pressure: 100psi (689kPa).

Description qty. cat.# list price

Indicating Moisture Trap, 1/8" Nickel-Plated Brass Fittings ea. 22014-409
Indicating Moisture Trap, 1/4" Nickel-Plated Brass Fittings ea. 22015-409

visit www.restek.com for all your chromatography needs

Restek Oxygen and Moisture Traps
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Vial
Sample
Racks

• Racks feature alphanumeric indexing for easier 
vial identification.

• Racks can be stacked for efficient storage.
Description qty. cat. # price
Polypropylene Storage Rack for 2mL, 12 x 32mm Vials
Capacity: 50 vials, 5 x 10 ea. 22856

5-pk. 22857

for 2ml, 12 x 32mm vials

• Vespel® ring embedded in bottom surface eliminates need
for washer.

• Vespel® ring embedded in top surface reduces operator
variability by requiring minimal torque to seal.

• Prevents oxygen from permeating into the carrier gas,
increasing column lifetime. 

Dual Vespel® Ring

Inlet Seals
for Agilent GCs

• Open design allows visual confirmation of connection.
• Metal connector reinforces Press Tight connection for leak

tight seal.
• Good for connection to 325°C.

innovative chromatography solutions

NORM-JECT® syringes are latex-free, DNA-free, and contain no
rubber, silicone oil, styrene or DEHP. These syringes are an ideal
choice for any situation requiring an inert, nonreactive syringe.
They are more chemically resistant than rubber-tipped syringes
and are manufactured from only laboratory grade polypropylene
and polyethylene. NORM-JECT® syringes are individually sterile
strip packed.

1Dose saver design with low dead space plug on the piston to minimize waste.
2The 5mL has graduations to 6mL, 10mL has graduations to 12mL, 20mL has
graduations to 24mL, and 50mL has graduations to 60mL.

Description qty. cat.# price
1mL Tuberculin1 100-pk. 22766
3mL Luer Slip Centric Tip 100-pk. 22767
5mL Luer Slip Centric Tip2 100-pk. 22768
10mL Luer Slip Eccentric Tip2 100-pk. 22769
20mL Luer Slip Eccentric Tip2 100-pk. 22770
30mL Luer Slip Eccentric Tip 50-pk. 22771
50mL Luer Slip Eccentric Tip2 30-pk. 22772
3mL Luer Lock Tip 100-pk. 22773
5mL Luer Lock Tip2 100-pk. 22774
10mL Luer Lock Tip2 100-pk. 22775
20mL Luer Lock Tip2 100-pk. 22776
30mL Luer Lock Tip 50-pk. 22777
50mL Luer Lock Tip2 30-pk. 22778

NORM-JECT®

Syringes

Vu2 Union™ & Secure™ “Y”

Connector Kits Secure, reliable 
column-to-column

connections!

SeCure “Y” Connector Kit 0.18/0.25/0.28mm kit 20276
SeCure “Y” Connector Kit 0.32mm kit 20277
SeCure “Y” Connector Kit 0.45/0.53mm kit 20278
Knurled nut 3-pk. 20279

Description Ferrules Fit Column ID qty. cat.# price
Vu2 Union Connector Kit 0.10/0.15mm kit 22220
Vu2 Union Connector Kit 0.18/0.28mm kit 21105
Vu2 Union Connector Kit 0.32mm kit 21106
Vu2 Union Connector Kit 0.45/0.53mm kit 21107
Knurled nut 2-pk. 21108

Description ea./price 3-pk./price
Universal “Y” Press-Tight Connector 20405 20406
Deactivated Universal “Y” Press-Tight Connector 20405-261 20406-261

0.8mm ID Dual Vespel Ring Inlet Seal 2-pk./price 10-pk./price
Gold-Plated 21240 21241
Siltek Treated 21242 21243
Stainless Steel 21238 21239
1.2mm ID Dual Vespel Ring Inlet Seal 2-ppk./price 10-pk./price
Gold-Plated 21246 21247
Siltek Treated 21248 21249
Stainless Steel 21244 21245

Universal Press-Tight® Connectors

NEW!

NEW!

Description 5-pk./price 25-pk./price
Universal Press-Tight Connectors 20400 20401
Deactivated, Universal Press-Tight Connectors 20429 20430

Don’t forget Syringe Filters! See page 10.



Split/Splitless Liners for
Agilent GCs Benefits/Uses

ID*
OD x Length

Similar to
Agilent part # ea.

cat.#/price
5-pk. 25-pk.

Low Pressure Drop Liner w/Wool
universal

4.0mm
6.3mm x 78.5mm

—
21032 21033

—

Split Liners
for Agilent GCs Benefits/Uses

ID*
OD x Length

Similar to
Agilent part# ea.

cat.#/price
5--pk. 25-pk.

4mm Split w/Wool

universal, use with Agilent
7673 autosampler

4.0mm
6.3mm x 78.5mm

19251-60540 (ea.)
5183-4691 (5-pk.)

5183-4692 (25-pk.)

20781 20782 20783

Cup Splitter
high & low MW compounds

4.0mm
6.3mm x 78.5mm

18740-80190 (ea.)
5183-4699 (5-pk.)

20709 20710
—

Cyclosplitter

dirty samples, many injections
before cleaning required

4.0mm
6.3mm x 78.5mm

—
20706 20707 20708

Splitless Liners
for Agilent GCs Benefits/Uses

ID*
OD x Length Similar to Agilent part # ea.

cat.#/pricce
5-pk. 25-pk.

Gooseneck Splitless (4mm)†
trace samples >2μL

4.0mm
6.5mm x 78.5mm

5181-3316 (ea.)
5183-4695 (5-pk.)

5183-4696 (25-pk.)

20798 20799 20800

Gooseneck Splitless (4mm) w/Wool†
trace samples >2μL

4.0mm
6.5mm x 78.5mm

5062-3587 (ea.)
5183-4693 (5-pk.)

5183-4694 (25-pk.)

22405 22406 22407

Double Goosseneck Splitless (4mm)
trace, active samples >2μL

4.0mm
6.5mm x 78.5mm

5181-3315 (ea.)
5183-4705 (5-pk.)

5183-4706 (25-pk.)

20784 20785 20786

8 visit www.restek.com for all your chromatography needs

All liners are

100%
deactivated

All liners are shipped
intermediate polarity
(IP) deactivated unless
otherwise requested.
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*Nominal ID at syringe needle expulsion point.  **Use with two-hole ferrule for dual-column analysis.   †Use this liner for increased sensitivity.

FREE Poster!
Get your liner anatomy wall chart!
Call Restek at 800-356-1688 to
request your free poster today!

lit. cat.# GNWC1014

Inlet Liners
for Agilent GCs

DI Liners for Agilent GCs**
(For 0.25/0.32/0.53mm ID Columns) Benefits/Uses

ID*
OD x Length

Similar to
Agilent part # ea.

cat.#/price
5-pk. 25-pk.

Drilled Uniliner (hole near top)

trace, active samples, high
recovery & linearity

4.0mm
6.3mm x 78.5mm

—
21054 21055 20998

Drilled Uniliner (hole near bottom)

trace, active samples, high
recovery & linearity

4.0mm
6.3mm x 78.5mm

G1544-80730
20756 20771

—

Did you know?
Restek carries a complete line of instrument
specific liners. Visit us online to view our liners
for Agilent, Shimadzu, PerkinElmer, Thermo
Scientific, and Varian GCs.
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• Easily removes hot liners from injection ports.
• 4mL vials (not included) can be changed out and 

disposed of when dirty.

Never again will you have to burn your fingers removing a
hot injection port liner. The Claw safely and cleanly
removes liners, O-rings, or other small objects from the
injection port. You can then place the hot objects in a clean
4mL vial situated in the Claw holder until ready for reuse.

• Air stable.
• 2-year shelf life guarantee.
• Discrete dynode design results in

extended operating life.

The multi dynode approach of all ETP multipliers results in longer
lifetimes and better sensitivities, compared with channel multipliers,
because of greater surface area.

Other ETP Electron Multipliers are available upon request. 
Call us if you do not see your instrument listed.

Description qty. cat.# price
Electron Multipliers for Agilent GC/MS and LC/MS
For Agilent 5970 GC/MS ea. 23072
For Agilent 5971, 5972, GC GC/MS ea. 23073
For Agilent 5973 & 5975 GC/MS 
(includes mount for initial installation) ea. 23074
For Agilent 5973 & 5975 GC/MS and LC/MSD
(Replacement Multiplier) ea. 23075
For Agilent LC/MSD 
(includes mount for initial installation) ea. 23076
Electron Multiplier for Applied Biosystems (Sciex)
For API 300, 3000 & 4000 Applied Biosystems ea. 23077
Electron Multiplier for Thermo Scientific GC/MS
For Thermo TRACE DSQ, DSQII, and Polaris-Q GC/MS ea. 23081

ETP Electron
Multipliers
for Mass Spectrometry

GC Accessories

No more waiting for the injection ports to cool down. Now
the Hot Swap Capillary Column Nut allows you to change
out your capillary column while the injector is still hot.

Hot Swap Capillary

Column Nuts

NEW!

Ferrule ID Fits Column ID qty. cat.# price
0.4mm 0.25mm 10-pk. 21472
0.5mm 0.32mm 10-pk. 21473
0.8mm 0.53mm 10-pk. 21474

• Aluminum construction—will not crack or fragment.
• No retightening required after temperature cycles—excellent

for GC/MS.
• Will not stick in fittings, unlike Vespel® or graphite. Stable to 550°C.
• Use with any 1/16" compression-type fitting.

*Patent pending.

Alumaseal™ Ferrules*

For more information on ETP Electron Multipliers, visit www.restek.com

No more
burned 
fingers!

HOT
Tools 

Description qty. cat.# price
For use with “compact” Agilent-style ferrules.
Hot Swap Capillary Column Nut ea. 22348
For use with standard 1/16"-type ferrules.
Hot Swap Capillary Column Nut ea. 22347

The Claw & 

Holder Kit

Description qty. cat. # price
The Claw ea. 26261
The Claw Holder Kit (includes The Claw and holder) kit 26262
4.0mL Clear Vial, White Graduated Marking Spot 100-pk. 24658
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SPE Tubes for Pesticide Residue Analysis from Food Products
• Fast, simple sample extraction and cleanup using dSPE.
• Fourfold increases in sample throughput.
• Fourfold decreases in material cost.
• Convenient, ready to use centrifuge tubes with ultra pure, preweighed

adsorbent mixes.

PSA—primary and secondary amine exchange material     GCB—graphitized carbon black

Syringe Filters with
Luer Lock Inlet

Visit www.restek.com/quechers for complete information on QuEChERS products.

QuEChERS
Quick, Easy, Cheap, Effective, Rugged and Safe!

FREE
Sample Packs

Available!

Visit www.restek.com for information on Restek’s
line of replacement parts for ASE® 200 & 300 systems

Sample Preparation

for more information, visit www.restek.com

Request GNFF1072 for a membrane selection guide 
and 12 reasons to buy Restek syringe filters.

Visit www.restek.com/filters for complete product listing.

Description Material Methods qty. cat# price
50mL Centrifuge Tubes for Sample Extraction

Resprep Q110
4g MgSO4, 1g NaCl, 1g trisodium citrate dihydrate, 
.5g disodium hydrogencitrate sesquihydrate

Mini-Multiresidue, European 
prEN-15662 50-pk. 26213

2mL Micro-Centrifuge Tubes for dSPE (clean-up of 1mL extract)

Resprep Q210 150mg MgSO4, 25mg PSA
Mini-Multiresidue, European 

prEN-15662 100-pk. 26215
Resprep Q211 150mg MgSO4, 25mg PSA, 25mg C18 Mini-Multiresidue 100-pk. 26216

Resprep Q213 150mg MgSO4, 25mg PSA, 7.5mg GCB
Mini-Multiresidue, European 

prEN-15662 100-pk. 26218

PEEK™ Washers for ASE® 200 Systems
• Meet original equipment manufacturer’s performance.
• Available in 4 quantities, including 1,000-packs.

20mm Filters for ASE® 200 Extraction Cells

Description
Similar to

Dionex part # qty. cat.# price
Cellulose Filters for ASE 200 049458 100-pk. 26118
Cellulose Filters for ASE 200 049458 1,000-pk. 26190

Save!
1,000-Packs
Available!

ASE 200 Extraction
Accessories Compare

& SAVE!

Cut costs, not corners!
Top quality filters at lower costs than even the 

discounted prices of other manufacturers!  
Compare our quality with your current brand using our 

FREE no risk sample packs.
Description

Similar to
Dionex part # qty. cat.# price

PEEK Washers for ASE 200 049454 250-pk. 26120
1,000-pk. 26229

VWR Fisher Phenomenex Restek
cat# 28145-491 09-720-7 AFO-2202-12 26142

PTFE Purple Luer Lock Inlet 13mm, 0.22μm, 100pk 



11

GC Accessories

innovative chromatography solutions

• Stable storage of sulfur and mercury at ppb levels. 
• Refinery and natural gas process sampling.
• Inert coating doesn't flake; more durable than Teflon®. 
• Cylinders available from 75cc to 2250cc and DOT rated to

1,800 or 5,000 psig.
• Valves rated to 3,500 or 6,000 psig.

Description qty. cat.# price
1/4" NPT Exit ea. 21400

Sulfinert®
Sample 
Cylinders &
Valves

Sulfinert® Treated Ultra-High Pressure Sample Cylinders

• Variety of sorbents to collect a wide range 
of VOCs on single device.

• Fits PerkinElmer and Markes thermal desorption instruments.
• Compliant with US EPA, NIOSH, and European methods.
• 103 times greater sensitivity over solvent desorbed sorbent

tubes.
• Reusable tubes may be sampled actively with sampling

pump or passively without.

Thermal

Desorption Unit

(TDU) Tubes

Sample Cylinders Size qty. cat.# list price
Sulfinert Sample Cylinder, 
1/4" Female NPT Thread 300cc ea. 22112-406
Sulfinert Sample Cylinder,

1/4" Female NPT Thread 500cc ea. 22113-406

Visit www.restek.com/air for additional cylinder sizes,
pressure ratings and valve configurations.

Sulfinert® Treated Alta-Robbins Sample Cylinder Valves

Unconditioned Stainless Steel
Description qty. cat.# list price
TDU Tubes, Tenax TA 10-pk. 24056-406
TDU Tubes, Carbopack C/
Carbopack B/Carbosieve SIII 10-pk. 24061-406

• Test lab proficiency for air toxics analysis.
• Audit sample containing several unknown

TO-14A/TO-15 compounds.
• 5A disposable cylinder shipped during 4th

quarter.
• Report includes confidental results and a sta-

tistical summary of results from all participat-
ing laboratories.

No data pack available.

TO-14A/TO-15/TO-17

Performance Test

Standard

Description cat.# qty. price
150 liters @ 1,800psi cat. # 34560 (ea.)  

Air Monitoring

• Provide accurate integrated sampling
without a sampling pump.

• Siltek® treated components ensure a
very inert surface.

• Excellent for sampling times from 0.5
hour to 125 hours, or grab sampling.

Passive Air

Sampling Kits

See www.restek.com/air for more TDU Tube
options and TDU Accessories.

25% off when purchased alone

Description Flow qty. cat.# list price
Siltek Complete Sampling Kit
w/0.0012" Orifice 2–4 sccm kit 24160-406
Siltek Complete Sampling Kit
w/0.0016" Orifice 4–8 sccm kit 24161-406
Siltek Complete Sampling Kit
w/0.0008" Orifice 0.5–2 sccm kit 24217-406

50% off with canister purchase

Description qty. cat.# list price

1L SilcoCan Canister/0.0012" Passive Air
Sampling Kit  (includes: 1 Liter SilcoCan
w/Siltek 1/4" Valve  and Siltek Complete
Passive Air Sampling Kit w/0.0012" Orifice) ea. 24180-406.1

6L SilcoCan Canister/0.0016" Passive Air
Sampling Kit  (includes: 6 Liter SilcoCan
w/Siltek 1/4" Valve  and Siltek Complete
Passive Air Sampling Kit w/0.0016" Orifice) ea. 24182-406.2



12 visit www.restek.com for all your chromatography needs

The Choice Is Yours
Pinnacle®DB 1.9μm columns offer the widest

variety of stationary phases for UHPLC 

www.restek.com/uhplc

1.9μm Pinnacle® DB UHPLC Columns

Aqueous C18    PFP Propyl    Biphenyl    Cyano    Silica    C18    IBD    C8    X3    PAH

2.1mm ID
Length cat.# price
Pinnacle DB C18 1.9μm Columns
30mm 9414232
50mm 9414252
100mm 9414212
Pinnacle DB Silica 1.9μm Columns
30mm 9410232
50mm 9410252
100mm 9410212
Pinnaclee DB PFP Propyl 1.9μm Columns
30mm 9419232
50mm 9419252
100mm 9419212
Pinnacle DB Biphenyl 1.9μm Columns Resolution Evolution!

30mm 9409232
50mm 9409252
100mm 9409212
Pinnacle DB Aqueous C18 1.9μm Columns
30mm 9418232
50mm 9418252
100mm 9418212

2.1mm ID
Length cat.# price
Pinnacle DB IBD 1.9μm Columns
30mm 9425232
50mm 9425252
100mm 9425212
Pinnacle DB Cyano 1.9μm Columns
30mm 9416232
50mm 9416252
100mm 9416212
Pinnacle DB C8 1.9μm Columns
30mm 9413232
50mm 9413252
100mm 9413212
Pinnacle DB PAH 1.9μm Columns
30mm 9470232
50mm 9470252
100mm 9470212
Pinnacle DB X3 C18 1.9μm Columns
30mm 9424232
50mm 9424252
100mm 9424212
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HPLC Columns

Viva HPLC Prep Columns

Ultra HPLC Prep Columns

Dimensions Viva C18 Viva C8 Viva C4
Length x ID cat.# cat.# cat.# list price
50 x 10mm 9514557 9513557 9512557
50 x 21.2mm 9514558 9513558 9512558
50 x 30mm 9514559 9513559 9512559
100 x 10mm 9514517 9513517 9512517
100 x 21.2mm 9514518 9513518 9512518
100 x 30mm 9514519 9513519 9512519
150 x 10mm 9514567 9513567 9512567
150 x 21.2mm 9514568 9513568 9512568
150 x 30mm 9514569 9513569 9512569
250 x 10mm 9514577 9513577 9512577
250 x 21.2mm 9514578 9513578 9512578
250 x 30mm 9514579 9513579 9512579

Dimensions
Ultra
C18

Ultra
Aqueous C18

Ultra
C8

Ultra
IBD

Ultra
Cyano

Ultra
Phenyl

Ultra
PFP

UUltra
Silica

Length x ID cat.# cat.# cat.# cat.# cat.# cat.# cat.# cat.# list price
50 x 10mm 9174557 9178557 9103557 9175557 9106557 9105557 9176557 9100557
50 x 21.2mm 9174558 9178558 9103558 9175558 9106558 9105558 9176558 9100558
50 x 30mm 9174559 9178559 9103559 9175559 9106559 9105559 9176559 9100559
100 x 10mm 9174517 9178517 9103517 9175517 9106517 9105517 9176517 9100517
100 x 21.2mm 9174518 9178518 9103518 9175518 9106518 9105518 9176518 9100518
100 x 30mm 9174519 9178519 9103519 9175519 9106519 9105519 9176519 9100519
150 x 10mm 9174567 9178567 9103567 9175567 9106567 9105567 9176567 9100567
150 x 21.2mm 9174568 9178568 9103568 9175568 9106568 9105568 9176568 9100568
150 x 30mm 9174569 9178569 9103569 9175569 9106569 9105569 9176569 9100569
250 x 10mm 9174577 9178577 9103577 9175577 9106577 9105577 9176577 9100577
250 x 21.2mm 9174578 9178578 9103578 9175578 9106578 9105578 9176578 9100578
250 x 30mm 9174579 9178579 9103579 9175579 9106579 9105579 9176579 9100579

Our broadest selection of stationary phases, including unique phases. High density bondings, for maximum retention.
High-purity, Type B silica gives excellent peak shapes for a wide range of compounds.

RESTEK recommended

Viva columns are based on a wide pore material we designed for optimal large molecule separations. Viva columns have a 
narrow distribution about the mean pore size, permitting a larger portion of the silica surface to play a role in the separation.

NEW!

please note
We strongly recommend
ordering a semi-prep or
prep column only after
evaluating the desired 
separation on an equivalent
analytical-scale column.
Because we cannot re-use 
a column or the silica it con-
tains once it has left our
facility, we cannot accept
returns of large-scale
columns (except in cases 
of our error).

HPLC Prep Columns
• Easy scale-up from Restek analytical columns.
• Popular bonded phases on a 5μm spherical silica.
• Custom sizes also available.

Many More!
For a full listing of all
60 Restek Prep
columns, call or visit
www.restek.com
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Analytical Reference Materials

• Largest number of target analytes in one mix, formulated for maximum stability.

• Available for US EPA methods 8260, 8270, 502.2, 524.2, 525.2, 624, 625,

SOM01.1, OLC 03.2, OLM 04.2, Skinner List volatiles, Skinner List semivolatiles.

MegaMix® mixes simplify preparation of calibration mixes, and shorten preparation time, because they
include a maximum numbers of compatible target analytes. In some applications a second calibration
analysis has been required for coeluting target compounds, but the MegaMix® formulation ensures all
included analytes can be calibrated in one analysis (e.g., 3- and 4- methylphenol with other components in
OLC 03.2 semivolatiles mix; m- & p- xylene with other components in OLC 03.2 volatiles mix).

Save time, save effort, minimize potential for preparation problems—

use MegaMix® reference mixes, only from Restek or authorized distributors.

www.restek.com/megamix

www.restek.com/catalog

Reserve your free 2009 Restek Product Catalog!

GET YOUR MIX
Time-Saving MegaMix® Environmental Reference Mixes.

BENCHTOP OR LAPTOP?
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HPLC Accessories

For start-up and maintenance in all HPLC systems.

Description qty. cat.# price
PEEK Survival Kit for HPLC kit 25322

Contents:

*Kit contains 1 wrench, replacement (cat.# 20110) is a 2-pk.

Description qty. cat.# price
PEEK Column Connector (beige, round body) 10-pk. 25015
PEEK Tubing, 1/16" OD x 0.005" ID x 3m (red stripe) ea. 25065
PEEK Tubing, 1/16" OD x 0.007" ID x 3m (yellow stripe) ea. 25066
PEEK Tubing, 1/16" OD x 0.010" ID x 3m (blue stripe) ea. 25067
PEEK Tubing Elbow 90° 5-pk. 25308
PEEK Tubing Elbow 180° 5-pk. 25309
Teflon Tubing, 1/8" OD x 0.063" ID x 3m (1.6mm ID) 3m 25306
Teflon Tubing, 1/8" OD x 0.094" ID x 3m (2.4mm ID) 3m 25307
Tubing Clip 5-pk. 25310
ValvTool Wrench ea. 25321
Open-End Wrenches (1/4" x 5/16") 2-pk.* 20110
Clean-Cut Tubing Cutter ea. 25069
Replacement Blade for Clean-Cut Cutter ea. 25070
PEEK Union Connector 1/16" 2-pk. 25323
Mobile Phase Sparge Filter: 2μm ea. 25311
Inlet Filter: 10μm ea. 25312

PEEK™
Survival Kit

The PEEK™ Survival Kit is an invaluable parts kit that contains tubing, 
fittings, and tools essential for setting up and maintaining your HPLC 
system: PEEK™ tubing, connectors, and elbows, Teflon® tubing, a tubing
cutter and extra blades, a ValvTool wrench, open-end wrenches, and more.

Allows you to quickly and reliably connect
two pieces of 1/16-inch tubing. 0.3mm union
bore. End fittings included.

Description qty. cat.# price
PEEK Union Connector 1/16" 2-pk. 25323

A type 316 stainless steel tip
with a Tefzel® collar seals to a corrosion-resistant type
316 stainless steel filter element. The slip-on filter easily
attaches to the pump inlet line, without the use of
wrenches. The universal tip accommodates standard
Teflon® tubing inner diameters. The cylindrical filter is
standard 10μm porosity. 1/8" OD. Fits Altex, ISCO, LDC,
Varian, Waters, PerkinElmer, and other pumps.

Description qty. cat.# price
Slip-on Inlet Filter ea. 25008

Low-Pressure Slip-On

Inlet Filter for Mobile

Phase Reservoir

PEEK™ Union

Connector
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GET BETTER RESOLUTION OF 
YOUR TARGET COMPOUNDS WITH

RESTEK BIPHENYL COLUMNS

★   ★   ★   ★   ★   ★   ★   ★   ★   ★   ★   ★   ★   ★   ★   ★

Higher hhydrophobic rretention aand
aromatic sselectivity iin aa ssingle ccolumn.

Visit www.restek.com/biphenyl




